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Trusted for over 30 years, L-com Global Connectivity® a world leader in the manufacture of wired and wireless connectivity 
products, offers a wide range of solutions and unmatched customer service for the electronics and data communications 
industries. The company’s product portfolio includes cable assemblies, connectors, adapters, computer networking 
components, and custom products, as well as its HyperLink® line of wireless products featuring antennas, RF amplifiers, 
coaxial lightning and surge protectors, and NEMA-rated enclosures. L-com’s HyperLink® wireless products are designed for 
WiFi, WiMAX, SCADA, 802.11a/b/g/n, RFID, and Bluetooth® applications. L-com’s other brands include MilesTek® specialists 
in military/aeronautics connectivity and Aiconics® a leading manufacturer of electrical connector products. 


We manufacture L-com brand network products ourselves. It means that we control product designs, 
manufacturing processes, and quality control procedures. That’s how you know your network 
components will do what you need them to do. 
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2 HyperLink® Grid Antennas 2015 Supplement Catalog 1.0 
; Item # Style Description 1-9 10-24 25-99 100+ 
MN : : 
a HyperLink® Grid Antennas 
— L-com's HyperLink® grid antennas feature a multi-piece reflector grid. With this type of design they are not only easy to assemble, but they 
1. i] significantly reduce shipping costs compared to similar antennas with one piece reflector grids. These durable all weather antennas have an 
_— HG8915EG open frame grid design. This minimizes wind loading on the antenna. 
— STYLE ; 
= 900 MHz Grid Antenna 
: HG8915EG A 15 dBi, N Female Connector 93.55 86.07 78.58 CALL 
(Vertical) 
1.9 GHz Grid Antenna 
HG1922EG-NF A 22 dBi, N Female Connector 82.11 75.54 68.97 CALL 
2.4 GHz Grid Antennas 
HG2427G A 27 dBi, N Female Connector 207.95 195.47 183.00 CALL 
HG2430G B 30 dBi, 18" (45.7cm) Pigtail with N Female Connector 509.55 47898 448.40 CALL 
HG2430G-NM B 30 dBi, 18" (45.7cm) Pigtail with N Male Connector 519.95 488.75 457.56 CALL 
4 HG2415EG-NF A 15 dBi, 12" (30.5cm) Pigtail with N Female Connector 41.55 38.23 34.90 CALL 
ee HG2415EG-NF-5PK A 15 dBi, 12" (30.5cm) Pigtail with N Female Connector, 5-Pack 181.95 167.39 152.84 CALL 
L 
HG2415EG-NM A 15 dBi, 12" (30.5cm) Pigtail with N Male Connector 41.55 38.23 34.90 CALL 
HG2415EG-NM-5PK =A 15 dBi, 12" (30.5cm) Pigtail with N Male Connector, 5-Pack 181.95 167.39 152.84 CALL 
ertical 
“ HG2420EG-NF A 20 dBi, 12" (30.5cm) Pigtail with N Female Connector 46.75 43.01 39.27. CALL 
lips. HG2420EG-NF-5PK =A 20 dBi, 12" (30.5cm) Pigtail with N Female Connector, 5-Pack 207.95 191.31 174.68 CALL 
HG2430G >= HG2420EG-NM A 20 dBi, 12" (30.5cm) Pigtail with N Male Connector 46.75 43.01 39.27 CALL 
STYLE | HG2420EG-NM-5PK =A 20 dBi, 12" (30.5cm) Pigtail with N Male Connector, 5-Pack 207.95 191.31 174.68 CALL 
[B| HG2424EG-NF A 24 dBi, 12" (30.5cm) Pigtail with N Female Connector, Lightweight Grid 51.95 47.79 43.64 CALL 
(Vertical) HG2424EG-NF-5PK A 24 dBi, 12" (30.5cm) Pigtail with N Female Connector, Lightweight Grid, 5-Pack 233.95 215.23 196.52 CALL 
a. HG2424EG-NM A 24 dBi, 12" (30.5cm) Pigtail with N Male Connector, Lightweight Grid 51.95 47.79 43.64 CALL 
HM = HG2424EG-NM-5PK =A 24 dBi, 12" (30.5cm) Pigtail with N Male Connector, Lightweight Grid, 5-Pack 233.95 215.23 196.52 CALL 
i 
ie Pa 
—s 3.5 GHz Grid Antenna 
& HG3527EG A 27 dBi, N Female Connector 103.95 99.79 95.63 CALL 
i HG2420EG 
aati pL 4.9 GHz Grid Antennas 
se HG4929G-NF A 29 dBi, 12" (30.5cm) Pigtail with N Female Connector 93.55 86.07 78.58 CALL 
= (Horizontal) HG4929G-NF-5PK A 29 dBi, 12" (30.5cm) Pigtail with N Female Connector, 5-Pack 436.75 401.81 366.87 CALL 
os) 
a HG4929G-NM A 29 dBi, 12" (30.5cm) Pigtail with N Male Connector 93.55 86.07 78.58 CALL 
a HG4929G-NM-5PK A 29 dBi, 12" (30.5cm) Pigtail with N Male Connector, 5-Pack 436.75 401.81 366.87 CALL 
w 
8 . 
Py 4.9-5.8 GHz Grid Antennas 
HG4958-22EG A 22 dBi, N Female Connector 54.03 49.71 45.39 CALL 
HG4958-22EG-5PK A 22 dBi, N Female Connector, 5-Pack 244.35 224.80 205.25 CALL 
HG4958-27EG A 27 dBi, N Female Connector 59.23 54.49 49.75 CALL 
ees HG4958-27EG-5PK =A 27 dBi, N Female Connector, 5-Pack 270.35 248.72 227.09 CALL 
5.8 GHz Grid Antennas 
(Horizontal) HG5822EG A _22. dBi, N Female Connector 51.95 47.79 43.64 CALL 
HG5822EG-5PK A 22 dBi, N Female Connector, 5-Pack 233.95 215.23 196.52 CALL 
HG5827EG A 27 dBi, N Female Connector 57.15 52.58 48.01 CALL 
HG5827EG-5PK A 27 dBi, N Female Connector, 5-Pack 259.95 239.15 218.36 CALL 
Additional connector options available at L-com.com 
HG5822EG 
STYLE 
L-com Grid Antenna Replacement Hardware 
(Vertical) L-com offers replacement parts for your parabolic grids. These spare part kits consist of the grid, pole mounting bracket and hardware. 
HGGH-04 400mm Grid Replacement Hardware 22.95 22.49 22.03 CALL 
HGGH-04-5PK 400mm Grid Replacement Hardware, 5-Pack 84.95 83.25 81.55 CALL 
HGGH-06 600mm Grid Replacement Hardware 27.95 27.39 26.83 CALL 
HGGH-06-5PK 600mm Grid Replacement Hardware, 5-Pack 104.95 102.85 100.75 CALL 
HGGH-10 1000mm Grid Replacement Hardware 41.95 41.11 40.27. CALL 
HGGH-10-5PK 1000mm Grid Replacement Hardware, 5-Pack 164.95 161.65 158.35 CALL 


Grid Replacement Feedhorns 


L-com offers replacement feedhorns for your parabolic grids. These kits consist of only the feedhorn. Includes hardware to mount feedhorn to dish. 


Mast mounting hardware not included. 


900 MHz Grid Replacement Feedhorn 


HGFH-915EG 15dBi Parabolic Grid Replacement Feedhorn 49.95 49.45 48.95 CALL 
2.4 GHz Grid Replacement Feedhorns 
HGFH-215EG-NF HGFH-215EG-NF 15 dBi Parabolic Grid Replacement Feedhorn 19.95 19.75 19.55 CALL 
HGFH-220EG-NF 20 dBi Parabolic Grid Replacement Feedhorn 22.95 22.72 22.49 CALL 
HGFH-224EG-NF 24 dBi Parabolic Grid Replacement Feedhorn 24.95 24.70 24.45 CALL 
4.9/5.8 GHz Grid Replacement Feedhorns 
HGFH-522EG 22 dBi Parabolic Grid Replacement Feedhorn 24.95 24.70 24.45 CALL 
HGFH-527EG 27 dBi Parabolic Grid Replacement Feedhorn 29.95 29.65 29.35 CALL 


"STYLE" refers to shape of antenna in series. 
Vertical / Horizontal refers to polarity. 
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2015 Supplement Catalog 1.0 HyperLink® Omni Antennas 3 
Item # Style Description 1-9 10-24 25-99 100+ 
698 -960/1710-2700 MHz Omnidirectional DAS Antennas = 
L-com's HyperLink® omnidirectional antennas for Distributed Antenna Systems (DAS) are used to distribute Cellular and WiFi signals throughout a = 
building or area. LL 
HG72704U M 3/4 dBi with N Female Connector 46.75 43.01 39.27. CALL 3 = 
HG72107U-PRO A 4/7 dBi with N Female Connector 151.79 139.65 127.50 CALL | HG72704U > 
800 - 900 MHz Omnidirectional Antennas i A ve 
HGV-903U A 3 dBi, N Female Connector 57.15 53.72 50.29 CALL 
HGV-906U A 6 dBi, N Female Connector 64.43 60.56 56.70 CALL 
HG906U-PRO A 6 dBi, N Female Connector 98.75 90.85 82.95 CALL 
HG908U-PRO A 8 dBi, N Female Connector 145.55 133.91 122.26 CALL HG906U-PRO 
1.9 GHz Omnidirectional Antenna FS 
HG1911U-PRO A 11 dBi, N Female Connector (available in 5-Pack) 87.31 80.33 73.34 CALL aeaan 
2.4 GHz Omnidirectional Antennas ae STYLE 
HG2408U-NF B 8 dBi, 12" (30.5cm) Pigtail with N Female Connector 77.95 71.71 65.48 ~— CALL desea 
HG2408U-NM B 8 dBi, 12" (30.5cm) Pigtail with N Male Connector 77.95 TALE 65.48 CALL 
HG2408U-RBP B 8 dBi, 12" (30.5cm) Pigtail with RP-BNC Plug Connector 77.95 71.71 65.48 CALL 
HG2408U-RSP B 8 dBi, 12" (30.5cm) Pigtail with RP-SMA Plug Connector 77.95 71.71 65.48 CALL 
HG2408U-RTP B 8 dBi, 12" (30.5cm) Pigtail with RP-TNC Plug Connector 77.95 71.71 65.48 CALL 
HGV-2402U D 2 dBi, N Female Connector 37.39 35.15 32.90 CALL 
HGV-2404U D 4 dBi, N Female Connector 43.63 41.01 38.39 CALL 
HGV-2406U D 6 dBi, N Female Connector 50.91 47.86 44.80 CALL 
HGV-2409U D 8 dBi, N Female Connector 58.19 54.70 51.21 . CALL 
HG2405UP-NF E 5 dBi, N Female Connector 39.47 37.10 34.73 CALL 
HG2407UP-NF E 7 dBi, N Female Connector 46.75 43.95 41.14 CALL Lt i 
HG2409UP-NF E 9 dBi, N Female Connector 54.03 50.79 47.55 CALL : 
HG2409U At 8.5 dBi, N Male Connector 58.19 54.70 51.21. CALL j 
HG2409UM-RSP B* _ 8.5 dBi, Marine, 3ft (0.9m) Pigtail with RP-SMA Plug Connector 124.75 117.26 109.78 CALL ; | 
HG2409U-PRO A* 9 dBi, N Female Connector (available in 5-Pack) 75.87 72.84 69.80 CALL : HG2415U-PRO 
HG2409UDT-PRO A —-Q.dBi, 7 Degree Electrical Down-Tilt, N Female Connector (available in 5-Pack) 81.07 77.83 74.58 CALL STYLE 
HG2411UDT-PRO A 11 dBi, 8 Degree Electrical Down-Tilt, N Female Connector (available in 5-Pack) 93.55 89.81 86.07 CALL i 
HG2412U-PRO A 12 dBi, 12" (30.5cm) Pigtail w/ N Female Connector ANATEL Certified (available in 5-Pack) 116.43 alata erere 107.12 CALL 
HG2412UP-NF E 12 dBi, N Female Connector 60.27 56.65 53.04 CALL 
HG2415U-PRO A 15 dBi, N Female Connector (available in 5-Pack) 129.95 122.15 114.36 CALL 


* Similar to this style-see online Data Sheet for details. 
2.4 GHz Dual Polarized Omnidirectional Antennas 


HG2406DPU G 6 dBi, Dual Polarity with (2) N Female Connectors, MIMO 129.99 119.59 109.19 CALL 
HG2410DPU G 10 dBi, Dual Polarity with (2) N Female Connectors, MIMO 192.35 176.96 161.57 CALL 
HG2413DPU G 13 dBi, Dual Polarity with (2) N Female Connectors, MIMO 259.95 239.15 218.36 CALL k 
: ; . : 5 HG2406DPU 
2.4 GHz Horizontal Polarized Waveguide Omni Antennas t STYLE 
HG2409WU F 9 dBi, Horizontal Waveguide Omni Antenna, N Female Connector 174.67 160.70 146.72 CALL 
2.4-5.8 GHz Dual Band Omnidirectional Antennas 
HG2458-06U-PRO A 6 dBi, Dual Band Omni Antenna, N Female Connector (available in 5-Pack) 103.95 97.71 91.48 CALL 
HG2458-09U-PRO A 9 dBi, Dual Band Omni Antenna, N Female Connector (available in 5-Pack) 116.43 109.44 102.46 CALL 
HGV-2458-03U D 3 dBi, Dual Band, N Female Connector 39.47 37.10 34.73 CALL 
HGV-2458-05U D 5 dBi, Dual Band, N Female Connector 46.75 43.95 41.14 = CALL HGV-2458-03U 
HGV-2458-07U D 7 dBi, Dual Band, N Female Connector 54.03 50.79 47.55 CALL ‘ STYLE 
2.6 GHz Omnidirectional Antenna : 
HG2609U : 8.5 dBi, N Male Connector 69.63 64.06 58.49 CALL lIsceet| 


* See online Data Sheet for style details. HG2458-O6U-PRO | Sete | 


3.5 GHz Omnidirectional Antennas 


STYLE Sera 


HG3509U-PRO B 9 dBi, N Female Connector 93.55 86.07 78.58 CALL 
HG3512UP-NF B 11.5 dBi, N Female Connector 93.55 87.94 82.32 CALL 
4.9-5.8 GHz Omnidirectional Antennas 
HGV-4958-04U D 4 dBi, N Female Connector 29.07 27.33 25.58 CALL 
HGV-4958-06U D 6 dBi, N Female Connector 40.51 38.08 35.65 CALL 
HGV-4958-09U D 9 dBi, N Female Connector 62.35 58.61 54.87 CALL 3 ] 
HGV-4958-12U D 12 dBi, N Female Connector 81.07 76.21 71.34 CALL a & 2 HGV-4958-06U 
of, : Ey ‘ STYLE 
5.1-5.8 GHz Omnidirectional Antennas 
HG5158-O6UP-NF E 6 dBi, N Female Connector 51.95 47.79 43.64 CALL 
HG5158-O9UP-NF —_E 8.5 dBi, N Female Connector 58.19 53.53 48.88 CALL 
5.1-5.8 GHz Dual Polarized Omnidirectional Antennas ity 
HG5158DP-10U G 10 dBi, Dual Polarity with (2) N Female Connectors 145.55 136.82 128.08 CALL 
HG5158DP-13U G 13 dBi, Dual Polarity with (2) N Female Connectors 192.35 180.81 169.27 CALL 
5.3-5.8 GHz Omnidirectional Antennas HG5158DP-10U 
HG5310U C 5.3 GHz, 10 dBi, N Female Connector 83:15) a7Gnl GMNMN7 3517, Me CALL. STYLE 
HG5412U C 5.4 GHz, 12 dBi, N Female Connector 93.55 89.81 86.07 CALL 
HG5806U-PRO A 5.8 GHz, 6 dBi, N Female Connector (available in 5-Pack) 75.87 72.84 69.80 CALL 
HG5809U-PRO A 5.8 GHz, 9 dBi, N Female Connector (available in 5-Pack) 87.31 83.82 80.33 CALL 
HG5808U cg 5.8 GHz, 8 dBi, N Female Connector 82.11 78.83 75.54 CALL 
HG5812U-PRO A 5.8 GHz, 12 dBi, N Female Connector (available in 5-Pack) 98.75 94.80 90.85 CALL 
5.8 GHz Omnidirectional Down-Tilt Antenna ed ue ae 
HG5811UDT-PRO A 11 dBi, 8 Degree Electrical Down-Tilt with N Female Connector 91.47 87.81 84.15 CALL 
5.8 GHz Omnidirectional Wireless LAN Antenna 
HG5810U E 10 dBi, Wireless LAN, N Female Connector 93.55 89.81 86.07 CALL 
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"STYLE" refers to shape of antenna in series. 
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HyperLink® Parabolic Dish, Log Periodic and Yagi Antennas 


2015 Supplement Catalog 1.0 


Item # Style Description 


Parabolic Dish Antennas - Superior Strength Design Ensures Durability 
HyperGain parabolic dish WiFi antennas are designed for long-range operation and feature heavy-duty yet lightweight weatherproof construction. 


1-9 10-24 25-99 100+ 


2.4 GHz Dish Antenna 

HG2414D D 14 dBi, 260mm Dia, N Female Connector 41.55 38.23 34.90 CALL 
2.4 GHz Dual Polarized Dish Antennas 

HG2418DPD B 18 dBi, 400mm Dia, Dual Polarity, with (2) N Female Connectors, MIMO 135.15 124.34 113.53 CALL 

HG2422DPD B 22 dBi, 600mm Dia, Dual Polarity, with (2) N Female Connectors, MIMO 161.15 148.26 135.37. CALL 

HG2425DPD B 25 dBi, 900mm Dia, Dual Polarity, with (2) N Female Connectors, MIMO 291.15 267.86 244.57 = CALL 
4.9-5.8 GHz Dual Polarized Dish Antennas 

HG4958DP-25D B 25 dBi, 400mm Dia, Dual Polarity, with (2) N Female Connectors, MIMO 145.55 133.91 122.26 CALL 

HG4958DP-30D B 30 dBi, 600mm Dia, Dual Polarity, with (2) N Female Connectors, MIMO 171.55 157.83 144.10 CALL 

HG4958DP-34D B 34 dBi, 900mm Dia, Dual Polarity, with (2) N Female Connectors, MIMO 301.55 277.43 253.30 CALL 
5.1-5.8 GHz Dual Polarized Dish Antennas 

HG5158DP-29D B 28.5 dBi, 600mm Dia, Dual Polarized, (2) N Female Connectors, MIMO 171.55 161.26 150.96 CALL 

HG5158DP-32D B 32 dBi, 900mm Dia, Dual Polarized, (2) N Female Connectors, MIMO 301.55 283.46 265.36 CALL 
5.1-5.8 GHz Dish Antennas 

HG5158-23D B 23 dBi, 400mm Dia, N Female Connector 161.15 148.26 135.37 CALL 

HG5158-28D B 28 dBi, 600mm Dia, N Female Connector 197.55 181.75 165.94 CALL 

HG5158-31D B 31 dBi, 900mm Dia, N Female Connector 291.15 267.86 244.57 CALL 
5.4 GHz Dish Antennas 

HG5423D B 23 dBi, 400mm Dia, N Female Connector 151.79 145.72 139.65 CALL 

HG5432D B 32 dBi, 900mm Dia, N Female Connector 279.71 268.52 257.33 CALL 
5.8 GHz Dish Antennas 

HG5817D A 17 dBi, 246mm Dia, N Female Connector 48.83 44,92 41.02 CALL 

HG5833D B 33 dBi, 900mm Dia, N Female Connector 291.15 267.86 244.57 CALL 

HG5824D B 24 dBi, 400mm Dia, N Female Connector 161.15 148.26 135.37 CALL 

HG5829D B 29 dBi, 600mm Dia, N Female Connector 197.55 181.75 165.94 CALL 


Radome Cover Kits 


HyperLink® radome covers are an ideal way to provide additional protection to our parabolic dish antennas. These lightweight radome kits feature 
fiberglass construction and UV stable gray finish. Drain holes are provided on the radome cover to help prevent moisture build-up inside the 
dish antenna. 


HGR-04 Radome Cover Kit for 400mm Dia Dish 49.95 48.95 47.95 CALL 
HGR-06 Radome Cover Kit for 600mm Dia Dish 63.95 62.67 61.39 CALL 
HGR-09 Radome Cover Kit for 900mm Dia Dish 74.95 73.45 71.95 CALL 


Dish Antenna Replacement Hardware 
L-com offers replacement parts for your parabolic dishes. These spare part kits consist of the dish, pole mounting bracket and all of the hardware. 


HGDH-400 Replacement Hardware for 400mm Dia Dish 94.95 94.00 93.05 CALL 
HGDH-600 Replacement Hardware for 600mm Dia Dish 119.95 118.75 117.55 CALL 
HGDH-900 Replacement Hardware for 900mm Dia Dish 234.95 232.60 230.25 CALL 


L-com offers replacement feedhorns for your parabolic dishes. These kits consists of only the feedhorn. Go to L-com.com to see our line of 
Dish Antenna replacement feedhorns. 


Log Periodic Antennas 


HyperLink® Log Periodic Antennas feature high gain with multi-band performance. The radome enclosed antennas are ideal for all 
weather operation. 


800 MHz- 2.5 GHz Log Periodic DAS Antennas 


HG824-09LP-NF G 9 dBi, Radome Enclosed, Log Periodic, 12" (30.5cm) Pigtail with N Female Connector 62.35 57.36 52.37 CALL 

HG824-11LP-NF G 11 dBi, Radome Enclosed, Log Periodic, 12" (30.5cm) Pigtail with N Female Connector 67.55 62.15 56.74 CALL 
2.4-5.8 GHz Log Periodic Antenna 

HG2458-08LP-NF G 8 dBi, Radome Enclosed, 9" (22.9cm) Pigtail with N Female Connector 75.87 69.80 63.73 CALL 


Yagi Antennas 


HyperLink® offers both radome enclosed and non-radome enclosed long range directional Yagi antennas. These rugged antennas are ideal for all 
weather operation. 


900 MHz Yagi Antennas 
HG903YE-NF E 3 dBi, Aluminum, 15" (38.1cm) Pigtail with N Female Connector 31.15 28.66 26.17 CALL 
HG9O6YE-NF E 6 dBi, Aluminum, 15" (38.1cm) Pigtail with N Female Connector 34.27 S53 28.79 CALL 
HG9O9YE-NF E 9 dBi, Aluminum, 15" (38.1cm) Pigtail with N Female Connector 38.43 35.36 32.28 CALL 
HG912YE-NF E 12 dBi, Aluminum, 15" (38.1cm) Pigtail with N Female Connector 40.51 37.27 34.03 CALL 
HG914YE-NF E 14 dBi, Aluminum, 15" (38.1cm) Pigtail with N Female Connector 48.83 44.92 41.02 CALL 
HG909Y-NF E 9 dBi, Stainless Steel, 18" (45.7cm) Pigtail with N Female Connector 41,55 38.23 34.90 CALL 
HG913Y-NF E 13 dBi, Stainless Steel, 18" (45.7cm) Pigtail with N Female Connector 62.35 57.36 52.37 CALL 
HG914Y-NF E 14 dBi, Aluminum, 12" (30.5cm) Pigtail with N Female Connector 140.35 129.12 117.89 CALL 
1.9 GHz Yagi Antenna 
HG1912SY-NF E 12 dBi, Stainless Steel, 7" (17.8cm) Pigtail with N Female Connector 51.95 47.79 43.64 CALL 
2.4 GHz Yagi Antennas 
HG2409Y-NF F 9 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with N Female Connector 51.95 47.79 43.64 CALL 
HG2409Y-NM li 9 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with N Male Connector 51.95 47.79 43.64 CALL 
HG241 2SY-NF E 12 dBi, Stainless Steel, 7" (17.8cm) Pigtail with N Female Connector 51.95 47.79 43.64 CALL 
HG2412Y-NF F 12 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with N Female Connector 57:15 52.58 48.01 CALL 
HG2412Y-NM F 12 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with N Male Connector 57.15 52.58 48.01 CALL 
HG2415Y-NF F 14.5 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with N Female Connector 62.35 57.36 52.37 CALL 
HG2415Y-NM F 14.5 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with N Male Connector 62.35 57.36 52.37 CALL 
4.9-5.8 GHz Dual Polarized Yagi Antenna 
HG4958DP-17Y-NF H 17 dBi, Radome Enclosed, 12" (30.5cm) Pigtail with (2) N Female Connectors 174.67 = 160.70 = 146.72. — CALL 
5.8 GHz Yagi Antenna 
HG5817Y-NF H 16.5 dBi, Radome Enclosed, 10" (25.4cm) Pigtail with N Female Connector 82.11 75.54 68.97 CALL 
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2015 Supplement Catalog 1.0 HyperLink® Rubber Duck Antennas 5 
Item # Style Description 1-9 10-24 25-99 100+ 
900 MHz, 900 MHz - 2.4 GHz, 1.9 GHz, 2.4 GHz, 2.4-5.8 GHz and 3.5 GHz Rubber Duck Antennas A 
These high performance Omnidirectional rubber duck antennas provide broad coverage and multiple gain options. HyperLink® flexible rubber duck — 
antennas feature tilt-and-swivel connectors allowing them to be used vertically, at a right angle, or any angle in-between. Suitable as a replacement — 
RF antenna for radios, wireless video transmitters and receivers, as well as digital spread spectrum radios. — 
HG903RD-RSP 
900 MHz Rubber Duck Antennas STYLE SF 
HG903RD-RSP B 3 dBi, Tilt/ Swivel RP-SMA Plug Connector 12.43 11.44 10.44 = CALL 
HG903RD-SM B 3 dBi, Tilt/ Swivel SMA Male Connector 12.43 11.44 10.44 = CALL HG9OSRDR-RSP 
HG905RD-RSP B 5 dBi, Tilt/ Swivel RP-SMA Plug Connector 23.87 21.96 20.05 CALL STYLE 
HG905RD-SM B 5 dBi, Tilt/ Swivel SMA Male Connector 23.87 21.96 20.05 CALL 
HG905RDR-RSP A 5 dBi, Rigid RP-SMA Plug Connector 23.87 21.96 20.05 CALL 
900 MHz - 2.4 GHz Tri Band/ Quad Band WiFi Antenna 
HG924-2TP-RSP G 2 dBi, QUAD Band/WiFi 2.4 GHz Patch, with RP-SMA Plug Connector 17.63 16.57 15.51 CALL 
1.9 GHz Rubber Duck Antenna 
HG1903RD-RSP B 3 dBi, Tilt/Swivel RP-SMA Plug Connector 11.39 10.48 9.57 CALL 
HG924-2TP-RSP 
2.4 GHz Rubber Duck Antennas STYLE 
HG2400RDR-RSP H 0 dBi, Stubby Rigid RP-SMA Plug Connector 9.31 8.57 7.82 CALL 
HG2400RDR90-RSP_ =H 0 dBi, Stubby Rigid 90° RP-SMA Plug Connector 10.35 9.52 8.69 CALL 
HG2402RD-RSF B 2 dBi, Tilt/Swivel RP-SMA Plug Connector 7.23 6.65 6.07 CALL 
HG2402RDR-RSP A 2 dBi, Rigid RP-SMA Plug Connector 7.75 7.13 6.51 CALL 
HG2403RD-NM B 3 dBi, Tilt/Swivel N Male Connector 9.31 8.57 7.82 CALL 
HG2403RD-RSF B 3 dBi, Tilt/Swivel RP-SMA Plug Connector 9.31 8.57 782eee CALI 
HG2403RD-RTF B 3 dBi, Tilt/Swivel RP-TNC Plug Connector 9.31 8.57 7.82 CALL 
HG2403RD-SM B 3 dBi, Tilt/Swivel SMA Male Connector 9.31 8.57 7.82 CALL 
HG2405RD-NM B 5 dBi, Tilt/Swivel N Male Connector 17.63 16.22 14.81 CALL 
HG2405RD-RSP B 5 dBi, Tilt/Swivel RP-SMA Connector 11.39 10.48 9.57 CALL 
HG2405RD-RTP B 5 dBi, Tilt/ Swivel RP-TNC Connector 11.39 10.48 9.57 CALL HG2400RDR-RSP HG2400RDR90-RSP 
HG2407RD-NM B 7 dBi, Tilt/Swivel N Male Connector 17.63 16.22 14.81 CALL oh oe 
HG2407RD-RSP B 7 GBi, Tilt/Swivel RP-SMA Plug Connector 15.55 14.31 13.06 CALL [H| 
HG2407RD-RTP B 7 dBi, Tilt/Swivel RP-TNC Plug Connector 15.55 14.31 13.06 CALL 
HG2407RD-SM B 7 dBi, Tilt/Swivel SMA Male Connector 1555 1431 13.06 CALL aie 
HG2409RD-NM B 9 dBi, Tilt/Swivel N Male Connector 26.99 24.83 22.67 CALL 
HG2409RD-RSP B 9 dBi, Tilt/Swivel RP-SMA Plug Connector 23.87 21.96 20.05 CALL HG2402RDR-RSP 
HG2409RD-RTP B 9 dBi, Tilt/ Swivel RP-TNC Plug Connector 23.87 21.96 20.05 CALL STYLE 
HG2409RD-SM B 9 dBi, Tilt/Swivel SMA Male Connector 23.87 21.96 20.05 CALL 
2.4-5.8 GHz Multi-Band Rubber Duck Antennas 
HG2458-5RD-RSP J 3/5 dBi, Tilt/Swivel RP-SMA Plug Connector 19.71 18.13 16.56 CALL 
HG2458RD-RSP B 3 dBi, Tilt/Swivel RP-SMA Plug Connector 15.55 14.62 13.68 CALL 
HG2458RD-SM B 3 dBi, Tilt/Swivel SMA Male Connector 15.55 14.62 13.68 CALL 
HG2458RD-TM B 3 dBi, Tilt/Swivel TNC Male Connector 15.55 14.62 13.68 CALL 
3.5 GHz Rubber Duck Antenna 
HG3505RD-RSP B 5 dBi, Tilt/ Swivel RP-SMA Plug Connector 17.63 16.22 14.81 CALL 
> 
Rubber Duck Antennas 
Rubber Duck antennas usually come with an articulated "Swivel" joint, permitting the antenna base to pivot 90°. 
The antenna can also be ordered with a "Rigid" connector base, if the swivel is not required or needed. These HG2458-5RD-RSP 
antennas are numbered with an "RDR" suffix after the basic part number. The base can also have a "Rigid 90°" STYLE 
connector base which carries the RDR90" suffix. If your application requires these options, please inquire about HG2400RDROO-RSP  HG2400RDR-RSP 
special orders at reasonable pricing. 
1.9 GHz, 2.4 GHz and 2.4-5.8 GHz Rubber Duck Desktop Mobile Antennas 
L-com's HyperLink® Omnidirectional rubber duck wireless LAN antennas provide broad coverage and 3-9 dBi gain. These magnetic mount HG1903MGRD-SM 
antennas feature a coaxial sleeve design with an Omnidirectional pattern. These antennas were designed for IEEE 802.11b/g/n wireless LANs and STYLE 
1.9 GHz cellular PCS radio applications. Mobile applications for these antennas include service vehicles, public transportation, mining vehicles, as [D] 
well as numerous other commercial and industrial applications where mobility is required. The magnetic base is suitable for affixing to vehicles or 
other metal surfaces as well as sitting on a tabletop or shelf. 
1.9 GHz Rubber Duck Antennas with Magnetic Mount 
HG1903MGRD-SM D 3 dBi, 5ft (1.5m) Cable with SMA Male Connector 23.87 22.92 21.96 CALL 
HG1903MGRD-SNP D 3 dBi, 5ft (1.5m) Cable with SMA Nano Connector 23.87 22.92 21.96 CALL 
2.4 GHz Rubber Duck Antennas with Magnetic Mount 
HG2407MGRD-RSP E 7 dBi, 5ft (1.5m) Cable with RP-SMA Plug Connector 23.91 22.48 ZUG GALT 
HG2407MGRD-RTP E 7 dBi, 5ft (1.5m) Cable with RP-TNC Plug Connector 23.91 22.48 21.04 CALL 
HG2409MGRD-RSP E 9 dBi, 5ft (1.5m) Cable with RP-SMA Plug Connector 30.11 28.30 26.50 CALL 
HG2409MGRD-RTP E 9 dBi, 5ft (1.5m) Cable with RP-TNC Plug Connector 30.11 28.30 26.50 CALL Meet 
2.4-5.8 GHz Multi-Band Rubber Duck Antennas with Magnetic Mount " 
HG2458MGRD-RSP F 3/5 dBi, 5ft (1.5m) Cable with RP-SMA Plug Connector 29.07 27.33 25.58 CALL HG2407MGRD HG2458-7RDR-NM 
HG2458MGRD-RTP F 3/5 dBi, 5ft (1.5m) Cable with RP-TNC Plug Connector 29.07 27.33 25.58 CALL STYLE STYLE 
HG2458-7RDR-NM Cc 7 dBi, Rigid Rubber Duck with N Male Connector 25.95 23.87 21.80 CALL 
"STYLE" refers to shape of antenna in series. 
oe 
L-com sta 
Online: L-com.com | Toll Free: 800-350-5266 | E-mail: sales@L-com.com | Fax: 978-689-9484 Connectivity 


HyperLink® Patch and Panel Antennas 2015 Supplement Catalog 1.0 
Item # Style Description 1-9 10-24 25-99 100+ 
HG2414PEV |_| HyperLink® Patch and Panel Antennas - Compact and Lightweight 


STYLE 


These high performance directional patch and panel antennas are available for indoor and outdoor applications covering multiple popular 
frequencies. Our patch antennas are lightweight and feature aesthetic UV-stable, UL flame rated plastic radomes which can also be painted to 
match the room or building structure. Designed to be installed for horizontal or vertical polarization, they can be wall or ceiling mounted, as well 
as mast mounted using U-bolts. 


ANTENNAS {3 


Designed specifically as cost-effective solutions for today's demanding wireless applications, HyperLink® patch and panel antenna products offer 
a unique combination of superior all-weather performance, durability and aesthetics. Applications include IEEE 802.11b/g/n, 900 MHz cellular, RFID, 
802.16, 802.20 and WiMAX. 


Mounting: Flush Mount: 
L-com's patch antennas offer 
several unique mounting options. 
They can be mounted flat against a 
wall, or to a mast using a pair of 2 


HG908PCL 


STYLE The HG2408P-NF can be mounted 


flat against the wall or ceiling. Its 
unique design allows the cable to 
exit out of the side or from the back 
of the unit which is ideal for 
mounting in locations that require 
the cable to be hidden. 


inch U-bolts. The antennas also 
accept most tilt-and-swivel security 
camera brackets equipped with 
standard 1/4-20 threads. 


HyperLink® Patch and Panel Antennas 


These are low cost high gain antennas that come with their own enclosure space within the antenna radome. Mount your wireless card radio behind 
the antenna and seal the radome. All come with quick connect Cat5/6 connections. Antenna pigtail cable options are RP-SMA Plug, RP-TNC Plug, 
MMCX and UFL (with others available). 


HyperLink® 2.4 GHz and 5.1 -5.8 GHz Panel Enclosure Antennas 


} HG2414PEV E 2.4 GHz 14 dBi Panel Enclosure Antenna 35.31 34.60 33.90 ‘CALL 
HG8909P : HG2414PEV-MMCX E 2.4 GHz 14 dBi Panel Enclosure Antenna, MMCX Antenna Cable 35.31 34.60 33.90 CALL 
STYLE HG2414PEV-RSP E 2.4 GHz 14 dBi Panel Enclosure Antenna, RP-SMA Plug Antenna Cable 35.31 34.60 33.90 CALL 
[D| HG2414PEV-RTP E 2.4 GHz 14 dBi Panel Enclosure Antenna, RP-TNC Plug Antenna Cable 35.31 34.60 33.90 CALL 
HG2414PEV-UFL E 2.4 GHz 14 dBi Panel Enclosure Antenna, UFL Antenna Cable 35.31 34.60 33.90 CALL 
HG5158PEV E 5.1 GHz to 5.8 GHz 18 dBi Panel Enclosure Antenna 62.35 61.10 59.86 CALL 
HG5158PEV-MMCX E 5.1 GHz to 5.8 GHz 18 dBi Panel Enclosure Antenna, MMCX Antenna Cable 67.55 66.20 64.85 CALL 
i HG5158PEV-RSP E _5.1 GHz to 5.8 GHz 18 dBi Panel Enclosure Antenna, RP-SMA Antenna Plug Cable 67.55 66.20 64.85 CALL 
Sean HG5158PEV-RTP E 5.1 GHz to 5.8 GHz 18 dBi Panel Enclosure Antenna, RP-TNC Plug Antenna Cable 67.55 66.20 64.85 CALL 
HG5158PEV-UFL E 5.1 GHz to 5.8 GHz 18 dBi Panel Enclosure Antenna, UFL Antenna Cable 67.55 66.20 64.85 CALL 
900 MHz Patch/ Panel Antennas 

HG8909P D —_‘ 9.dBi, Heavy Duty Flat Panel with N Female Connector 57.15 52.58 48.01 CALL 
HG908P-NF A 8 dBi, Flat Patch, 8" (20.3cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 57.15 52.58 48.01 CALL 
HG908P-SM A 8 dBi, Flat Patch, 8" (20.3cm) Sq., 12" (30.5cm) Pigtail with SMA Male Connector 57.15 52.58 48.01 CALL 

900 MHz Circular Polarized Patch Antennas 
HG908PCL-NF A 8 dBi, Left Hand, Circular Polarized, 12" (30.5cm) Pigtail with N Female Connector 51.95 49.87 47.79 CALL 
HG908PCL-NM A 8 dBi, Left Hand, Circular Polarized, 12" (30.5cm) Pigtail with N Male Connector 51.95 49.87 47.79 CALL 
HG908PCL-RTP A 8 dBi, Left Hand, Circular Polarized, 12" (30.5cm) Pigtail with RP-TNC Plug Connector 51.95 49.87 47.79 CALL 
ee HG908PCL-RSP A 8 dBi, Left Hand, Circular Polarized, 12" (30.5cm) Pigtail with RP-SMA Plug Connector 51.95 49.87 47.79 CALL 
HG9O8PCL-SM A 8 dBi, Left Hand, Circular Polarized, 12" (30.5cm) Pigtail with SMA Male Plug Connector ‘51.95 49.87 47.79 CALL 
HG908PCR-NF A 8 dBi, Right Hand, Circular Polarized, 12" (30.5cm) Pigtail with N Female Connector 51.95 49.87 47.79 CALL 
HG908PCR-NM A 8 dBi, Right Hand, Circular Polarized, 12" (30.5cm) Pigtail with N Male Connector 51.95 49.87 47.79 CALL 
HG908PCR-RTP A 8 dBi, Right Hand, Circular Polarized, 12" (30.5cm) Pigtail with RP-TNC Plug Connector ‘51.95 49.87 47.79 CALL 
HG908PCR-RSP A 8 dBi, Right Hand, Circular Polarized, 12" (30.5cm) Pigtail with RP-SMA Plug Connector ‘51.95 49.87 47.79 CALL 
HG908PCR-SM A 8 dBi, Right Hand, Circular Polarized, 12" (30.5cm) Pigtail with SMA Male Plug Connector 51.95 49.87 47.79 CALL 


1.9 GHz Patch Antennas 


HG1908P-NF A 8 dBi, 4" (10.2cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 46.75 43.01 39.27. CALL 
HG1912P-NF A 12 dBi, 8" (20.3cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 58.19 53.53 48.88 CALL 
2.4 GHz Patch/Panel Antennas 

HG2408P-NF ¢ 8 dBi, 4" (10.2cm) Round, 10" (25.4cm) Pigtail with N Female Connector 35.31 32.49 29.66 CALL 

HG2409PCL-NF A 8 dBi, 4" (10.2cm) Sq., LH Cir Polarized, 12" (30.5cm) Pigtail with N Female Connector 35.31 32.49 29.66 CALL 

HG2412P HG2409PCR-NF A 8 dBi, 4" (10.2cm) Sq., RH Cir Polarized, 12" (30.5cm) Pigtail with N Female Connector 35.31 32.49 29.66 CALL 
STYLE HG2409P-NF A 8 dBi, 4" (10.2cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 34.27 31.53 28.79 CALL 
HG2409XP A 9 dBi, 8" (20.3cm) Sq,. Cross Polarized, (2) N Female Connectors, MIMO 46.75 43.01 39.27. = CALL 

HG2410DP B 10 dBi, 4" (10.2cm) Sq., (2) N Female Connectors, MIMO 34.27 31.53 28.79 CALL 

HG2412P B 12 dBi, 4" (10.2cm) Sq., N Female Connector 31.15 28.66 26.17 CALL 

HG2414DP-3NF D 14 dBi, 12" (30.5cm) Sq., Dual Polarized, (3) N Female Connectors, MIMO 116.43 107.12 97.80 CALL 

HG2414P A 14 dBi, 8" (20.3cm) Sq., N Female Connector 41.55 38.23 34.90 CALL 

HG2414P-NF A 14 dBi, 8" (20.3cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 51.95 47.79 43.64 CALL 

HG2416DP D 16 dBi, 12" (30.5cm) Sq., Dual Polarized, (2) N Female Connectors, MIMO 116.43. 107.12 97.80 CALL 

HG2416P A 15.5 dBi, 8" (20.3cm) Sq., N Female Connector 56.11 51.62 47.13 CALL 

HG2418P D 18 dBi, Flat Panel with N Female Connector 62.35 59.86 57.36 CALL 


HG2416DP 
STYLE 


[0] i 


"STYLE" refers to shape of antenna in series. 
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2.4 GHz Wide Angle Patch Antennas 


These compact 2.4 GHz WiFi antennas provide 5 dBi Gain with broad horizontal beam width of 135 degrees. They are ideally suited for applications 
requiring coverage of a wide area such as an office, public hotspot, Industrial or warehouse use. These antennas are lightweight and feature an 
aesthetic UV-stable, white ABS UL Flame Rated radome and can also be painted to match the room or building structure. The HG2405P-135 can 
be installed for horizontal or vertical polarization. 


HG2405P-135-NF C* 5 dBi, Wide Angle, 12" (30.5cm) N Female Connector 38.43 35.36 32.28 CALL 
HG2405P-135-NM c* 5 dBi, Wide Angle, 4ft (1.2m) N Male Connector 38.43 35.36 32.28 CALL 
HG2405P-135-RSP c* 5 dBi, Wide Angle, 4ft (1.2m) RP-SMA Plug Connector 38.43 35.36 32.28 CALL 
HG2405P-135-RTP c* 5 dBi, Wide Angle, 4ft (1.2m) RP-TNC Plug Connector 38.43 35.36 32.28 CALL 
HG2405SD-135-NF Cc 5 dBi, Wide Angle Spatial Diversity, 12" (30.5cm) Dual N Female Connectors 46.75 43.01 39.27. CALL 
HG2405SD-135-NM C 5 dBi, Wide Angle Spatial Diversity, 4ft (1.2m) Dual N Male Connectors 46.75 43.01 39.27. CALL 
HG2405SD-135-RSP C 5 dBi, Wide Angle Spatial Diversity, 4ft (1.2m) Dual RP-SMA Plug Connectors 46.75 43.01 39.27. CALL 
HG2405SD-135-RTP C 5 dBi, Wide Angle Spatial Diversity, 4ft (1.2m) Dual RP-TNC Plug Connectors 46.75 43.01 39.27 CALL 


*Similar to this antenna, but with one antenna lead. 


2.4-5.8 GHz Wide Angle Patch Antennas 


These compact 2.4 - 5.8 GHz WiFi antennas provide Dual Frequency diversity to improve connectivity and data throughput. They provide wide angle 
pattern to give the provider excellent area coverage from one antenna site. 


HG2458-5P-135-NF C 5 dBi, Wide Angle, 12" (30.5cm) N Female Connector 48.83 44.92 41.02 CALL 
HG2458-5P-135-NM C 5 dBi, Wide Angle, 4ft (1.2m) N Male Connector 48.83 44.92 41.02 CALL 
HG2458-5P-135-RSP C 5 dBi, Wide Angle, 4ft (1.2m) RP-SMA Plug Connector 48.83 44.92 41.02 CALL 
HG2458-5P-135-RTP C 5 dBi, Wide Angle, 4ft (1.2m) RP-TNC Plug Connector 48.83 44.92 41.02 CALL 
2.4-5.8 GHz Panel Antennas 
HG2458-09P A 9 dBi, 8" (20.3) Sq,. N Female Connector 81.07 74.58 68.10 CALL 
HG2458-10DP B 10 dBi, 8" (20.3) Sq,. Dual Polarized, (2) N Female Connectors, MIMO 40.51 37.27 34.03 CALL 
HG2458-11XP A 8/11 dBi, 8" (20.3) Sq., Dual Polarized, (2) N Female Connectors, MIMO 46.75 43.01 39.27 = CALL 
HG2458-11P A 9/11 dBi, 8" (20.3) Sq,. N Female Connector 62.35 57.36 52.37. CALL 
HG2458-20P A 20 dBi, 12" (30.5cm) Sq., N Female Connector 145.55 136.82 128.08 CALL 
HG2458-10DP-6NF A 10 dBi, 12" (30.5cm) Sq., Dual Polarized, (6) N Female Connectors, MIMO 155.95 143.47 131.00 CALL 
HG2458-14DP-3NF A 14 dBi, 12" (30.5cm) Sq., Dual Polarized, (3) N Female Connectors, MIMO 145.55 133.91 122.26 CALL 
HG2458-14DP-4NF A 14 dBi, 12" (30.5cm) Sq., Dual Polarized, (4) N Female Connectors, MIMO 150.75 138.69 126.63 CALL 
2.6 GHz Patch Antenna 
HG2614P-NF A 14 dBi, 8" (20.3cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 51.95 47.79 43.64 CALL 


4.9-5.8 GHz Dual Polarized Panel Antennas 

The HyperLink's Flat Panel Antennas combine vertical and horizontal polarization with high gain over multiple frequencies in a single enclosure. It 
is a professional quality antenna designed primarily for MIMO point-to-multipoint and point-to-point applications in the 4.9 GHz and 
5.8 GHz frequency. 


HG4958-17DP-3NF A 17 dBi, 4.9/5.8 GHz, Dual Polarized Panel with (3) N Female Connectors 145.55 133.91 122.26 CALL 
HG4958-19DP A 19 dBi, 4.9/5.8 GHz, Dual Polarized Panel with (2) N Female Connectors 98.75 90.85 82.95 CALL 


(YP Tip} custom Manufacturing 


_ L-com is unique among most WiFi antenna vendors by also being an antenna manufacturer. Being a manufacturer allows us to provide custom 


i ; 
__ variations of all the antennas we manufacture in house or resell. A typical custom request may be to change the length of an antenna lead or 


nf pigtail to accommodate a specific installation of the antenna. Another may be a change to the connector or connectors required for a specific radio 
~ connection. In most cases we can ship out a large custom order in less than a week. Small custom orders are usually shipped on the same day they 
are received. L-com offers a broad range of antenna types covering 800 — 6000 MHz. Learn more at L-com.com. 


3.5 GHz, 4.9 GHz, 5.3 GHz, 5.4 GHz, 5.8 GHz and 4.9-5.8 GHz Patch/ Panel Antennas 


L-com's extensive line of patch antennas that cover frequencies from 3.5 to 5.8 GHz are ideal for applications such as WiMAX and public safety. 
Several of the patch antennas are broadband/ multi-band antennas that eliminate the need to purchase different antennas for each frequency being 
used. This simplifies installations since the same antenna can be used for a wide array of wireless applications. 


3.5 GHz Patch/ Panel Antennas 


HG3509P-NF A 8 dBi, 4" (10.2cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 46.75 43.01 39.27. CALL 

HG3514P-NF A 14 dBi, 8" (20.3cm) Sq., 12" (30.5cm) Pigtail with N Female Connector 57.15 52.58 48.01 CALL 

HG3516DP A 16 dBi, Dual Polarized Panel Antenna with (2) N Female Connectors 145.55 133.91 122.26 CALL 
4.9 GHz Patch Antennas 

HG4953P A 8 dBi, 4" (10.2cm) Sq., Broadband, SMA Male Connector 58.19 §3.53 48.88 CALL 

HG4911P A 11 dBi, 4" (10.2cm) Sq., SMA Female Connector 58.19 53.53 48.88 CALL 
5.3 GHz Patch Antenna 

HG5311P A 11 dBi, 4" (10.2cm) Sq., SMA Female Connector 58.19 54.70 51.21 CALL 
5.4 GHz Patch/ Panel Antennas 

HG5411P A 11 dBi, Flat Patch, 4" (10.2cm) Sq., SMA Female Connector 58.19 54.70 51.21 CALL 

HG5419P A 19 dBi, Broadband Panel, 7" (17.8cm) Sq., N Female Connector 58.19 55.86 53.53 CALL 
5.8 GHz Patch Antennas 

HG5811P A 11 dBi, 4" (10.2cm) Sq., SMA Female Connector 58.19 5S.08 48.88 CALL 

HG5819P A 19 dBi, 7" (17.8cm) Sq., N Female Connector 58.19 §3.53 48.88 CALL 

HG5158P A 8 dBi, 4" (10.2cm) Sq., Broadband, SMA Female Connector 58.19 54.70 51.21 CALL 
4.9-5.8 GHz Broadband Patch Antennas 

HG4958-23P A 23 dBi, 12" (30.5cm) Sq., Broadband, N Female Connector 96.67 88.94 81.20 CALL 

HG4958-07PCL A 7 dBi, Left Hand Circular Polarized Flat Patch Antenna, SMA Female Connector 72.75 66.93 61.11 CALL 

HG4958-07PCR A 7 dBi, Right Hand Circular Polarized Flat Patch Antenna, SMA Female Connector 72.75 66.93 61.11 CALL 


Call for special connectors and cable lengths 
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HG2458-5P-135 
STYLE 


HG2458-10DP 
STYLE 


HG2458-11P 
STYLE 


HG2458-10DP-6NF 
STYLE 


HG3514P-NF- Shown with HGX-PMT08 window 
mount kit. See L-com.com for mounting options. 


HG3516DP 
STYLE 


HG4958-23P 
STYLE 


"STYLE" refers to shape of antenna in series. 
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Sectorial Omnidirectional Antennas 

HyperLink's sector antennas are designed for Cell Site installations and include a variety of gain, frequency and radiation patterns. These WiFi 
antennas feature our unique heavy-duty mounting systems that allow installation from level to over 20° down-tilt. In addition, 90, 120 and 180° 
arrays are available supporting a wide range of applications. These antennas feature stainless steel construction for all-weather operation. 


900 MHz Sectorial Antenna Arrays 


ANTENNAS 


HK911HSP-120 A 11 dBi Multi-Feed, Includes (3) 120° Antenna with Mounting Array 686.35 645.17 603.99 CALL 
HK911HSP-120NF A 11 dBi Single-Feed, Includes (3) 120° Antenna with Mounting Array, Splitter, 3 Cables 831.95 782.03 732.12 CALL 
HK913-120 A 13 dBi, Multi-Feed, Includes (3) 120° Antenna with Mounting Array 935.95 879.79 823.64 CALL 
HK913-120NF A 13 dBi, Single-Feed, Includes (3) 120° Antenna with Mounting Array, Splitter, 3 Cables 1039.95 977.55 915.16 CALL 
2.4 GHz Sectorial Antenna Arrays 
HK2414-090 C 14 dBi, Multi-Feed, Includes (4) 90° Antenna with Mounting Array 753.95 708.71 663.48 CALL 
HK2414-090NF C 14 dBi, Single-Feed, Includes (4) 90° Antenna with Mounting Array, Splitter, 4 Cables 931.79 875.88 819.98 CALL 
HK2414-120 A 14 dBi, Multi-Feed, Includes (3) 120° Antenna with Mounting Array 582.35 547.41 512.47. CALL 
HK2415-180NF HK2414-120NF A 14 dBi, Single-Feed, Includes (3) 120° Antenna with Mounting Array, Splitter, 3 Cables 727.95 684.27 640.60 CALL 
STYLE HK2414DP-090 C 14 dBi, Multi-Feed, Includes (4) 90° Antenna with Mounting Array 883.95 830.91 777.88 CALL 
HK2414H-090 C 14 dBi, Multi-Feed, Includes (4) 90° H-Pol Antenna with Mounting Array 754.99 709.69 664.39 CALL 
HK2414H-O90NF C 14 dBi, Single-Feed, Includes (4) 90° H-Pol Antenna with Mounting Array, Splitter, 4 Cables 931.79 875.88 819.98 CALL 
HK2415-180 B 15 dBi, Multi-Feed, Includes (2) 180° Antenna with Mounting Array 1164.75 1094.87 1024.98 CALL 
HK2415-180NF B 15 dBi, Single-Feed, Includes (2) 180° Antenna with Mounting Array, Splitter, 2 Cables 1279.15 1202.40 1125.65 CALL 
HK2417-090 C 17 dBi, Multi-Feed, Includes (4) 90° Antenna with Mounting Array 863.15 811.36 759.57 CALL 
HK2417-O90NF C 17 dBi, Single-Feed, Includes (4) 90° Antenna with Mounting Array, Splitter, 4 Cables 1039.95 977.55 915.16 CALL 
HK2414DP-090 HK2417-120 A 17 GBi, Multi-Feed, Includes (3) 120° Antenna with Mounting Array 665.55 625.62 585.68 CALL 
STYLE HK2417-120NF A 17 dBi, Single-Feed, Includes (3) 120° Antenna with Mounting Array, Splitter, 3 Cables 811.15 762.48 713.81 CALL 
HK2420-090 C — 20 dBi, Multi-Feed, Includes (4) 90° Antenna with Mounting Array 1871.95 1759.63 1647.32 CALL 
HK2420-090NF C 20 dBi, Single-Feed, Includes (4) 90° Antenna with Mounting Array, Splitter, 4 Cables 2079.95 1955.15 1830.36 CALL 
HK2420-120 A 20 GBi, Multi-Feed, Includes (3) 120° Antenna with Mounting Array 1414.35 1329.49 1244.63 CALL 
HK2420-120NF A 20 dBi, Single-Feed, Includes (3) 120° Antenna with Mounting Array, Splitter, 3 Cables 1559.95 1466.35 1372.76 CALL 
5.4 GHz Sectorial Antenna Arrays 
HK5417-090 C ‘17 dBi, Multi-Feed, Includes (4) 90° Antenna with Mounting Array 753.95 708.71 663.48 CALL 
HK5417-090NF C ‘17 dBi, Single-Feed, Includes (4) 90° Antenna with Mounting Array, Splitter, 4 Cables 1039.95 977.55 915.16 CALL 
5.8 GHz Sectorial Antenna Arrays 
HK581 7-090 C 17 GBi, Multi-Feed, Includes (4) 90° Antenna with Mounting Array 753.95 708.71 663.48 CALL 
HK5817-O90NF C 17 GBi, Single-Feed, Includes (4) 90° Antenna with Mounting Array, Splitter, 4 Cables 1039.95 977.55 915.16 CALL 
HK5817H-090 C 17 dBi, Multi-Feed, Includes (4) 90° H-Pol Antenna with Mounting Array 753.95 708.71 663.48 = CALL 
HK5817H-O9ONF C 17 dBi, Single-Feed, Includes (4) 90° H-Pol Antenna with Mounting Array, Splitter, 4 Cables 1039.95 977.55 915.16 CALL 
HK5817H-120 A 17 Bi, Multi-Feed, Includes (3) 120° H-Pol Antenna with Mounting Array 623.95 586.51 549.08 CALL 


Sectorial Panel Antennas 


HyperLink's sectorial panel antennas are available in multiple frequencies, gain and 65-180°. They can be used stand alone or in circular groups 
to maximize coverage and feature heavy-duty plastic radome for all-weather operation, with mounting systems that adjust to pinpoint direction. 


698 - 960/1710-2700 Sector DAS Antennas 


pee Ee HG72710XP-065  F 10 dBi, 65°, 1710-2700 MHz, Cross Polarized, (2) N Female Connectors, MIMO 207.95 191.31 174.68 CALL 
= HG72712P-120 D 12 dBi, 120°, 1710-2700 MHz, N Female Connector 311.95 286.99 262.04 CALL 
HG72714P-090 D 13 dBi, 90°, 1710-2700 MHz, N Female Connector 317.15 291.78 266.41 CALL 
900 MHz Sectorial Panel Antennas 
. HG911HSP-120 D 11 dBi, 120°, Horizontal Polarized, N Female Connector 207.95 191.31 174.68 CALL 
\ HG2412SXP-120 HG913P-120 D 13 dBi, 120°, N Female Connector 291.15 267.86 244.57 CALL 
STYLE HG913DPSP-120 D 13 dBi, 120°, Dual Polarized, (2) 7-16 DIN Female Connectors, MIMO (NF Adapter Available) 415.95 390.99 366.04 CALL 
ad HG913HSP-120 D —_—- 13 dBi, 120°, Horizontal Polarized, N Female Connector 244.35 229.69 215.03 CALL 
2.4 GHz Sectorial Panel Antennas 
HG2412P-180 D 12 dBi, 180°, Sector Panel Antenna, N Female Connector 174.67 160.70 146.72 CALL 
HG2414SP-120 D =: 14 dBi, 120°, N Female Connector 174.67. 160.70 146.72 CALL 
HG2415P-180 E 15 dBi, 180°, N Female Connector 327.55) 301.35) © 275:14.77) CALE 
» HG2417P-120 D 17 dBi, 120°, N Female Connector 197.55 181.75 165.94 CALL 
HG2420P-120 D 20 dBi, 120°, N Female Connector 415.95 382.67 349.40 CALL 
HG2412SXP-120 F 12 dBi, 120°, Spatial Diversity / Cross Polarized, (4) N Female Connectors, MIMO 363.95 334.83 305.72 CALL 
Ne Sy HG2416SXP-090 F 16 dBi, 90°, Spatial Diversity /Cross Polarized, (4) N Female Connectors, MIMO 395.15 363.54 331.93 CALL 
HG2415P-180 | 90 degree versions are available for most Sectorial Panel Antennas. Call your customer service representative for information. 
ae | 3.5 GHz Sectorial Panel Antennas 
7. HG3517DP-090 D 17 dBi, 90°, Dual Polarized, (2) N Female Connectors, MIMO 311.95 286.99 262.04 CALL 
5 GHz Sectorial Cross Polarized Antenna 
HG5158-16XP-090 D 16 dBi, 90°, Cross Polarized, Dual Polarity, (2) N Female Connectors, MIMO 129.95 119,55 109.16 CALL 
HG5158-16XP-090 : : F ; 
STYLE 5 GHz Spatial Diversity Cross Polarized Antenna 
HG5816SXP-090 F 16 dBi, 90°, Cross Polarized, Spatial Diversity (4) N Female Connectors, MIMO 415.95 382.67 349.40 CALL 
5.4 GHz Sectorial Panel Antenna 
HG5417P-090 D 17 dBi, 90°, N Female Connector 176.75 169.68 162.61 CALL 
5.8 GHz Sectorial Panel Antennas 
HG5817P-090 D ‘17 dBi, 90°, N Female Connector 176.75 = 162.61 148.47. CALL 
HG5817HSP-090 D 17 dBi, 90°, Horizontal Polarized, N Female Connector 174.67 160.70 146.72 CALL 
HG5817HSP-120 D 17 dBi, 120°, Horizontal Polarized, N Female Connector 192.35 176.96 161.57 CALL 
2.4/4.9-5.8 GHz Dual Feed/Dual Band Sectorial Panel Antenna 
- HG2458-1 4P- Bi, 90°, (2 : : k AN Al 
HG5816SxP-090 | & 090 D 14d ! 90°, (2) N hls Connectors, MIMO 218.35 200.88 183 CALL 
STYLE 4.9-5.8 GHz Dual Polarity Sectorial Panel Antenna 
LE HG4958-17DP-090 D 17 dBi, 90°, (2) N Female Connectors, MIMO 116.43 = 111.77 107.12 CALL 
5.1-5.8 GHz Dual Polarity Sectorial Panel Antenna 
"STYLE" refers to shape of antenna in series. HG5158-19DP-090 D 19 dBi, 90°, (2) N Female Connectors, MIMO 176.75 169.68 162.61 CALL 
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2015 Supplement Catalog 1.0 HyperLink® Mobile Mount and Ceiling Antennas 9 
Item # Style Description 1-9 10-24 25-99 100+ HMA6 HMA 
Magnetic Mobile Antenna Mounts pes om 
HMA6-RSP05 B RP-SMA Jack to RP-SMA Plug, 5ft (1.5m) 100-Series 19.95 18.35 16.76 CALL es — 
HMA6-RSP10 B RP-SMA Jack to RP-SMA Plug, 10ft (3.0m) 100-Series 29.95 27.55 25.16 CALL HMA3 fr 
HMA6-RTPO5 B RP-SMA Jack to RP-TNC Plug, 5ft (1.5m) 100-Series 19.95 18.35 16.76 CALL STYLE -— 
HMA6-RTP10 B RP-SMA Jack to RP-TNC Plug, 10ft (3.0m) 100-Series 29.95 27.55 25.16 CALL p— 
HMA1-NFA10 C NMO to N Female, 10ft (3.0m) 195-Series 24.95 22.95 20.96 CALL ae i [D] b | 
HMA1-NMA10 c NMO to N Male, 10ft (3.0m) 195-Series 24.95 22.95 20.96 CALL | fag HG2403MGU (Fp) 
HMA1-RSPA10 C NMO to RP-SMA Plug, 10ft (3.0m) 195-Series 24.95 22.95 20.96 CALL STYLE 
HMA1-RTPA10 ¢ NMO to RP-TNC Plug, 10ft (3.0m) 195-Series 24.95 22.95 20.96 CALL 
HMA3-NFA10 D N Female to N Female, 10ft (3.0m) 195-Series 27.95 25.71 23.48 CALL 
HMA3-NMA10 D N Female to N Male, 10ft (3.0m) 195-Series 27.95 7A | 23.48 CALL 
HMA3-RSPA10 D N Female to RP-SMA Plug, 10ft (3.0m) 195-Series 27.95 25.71 23.48 CALL HG2403MGURW 
HMA3-RTPA10 D N Female to RP-TNC Plug, 10ft (3.0m) 195-Series 27.95 25.71 23.48 CALL STYLE 
2.4 GHz Antennas with Magnetic Mobile Mounts 
HG2403MGU-NM F 3 dBi, Dual Band, 10ft (3.0m) Cable with N Male Connector 41.55 38.23 34.90 CALL 
HG2403MGU-RSP F 3 dBi, Dual Band, 10ft (3.0m) Cable with RP-SMA Plug Connector 41.55 38.23 34.90 CALL 
HG2403MGU-RTP F 3 dBi, Dual Band, 10ft (3.0m) Cable with RP-TNC Plug Connector 41.55 38.23 34.90 CALL 
HG2403MGURW-NM G 3 dBi, White Radome, 10ft (3.0m) Cable with N Male Connector 44.67 41.10 37.52 CALL 
HG2403MGURW-RSP G 3 dBi, White Radome, 10ft (3.0m) Cable with RP-SMA Plug Connector 44.67 41.10 37.52 CALL 
HG2403MGURW-RTP G 3 dBi, White Radome, 10ft (3.0m) Cable with RP-TNC Plug Connector 44.67 41.10 37.52 CALL 
HG2403MGURB-NM G 3 dBi, Black Radome, 10ft (3.0m) Cable with N Male Connector 44.67 41.10 37.52 CALL 
HG2403MGURB-RSP G 3 dBi, Black Radome, 10ft (3.0m) Cable with RP-SMA Plug Connector 44.67 41.10 37.52 CALL 
HG2403MGURB-RTP G 3 dBi, Black Radome, 10ft (3.0m) Cable with RP-TNC Plug Connector 44.67 41.10 37.52 CALL 
HG2405MGU-NM E 5 dBi, 10ft (3.0m) Cable with N Male Connector 51.95 48.83 45.72 CALL 
HG2405MGU-RSP E 5 dBi, 10ft (3.0m) Cable with RP-SMA Plug Connector 51.95 48.83 45.72 CALL 
HG2405MGU-RTP E 5 dBi, 10ft (3.0m) Cable with RP-TNC Plug Connector 51.95 48.83 45.72 CALL 
HG2409MGU-NF | 8.5 dBi, 10ft (3.0m) Cable with N Female Connector 81.07 76.21 71.34 CALL 
HG2409MGU-NM | 8.5 dBi, 10ft (3.0m) Cable with N Male Connector 81.07 76.21 71.34 CALL 
HG2409MGU-RSP | 8.5 dBi, 10ft (3.0m) Cable with RP-SMA Plug Connector 81.07 76.21 71.34 CALL 


2.4 GHz Mobile Mount Antennas 


HG2409MGU-NF 


HG2403U-NMO li 3 dBi, Dual Band, NMO Connector 34.27 31.53 28.79 = CALL STYLE 
HG2403UR-NMOW G 3 dBi, White Radome, NMO Connector 32.19 29.61 27.04 CALL co 
HG2403UR-NMOB G 3 dBi, Black Radome, NMO Connector 32.19 29.61 27.04 CALL <=" —HG2405UR-NMO [1] 
HG2405U-NMO E 5 dBi, NMO Connector 23.87 21.96 20.05 CALL HG2405MGU-RTP STYLE 
HG2405UR-NMO H 5 dBi, Black Radome, Flex-Base, NMO Connector 98.75 90.85 82.95 CALL STYLE 
HG2408UR-NM H 8 dBi, Black Radome, Flex-Base, N Male Connector 98.75 92.82 86.90 CALL 
HG2409U | 8.5 dBi, N Male Connector 58.19 54.70 51.21 CALL 
2.4-5.8 GHz Antennas with Magnetic Mobile Mounts 
HG245803UR-NMOB G 3 dBi, Dual Band, Black Radome, NMO Connector 36.35 33.44 30.53 CALL 
HG245803UR-NMOW G 3 dBi, Dual Band, White Radome, NMO Connector 36.35 33.44 30.53 CALL 
HG245803MGURB-NF G 3 dBi, Dual Band, 10ft (3.0m) Cable with N Female Connector 48.83 44.92 41.02 CALL 
HG245803MGURB-NM G 3 dBi, Dual Band, 10ft (3.0m) Cable with N Male Connector 48.83 44.92 41.02 CALL 
HG245803MGURB-RSP = G 3 dBi, Dual Band, 10ft (3.0m) Cable with RP-SMA PLUG Connector 48.83 44.92 41.02 CALL 
HG245803MGURB-RTP G 3 dBi, Dual Band, 10ft (3.0m) Cable with RP-TNC PLUG Connector 48.83 44.92 41.02 CALL 
HG245803MGURB-SM G 3 dBi, Dual Band, 10ft (3.0m) Cable with SMA Male Connector 48.83 44.92 41.02 CALL 
HG245803MGURB-TM G 3 dBi, Dual Band, 10ft (3.0m) Cable with TNC Male Connector 48.83 44.92 41.02 CALL ee ye ~ Dh 
HG245803MGURW-NF G 3 dBi, Dual Band, 10ft (3.0m) Cable with N Female Connector 48.83 44.92 41.02 CALL Se HG245803MGURB 
HG245803MGURW-NM —G 3 dBi, Dual Band, 10ft (3.0m) Cable with N Male Connector 48.83 4492 41.02 CALL HG72703MGURW STYLE 
HG245803MGURW-RSP GG 3 dBi, Dual Band, 10ft (3.0m) Cable with RP-SMA PLUG Connector 48.83 44.92 41,02 CALL STYLE 
HG245803MGURW-RTP = G 3 dBi, Dual Band, 10ft (3.0m) Cable with RP-TNC PLUG Connector 48.83 44.92 41.02 CALL 
HG245803MGURW-SM G 3 dBi, Dual Band, 10ft (3.0m) Cable with SMA Male Connector 48.83 44,92 41.02 CALL 
HG245803MGURW-TM G 3 dBi, Dual Band, 10ft (3.0m) Cable with TNC Male Connector 48.83 44.92 41.02 CALL 
700 - 2700 MHz DAS Mobile Mount Antennas 
HG72703UR-NMOB G 3 dBi, Multi Band, Black Radome, NMO Connector 36.35 33.44 30.53 CALL 
HG72703UR-NMOW G 3 dBi, Multi Band, White Radome, NMO Connector 36.35 33.44 30.53 CALL 
HG72703MGURB-NF G 3 dBi, Multi Band, 10ft (3.0m) Cable with N Female Connector 48.83 44.92 41.02 CALL 
HG72703MGURB-NM G 3 dBi, Multi Band, 10ft (3.0m) Cable with N Male Connector 48.83 44.92 41.02 CALL 
HG72703MGURB-RSP G 3 dBi, Multi Band, 10ft (3.0m) Cable with RP-SMA PLUG Connector 48.83 44.92 41.02 CALL o 
HG72703MGURB-RTP G 3 dBi, Multi Band, 10ft (3.0m) Cable with RP-TNC PLUG Connector 48.83 44.92 41.02 CALL x 
HG72703MGURB-SM G 3 dBi, Multi Band, 10ft (3.0m) Cable with SMA Male Connector 48.83 44.92 41.02 CALL HG2404CU HG2404CU 
HG72703MGURB-TM G 3 dBi, Multi Band, 10ft (3.0m) Cable with TNC Male Connector 48.83 44.92 41.02 CALL STYLE back view 
HG72703MGURW-NF G 3 dBi, Multi Band, 10ft (3.0m) Cable with N Female Connector 48.83 44,92 41.02 CALL 
HG72703MGURW-NM G 3 dBi, Multi Band, 10ft (3.0m) Cable with N Male Connector 48.83 44.92 41.02 CALL 
HG72703MGURW-RSP G 3 dBi, Multi Band, 10ft (3.0m) Cable with RP-SMA PLUG Connector 48.83 44.92 41.02 CALL HG2403-SDC-3 
HG72703MGURW-RTP G 3 dBi, Multi Band, 10ft (3.0m) Cable with RP-TNC PLUG Connector 48.83 44.92 41,02 CALL back view 
HG72703MGURW-SM G 3 dBi, Multi Band, 10ft (3.0m) Cable with SMA Male Connector 48.83 44.92 41.02 CALL 
HG72703MGURW-TM G 3 dBi, Multi Band, 10ft (3.0m) Cable with TNC Male Connector 48.83 44,92 41.02 CALL 
700-2700 MHz DAS Ceiling Mount Antennas 
The HyperLink® high performance broadband/multi-band ceiling mount DAS antennas are designed to operate from 700 MHz to 3 GHz. : HG2403-SDC-3 
HG2404CU-NF L 800 MHz-3.0 GHz, 3.5 dBi, Ceiling Mount DAS Antenna, N Female Connector 25.95 24.39 22.84 CALL 2 STYLE 
HG2404CU-RSP L 800 MHz-3.0 GHz, 3.5 dBi, Ceiling Mount DAS Antenna, RP-SMA Plug Connector 25.95 24.39 22.84 CALL — 
HG2404CU-RTP L 800 MHz-3.0 GHz, 3.5 dBi, Ceiling Mount DAS Antenna, RP-TNC Plug Connector 25.95 24,39 22.84 CALL 
HG72704CU-NF L 700 MHz-3/4 dBi, Ceiling Mount DAS Antenna, N Female Connector 36.35 33.44 30.53 CALL 
HG72704CU-RSP L 700 MHz-3/4 dBi, Ceiling Mount DAS Antenna, RP-SMA Plug Connector 36.35 33.44 30.53 CALL 
HG72704CU-RTP L 700 MHz-3/4 dBi, Ceiling Mount DAS Antenna, RP-TNC Plug Connector 36.35 33.44 30.53 CALL HG2458-4SDC-6 
2.4 GHz/2.4-5.8 GHz Ceiling Antennas - Indoor Single Band/Dual Band/ MIMO Antennas hi he 
HyperLink® offers a number of Ceiling Antennas in 2.4 GHz and 2.4/5.8 GHz frequencies for many indoor applications. iN g 
2.4 GHz MIMO Spatial Diversity Ceiling Antennas after 
HG2403-SDC-3NF J 3 dBi, Spatial Diversity Ceiling Antenna, (3) N Male Connectors 58.19 55.86 53.53 CALL 
HG2403-SDC-3RTP J 3 dBi, Spatial Diversity Ceiling Antenna, (3) RP-TNC Plug Connectors 58.19 55.86 53.53 CALL 
2.4-5.8 GHz Dual Band MIMO Spatial Diversity Ceiling Antennas 
HG2458-3SDC-3NF dl 3 dBi, Dual Band Spatial Diversity, (3) N Female Connectors 58.19 54.70 51.21 CALL 
HG2458-4SDC-6NF K 4 dBi, Dual Band Spatial Diversity, (6) N Female Connectors 87.31 82.07 76.83 CALL 
HG2458-4SDC-6NM K 4 dBi, Dual Band Spatial Diversity, (6) N Male Connectors 87.31 82.07 76.83 CALL ; ? HG2458CU 
HG2458-4SDC-6RSP K 4 dBi, Dual Band Spatial Diversity, (6) RP-SMA Plug Connectors 87.31 82.07 76.83 CALL HG2458CU STYLE 
HG2458-4SDC-6RTP K 4 dBi, Dual Band Spatial Diversity, (6) RP-TNC Plug Connectors 87.31 82.07 76.83 CALL back view 
2.4-5.8 GHz Dual Band Ceiling Antennas 
HG2458CU-NF ib 3 dBi, Dual Band Ceiling Antenna, N Female Connector 46.75 43.01 39.27. CALL yee 
HG2458CU-RTP L 3 dBi, Dual Band Ceiling Antenna, RP-TNC Plug Connector 46.75 43.01 39.27. CALL "STYLE" refers to shape of antenna in series. 
me ® 
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Indoor/ Outdoor 2.4 Giz Amplifier/ Booster Kits 2015 Supplement Catalog 1.0 
L ! Item # Style Description 1-4 5-9 10-24 = 25+ 


x indoor WiFi B py HyperLink® WLAN and WiFi Amplifiers / Boosters - Upgrade Your Operating Range and Performance 
ww LEAT © 7 HyperLink® is the leader in bi-directional amplifiers / boosters for WiFi and wireless LAN applications. Consisting of a low-noise receive amplifier 
Te WN Online Video and a transmit power amplifier, they offer significant improvement in operating range and performance. A key feature of HyperLink® amplifiers is 
La “<j! ; ae rat \ 4 ; #3 : : 
= < iz Ni A30 the Active Power Control circuit (also known as Automatic Gain Control-AGC). This automatically adjusts the amplifier's gain to provide a constant 
a ; output power regardless of cable length. 
= Amplifier products are available for export, military, licensed amateur radio (ham radio) and OEM component sales only and as part of complete 
x FCC Certified Systems. Individual amplifier products are not offered for sale in the USA. 
= Please note that additional documentation may be required to purchase a HyperLink® amplifier. In those cases an L-com sales associate will 
= contact you to complete your order. 
oo — HyperLink® 2.4 GHz FCC Certified Amplifier / Booster Kits 
= L-com makes it easy to boost your performance with our 2.4 GHz 802.11b/g FCC certified WIFI amplifier / booster kits. Available to our customers 
in the USA, these kits can be purchased without any special FCC licenses or FCC forms to fill out. Each kit includes: 
HAKIT-RTGU 
STYLE ¢ 2.4 GHz WiFi amplifier with RP-TNC connectors _¢ DC Injector (with outdoor kits) © Power supply (except for PoE kits) 
© Removable 2 dBi rubber duck antenna ¢ 802.11g USB wireless Ethernet adapter ¢ Installation CD with drivers and wireless utility 
er eon, HyperLink® 2.4 GHz FCC Certified Indoor and Outdoor Amplifier / Booster Kits 
STYLE : HAKIT-RTGU-100 C 100 mW, 802.119 Outdoor Amplifier Kit, RP-TNC Connectors 170.00 161.50 153.00 CALL 
a HAKIT-RTGU-250 C 250 mW, 802.11g Outdoor Amplifier Kit, RP-TNC Connectors 180.00 171.00 162.00 CALL 
HAKIT-RTGU-500 C 500 mW, 802.11g Outdoor Amplifier Kit, RP-TNC Connectors 190.00 180.50 171.00 CALL 
HAKIT-RTGXU-1000 OD 1 Watt, 802.119 Outdoor Amplifier Kit, RP-TNC Connectors 220.00 209.00 198.00 CALL 
HAKIT-RTGIU-100 E 100 mW, 802.11g Indoor Amplifier Kit, RP-TNC Connectors 150.00 142.50 135.00 CALL 
HAKIT-RTGIU-250 E 250 mW, 802.11g Indoor Amplifier Kit, RP-TNC Connectors 160.00 152.00 144.00 CALL 
HAKIT-RTGIU-500 E 500 mW, 802.119 Indoor Amplifier Kit, RP-TNC Connectors 170.00 161.50 153.00 CALL 
HAKIT-RTGXIU-1000 8B 1 Watt, 802.119 Indoor Amplifier Kit, RP-TNC Connectors 200.00 190.00 180.00 CALL 
HyperLink® 2.4 GHz FCC Certified Economy Indoor Amplifier / Booster Kits 
HAKIT-RTMG-100 A 100 mW, 802.119 Indoor Economy Amplifier Kit, RP-TNC Connectors 125.00 118.75 112.50 CALL 
HAKIT-RTMG-250 A 250 mW, 802.119 Indoor Economy Amplifier Kit, RP-TNC Connectors 135.00 128.25 121.50 CALL 
HAKIT-RTMG-500 A 500 mW, 802.11g Indoor Economy Amplifier Kit, RP-TNC Connectors 145.00 137.75 130.50 CALL 
HAKIT-RTMG-1000 A 1 Watt, 802.11b Indoor Economy Amplifier Kit, RP-TNC Connectors 145.00 137.75 130.50 CALL 
HyperLink® 2.4 GHz FCC Certified Indoor PoE Amplifier / Booster Kits 
HAKIT-GE-100 E 100 mW, 802.119 PoE Amplifier Kit, RP-TNC Connectors (Power Supply Not Included) 175.00 166.25 157.50 CALL 
HAKIT-GE-250 E 250 mW, 802.11g PoE Amplifier Kit, RP-TNC Connectors (Power Supply Not Included) 185.00 175.75 166.50 CALL 
HAKIT-GE-500 E 500 mW, 802.119 PoE Amplifier Kit, RP-TNC Connectors (Power Supply Not Included) 195.00 185.25 175.50 CALL 
HAKIT-GXE-1000 | 1 Watt, 802.11g PoE Amplifier Kit, RP-TNC Connectors (Power Supply Not Included) 225.00 213.75 202.50 CALL 


HyperLink® 2.4 GHz Indoor Amplifiers with Power Supply 


HA2401MG-100 A 100 mW, Compact Series, 802.11b/g/n, Type N Female Connectors 125.00 118.75 112.50 CALL 
HA2401MG-250 A 250 mW, Compact Series, 802.11b/g/n, Type N Female Connectors 135.00 128.25 121.50 CALL 
HA2401MG-500 A 500 mW, Compact Series, 802.11b/g/n, Type N Female Connectors 145.00 137.75 130.50 CALL 
HA2401MG-1000 A 1 Watt, Compact Series, 802.11b, Type N Female Connectors 145.00 137.75 130.50 CALL 
HA2401RTMG-100* A 100 mW, Compact Series, 802.11b/g/n, RP-TNC Jack Connectors 125.00 118.75 112.50 CALL 
HA2401RTMG-250* A 250 mW, Compact Series, 802.11b/g/n, RP-TNC Jack Connectors 135.00 128.25 121.50 CALL 
HA2401RTMG-500* A 500 mW, Compact Series, 802.11b/g/n, RP-TNC Jack Connectors 145.00 137.75 130.50 CALL 
HA2401RTMG-1000* A 1 Watt, Compact Series, 802.11b, RP-TNC Jack Connectors 145.00 137.75 130.50 CALL 
HA2401GI-100 E 100 mW, 802.11b/g/n, Type N Female Connectors 150.00 142.50 135.00 CALL 
HA2401GI-250 E 250 mW, 802.11b/g/n, Type N Female Connectors 160.00 152.00 144.00 CALL 
HAKIT-RTMG-100 HA2401GI-500 E 500 mW, 802.11b/g/n, Type N Female Connectors 170.00 161.50 153.00 CALL 
STYLE HA2401GI-1000 E 1 Watt, 802.11b, Type N Female Connectors 170.00 161.50 153.00 CALL 
HA2401GXI-1000 B 1 Watt, 802.11b/g/n, Type N Female Connectors 200.00 190.00 180.00 CALL 
HA2401RTGI-100* 2 100 mW, 802.11b/g/n, RP-TNC Jack Connectors 150.00 142.50 135.00 CALL 
HA2401RTGI-250* 2 250 mW, 802.11b/g/n, RP-TNC Jack Connectors 160.00 152.00 144.00 CALL 
HA2401RTGI-500* E 500 mW, 802.11b/g/n, RP-TNC Jack Connectors 170.00 = 161.50 153.00 CALL 
HA2401RTGI-1000 E 1 Watt, 802.11b, RP-TNC Jack Connectors 170.00 161.50 153.00 CALL 
HA2401RTGXI1000* BB 1 Watt, 802.11b/g/n, RP-TNC Jack Connectors 200.00 190.00 180.00 CALL 
HA2402GXI-NF B 2 Watt, 802.11b/g/n, Type N Female Connectors 250.00 237.50 225.00 CALL 
HA2401DX-XL3000 8B 3 Watt, 802.11b, Type N Female Connectors 265.00 251.75 238.50 CALL 
HA2403GTI-NF G 3 Watt, 802.11b/g/n, Type N Female Connectors 595.00 565.25 535.50 CALL 
HA2404GTI-NF G 4 Watt, 802.11b/g/n, Type N Female Connectors 645.00 612.75 580.50 CALL 
HA2405GTI-NF G 5 Watt, 802.11b/g/n, Type N Female Connectors 700.00 665.00 630.00 CALL 
HA2406TI-NF G 6 Watt, 802.11b, Type N Female Connectors 700.00 665.00 630.00 CALL 
HA2408TI-NF G 8 Watt, 802.11b, Type N Female Connectors 750.00 712.50 675.00 CALL 
HA2408GTI-NF G 8 Watt, 802.11b/g/n, Type N Female Connectors 1700.00 1615.00 1530.00 CALL 
HA241 0GTI-NF G 10 Watt, 802.11b/g/n, Type N Female Connectors 1900.00 1805.00 1710.00 CALL 
HA2420TI-NF G 20 Watt, 802.11b, Type N Female Connectors 2400.00 2280.00 2160.00 CALL 
HA2425TI-NF G 25 Watt, 802.11b, Type N Female Connectors 2500.00 2375.00 2250.00 CALL 
HA240105GAI-NF G 1/5 Watt, Switchable 802.11b/g/n, Type N Female Connectors 950.00 902.50 855.00 CALL 
HA240510GAI-NF G 5/10 Watt, Switchable 802.11b & 802.11b/g/n, Type N Female Connectors 850.00 807.50 765.00 CALL 
HA241025GAI-NF G 10/25 Watt, Switchable 802.11b & 802.11b/g/n, Type N Female Connectors 2600.00 2470.00 2340.00 CALL 


*These models also available in FCC Certified Amplifier Kits 


oo 


st Seller o 
HA2401MG-1000 a ets 
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Item # Style Description 1-4 5-9 10-24 25+ How to S etup an 

HyperLink® 2.4 GHz Outdoor Amplifiers with DC Injector and Power Supply ace WiFi Booster = 
HA2401G-100 C 100 mW, 802.11b/g/n, Type N Female Connectors 170.00 161.50 153.00 CALL > ae 
HA2401G-250 C 250 mW, 802.11b/g/n, Type N Female Connectors 180.00 171.00 162.00 CALL = 
HA2401G-500 C 500 mW, 802.11b/g/n, Type N Female Connectors 190.00 180.50 171.00 CALL = 
HA2401G-1000 (6 1 Watt, 802.11b, Type N Female Connectors 190.00 180.50 171.00 CALL b 
HA2401GX-1000 D 1 Watt, 802.11b/g/n, Type N Female Connectors 220.00 209.00 198.00 CALL = 
HA2401RTG-100* C 100 mW, 802.11b/g/n, RP-TNC Jack Connectors 170.00 161.50 153.00 CALL ia = | 
HA2401RTG-250* C 250 mW, 802.11b/g/n, RP-TNC Jack Connectors 180.00 171.00 162.00 CALL E 
HA2401RTG-500* C 500 mW, 802.11b/g/n, RP-TNC Jack Connectors 190.00 180.50 171.00 CALL a 
HA2401RTG-1000 C 1 Watt, 802.11b, RP-TNC Jack Connectors 190.00 180.50 171.00 CALL a 
HA2401RTGX-1000* D 1 Watt, 802.11b/g/n, RP-TNC Jack Connectors 220.00 209.00 198.00 CALL 5S 
HA2402GX-NF D 2 Watt, 802.11b/g/n, Type N Female Connectors 270.00 256.50 243.00 CALL wm 
HA2401-XL3000 =D 3 Watt, 802.11b, Type N Female Connectors 270.00 256.50 243.00 CALL « 2 ee Oo 
HA2403GT-NF G 3 Watt, 802.11b/g/n, Type N Female Connectors 670.00 636.50 603.00 CALL 
HA2404GT-NF G 4 Watt, 802.11b/g/n, Type N Female Connectors 725.00 688.75 652.50 CALL 
HA2405GT-NF G 5 Watt, 802.11b/g/n, Type N Female Connectors 775.00 736.25 697.50 CALL 
HA2406T-NF G 6 Watt, 802.11b, Type N Female Connectors 775.00 736.25 697.50 CALL 
HA2408T-NF G 8 Watt, 802.11b, Type N Female Connectors 825.00 783.75 742.50 CALL 
HA2408GT-KIT G 8 Watt, 802.11b/g/n, Type N Female Connectors, Includes NEMA Enclosure 2100.00 1995.00 1890.00 CALL 
HA2410GT-KIT G 10 Watt, 802.11b/g/n, Type N Female Connectors, Includes NEMA Enclosure 2300.00 2185.00 2070.00 CALL 
HA2420T-KIT G 20 Watt, 802.11b, Type N Female Connectors, Includes NEMA Enclosure 2800.00 2660.00 2520.00 CALL 
HA2425T-KIT G 25 Watt, 802.11b, Type N Female Connectors, Includes NEMA Enclosure 2900.00 2755.00 2610.00 CALL 
*These models also available in FCC Certified Amplifier Kits : z 

HyperLink® 2.4 GHz Indoor PoE Amplifiers : @—sSA24026X-NF 


HyperLink® PoE amplifier models feature a built-in Power over Ethernet interface. This allows the amplifier to receive its power by the same Cat5 vee 


cable used to pass Data and Power to an additional PoE device. This eliminates the need for an additional DC Injector and coax cable, 
simplifying installation. 


HA2401GE-250 E 250 mW, 802.11b/g/n, Type N Female Connectors (Power Supply Not Included) 190.00 180.50 171.00 CALL 
HA2401GE-500 E 500 mW, 802.11b/g/n, Type N Female Connectors (Power Supply Not Included) 200.00 190.00 180.00 CALL 
HA2401GXE-1000 | 1 Watt, 802.11b/g/n, Type N Female Connectors (Power Supply Not Included) 225.00 213.75 202.50 CALL 
HA2401GXE-KIT02—s| 1 Watt, 802.11b/g/n, Type N Female Connectors (Includes Power Supply/PoE Injector) 255.00 242.25 229.50 CALL 
HA2401GXE-2000 | 2 Watt, 802.11b/g/n, Type N Female Connectors (Power Supply Not Included) 275.00 261.25 247.50 CALL 
HA2401 GXE-3000 | 3 Watt, 802.11b, Type N Female Connectors (Power Supply Not Included) 275.00 261.25 247.50 CALL 


HyperLink® 3.5 GHz Indoor and Outdoor Amplifiers 


The HyperLink® HA3501X-1000 series are 1 Watt 3.5 GHz amplifiers ideal for 802.16e WiMAX wireless applications. These fixed gain amplifiers 
are available in both indoor (includes power supply) and outdoor (includes DC injector and power supply) models. 


HA35011-1000 IF 1 Watt Indoor, 802.16e, Fixed Gain, Type N Female Connectors 220.00 209.00 198.00 CALL 
HA3501-1000 F 1 Watt Outdoor, 802.16e, Fixed Gain, Type N Female Connectors 175.00 166.25 157.50 CALL 
HyperLink® 5.8 GHz Indoor Amplifiers with Power Supply 
HA58011-500 E 500 mW, 802.11a/n, Fixed Gain, Type N Female Connectors 170.00 161.50 153.00 CALL 
HA5801I-1000SMA_—F 1 Watt, 802.11a/n, Fixed Gain, SMA Female Connectors 220.00 209.00 198.00 CALL HA2401GXE-KITO2 
HAS58031 G 3 Watt, 802.1 1a/n, Type N Female Connectors 1350.00 1282.50 1215.00 CALL pane 
HA58051 G 5 Watt, 802.11a/n, Type N Female Connectors 1450.00 1377.50 1305.00 CALL 
HyperLink® 5.8 GHz Outdoor Amplifiers with DC Injector and Power Supply 
HA5801-500 C 500 mW, 802.11a/n, Fixed Gain, Type N Female Connectors 220.00 209.00 198.00 CALL 
HA5801-1000 F 1 Watt, 802.11a/n, Fixed Gain, Type N Female Connectors 270.00 256.50 243.00 CALL 
HA5803 G 3 Watt, 802.11a/n, Type N Female Connectors 1400.00 1330.00 1260.00 CALL 
HA5805 G 5 Watt, 802.11a/n, Type N Female Connectors 1500.00 1425.00 1350.00 CALL 
HyperLink® 900 MHz Indoor Amplifiers with Power Supply 
HA9OOI-APC500 B 500 mW, Type N Female Connectors 325.00 308.75 292.50 CALL 
HA9011-APC B 1 Watt, Type N Female Connectors 355.00 337.25 319.50 CALL * ; 
HA903I-APC B 3 Watt, Type N Female Connectors 405.00 384.75 364.50 CALL HA2401GXE-2000 
HAQOSI-APC G 5 Watt, Type N Female Connectors 475.00 451.25 427.50 CALL STYLE 
HA9101-APC G 10 Watt, Type N Female Connectors 675.00 641.25 607.50 CALL [1] 
HA925DX-XXX H 25 Watt, Type N Female Connectors 775.00 736.25 697.50 CALL 
HA905I-DM G 5 Watt OFDM Compatible, Type N Female Connectors 675.00 641.25 607.50 CALL 
HyperLink® 900 MHz Outdoor Amplifiers with DC Injector and Power Supply 
HA900-APC500 D 500 mW, Type N Female Connectors 375.00 356.25 337.50 CALL 
HA901-APC D 1 Watt, Type N Female Connectors 405.00 384.75 364.50 CALL 
HA903-APC D 3 Watt, Type N Female Connectors 455.00 432.25 409.50 CALL 
HA905-APC G 5 Watt, Type N Female Connectors 525.00 498.75 472.50 CALL 
HA910-APC G 10 Watt, Type N Female Connectors 725.00 688.75 652.50 CALL 
HA925SE-XXX H 25 Watt, Type N Female Connectors 825.00 783.75 742.50 CALL 
HA905-DM G 5 Watt OFDM Compatible, Type N Female Connectors 725.00 688.75 652.50 CALL 


HA5S8011-500 
STYLE 


HAQ01 -APC i. . : HA9011-APC g ~ HA9O5I-DM HAQ25DX-XXX 
STYLE STYLE STYLE STYLE 
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Item # Description List Price 
L-com Brand CPE Wireless Access Points 


Today's wireless market, more specifically the outdoor wireless market, continues to demand higher transmit power, greater dependability and 
advanced feature sets, all while keeping the client-side cost down. L-com brand CPEs are all-in-one cost effective weatherproof wireless devices 
featuring high output power as well as all the essential features for both operating as an Access Point or a CPE Client. This dual approach offers 
greater flexibility and reduced inventory stock as these units can perform all that is required for establishing reliable wireless networks. 


WLAN-LCCPE28-1 L-com 2.4 GHz 802.11b/g/n Outdoor CPE 70.00 
WLAN-LCCPE516-1 L-com 5 GHz 802.11a/n Outdoor CPE 85.00 


L-com Brand USB Series Wireless Adapter 


ARK-2404U-3 L-com 2.4 GHz 802.11b/g/n Outdoor USB Wireless Adapter Kit with 4 dBi Antenna - FCC/IC Certified 83.15 
WLAN-LCUSB-01 L-com USB 2.0 Wireless 802.119 Adapter with 2 dBi Antenna 20.00 | 
WLAN-LCUSB2458 L-com USB 2.0 Wireless 802.11a/b/g/n Adapter with 5 dBi Antenna 40.00 | 


HyperLink® Dual Polarity Antenna Kits 


L-com's 5.8 GHz ARK series combine a high gain antenna, high power L-com Wireless Access Point/CPE and the required cables into one cost | 
savings package. Customers can enjoy the cost savings of these kits compared to purchasing components separately. Ideal for IEEE 802.11a/n | 
WiFi applications, these 5.8 GHz ARK series kits are the perfect solution for WISP installers. 


ARK4958DP-17Y-2 HyperLink 17 dBi Yagi Antenna/L-com Outdoor CPE/AP Kit 225.63 
ARK4958DP-25D-2 HyperLink 25 dBi Dish Antenna/L-com Outdoor CPE/AP Kit 202.79 
WLAN-LCCPES516-1 ARK4958DP-30D-2 HyperLink 30 dBi Dish Antenna/L-com Outdoor CPE/AP Kit 225.63 | 
ARK4958DP-34D-2 HyperLink 34 dBi Dish Antenna/L-com Outdoor CPE/AP Kit 340.07 | 
ARK5158DP-10U-2 HyperLink 10 dBi Omni Antenna/L-com Outdoor CPE/AP Kit 202.79 | 
ARK5158DP-13U-2 HyperLink 13 dBi Omni Antenna/L-com Outdoor CPE/AP Kit 239.19 
ARK5158DP-29D-2 HyperLink 28.5 dBi Dish Antenna/L-com Outdoor CPE/AP Kit 326.55 
ARK5158DP-32D-2 HyperLink 32 dBi Dish Antenna/L-com Outdoor CPE/AP Kit 399.35 


HyperLink® Dual Polarity Antenna Kits 


L-com's 5.8 GHz ARK series combines a high gain antenna, high power Ubiquiti Wireless Access Point/CPE and the required cables into one cost 
savings package. Customers can enjoy the cost savings of these kits compared to purchasing these components separately. Ideal for IEEE 
ARK-2404U-3 802.11a/n WiFi applications, these 5.8 GHz ARK series kits are the perfect solution for WISP installers. | 


WIRELESS GPE/AGCESS POINTS/ ADAPTERS — 


ARK4958DP-17Y-1 HyperLink 17 dBi Yagi Antenna/Ubiquiti Rocket RM5 Radio Kit 223.59 
WLAN-LCUSB-01 ARK4958DP-25D-1 HyperLink 25 dBi Dish Antenna/Ubiquiti Rocket RM5 Radio Kit 201.75 
ARK4958DP-30D-1 HyperLink 30 dBi Dish Antenna/Ubiquiti Rocket RM5 Radio Kit 223.59 
ARK4958DP-34D-1 HyperLink 34 dBi Dish Antenna/Ubiquiti Rocket RM5 Radio Kit 333.83 | 
ARK5158DP-10U-1 HyperLink 10 dBi Omni Antenna/Ubiquiti Rocket RM5 Radio Kit 201.75 | 
ARK5158DP-13U-1 HyperLink 13 dBi Omni Antenna/Ubiquiti Rocket RM5 Radio Kit 237.11 | 
ARK5158DP-29D-1 HyperLink 28.5 dBi Dish Antenna/Ubiquiti Rocket RM5 Radio Kit 321.35 | 
ARK5158DP-32D-1 HyperLink 32 dBi Dish Antenna/Ubiquiti Rocket RM5 Radio Kit 392.07 
Item # Description 1-9 10-24 25-99 100+ 


HyperLink® MIMO Antennas with Ubiquiti® RocketM2/M5 Mounting Kit 


These ARK Series kits feature HyperLink MIMO Dual Polarized 2.4 Ghz and 5 GHz antennas available in Dish, Omni and Sector models. Included 
with each antenna is a unique mounting bracket that allows the Ubiquiti® RocketM2 or RocketM5 radio to be attached directly to the antenna. Also 
included are a pair of cable assemblies to connect the Rocket to the antenna. Customers can enjoy the cost saving of these kits compared to 
purchasing an Ubiquiti® antenna to use with the RocketM2 or M5 radio. 


ARK2406DPU-0 2.4 GHz 6 dBi Dual Polarized Omni Antenna w/Ubiquiti RocketM2 Mounting Kit 140.30 129.08 117.85 CALL 

ARK5158DP-32D-2 ARK2410DPU-0 2.4 GHz 10 dBi Dual Polarized Omni Antenna w/Ubiquiti RocketM2 Mounting Kit 202.70 186.48 170.27 CALL 
ARK2413DPU-0 2.4 GHz 13 dBi Dual Polarized Omni Antenna w/Ubiquiti RocketM2 Mounting Kit 270.35 248.72 227.09 CALL 

ARK5158DP-10U-0 5 GHz 10 dBi Dual Polarized Omni Antenna w/Ubiquiti RocketM5 Mounting Kit 155.95 146.59 137.24 CALL 

ARK5158DP-13U-0 5 GHz 13 dBi Dual Polarized Omni Antenna w/Ubiquiti RocketM5 Mounting Kit 202.75 190.58 178.42 CALL 

ARK2422DPD-0 2.4 GHz 22 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM2 Mounting Kit 171.55 157.83 144.10 CALL 

ARK2425DPD-0 2.4 GHz 25 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM2 Mounting Kit 301.55 277.43 253.30 CALL 

ARK4958DP-25D-0 5 GHz 25 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM5 Mounting Kit 155.95 143.47 131.00 CALL 

ARK5158DP-29D-0 5 GHz 29 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM5 Mounting Kit 181.95 171.03 160.12 CALL 

ARK4958DP-30D-0 5 GHz 30 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM5 Mounting Kit 181.95 167.39 152.84 CALL 

~ ARK5158DP-10U-0 ARK5158DP-32D-0 5 GHz 32 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM5 Mounting Kit 311.95 293.23 274.52 CALL 
ARK4958DP-34D-0 5 GHz 34 dBi Dual Polarized Dish Antenna w/Ubiquiti RocketM5 Mounting Kit 311.95 286.99 262.04 CALL 

ARK2414DP-090-0 2.4 GHz 14 dBi Dual Polarized 90° Sector Antenna w/ Ubiquiti RocketM2 Mounting Kit 218.35 200.88 183.41 CALL 

ARK5158-16DP-120-0 5 GHz 16 dBi Dual Polarized 120° Sector Antenna w/ Ubiquiti RocketM5 Mounting Kit 140.35 134.74 129.12 CALL 

ARK4958-17DP-090-0 5 GHz 17 dBi Dual Polarized 90° Sector Antenna w/Ubiquiti RocketM5 Mounting Kit 126.83 121.76 116.68 CALL 

ARK5158-19DP-090-0 5 GHz 19 dBi Dual Polarized 90° Sector Antenna w/Ubiquiti RocketM5 Mounting Kit 187.15 179.66 172.18 CALL 

ltem # Description List Price 


Ubiquiti® Access Points 


As a distributor of Ubiquiti® WLAN products, L-com can now provide a complete wireless solution to our customers. Note: Part numbers ending 
with -US are for use in the US only. Some models are not available on L-com.com, please call to place an order. For international models 
and part numbers, please see L-com.com. 


Ubiquiti® NanoStation, Loco and WiFiStation Access Points 


The NanoStation, Loco and WiFiStation series product provide lower cost while maintaining the reliability and performance associated with the 
Ubiquiti line of wireless radios. 


UB-NSM2 Ubiquiti NanoStation M2 802.11b/g/n/AirMAX Access Point 90.00 
UB-NSM2-US Ubiquiti NanoStation M2 802.11b/g/n/ AirMAX Access Point-US Version 90.00 
UB-WS-EXT Ubiquiti WiFi Station USB 1000mW, 802.119/n External Antenna 30.00 
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Item # Description List Price 


EnGenius® Access Points / Routers /Bridges/ Clients 
L-com offers a broad line of EnGenius® access points, routers and wireless bridges. 


EnGenius® ECB Series Access Points 
With the quality and functionality expected of an EnGenius® product, the ECB series provides up to 800mW of high wireless output power and also 
adds advanced features such as SNMP management, Wireless Distribution System (WDS), and Power over Ethernet (PoE) capability. 


EN-ECB-300 EnGenius 802.11b/g/n Wireless-N, N300 Indoor Access Point/Client Bridge /WDS / Repeater 99.00 
EN-ECB-350 EnGenius 802.11b/g/n Wireless-N, N300 Indoor Access Point/Client Bridge /WDS/Repeater 129.00 
EN-ECB-600 EnGenius 802.11b/g/n Wireless-N, N600 Indoor Access Point/Client Bridge /WDS/Repeater 199.00 


ap Aesthetic "Smoke Detector" Design 
Detail view of the ¢ Minimal footprint and no protruding antennas 
EN-EAP-300 e Designed to blend in to various business environments 
¢ Unobtrusive design prevents tampering to protect your Investment 


High 800mW Wireless Power 


RJ45 Port with e Ensures robust signal to overcome long distances EN-EAP-350 


(802.3af PoE) e Offers superior WiFi coverage than leading brands 


Multiple Wireless Names 
DC Power - In ¢ Broadcast multiple WiFi networks with one device 
e Permits different levels of network access (VLAN Tagging) 


Power over Ethernet (802.3af Compliant) 
e Power and data over one cable to ease deployment 


EnGenius® EAP and ESR Series A/P Routers Indoor EN-EAP1750H el 
These series of A/P routers include "smoke detector" versions, mini routers and high power A/P routers. Some have integral antennas while others 
permit external and detachable antennas to be deployed for better coverage. The EAP Series are smoke detector looking Wireless Access Point / 
Universal Repeater that operates seamlessly in the 2.4 GHz frequency spectrum supporting the 802.11b (2.4 GHz, 11Mbps) standard and SuperG 
108Mbps high speed feature. It's the best way to add wireless capability to your existing wired network or to add bandwidth to your wireless 
installation. The EnGenius XtraRange ESR series is a 2.4 GHz, 4-Port Wireless-N Router with wireless speeds range from 150Mbps up to 300Mbps. 
This sleek, cost-effective Wireless-N router is designed to offer robust wired and wireless connectivity and performance for computers, 
smartphones, tablet PCs in a home or small office. 


EN-EAP-300 EnGenius 802.11b/g/n 29dBm WDS Bridge, VLAN Access Point 99.00 
EN-EAP-350 EnGenius 800mW, 300Mbps, 802.11b/g/n Indoor Access Point 119.00 
EN-EAP-900H EnGenius 450Mbps, Wireless N900, 802.11b/g/n Indoor Access Point, Dual-Band 279.00 
EN-EAP1750H EnGenius 1750Mbps Wireless 802.11ac Indoor Access Point Dual-Band 399.00 EN-EUB-1200AC 
EN-ESR-350 EnGenius 2.4 GHz Wireless N300 Cloud Gigabit Router with USB Port 50.00 
EN-ESR-600 EnGenius 2.4/5 GHz Wireless N600 Cloud Gigabit Router, Dual-Band with USB Port 70.00 


EnGenius® EUB Series 802.11b/g High Power USB Adapter 
The EnGenius® EUB series USB WLAN adapters are designed for users who require maximum range and performance in their wireless networks. 
The EUB series offers a rich feature set including security features such as WPA and 802.1x. 


EN-EUB-600 EnGenius Dual-Band Wireless N600 USB Adapter 40.00 
EN-EUB-1200AC EnGenius Dual-Band Wireless AC1200 USB Adapter 80.00 | EN-ENH210 
EN-EUB-9603H EnGenius 802.11b/g/n High Power USB Adapter 45.00 


EnGenius® ENH Series 

The ENH series Business-Class Long-Range Wireless-N Outdoor Client Bridge/Access Point is an affordable, high-performance, secure wireless 
networking solution. Designed for outdoor deployments that require secure and robust wireless coverage, the ENH series is a great fit for 
demanding applications including high-speed IP camera and video streaming applications. 


EN-ENH200 EnGenius 802.11b/g/n 500mW Integrated 10 dBi Antenna 89.00 

EN-ENH200EXT EnGenius Wireless Outdoor 500mW Long-range AP/Bridge w/ External Antenna Ports 89.00 

EN-ENHSO0EXT EnGenius 802.11b/g/n Dual-Band 3 x 3 Ruggedized Outdoor AP 749.00 

EN-ENH202 EnGenius Wireless Outdoor 500mW Long-range AP/ Bridge 99.00 

EN-ENH210 EnGenius 802.11n 2.4GHz Wireless Out AP Bridge 269.00 

EN-ENH500 EnGenius Long Range 11n 5GHz Wireless Bridge /AP 99.00 a0 a] 3 F 
EN-ENH1750EXT EnGenius 802.11ac Dual-Band 3 x 3 Ruggedized Outdoor AP 999.00 Ww i 
EN-ENH700EXT EnGenius Long-Range Dual Radio 802.11n 500mW Outdoor AP 500.00 . 


5 : EN-ENH1750EXT 
EnGenius® ENS Series 

The ENS series is a long-range Wireless N Outdoor Client Bridge operating in the 2.4/5 GHz frequency bands at data rates from 150 to 300Mbps. 
ENS high power output of up to 400mW is ideal for high-speed wireless connection for building-to-building deployments or IP security camera 
wireless applications in parking lots or parking structures. 


EN-ENS200 EnGenius High-Powered, Long-Range 2.4 GHz Wireless N150 Outdoor Client Bridge 60.00 
EN-ENS200EXT EnGenius High-Powered, Long-Range 2.4 GHz Wireless N150 Outdoor Access Point 60.00 
EN-ENS202 EnGenius High-Powered, Long-Range 2.4 GHz Wireless N300 Outdoor Client Bridge 80.00 
EN-ENS202EXT EnGenius High-Powered, Long-Range 2.4 GHz Wireless N300 Outdoor Access Point 90.00 
EN-ENS500 EnGenius High-Powered, Long-Range 5 GHz Wireless N300 Outdoor Client Bridge 80.00 
EN-ENS500EXT EnGenius High-Powered, Long-Range 5 GHz Wireless N300 Outdoor Access Point 90.00 


EN-ENS200 EN-ENSSOOEXT 
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"STYLE" refers to type of enclosure in series. 
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10-24 
HyperLink® 800 MHz, 900 MHz, 2.4 GHz, 3.5 GHz and 5.8 GHz Signal Splitters /Signal Combiners 


L-com's signal splitters / signal combiners are used for connecting more than one antenna to a single radio. They feature weatherproof construction 
and can be installed indoors or outdoors. These flexible splitters can be used with amplified systems since they will pass DC power to all ports. 


800-2600 MHz Broadband Signal Splitters 


SCWO2N A 2-Way, Type N Female Connectors 

SCWO3N A 3-Way, Type N Female Connectors 

SCWO4N A 4-Way, Type N Female Connectors 
900 MHz Signal Splitters 

SC902N C 2-Way, Type N Female Connectors 

SC903N C 3-Way, Type N Female Connectors 
2.4 GHz Signal Splitters 

SC2402N B 2-Way, Type N Female Connectors 

$C2402RTM B 2-Way, RP-TNC Jack Connectors 

$C2403N C 3-Way, Type N Female Connectors 

SC2403RTM Cc 3-Way, RP-TNC Jack Connectors 

SC2404N C 4-Way, Type N Female Connectors 
3.5 GHz Signal Splitters 

$C3502N B 2-Way, Type N Female Connectors 

SC3504N C 4-Way, Type N Female Connectors 
5.8 GHz Signal Splitters 

SC5802N B 2-Way, Type N Female Connectors 

SC5804N C 4-Way, Type N Female Connectors 


47.20 
68.20 
89.20 


57.70 
68.20 


57.70 
57.70 
68.20 


68.20 . 


78.70 


47.20 
78.70 


110.20 
178.45 


43.42 
62.74 
82.06 


53.08 
62.74 


53.08 
53.08 
62.74 
62.74 
72.40 


43.42 
72.40 


101.38 
164.17 


2.4 GHz 802.11b/g Compatible Ultra High Q 4-Pole and 8-Pole WiFi Bandpass Channel Filters 


L-com's HyperLink® indoor and outdoor 2.4 GHz ultra-high Q WiFi channel filters are ideal for co-located equipment installations. Available in seven 
versions for channels 1, 3, 6, 9, 11, 13 and 14, they provide excellent adjacent channel rejection. By reducing interference from both inside and 


outside the band, improved performance of co-located equipment can be achieved. 


2.4 GHz Filters 


BPF24-401 8) 4-Pole, Indoor, Channel 1 
BPF24-403 D 4-Pole, Indoor, Channel 3 
BPF24-406 D 4-Pole, Indoor, Channel 6 
BPF24-409 D 4-Pole, Indoor, Channel 9 
BPF24-411 D 4-Pole, Indoor, Channel 11 
BPF24-801 E 8-Pole, Indoor, Channel 1 
BPF24-801A I 8-Pole, Outdoor, Channel 1 
BPF24-803 E 8-Pole, Indoor, Channel 3 
BPF24-806 E 8-Pole, Indoor, Channel 6 
BPF24-806A | 8-Pole, Outdoor, Channel 6 
BPF24-809 E 8-Pole, Indoor, Channel 9 
BPF24-809A | 8-Pole, Outdoor, Channel 9 
BPF24-811 E 8-Pole, Indoor, Channel 11 
BPF24-811A | 8-Pole, Outdoor, Channel 11 
BPF24-813 E 8-Pole, Indoor, Channel 13 
BPF24-813A | 8-Pole, Outdoor, Channel 13 
BPF24-814 E 8-Pole, Indoor, Channel 14 
BPF2400 D 4-Pole, Indoor, Full Band 
BPF2400A G 4-Pole, Outdoor, Full Band 


900 MHz Full Band Ultra High Q 4-Pole Indoor and Outdoor Bandpass Filters 


82.90 

82.90 

82.90 

82.90 

82.90 
104.95 
146.95 
104.95 
104.95 
146.95 
104.95 
146.95 
104.95 
146.95 
104.95 
146.95 
104.95 
115.45 
173.20 


77.93 
77.93 
77.93 
77.93 
77.93 
98.65 
138.13 
98.65 
98.65 
138.13 
98.65 
138.13 
98.65 
138.13 
98.65 
138.13 
98.65 
108.52 
162.81 


39.65 
57.29 
74.93 


48.47 
57.29 


48.47 
48.47 
57.29 
57.29 
66.11 


39.65 
66.11 


92.57 
149.90 


72.95 
72.95 
72.95 
72.95 
72.95 
92.36 
129.32 
92.36 
92.36 
129.32 
92.36 
129.32 
92.36 
129.32 
92.36 
129.32 
92.36 
101.60 
152.42 


CALL 
CALL 
CALL 


ae 


HyperLink® 900 MHz 4-Pole ultra-high Q full band filters are designed for full band applications. By reducing interference outside the 915 MHz 
band such as from cellular and paging signals, improved performance in noisy environments can be achieved. 


BPF900 D 
BPF900A F 


4-Pole, Indoor, Full Band 
4-Pole, Outdoor, Full Band 


4.9 GHz and 5.8 GHz Full Band Ultra High Q 4-Pole Bandpass Filters 


115.45 
173.20 


108.52 
162.81 


101.60 
152.42 


CALL 
CALL 


HyperLink® 4.9 GHz and 5.8 GHz 4-Pole ultra high Q full band channel filters are ideal for co-located equipment installations. These filters are 
designed for full band applications. By reducing interference outside the respective bands (4900 MHz or 5800 MHz depending on model), improved 


performance on the co-located equipment can be achieved. 


4.9 GHz Filters 

BPF4900A F 4-Pole, Outdoor/Indoor, Full Band 
5.8 GHz Filters 

BPF5800A F 4-Pole, Outdoor/Indoor, Full Band 


2.4/5 GHz Diplexers 


feature Type N Female connectors. 


DP245-NF B 
DP2458-NF H 


Accessories 


HGX-AMOUNTO2 


2.4/5 GHz, Outdoor, Type N Female Connectors 
2.4/5 GHz, Indoor, Type N Female Connectors 


ANM-TERM1 Type N Male, 50 Ohm Terminator, 0-6 GHz 
HGX-PMT14 Splitter Mast Mount Kit, 1-1/4" (3.2cm) to 2" (5.1cm) Diameter 
Splitter Wall/ Enclosure Mounting Kit 


173.20 


173.20 


57.70 
157.45 


9.61 
14.95 
12.00 


162.81 


162.81 


53.08 
144.85 


8.84 
13.75 
11.04 


152.42 


152.42 


48.47 
132.26 


8.07 
12.56 
10.08 


CALL 


CALL 


HyperLink® 2.4/5 GHz diplexers are designed to split 2.4 GHz and 5 GHz from a single radio feed to separate 2.4 GHz and 5 GHz antennas. They 
can also be used to combine those frequencies into a single cable. HyperLink® diplexers are available for indoor and outdoor applications and 
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2015 Supplement Catalog 1.0 Power over Ethernet (PoE) Products and Power Supplies 5 
Item # Description 1-9 10-24 25-99 100+ 
Power over Ethernet (PoE) Midspan/ Injectors PSW1212-POE eS 
L-com offers a wide range of PoE Midspan/ Injectors styles including reverse polarity and 4-port models. These PoE midspan/ injectors can be used = 
to supply power as well as data to PoE compliant devices such as access points, CPEs, IP phone and wireless routers over a single Ethernet cable. tT 
All-In-One Midspan/ Injector with Integral Power Supply =~] 
PSW1212-POE 12 VDC, 12W, Wall Mount, RU45 17.00 15.98 14.96 CALL oO 
PS1212-POE 12 VDC, 12W, Desktop, RJ45, Requires PSCORD2 Power Cord 25.00 23.50 22.00 CALL [— 
PSW2424-POE 24 VDC, 24W, Wall Mount, RU45 17.00 15.98 14.96 CALL PS4834GB-POE-2 ir 
PS2424-POE 24 VDC, 24W, Desktop, RU45, Requires PSCORD3 Power Cord 25.00 23.50 22.00 CALL p> «| 
PSW4824-POE 48 VDC, 24W, Wall Mount, RJ45 17.00 15.98 14.96 CALL 
PS4820-POE-1 48 VDC, 20W, Dual RJ45 25.00 23.50 22.00 CALL bit 
PS4834GB-POE-2 48 VDC, 34W, Gigabit, 2-Port RJ45 55.00 51.70 48.40 CALL me 
PS4860-POE 48 VDC, 60W, Dual RJ45, Requires PSCORD3 80.00 75.20 70.40 CALL — 
Cat5 Midspan/Injectors* =) 
BT-CATS-E1 Compact Single Port, 5-48 VOC 6.00 5.64 5.28 CALL = 
BT-CAT5-E1-4848 BT-CAT5-E1 with 48VDC/48W Power Supply 27.00 25.38 23.76 CALL UL 
BT-CAT5-E1-4870 BT-CAT5-E1 with 48VDC/70W Power Supply 49.00 46.06 43.12 CALL =d 
BT-CAT5-P1 Single Port, 5-48 VDC 25.00 23.50 22.00 CALL 
BT-CAT5-P1-4848 BT-CAT5-P1 with 48VDC/48W Power Supply 41.00 38.54 36.08 CALL 
BT-CAT5-P1-4870 BT-CAT5-P1 with 48VDC/70W Power Supply 63.00 59.22 55.44 CALL 
BT-CAT5-P1J Single Port, 5-48 VDC with Cat5 Surge Protection 38.00 35.72 33.44 CALL 
BT-CAT5-P1J-4848 BT-CAT5-P1J with 48VDC/48W Power Supply 54.00 50.76 47.52 CALL 
BT-CAT5-P1J-4870 BT-CAT5-P1J with 48VDC/70W Power Supply 75.00 70.50 66.00 CALL 
BT-CAT5-P1R Single Port, 5-48 VDC, Reverse Polarity 33.00 31.02 29.04 CALL 
BT-CAT5-P1R4848 BT-CAT5-P1R with 48VDC/48W Power Supply 49.00 46.06 43.12 CALL 
BT-CAT5-P1R4870 BT-CAT5-P1R with 48VDC/70W Power Supply 70.00 65.80 61.60 CALL 
BT-CAT5-P4 Four Port, 5-48 VDC 54.00 50.76 47.52 CALL 
BT-CAT5-P4-4848 BT-CAT5-P4 with 48VDC/48W Power Supply 70.00 65.80 61.60 CALL 
BT-CAT5-P4-4870 BT-CAT5-P4 with 48VDC/70W Power Supply 92.00 86.48 80.96 CALL > 
BT-CAT5-P4J Four Port, 5-48 VDC with Cat5 Surge Protection 60.00 56.40 52.80 CALL T AT p 
BT-CAT5-P4J-4848 BT-CAT5-P4J with 48VDC/48W Power Supply 75.00 70.50 66.00 CALL BT-CATS-P4J 
BT-CAT5-P4J-4870 BT-CAT5-P4J with 48VDC/70W Power Supply 97.00 91.18 85.36 CALL 
Cat5e Midspan/Injectors* 
BT-CAT5E-P1-HP Single Port, 5-60 VAC/DC with High Power Cat5e Surge Protection 50.00 47.00 44.00 CALL 
BT-CAT5E-P1-HP-4848 BT-CAT5E-P1-HP with 48VDC/48W Power Supply 65.00 61.10 57.20. CALL BT-CAT5E-P1-HPW 
BT-CAT5E-P1 -HP-4870 BT-CAT5E-P1-HP with 48VDC/70W Power Supply 86.00 80.84 75.68 CALL 
BT-CAT5E-P1-HPW Single Port, Weather Resistant, 5-60 VAC/DC with High Power Cat5e Surge Protection 49.00 46.06 43.12 CALL 
BT-CAT5E-P1-HPW4848 BT-CAT5E-P1-HPW with 48VDC/48W Power Supply 65.00 61.10 57.20. CALL 
BT-CAT5E-P1-HPW4870 BT-CAT5E-P1-HPW with 48VDC/70W Power Supply 87.00 81.78 76.56 CALL 
Cat6 Gigabit Midspan/Injectors* 
BT-CAT6-P1 Single Port, 5-60 VAC/DC 43.00 40.42 37.84 CALL 
BT-CAT6-P1-4848 BT-CAT6-P1 with 48VDC/48W Power Supply 60.00 56.40 52.80 CALL 
BT-CAT6-P1-4870 BT-CAT6-P1 with 48VDC/70W Power Supply 81.00 76.14 71.28 CALL 
BT-CAT6-P1-HP Single Port, 5-60 VAC/DC with High Power Cat6 Surge Protection 65.00 61.10 57.20. CALL 
BT-CAT6P1HP-48W BT-CAT6-P1-HP with 48VDC/48W Power Supply 81.00 76.14 71.28 CALL 
BT-CAT6P1HP-70W BT-CAT6-P1-HPW with 48VDC/70W Power Supply 100.00 94.00 88.00 CALL BT-CAT6-P1-4848 
BT-CAT6-P1-HPW Single Port, Weather Resistant, 5-60 VAC/DC with High Power Cat6 Surge Protection 65.00 61.10 57.20 CALL 
BT-CAT6P1HPW48W BT-CAT6-P1-HPW with 48VDC/48W Power Supply 81.00 76.14 71.28 CALL BT-CATS-P4 
BT-CAT6P1HPW70W BT-CAT6-P1-HPW with 48VDC/70W Power Supply 100.00 94.00 88.00 CALL nga 
BT-CAT6-P4 Four Port, 5-60 VAC/DC 75.00 70.50 66.00 CALL 
BT-CAT6-P4-4848 BT-CAT6-P4 with 48VDC/48W Power Supply 90.00 84.60 79.20 CALL 


BT-CAT6-P4-4870 BT-CAT6-P4 with 48VDC/70W Power Supply 113.00 106.22 99.44 CALL 
*Cat5, Cat5e and Cat6 BT Series Midspan/ Injectors are also available in DIN rail mount versions. See L-com.com for more information. 


Cat5 Splitter/Tap with Adjustable DC Output 

The BT-CAT5-R0512 PoE Splitter/Tap delivers both data and DC power to non-PoE equipped Ethernet devices using a single Cat5 cable. It features 

a user adjustable output voltage selector which can be set for 5VDC, 7.5VDC, 9VDC or 12VDC allowing it to be used with a wide range of 

non-PoE devices. 
BT-CAT5-R0512 100/1000 Base-T PoE Splitter/Tap with Adjustable DC Output 31.00 29.14 27.28 CALL 


Item # Description List Price 


PLANET 802.3at/af PoE Extenders 

PLANET's POE-PTE101 and POE-PTE201 are simple devices designed to extend both the reach of Ethernet Data and IEEE 802.3at/802.3af Power 
over Ethernet over the standard 100m (328ft.) Cat5e/6 UTP cable to 200m, 300m or more. The POE-PTE101 is for use with standard Ethernet while 
the POE-PTE201 is designed for use with Gigabit applications. 


POE-PTE101 IEEE 802.3af Power over Ethernet Extender 60.00 
POE-PTE201 IEEE 802.3at/af Power over Gigabit Ethernet Extender 81.00 


PLANET 151 Series PoE Injector and Splitters 

The PLANET POE-PT151 is an IEEE 802.3af Power over Ethernet Injector that provides DC 48V over Ethernet Cat5 cables. This provides power to 
802.3af PoE capable devices. For non-PoE capable devices, the POE-PT151S splits the power and data from the Cat5 cable allowing these devices 
to operate within a PoE based network. The POE-PT151S ships with two power cables with 2.0mm and 2.5mm female power connectors. 


POE-PT151 48 VDC, PoE Injector, Includes Power Supply 42.00 
POE-PT151S 5V/12V, PoE Splitter, Includes Power Cables 31.00 


PLANET 12 and 24 Port PoE Injector Hubs 


The PLANET POE-PT1200 and POE-PT2400 are 12-port and 24-port IEEE 802.3af Power over Ethernet injector hubs that comply with IEEE 802.3, 
IEEE 802.3u and IEEE 802.3af standards. Equipped with 12 or 24 10/100BASE-TX Fast Ethernet ports, the products support full 48VDC power for 
any remote IEEE 802.3af powered devices. These hubs feature Web and Console management interfaces to allow administrators easy management 
access. NOTE: CANNOT BE USED WITH CISCO PoE PRODUCTS. 


BT-CAT5-R0512 


POE-PTE201 


POE-PT151S 


POE-PT1200 48 VDC, 12 Port PoE Injector Hub 280.00 re) 
POE-PT2400 48 VDC, 24 Port PoE Injector Hub 430.00 POE-PT2400 
i 
% ana) Global 
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Tie Weatherproot NEMA Enclosures 2015 Supplement Catalog 1.0 
25-99 100+ 


Item # Size Description 1-9 


st Seller 


Industrial Enclosures with PoE Interface 


ABS Enclosures with Cable Glands and Velcro Pad 


is NBP141004-40F 14x10x4" Vented Lid, (No Rain Shields), Cooling Fan 136.50 
NBP141004-40FW 14x10x4" Vented Lid, Cooling Fan 146.50 
NBP141004-40F NBP141004-40V 14x10x4" Vented Lid, (No Rain Shields) 86.50 
NBP141004-40VW 14x10x4" Vented Lid 101.50 
FRP Enclosures with Cable Gland, D-Cut Holes, Ground Lug and Aluminum Mounting Plate 

NB141207-400 14x12x7" 802.3af Compatible, Cat5 Surge Protection 188.00 
NB141207-40F 14x12x7" Vented Lid, Cooling Fan 213.00 
NB141207-40FS 14x12x7" Vented Lid, Solid State Controlled Cooling Fan 243.00 
NB141207-40V 14x12x7" 802.3af Compatible, Cat5 Surge Protection, Vented Lid 206.00 
NB141207-40FAF 14x12x7" 802.3af Compatible, Vented Lid, Cooling Fan 228.00 
NB141207-40FSAF 14x12x7" 802.3af Compatible, Vented Lid, Solid State Controlled Cooling Fan 253.00 
NB141207-4HON 14x12x7" Sub-zero Insulated Enclosure, Heated 328.00 
NB181608-400 18x16x8" 802.3af Compatible, Cat5 Surge Protection 275.25 
NB181608-40F 18x16x8" Vented Lid, Dual Cooling Fans 315.25 
NB181608-40FS 18x16x8" Vented Lid, Dual Solid State Controlled Cooling Fans 345.25 
NB181608-40V 18x16x8" 802.3af Compatible, Cat5 Surge Protection, Vented Lid 295.25 
NB181608-40FAF 18x16x8" 802.3af Compatible, Vented Lid, Dual Cooling Fans 330.25 
NB181608-40FSAF 18x16x8" 802.3af Compatible, Vented Lid, Dual Solid State Controlled Cooling Fans 355,25 


UL Listed 120 VAC Powered Industrial Enclosures 


routers, and other communications equipment that require 120 Volt AC power. 
FRP Enclosures with Cable Gland, D-Cut Holes, Ground Lug and Aluminum Mounting Plate 


NB141207-100-UL 14x12x7" 120 VAC Duplex Power Outlets 288.00 
NB141207-100T-UL 14x12x7" 120 VAC Terminal Block 203.00 
NB141207-10FS-UL 14x12x7" 120 VAC Duplex Power Outlets, Solid State Controlled Cooling Fan 302.00 
NB141207-1HFS-UL 14x12x7" 120 VAC Duplex Power Outlets, Solid State Controlled Heat/Cooling Fan 343.00 


UL Listed Non-Powered Industrial Enclosures 


mounting plates. Blank mounting plates are available from L-com. 
FRP Enclosures with no Mounting Plate 


NBO80604 8x6x4" Non-Powered, No Mounting Plate 82.40 
NB100805 10x8x5"  Non-Powered, No Mounting Plate 87.55 
NB121005 12x10x5" Non-Powered, No Mounting Plate 92.70 
NB141207 14x12x7" Non-Powered, No Mounting Plate 103.00 
NB161406 16x14x6" Non-Powered, No Mounting Plate 159.65 
~ | NB181608 18x16x8" Non-Powered, No Mounting Plate 180.25 
; 24 NB201611 NB201611 20x16x11" Non-Powered, No Mounting Plate 412.00 
* FRP Enclosures with Cable Gland, D-Cut Holes, Ground Lug and Aluminum Mounting Plate 
NB141207-01-UL 14x12x7" Non-Powered, Aluminum Mounting Plate 188.00 


L=-Ccorm gore 


10-24 


174.24 
102.24 
111.84 


116.35 


160.99 
189.79 
180.19 
180.19 
208.99 
252.19 


185.28 
214.08 
238.08 
247.68 
204.48 
233.28 
233.28 
276.48 


269.04 
317.04 
336,24 
345.84 
302.64 
331.44 
355.44 
331.44 


131.04 
140.64 
83.04 
97.44 


180.48 
204.48 
233.28 
197.76 
218.88 
242.88 
314.88 


264.24 
302.64 
331.44 
283.44 
317.04 
341.04 


276.48 
194.88 
289.92 
329.28 


79.10 
84.05 
88.99 
98.88 
153.26 
173.04 
395.52 


180.48 


166.98 
97.98 
107.18 


111.50 


154.28 
181.88 
172.68 
172.68 
200.28 
241.68 


177.56 
205.16 
228.16 
237.36 
195.96 
223.56 
223.56 
264.96 


257.83 
303.83 
322.23 
331.43 
290.03 
317.63 
340.63 
317.63 


These enclosures feature an integrated Power-over-Ethernet (PoE) interface making them ideal for use with PoE enabled devices. 


125.58 
134.78 
79.58 
93.38 


172.96 
195.96 
223.56 
189,52 
209.76 
232.76 
301.76 


253,23 
290.03 
317.63 
271.63 
303.83 
326.83 


264.96 
186.76 
277.84 
315.56 


75.81 
80.55 
85.28 
94.76 
146.88 
165.83 
379.04 


172.96 


uy Industrial Enclosures with 120 VAC Duplex Power Outlets 
on L-com's 120 VAC NEMA rated enclosures offer 120 Volt AC power to accommodate access points, routers, and other communications equipment 
= that require 120 Volt AC power. 
S ABS Enclosure with Cable Glands and Velcro Pad 
e) NBP141004-100 14x10x4" 120 VAC 51.50 
= NBP141004-100-4 14x10x4" 120 VAC, 4 Pack 181.50 
Lu NBP141004-10F 14x10x4" 120 VAC, No Rain Shields, Cooling Fan 106.50 
ae NBP141004-10FW 14x10x4" 120 VAC, Cooling Fan 116.50 
=< ABS Enclosure with Cable Gland, D-Cut Holes, Ground Lug, Vented Lid and Aluminum Mounting Plate 
cc NBE141006-100 14x10x6" 120 VAC 121.20 
5 FRP Enclosures with Cable Gland, D-Cut Holes, Ground Lug and Aluminum Mounting Plate 
== NB121005-100 12x10x5" 120 VAC 167.70 
[=) NB121005-10F 12x10x5" 120 VAC, Cooling Fan 197.70 
= NB121005-10V 12x10x5" 120 VAC, Vented Lid 187.70 
ee NB121005-1HO 12x10x5" 120 VAC, Heated 187.70 
Bhs NB121005-1HF 12x10x5" 120 VAC, Heat/Cooling Fan 217.70 
<=) NB121005-10V NB121005-1HFS 12x10x5" 120 VAC, Solid State Controlled Heat/Cooling Fan 262.70 
Fe NB141207-100 14x12x7" 120 VAC 193.00 
a. NB141207-10F 14x12x7" 120 VAC, Cooling Fan 223.00 
cc NB141207-10FS 14x12x7" 120 VAC, Solid State Controlled Cooling Fan 248.00 
NB141207-10FSD 14x12x7" 120 VAC, Dual Solid State Controlled Cooling Fans 258.00 
= NB141207-1HO 14x12x7" 120 VAC, Heated 213.00 
i NB141207-1HOS 14x12x7" 120 VAC, Solid State Controlled Heater 243.00 
et NB141207-1HF 14x12x7" 120 VAC, Heat/Cooling Fan 243.00 
TT NB141207-1HFS 14x12x7" 120 VAC, Solid State Controlled Heat/Cooling Fan 288.00 
= NB181608-100 18x16x8" 120 VAC 280.25 
NB181608-10F 18x16x8" 120 VAC, Dual Cooling Fans 330.25 
NB181608-10FSX NB181608-10FS 18x16x8" 120 VAC, Dual Solid State Controlled Cooling Fans 350.25 
NB181608-10FSX 18x16x8" 120 VAC, Dual Individually Controlled Cooling Fans with Solid State Controllers 360.25 
NB181608-1HO 18x16x8" 120 VAC, Heated 315.25 
NB181608-1HOS 18x16x8" 120 VAC, Solid State Controlled Heater 345.25 
NB181608-1HF 18x16x8" 120 VAC, Heat/Dual Cooling Fans 370.25 
NB181608-1HOS 18x16x8" 120 VAC, Solid State Controlled Heat/Dual Cooling Fans 345.25 


L-com's UL Listed, 120 VAC powered, NEMA weatherproof rated industrial enclosures offer 120 Volt AC power to accommodate access points, 


These Non-Powered Industrial Enclosures are approved and listed with UL, meeting the stringent requirements for Communication Enclosure 
System 40xx. Use this enclosure when UL Listed products are required by the project. These Non-Powered UL Listed Industrial Enclosures are ideal 
for custom applications, which may require special modifications to the enclosure. Mounting stand-offs inside the enclosure can be used for 


CALL 
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2015 Siipplement Catalog 1,0 Weatnerproor NEMA Enclostres 


Item # Size Description 1-9 10-24 25-99 100+ 


Non-Powered Industrial Enclosures 
L-com's non-powered NEMA rated enclosures are perfect for housing both wired and wireless communications equipment. 
ABS Enclosure with no Mounting Plate 


NBE141006 14x10x6" Non-Powered, No Mounting Plate 41.20 39.55 37.90 CALL 

NBE141006-KIT 14x10x6" Non-Powered, Blank Aluminum Mounting Plate 56.20 53.95 51.70 CALL 

NBE141006-KITO1 14x10x6" Non-Powered, Blank Starboard Mounting Plate 66.20 63.55 60.90 CALL 

FRP Enclosures with no Mounting Plate 9 er14106 

NBO80604 8x6x4" Non-Powered, No Mounting Plate, UL Listed 82.40 79.10 75.81 CALL oS 
NB100805 10x8x5" — Non-Powered, No Mounting Plate, UL Listed 87.55 84.05 80.55 CALL y 

NB121005 12x10x5" Non-Powered, No Mounting Plate, UL Listed 92.70 88.99 85.28 CALL 

NB141207 14x12x7" Non-Powered, No Mounting Plate, UL Listed 103.00 98.88 94.76 CALL 

NB161406 16x14x6" Non-Powered, No Mounting Plate, UL Listed 159.65 153.26 146.88 CALL 

NB181608 18x16x8" Non-Powered, No Mounting Plate, UL Listed 180.25 173.04 165.83 CALL 

NB201611 20x 16x11" Non-Powered, No Mounting Plate, UL Listed 412.00 395.52 379.04 CALL 

NBG241609 24x16x9" Non-Powered, No Mounting Plate, UL Listed 515.00 494.40 473.80 CALL 


FRP Black Enclosures with no Mounting Plate 
NBB141207 14x12x7" Black Non-Powered, No Mounting Plate, UL Listed 144.20 138.43 132.66 CALL 
NBB181608 18x16x8" Black Non-Powered, No Mounting Plate, UL Listed 221.45 212.59 203.73 CALL NBB141207 


FRP Enclosures with Mounting Plate 
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NBO80604-KIT 8x6x4" Non-Powered, Blank Aluminum Mounting Plate 102.40 98.30 94.21 CALL 
NBO80604-KITO1 8x6x4" Non-Powered, Blank Starboard Mounting Plate 102.40 98.30 94.21 CALL 
NB100805-KIT 10x8x5" — Non-Powered, Blank Aluminum Mounting Plate 112.55 108.05 103.55 = CALL 
NB100805-KITO1 10x8x5" — Non-Powered, Blank Starboard Mounting Plate 112.55 108.05 103.55 = CALL 
NB121005-KIT 12x10x5" Non-Powered, Blank Aluminum Mounting Plate 107.70 103.39 99.08 CALL 
NB121005-KITO1 12x10x5" Non-Powered, Blank Starboard Mounting Plate 117.70 112.99 108.28 = CALL 
NB141207-KIT 14x12x7" Non-Powered, Blank Aluminum Mounting Plate 123.00 118.08 113.16 CALL 
NB141207-KITO1 14x12x7" Non-Powered, Blank Starboard Mounting Plate 123.00 118.08 113.16 CALL 
NB161406-KIT 16x14x6" Non-Powered, Blank Aluminum Mounting Plate 189.65 182.06 174.48 CALL 
NB161406-KITO1 16x14x6" Non-Powered, Blank Starboard Mounting Plate 189.65 182.06 174.48 = CALL 
NB181608-KIT 18x16x8" Non-Powered, Blank Aluminum Mounting Plate 205.25 197.04 188.83 CALL 
NB181608-KITO1 18x16x8" Non-Powered, Blank Starboard Mounting Plate 205.25 197.04 188.83 CALL 
NBG241609-KIT 24x16x9" Non-Powered, Blank Aluminum Mounting Plate 565.00 542.40 519.80 CALL 
NBG241609-KITO1 24x16x9" Non-Powered, Blank Starboard Mounting Plate 565.00 54240 519.80 CALL 


FRP Enclosures with Non-Metallic Hinges and Corner Lid Screws, no Mounting Plate 


NBNO60604 6x6x4" Non-Powered, Non-Metallic Hinges, No Mounting Plate 108.15 103.82 99.50 CALL 
NBNO80604 8x6x4" Non-Powered, Non-Metallic Hinges, No Mounting Plate 113.30 108.77 104.24 CALL 
NBN100805 10x8x5" — Non-Powered, Non-Metallic Hinges, No Mounting Plate 118.45 113.71 108.97 CALL 
NBN121005 12x10x5" Non-Powered, Non-Metallic Hinges, No Mounting Plate 133.90 128.54 123.19 CALL 
NBN141206 14x12x6" Non-Powered, Non-Metallic Hinges, No Mounting Plate 154.50 148.32 142.14 CALL cs 
NBN161406 16x14x6" Non-Powered, Non-Metallic Hinges, No Mounting Plate 180.25 9173.04 = 165.83 CALL NBNO60604 
NBN181608 18x16x8" Non-Powered, Non-Metallic Hinges, No Mounting Plate 236.90 227.42 217.95 CALL 


FRP Enclosures with Non-Metallic Hinges and Corner Lid Screws, with Mounting Plate 


NBNO60604-KIT 6x6x4" Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 123.15 118.22 113.30 CALL 

NBNO60604-KITO1 6x6x4" Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 12315" ~~ 118'22) 113.30) CALE 

NBNO80604-KIT 8x6x4" Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 128.30 123.17 118.04 CALL 

NBNO80604-KITO1 8x6x4" Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 128.30 LIT 118.04 CALL 

NBN100805-KIT 10x8x5" — Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 138.45 132.91 127.37 CALL 

NBN100805-KITO1 10x8x5"  Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 138.45 132.91 127.37 CALL 

NBN121005-KIT 12x10x5" Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 148.90 142.94 136.99 CALL 

NBN121005-KITO1 12x10x5" Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 148.90 142.94 136.99 CALL 
NBN141206-KIT 14x12x6" Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 174.50 167.52 160.54 CALL a NBN121005-KIT 
NBN141206-KITO1 14x12x6" Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 174.50 167.52 160.54 CALL ‘ 
NBN161406-KIT 16x14x6" Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 210.25 201.84 193.43 CALL 

NBN161406-KITO1 16x14x6" Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 210.25 201.84 193.43 CALL 

NBN181608-KIT 18x16x8" Non-Powered, Non-Metallic Hinges, Blank Aluminum Mounting Plate 266.90 256.22 245.55 CALL 

NBN181608-KITO1 18x16x8" Non-Powered, Non-Metallic Hinges, Blank Starboard Mounting Plate 266.90 256.22 245.55 CALL 


FRP Enclosures with Cable Gland, D-Cut Holes and Ground Lug 


NB141207-00V 14x12x7" Non-Powered, Vented Lid, Aluminum Mounting Plate 158.00 151.68 145.36 CALL 

NB141207-01 14x12x7" Non-Powered, Aluminum Mounting Plate 138.00 132.48 126.96 CALL 

NB141207-02 14x12x7" Non-Powered, No Mounting Plate 113.00 10848 103.96 CALL 

NB141207-03V 14x12x7" Non-Powered, Vented Lid, No Mounting Plate 133.00 127.68 122.36 CALL 

NB181608-00V 18x16x8" Non-Powered, Vented Lid, Aluminum Mounting Plate 240.25 230.64 221.03 CALL Ge i NB181608-03V 
NB181608-01 18x16x8" Non-Powered, Aluminum Mounting Plate 210.25 201.84 193.43 CALL = 

NB181608-02 18x16x8" Non-Powered, No Mounting Plate 185.25 177.84 170.43 CALL 

NB181608-03V 18x16x8" Non-Powered, Vented Lid, No Mounting Plate 205.25 197.04 188.83 CALL 


Steel Industrial Enclosures 


These enclosures feature hot rolled steel construction with a polyester powder coating. 120 VAC models included Cable Gland, D-Cut Hole and 
Grounding Lug in the enclosure. 


NBS141206 14x12x6" No Mounting Plate 206.00 197.76 189.52 CALL 
NBS141 206-100 14x12x6" 120 VAC Duplex Power Outlet, Aluminum Mounting Plate 296.00 284.16 272.32 CALL 
NBS141206-1HO 14x12x6" 120 VAC Duplex Power Outlet, Aluminum Mounting Plate, Heated 346.00 332.16 318.32 CALL 


Enclosure mounting plates, accessories and pole mounting kits are available online at L-com.com. 
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he HyperLink® Coaxial Lightning and Surge Protectors 
(==) L-com's HyperLink® coaxial lightning and surge protectors feature replaceable gas tubes (except for 1/4 wave model), multi-strike capability and 
= bi-directional protection. 
— AS eal 0-3 GHz Coaxial Protectors* 
= st Seller AL-NFNFB-9 Type N Female to Type N Female Bulkhead, 90V 21.79 20.05 18.30 CALL 
So AL-NFNFBHP-9 Type N Female to Type N Female Bulkhead, Indoor, High Power, 90V 29.07 26.74 24.42 CALL 
cc AL-NMNFB-9 Type N Male to Type N Female Bulkhead, 90V 21.79 20.05 18.30 CALL 
a. AL-RTPRTJB-9 RP-TNC Plug to RP-TNC Jack Bulkhead, 90V 28.03 25.79 23.55 CALL 
5 0-6 GHz Coaxial Protectors* 
=| | AL6-NFNFBW-9 Type N Female to Type N Female Bulkhead, 90V 41.55 38.23 34.90 CALL 
hema AL6-NMNFBW-9 Type N Male to Type N Female Bulkhead, 90V 41.55 38.23 34.90 CALL 
= AL6-RSPRSJBW-9 RP-SMA Plug to RP-SMA Jack Bulkhead, 90V 36.35 33.44 30.53 CALL 
ms *See web site for additional coaxial protector models and available replacement gas tubes 
cs 0-6 GHz In-line Crimp Type Coaxial Protectors 
aa] L-com's crimp type coaxial protectors are designed to be attached directly onto a 400-series low-loss coax cable via the solderless crimp end of 
the protector. These protectors are also available on pre-made 400-series cable assemblies. See web site for details. 
AL6-NF-14-9 Type N Female Bulkhead to Crimp End, 90V 35.31 32.49 29.66 CALL 
AL6-NM-14-9 Type N Male to Crimp End, 90V 35.31 32.49 29.66 CALL 
Quarter Wave Coaxial Protectors 
ALQ2-NMNFB 2300-2700 MHz Type N Male to Type N Female Bulkhead 41.55 38.23 34.90 CALL 
ALQ2-DMDFB 800-2250 MHz 7/16 DIN Male to 7/16 DIN Female Bulkhead 93.55 86.07 78.58 CALL 
ALQ2-DFDFB 800-2250 MHz 7/16 DIN Female to 7/16 DIN Female Bulkhead 93.55 86.07 78.58 CALL 
Category 5 Data Line 10/100 Base-T Protectors 
HGLN-CAT5-2 aw Indoor, Shielded RJ45 42.59 40.03 37.48 CALL 
AL-CAT5VW-1 a Weather Resistant, RJ45 41.55 39.06 36.56 CALL 
HGLN-CAT5J AAW Indoor, Shielded RJ45 41.55 39.06 36.56 CALL 
HGLND-CAT5J NAM Indoor DIN Mount, Shielded RJ45 46.75 43.95 41.14 CALL 
; CMSP-CAT5-2 AAW Indoor Wall Mount, 2-Port, Shielded RJ45 51.95 47.79 43.64 CALL 
ALQ2-DFDFB : CMSP-CAT5-4 AAW Indoor Wall Mount, 4-Port, Shielded RJ45 93.55 86.07 78.58 CALL 
CMSP-CAT5-8 NAM Indoor Wall Mount, 8-Port, Shielded RJ45 155.95 149.71 143.47, CALL 
AL-CAT5JW ANW Weather Resistant, RJ45 36.35 34.17 31.99 CALL 
AL-CAT5SJW NAMM Weather Resistant, Shielded RJ45 38.43 36.12 33.82 CALL 
AL-CAT5PW AANA Weather Resistant, Punch Down Terminal Block 36.35 34.17 31.99 CALL 
AL-CAT5SW NNW Weather Resistant, Screw Terminal Block 36.35 34.17 31.99 CALL 
AL-CAT5W AAAW Weatherproof, RJ45/Screw Terminal Block 51.95 48.83 45.72 CALL 
ALS-CAT5W ANAW Compact Weatherproof, Shielded RJ45 51.95 48.83 45.72 CALL 
AL-CAT5W-4 NAMM Weatherproof, 4-Port, Shielded RJ45 129,95. .. 122:15.. 114.365) (Aue 
HGLN-CAT5-HP MAMMA Indoor, High Power, Shielded RJ45 67.55 63.50 59.44 CALL 
HGLND-CAT5-HP AANAY Indoor DIN Mount, High Power, Shielded RJ45 74.83 70.34 65.85 CALL 
AL-CATS5HPJW. AMAN KW Weather Resistant, High Power, Shielded RJ45 57.15 53.72 50.29 CALL 
AL-CAT5SHPW MHAAYW Weatherproof, High Power, Shielded RJ45 72.75 68.38 64.02 CALL 
ALW-CAT5HPJ HAMHAAW Weatherproof Metal Enclosure, High Power, Shielded RJ45 80.03 73.63 67.23 CALL 
AL-CAT5HPW-4 HAHANHA Weatherproof, 4-Port, High Power, Screw Terminal Block 207.95 195.47 183.00 CALL 
Category 5e Data Line 10/100 Base-T Protectors 
AL-CAT5EW Aw Weatherproof, Screw Terminal Block 46.75 43.95 41.14 CALL 
‘A 7 } HGLN-CAT5EJW NAAHAW Indoor, Shielded RJ45 51.95 48.83 45.72 CALL 
AL-CAT5W-4 i C 7 iT i HGLND-CAT5EJW MMA Indoor DIN Mount, Shielded RJ45 57.15 53.72 50.29 CALL 
a « we, AL-CATSEPW AAAW Weather Resistant, Punch Down Terminals 46.75 43.95 44.14 CALL 
AL-CAT5EJW NMNAW Weather Resistant, Shielded RJ45 46.75 43.95 41.14 CALL 
ALS-CAT5EJWP AAMAYW Compact Weatherproof, Shielded RJ45 65.47 61.54 57.61 CALL 
ALW-CAT5EJ MAA YW Weatherproof Metal Enclosure, Shielded RJ45 72.75 66.93 61.11 CALL 
ALW-CAT5EP NAAYW Weatherproof Metal Enclosure, Punch Down Terminals 72.75 66.93 61.11 CALL 
AL-CATS5EHPW NAAN YW Weatherproof, High Power, Screw Terminal Block 71.71 67.41 63.10 CALL 
Category 6 Data Line 10/100/ 1000 Base-T Protectors 
HGLN-CAT6 w Indoor, Shielded RJ45 46.75 43.95 41.14 CALL 
HGLN-CAT6J Vd Indoor, Shielded RJ45 46.75 43.95 41.14 CALL 
AL-CAT6JW HGLND-CAT6J od Indoor DIN Mount, Shielded RJ45 51.95 48.83 45.72 CALL 
CMSP-CAT6-2 AM Indoor Wall Mount, 2-Port, Shielded RJ45 72.75 66.93 61.11 CALL 
CMSP-CAT6-4 HW Indoor Wall Mount, 4-Port, Shielded RJ45 103.95 95.63 87.32 CALL 
AL-CAT6JW Nw Weather Resistant, RJ45 38.43 36.12 33.82 CALL 
AL-CAT6PW Aw Weather Resistant, Punch Down Terminal Block 38.43 36.12 33.82 CALL 
AL-CAT6W Na Weatherproof, Screw Terminal Block 57.15 53.72 50.29 CALL 
HGLN-CAT6JT HGLND-CAT6-HP ANAW Indoor DIN Mount, High Power, Shielded RJ45 76.91 72.30 67.68 CALL 
HGLN-CAT6-HP AAAYW Indoor, High Power, Shielded RJ45 Fabre 67.41 63.10 CALL 
AL-CAT6HPJW AAAYW Weather Resistant, High Power, Shielded RJ45 60.27 56.65 53.04 CALL 
ALS-CAT6HPW NAAN Compact Weatherproof, High Power, Shielded RJ45 72.75 68.38 64.02 CALL 
ALW-CAT6HPJ AAAYW Weatherproof Metal Enclosure, High Power, Shielded RJ45 80.03 73.63 67.23. CALL 
HGLN-CAT6JT AAAAYW Indoor, Differential Gas Tube, Shielded RJ45 55.07 aw ia 48.46 CALL 
ALS-CAT6JT MAMAW Compact Weatherproof, Differential Gas Tube, Shielded RJ45 62.35 58.61 54.87 CALL 
CMSP-CAT6T-2 NAAWAW Indoor Wall Mount, 2-Port Differential Gas Tube, Shielded RJ45 77.95 71.71 65.48 CALL 
CMSP-CAT6T-4 AAMAAYW Indoor Wall Mount, 4-Port Differential Gas Tube, Shielded RJ45 135.15 124.34 113.53 CALL 
SS » | 15V and 24V PoE Compatible Data Line Lightning and Surge Protectors 
CMSP-CAT6T-2 __» | The lightning protectors in this section are designed to be compatible with PoE equipment requiring 15V and 24V. Note, these protectors are not 
intended for use with standard 48V PoE equipment. 
HGLN-CAT5J24 AWW Indoor, Cat5, 15V/24V PoE, Shielded RJ45 43.63 41.01 38.39 CALL 
The lightning bolts next to the part AL-CAT5SJW24 AAW Weather Resistant, Cat5, 15V/24V PoE, Shielded RU45 41.55 39.06 36.56 CALL 
numbers indicate Power Rating. AL-CATSW-4-24 MAAWAA Weatherproof, 4-Port, Cat5, 15V/24V PoE, Shielded RJ45 135.15 127.04 9118.93 CALL 
AW = Low Power HGLN-CAT5EJW24 AAAM Indoor, Cat5e, 15V/24V PoE, Shielded RJ45 55.07 51.77 48.46 CALL 
A = High Power AL-CAT5EJW24 AAAYW Weather Resistant, Cat5e, 15V/24V PoE, Shielded RJ45 49.87 46.88 43.89 CALL 
ALW-CAT5EJ24 AAAW Weatherproof Metal Enclosure, Cat5e, 15V/24V PoE, Shielded RJ45 72.75 66.93 61.11 = CALL 
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Item # Power Rating —_ Description 1-9 10-24 25-99 100+ 
Economy In-Line Category 5 and Category 6 Protectors 


L-com's HyperLink ELP series lightning and surge protectors easily connect in-line with existing data connections. Available with or without DIN 
mounting clip for Category 5 10/100 Base-T Ethernet and Category 6 10/100/1000 Base-T Ethernet systems. 


ELP-CAT5 a Category 5, In-line, RJ45 26.95 25.33 23.72 CALL 

ELPD-CAT5 a Category 5, In-line, DIN Mount, RJ45 29.95 28.15 26.36 CALL 

ELP-CAT6 AMY Category 6, In-line, PoE Compatible, RJ45 39.95 37.55 35.16 CALL ELPD-CAT6 
ELPD-CAT6 AAW Category 6, In-line, DIN Mount, PoE Compatible, RJ45 42.95 40.37 37.80 CALL f 


Rack Mount Ethernet and Telephone/DSL Protectors 


The RMSP series lightning and surge protectors provides multiple line protection in a standard 19" rack panel. Available in 4/12/28 port versions, 
the RMSP series mounts into any standard 19" (48.3cm) rack system and may be installed in the rear of the rack where they are normally required 
of line in and out. 


RMSP-CAT5S-4 AAW Category 5 10/100 Base-T, 19in (48.3cm) 1U Panel, 4-Port 83.00 79.68 76.36 CALL 
RMSP-CAT5S-12 MAM Category 5 10/100 Base-T, 19in (48.3cm) 2U Panel, 12-Port 190.00 182.40 174.80 CALL 
RMSP-CAT5-24 MAA Category 5 10/100 Base-T, 19in (48.3cm) 1U Panel, 24-Port 405.55 389.33 373.11 CALL 
RMSP-CAT6-4 MAW Category 6 10/100/1000 Base-T, 19in (48.3cm) 1U Panel, 4-Port 99.00 95.04 91.08 CALL 
RMSP-CAT6-12 AAW Category 6 10/100/1000 Base-T, 19in (48.3cm) 2U Panel, 12-Port 250.00 240.00 230.00 CALL Rear view detail 


RMSP-CAT6T-4 MAMAMA A Category 6 10/100/1000 Base-T, 19in (48.3cm) 1U Panel, Hi-Power, 4-Port 132.00 126.72 121.44 = CALL 
RMSP-CAT6T-12 AMHAAYW Category 6 10/100/1000 Base-T, 19in (48.3cm) 2U Panel, Hi-Power, 12-Port 260.00 249.60 239.20 CALL 


RMSP-DT-4 MHAKH Telephone/DSL, 19in (48.3cm) 1U Panel, Hi-Power, 4-Port 155.95 149.71 143.47 CALL 
RMSP-DT-12 MAMA Telephone/DSL, 19in (48.3cm) 2U Panel, Hi-Power, 12-Port 467.95 449.23 430.51 CALL 
4-20 mA Current Loop Protectors 


L-com's HyperLink® brand 4-20 mA protectors are ideal for sensors and controllers as well as industrial control lines, HART street light controllers, 
toll booths, drawbridges, railroad crossing gates and signals. Available in three voltages; 12V, 15V and 24V. 


AL-CL4-12 MAW 12V Weather Resistant, 4-Channel, Screw Terminal 46.75 43.95 41.14 CALL 
HGLN-CL1-12 MMAKH 12V Indoor, 1-Channel, Screw Terminal 49.87 46.88 43.89 CALL 
HGLND-CL1-12 MAM HW 12V Indoor DIN Mount, 1-Channel, Screw Terminal 56.11 52.74 49.38 CALL 
HGLN-CL2-12 AMAMAHW 12V Indoor, 2-Channel, Screw Terminal 51.95 48.83 45.72 CALL 
HGLND-CL2-12 AMAMAHM 12V Indoor DIN Mount, 2-Channel, Screw Terminal LY Aas) Dore 50.29 CALL 
AL-CL2-12 AAMAKM 12V Weather Resistant, 2-Channel, Screw Terminal 46.75 43.95 41.14 CALL 
AL-CL3W-12 AAAHHA 12V Weatherproof, 3-Channel, Screw Terminal 65.47 61.54 57.61 CALL 
AL-CL4W-12 MAHAAN 12V Weatherproof, 4-Channel, Screw Terminal 67.55 63.50 59.44 CALL 


See web site for 15V and 24V models. 


Telephone/DSL/T1 Protectors 


L-com's HyperLink® Telephone, DSL and T1 lightning and surge protectors are perfect for indoor and outdoor installations. There are multiple styles 
to choose from including screw terminal, punch down and RJ11. 


AL-D4W-DT NAW Weather Resistant, Phone/DSL, T1/E1/J1, Screw Terminal 46.75 43.95 41.14 CALL 
AL-D4W-DP AAW Weather Resistant, Phone/DSL, T1/E1/J1, Punch Down Terminal 46.75 43.95 41.14 CALL 
HGLN-D1-DT AAAM Indoor, High Power Single Line Phone/DSL, Screw Terminal 46.75 43.95 41.14 CALL 
HGLND-D1-DT AAAHW Indoor DIN Mount, High Power Single Line Phone/DSL, Screw Terminal 51.95 48.83 45.72 CALL 
HGLN-DT AAAHW Indoor, High Power Single Line Phone/DSL, RJ11 46.75 43.95 41.14 CALL 
HGLN-D2T AMAAW Indoor, High Power Dual Line Phone/DSL, RJ11 46.75 43.95 41.14 CALL 
CMSP-DT-4 MAAW Indoor, 4-Port High Power Phone/DSL, RJ11 135.15 124.34 113.53 CALL 
RMSP-DT-4 AMAM 19in (48.3cm) Rack Panel, 4-Port High Power Phone/DSL, RJ11 155.95 149.71 143.47, CALL 
HGLN-DSL AMAM YW Indoor, Phone/ DSL, 3-Stage, RJ11 57.15 §3.72 50.29 CALL 
AL-DSLUW MAMA Weather Resistant, Phone/DSL, 3-Stage, RJ11 57.15 53.72 50.29 CALL 
ALW-DSLJ MAAAW Weatherproof Metal Enclosure, Phone/DSL, 3-Stage, RJ11 75.87 69.80 63.73 CALL 
HGLN-D2-DT AAAAYW Indoor, Phone/DSL, 3-Stage, Screw Terminal 57.15 §3.72 50.29 CALL 
HGLND-D2-DT AAMA A Indoor DIN Mount, Phone/DSL, 3-Stage, Screw Terminal 62.35 58.61 54.87 CALL 
AL-DSLSW AAAAHW Weather Resistant, Phone/DSL, 3-Stage, Screw Terminal 57.15 §3.72 50.29 CALL 
ALW-DSLS AAAMA Weatherproof Metal Enclosure, Phone/DSL, 3-Stage, Screw Terminal 75.87 69.80 63.73 CALL 
AL-D3W-DT MAHAN HA Weather Resistant, Phone/DSL, 3-Stage, Screw Terminal 64.43 60.56 56.70 CALL 


Analog Pan-Tilt-Zoom (PTZ) Video Camera Surge Protectors 


The L-com's HyperLink® AL-VDP series are designed to provide superior lightning and surge protection for analog PTZ video cameras. These 
protectors incorporate individual protection circuits for the analog video line, RS485 control line and AC/DC power lines. 


AL-VDP012DW AAMAH 12VDC Weatherproof, Grounded BNC Connectors 129.95 119.55 109.16 CALL 
AL-VDP112DW MAMAKM 12VDC Weatherproof, Isolated BNC Connectors 129.95 119.55 109.16 CALL 
AL-VDP024DW MAAANW 24VDC Weatherproof, Grounded BNC Connectors 129.95 119.55 109.16 CALL 
AL-VDP124DW MAMA Y 24VDC Weatherproof, Isolated BNC Connectors 129.95 119.55 109.16 CALL 
AL-VDP01228AW AMAAW 12-28VAC Weatherproof, Grounded BNC Connectors 129.95 119.55 109.16 CALL 
AL-VDP11228AW NAAAHW 12-28VAC Weatherproof, Isolated BNC Connectors 129.95 119.55 109.16 CALL 


Wall Plate Series Lightning and Surge Protectors 


The WP series lightning protectors feature stainless steel wall plates designed to mount to standard in-wall conduit boxes. These units are ideal 
for providing lightning and surge protection in homes and offices with existing in-wall telephone and network wiring. The stainless steel wall plates 
make these protectors also ideal for use in high EMI/RFI environments. 


WPCAT5 AAW Wall Plate, Cat5, Shielded RU45/RJ45 29.07 27.91 26.74 CALL 
WPCAT6 Td Wall Plate, Cat6, Shielded RJ45/RJ45 29.07 27.91 26.74 = CALL 
WPDTJ AAA YW Wall Plate, Telephone/DSL, RJ11/RJ11 29.07 27.91 26.74 = CALL 
WPDTP MAAK Wall Plate, Telephone/DSL, RJ11/Punch Terminal P 29.07 27.91 26.74 = CALL 


USB Lightning and Surge Protectors, Panel Mountable 


HGLN-D2T 


AL-VDP124DW 


The L-com AL-ECF504 series USB surge protectors are commercial quality devices designed to protect a computer's sensitive USB ports from | ql_ecrso4-Aai2 


surges and spikes from attached devices. To ensure USB 2.0 speeds, the device uses ultra-low capacitance diodes to protect the data lines. In 
addition, a protection device clamps the power lines to safe levels. These panel mount protectors are available with or without a pigtail cable. 


The lightning bolts next to the part 


AL-ECF504-AB USB Type A Female Bulkhead /Type B Female 18.71 17.59 16.46 CALL numbers indicate Power Rating. 
AL-ECF504-AA12 USB Type A Female Bulkhead/Type A Male, 12in (30.5cm) Pigtail* 20.79 19.54 18.30 CALL A = Low Power 
AL-ECF504-AB12 USB Type A Female Bulkhead/Type B Male, 12in (30.5cm) Pigtail* 20.79 19.54 18.30 CALL A WW = High Power 


*Also available in lengths of 24in (61.0cm), 36in (91.4cm), 48in (121.9cm) and 72in (182.9cm). See web site for details. 
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Premium Category 5e RJ45 Molded Ethernet Patch Cords 


Designed for today's high-density patch panels, these unique Category 5e molded patch 
cords feature an easy to depress "shark fin" snagless molded boot that makes connecting 
cables easier. The clear boot also allows the color of each cable to be easily seen on each 
port for easy cable identification. Each cable is tested for Category 5e performance to 
ensure maximum network throughput. 


Category 5e 4 Pair 
Stranded Cable 


Category 5e 


EIA568 
DODOOOD® 


Twisted Pair Pinning: 1 & 2,3&6,4&5,7&8 


TRD815WHT TRD815V 


Yellow 


Ordering is easy, add the desired color code to the part number. Ex: TRD815BL-3 


item # Description 
¥ TRD815_~-3 Category 5e Patch Cord, RJ45/RJ45 
TRD815__-5 Category 5e Patch Cord, RJ45/RJ45 
TRD815__-7 Category 5e Patch Cord, RJ45/RJ45 
TRD815__-10 Category 5e Patch Cord, RJ45/RJ45 
Mee) TRD815_ -14 Category 5e Patch Cord, RJ45/RJ45 
: : TRD815__-25 Category 5e Patch Cord, RJ45/RJ45 
TRD815 __-50 Category 5e Patch Cord, RJ45/RJ45 
TRD815___-75 Category 5e Patch Cord, RJ45/RJ45 
TRD815 __-100 Category 5e Patch Cord, RU45/RJ45 


©) Premium Category 5e RJ45 Molded Crossover Ethernet Patch Cords 


Also designed for today's high-density patch panels, these unique Category 5e molded patch 
cords feature an easy to depress "shark fin" snagless molded boot that makes connecting 
cables effortless. The clear boot also allows the color of each cable to be easily seen up to each 


TRD815CRGR 


TRD815CR __-3 
TRD815CR __-7 
TRD815CR __-10 
TRD815CR __-15 


10/100Base-T Crossover Patch Cord, RJ45/RJ45 
10/100Base-T Crossover Patch Cord, RJ45/RJ45 
10/100Base-T Crossover Patch Cord, RJ45/RJ45 
10/100Base-T Crossover Patch Cord, RJ45/RJ45 


Premium Category 6 RJ45 Hi-Speed Network Patch Cords 


Competitive pricing and high quality is what makes L-com's Category 6 patch cords the right 
choice. Made with high performance 4-pair Category 6 cable and snagless plugs, these cables 


are ready to be installed in your network. 


TRD695BL TRD695BLK TRD695GR TRD695R 


Ordering is easy, add the desired color code to the part n 


TRD695 _ -1 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-3 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-5 Category 6 Patch Cord, RJ45/RJ45 
TRD695___-7 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-10 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-14 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-25 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-50 Category 6 Patch Cord, RJ45/RJ45 
TRD695___-75 Category 6 Patch Cord, RJ45/RJ45 
TRD695 __-100 Category 6 Patch Cord, RJ45/RJ45 


—— 
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TRD815CRR 


Ordering is easy, add the desired color code to the part number 


umber 


Length i129 10-24 25-99 100+ 
3.0ft (0.9m) 4.29 3.86 3.43 CALL 
5.0ft (1.5m) 5.29 4.76 4.23 CALL 
7.0ft (2.1m) 6.39 5.75 5.11 CALL 
10.0ft (3.0m) 7.39 6.65 5.91 CALL 
14.0ft (4.3m) 9.49 8.54 7.59 CALL 
25.0ft (7.6m) 14.79 13.31 11.83 CALL 
50.0ft (15.2m) 26.29 23.66 21.03 CALL 
75.0ft (22.9m) 37.89 34.10 30.31 CALL 
100.0ft (30.4m) 49.39 44.45 39.51 CALL 


port for easy cable identification. Each cable is crossover wired (EIA568A/B) for usage as 
either uplink connections or for direct connecting of two computers. Contact us today for all 
your patch cord needs. 


TRD815CRY 


10/100Base-T Crossover 
Patch Cords 


10Base-T Crossover 


3.0ft (0.9m) 4.39 4.04 3.69 CALL 
7.0ft (2.1m) 6.59 6.06 5.54 CALL 
10.0ft (3.0m) 7.59 6.98 6.38 CALL 
15.0ft (4.6m) 9.79 9.01 8.22 CALL 


Affordability and peace of mind are assured when choosing L-com's patch cords. Large 
volume OEM requests are welcomed with this series. Contact us today for all your 
patch cord needs. 


TRD695GRY 


TRDG9SY TRDGQSWHT Category 6 Category 6 4 Pair 


Stranded Cable 


1.0ft (0.3m) 6.29 6.16 5.91 CALL 
3.0ft (0.9m) 7.39 7.24 6.95 CALL 
5.0ft (1.5m) 8.49 8.32 7.98 CALL 
7.0ft (2.1m) 9.59 9.40 9.01 CALL 
10.0ft (3.0m) 11.69 11.46 10.99 CALL 
14.0ft (4.3m) 13.89 13.61 13.06 CALL 
25.0ft (7.6m) 19.29 18.90 18.13 CALL 
50.0ft (15.2m) 32.19 31.55 30.26 CALL 
75.0ft (22.9m) 45.19 44.29 42.48 CALL 
100.0ft (30.4m) 58.19 57.03 54.70 CALL 
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2015 Supplement Catalog 1,0 
Cat5e Shielded Patch Cords - 4 Pair For EIAS68A and B Wiring 


For protection against EMI/RFI interference, L-com's economical shielded patch cables are ideal. With 
a 100% foil shield covering and 4-Pair 26AWG stranded conductors, your data is protected from 


interference. This series is designed to perform to EIA568 standards. 


Item # 

TRD855SCR __-1 
TRD855SCR __-2 
TRD855SCR __-3 
TRD855SCR ___-5 
TRD855SCR __-7 


TRD855SCR __-10 
TRD855SCR __-15 
TRD855SCR __-20 
TRD855SCR __-25 
TRD855SCR __-30 
TRD855SCR __-40 
TRD855SCR __-50 
TRD855SCR __-75 


TRD855SCR __-100 


Item # 


Category 5e Patch Cords 


Category 5e Stranded 
4 Pair Cable 


EIA568 


DODOOODOS 
Twisted Pair Pinning: 1 & 2,3&6,4&5,7&8 


Description 


Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 
Shielded Cat5e EIA568 Patch Cord, RJ45/RJ45 


Twisted Pair Pinning: 1 & 2,3 &6,4&5, 7&8. 


Description ; 


Category 5e Shielded LSZH 26 AWG Stranded Patch Cords 


This series features 26 AWG stranded conductors and a 100% foil shield. The LSZH jacket is perfect for environments where PVC's combustive 
toxicity is restricted. 


TRD855SZ-1 
TRD855SZ-2 
TRD855SZ-3 
TRD855SZ-5 
TRD855SZ-7 
TRD855SZ-10 
TRD855SZ-15 
TRD855SZ-25 
TRD855SZ-50 
TRD855SZ-75 
TRD855SZ-100 


Category 5e Double Shielded LSZH 26 AWG Stranded Patch Cords 


This series features 26 AWG stranded conductors that are flexible and easy to install even in tight spaces. L-com stocks lengths up to 300ft (91.4m) 


Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 1.0ft (0.3m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 2.0ft (0.6m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 3.0ft (0.9m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 5.0ft (1.5m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 7.0ft (2.1m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 10.0ft (3.0m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 15.0ft (4.6m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 25.0ft (7.6m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 50.0ft (15.2m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 75.0ft (22.9m) 
Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 100.0ft (30.4m) 


Twisted Pair Pinning: 1 & 2,3 &6,4&5,7&8. 


and can ship most orders the same day. 


TRD855DSZ ~ -1 
TRD855DSZ __-2 
TRD855DSZ __-3 
TRD855DSZ __-5 
TRD855DSZ __-7 
TRD855DSZ __-10 
TRD855DSZ __-15 
TRD855DSZ __-25 
TRD855DSZ __-50 
TRD855DSZ __-75 


TRD855DSZ __-100 


Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 1.0ft (0.3m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 2.0ft (0.6m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 3.0ft (0.9m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 5.0ft (1.5m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 7.0ft (2.1m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 10.0ft (3.0m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 15.0ft (4.6m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 25.0ft (7.6m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 50.0ft (15.2m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 75.0ft (22.9m) 


Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 100.0ft (30.4m) 


Category 5e Double Shielded LSZH 24 AWG Solid Patch Cords 


The TRD855SIG series features 24 AWG solid conductors allowing easy termination to IDC connectors. L-com stocks lengths up to 300ft (91.4m) 


and can ship most orders the same day. 


TRD855S!G __-1 
TRD855SIG ___-2 
TRD855S1G ___-3 
TRD855S!G __-5 
TRD855SIG___-7 


TRD855S1G __-10 
TRD855SIG __-15 


TRD855S1G __-25 
TRD855S1G __-50 
TRD855S1G___-75 


TRD855S!G __-100 
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Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 1.0ft (0.3m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 2.0ft (0.6m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 3.0ft (0.9m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 5.0ft (1.5m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 7.0ft (2.1m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 10.0ft (3.0m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 15.0ft (4.6m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 25.0ft (7.6m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 50.0ft (15.2m) 
Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 75.0ft (22.9m) 


Double Shielded Cat5e LSZH Patch Cord, RJ45/RJ45, 100.0ft (30.4m) 


Ordering is easy, add the desired color code to the part number. Ex: TRD855SCRBLK-3. 


Color 


Black 
Black 
Black 
Black 
Black 
Black 
Black 
Black 
Black 
Black 
Black 


26 AWG 
Stranded 
Conductors 


Length 


1.0ft (0.3m) 
2.0ft (0.6m) 
3.0ft (0.9m) 
5.Oft (1.5m) 
7.0ft (2.1m) 
10.0ft (3.0m) 
15.0ft (4.6m) 
20.0ft (6.1m) 
25.0ft (7.6m) 
30.0ft (9.1m) 
40.0ft (12.2m) 
50.0ft (15.2m) 
75.0ft (22.9m) 
100.0ft (30.4m) 


i, 10-24 


10.89 10.45 
12.79 12.28 
14.69 14.10 
18.49 17.75 
22.29 21.40 
27.99 26.87 
37.49 35.99 
56.49 54.23 
103.99 99.83 


151.49 = 145.43 
198.99 191.03 


J Ordering is easy, add the desired color code to the part number. Ex: TRD855DSZBLK-1. 


11.49 11.03 
13.19 12.66 
14.89 14.29 
18.29 17.56 
21.69 20.82 
26.79 25.72 
35.29 33.88 
52.29 50.20 
94.79 91.00 


137.29 = 131.80 
179:79 ——-:172.60 


11.39 10.93 
2.99) 12.47 
14.59 14.01 
17.79 17.08 
20.99 20.15 
25.79 24.76 
33.79 32.44 
49.79 47.80 
89.79 86.20 


129.79 124.60 
169.79 163.00 


25-99 


10.02 
11.77 
13:51 
17.01 
20.51 
25.75 
34.49 
51.97 
95.67 
139.37 
183.07 


10.57 
12.13 
13.70 
16.83 
19.95 
24.65 
32.47 
48.11 
87.21 
126.31 
165.41 


10.48 
11.95 
13.42 
16.37 
19.31 
23.73 
31.09 
45.81 
82.61 
119.41 
156.21 


Category 5 Shielded Patch Cords m2) 


*Note: No suffix necessary for Gray assemblies. 


100+ 


CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 


CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 


CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 
CALL 


Foil Shield PVC Jacket 


dV INGOWN / NODAL 


129 10-24 9225-99)' 100+ 


6.89 6.61 6.34 CALL 
749 TAKE) 6.89 CALL 
8.09 7.77 7.44 ~~ CALL 


9.29 8.92 8.55 CALL 
10.49 10.07 9.65 CALL 
12.29 11.80 17.31 CALL 
15.29 14.68 14.07. CALL 
18.29 17.56 16.83 CALL 
229 20.44 19.59 CALL 
24.29 23.32 22.35 CALL 
30.29 29.08 27.87. CALL 
36.29 34.84 33.39 CALL 
51.29 49.24 47.19 CALL 
66.29 63.64 60.99 CALL 


TRD855SZ 


SHIELDED CATEGORY 5e 
¢ 4 pair 26 AWG stranded 
¢ LSZH jacket 

¢ Foil shielding 


*Note: No suffix necessary 
for Gray assemblies 


TRD855DSZ 
TRD855S1G 


st Seller 


TRD855DSZBLK 
TRD855SIGBLK 


TRD855DSZRD 
TRD855SIGRD 


L=-cern se 


Connectivity 
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Premium Category 6 RJ45 to RJ45 Shielded Patch Cords 


Category 6 has become the de facto standard when installing new network cabling. With high 
bandwidth applications on the rise and Ethernet network deployments venturing into new areas such 
as factory environments, the need for shielded Category 6 cable assemblies has also increased. 
L-com has stepped up to this new demand and created a line of high performance Category 6 patch 
cords that feature a 100% foil shield and the option of either a PVC or Zero Halogen jacket. 


Drain Wire 


Zero Halogen or 


Category 6 Patch Cords Category 6 Stranded 
PVC Jacket 


4 Pair Cable 
EIAS68 a ¢ 


: Four 26 AWG 
Aluminum Mylar Shield ; % Stranded Pairs 


DODOOODOS 
Twisted Pair Pinning: 1 & 2,3 &6,4&5,7&8 


TELECOM / MODULAR 


TRD695SCR-BLK 


TRD695SCR-GR 


TRD695SCR-R ie TRD855SCR 


Yellow 


GR R ¥ ¥enn 


Ordering is easy, add the desired color code to the part number. Ex: TRD695SCR-BLK-3. 
*Note: No suffix necessary for Gray assemblies. 
Item # Description Color 1-9 10-24 25-99 100+ 


Category 6 Shielded Patch Cords with PVC Jacket 


TRDGSSSCR-__-1 Shielded Cat6 Patch Cord, RJ45/RJ45, 1.0ft (0.3m) 799 7.75 75a GALE 
TRDG9SSCR-__-2 Shielded Cat6 Patch Cord, RJ45/RJ45, 2.0ft (0.6m) 879 853 8.26 CALL 
TRDG9SSCR-_-3 Shielded Cat6 Patch Cord, RJ45/RJ45, 3.0ft (0.9m) 9.49 921 892 CALL 
TRDG9SSCR-_-5 Shielded Cat6 Patch Cord, RJ45/RJ45, 5.0ft (1.5m) 10.99 10.66 10.33 CALL 
TRDG9SSCR TRD695SCR-__-7 Shielded Cat6 Patch Cord, RJ45/RJ45, 7.0ft (2.1m) 1249 1242 11.74 CALL 
TRD69SSCR-__-10 Shielded Cat6 Patch Cord, RJ45/RJ45, 10.0ft (3.0m) 14.79 1435 = 13.90 CALL 
SHIELDED CATEGORY 6 TROG9SSCR-__-15 Shielded Cat6 Patch Cord, RJ45/RJ45, 15.0ft (4.6m) 18.49 17.94 17.38 CALL 
® 4 pair 26 AWG stranded TRDG9SSCR-__-25 Shielded Cat6 Patch Cord, RJ45/RJ45, 25.0ft (7.6m) 25.99 25.21 © 24.43—CALL 
* PVC jacket TRD69SSCR-__-50 Shielded Cat6 Patch Cord, RJ45/RJ45, 50.0ft (15.2m) 44.79 43.45 «42.10 CALL 
» Foil shielding TRD69SSCR-__-75 Shielded Cat6 Patch Cord, RJ45/RJ45, 75.0ft (2.9m) 63.49 61.59 59.68 CALL 
TRD69SSCR-__-100 Shielded Cat6 Patch Cord, RJ45/RJ45, 100.0ft (30.4m) 82.29 7982 77.35 CALL 


Category 6 Shielded Patch Cords with LSZH Jacket 


This series features a LSZH jacket and a 100% foil shield. The four pair 26 AWG stranded Cat6 cable is terminated with L-com's unique shielded 
Cat6 plugs, with a fully crimped shield termination that doubles as a strain relief. 


TRD695SZ-1 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 1.0ft (0.3m) Lt. Gray 8.89 8.62 8.36 CALL 

TRD695SZ-2 Shielded Cat6 LSZH Patch Cord, RUJ45/RJ45, 2.0ft (0.6m) Lt. Gray 10.19 9.88 9.58 CALL 

TRD695SZ-3 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 3.0ft (0.9m) Lt. Gray 11.59 11.24 1089 CALL 

TRD695SZ TRD695SZ-5 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 5.0ft (1.5m) Lt. Gray 14.29 1386 1343 CALL 
TRD695SZ-7 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 7.0ft (2.1m) Lt. Gray 16.99 1648 15.97 CALL 
SHIELDED CATEGORY 6 TRD695SZ-10 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 10.0ft (3.0m) Lt. Gray 2099 20.36 19.73 CALL 
© 4 pair 26 AWG stranded TRD695SZ-15 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 15.0ft (4.6m) Lt. Gray 27.79 2696 2612 CALL 
* LSZH jacket TRD695SZ-25 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 25.0ft (7.6m) Lt. Gray 41.29 40.05 38.81 CALL 
+ Foil shielding TRD695SZ-50 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 50.0ft (15.2m) Lt. Gray 74.99 72.74 70.49 CALL 
TRD695SZ-75 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 75.0ft (22.9m) Lt. Gray 108.79 105.53 102.26 CALL 

TRD695SZ-100 Shielded Cat6 LSZH Patch Cord, RJ45/RJ45, 100.0ft (30.4m) Lt. Gray 142.49 138.22 133.94 CALL 


Extreme Hi-Flex Oil Resistant Category 5e Patch Cords 


This series features 26 AWG stranded conductors and a braid and foil shield. The outer jacket is low-friction halogen-free PUR. This cable has been 
tested to 10 million flex cycles. 


TRD877HF-1 Shielded Cat5e Extreme Hi-Flex Patch Cord, RJ45/RJ45, 1.0ft (0.3m) Teal 40.29 38.68 37.07 CALL 

TRD877HF-2 Shielded CatSe Extreme Hi-Flex Patch Cord, RJ45/RJ45, 2.0ft (0.6m) Teal 43.99 42.23 40.47 CALL 

) TRO877HF TRD877HF-3 Shielded CatSe Extreme Hi-Flex Patch Cord, RJ45/RJ45, 3.0ft (0.9m) Teal 4779 45.88 43.97 CALL 
TRD877HF-5 Shielded CatSe Extreme Hi-Flex Patch Cord, RJ45/RJ45, 5.0ft (1.5m) Teal 55.29 53.08 50.87 CALL 

TRD877HF-7 Shielded Cat5e Extreme Hi-Flex Patch Cord, RJ45/RJ45, 7.0ft (2.1m) Teal 62.79 60.28 57.77. ~—~CALL 

EXTREME HIGH-FLEX SHIELDED CATEGORY Se TRD877HF-10 Shielded Cat5e Extreme Hi-Flex Patch Cord, RJ45/RJ45, 10.0ft (3.0m) Teal 73.99 71.03 68.07 CALL 
* 4 pair 26 AWG stranded * Zero Halogen jacket | TRD877HF-15 Shielded CatSe Extreme Hi-Flex Patch Cord, RJ45/RJ45, 15.0ft (4.6m) Teal 92.79 89.08 85.37 CALL 
* Tested to 10 million * Double shielded foil | TRD877HF-25 Shielded CatSe Extreme Hi-Flex Patch Cord, RJ45/RJ45, 25.0ft (7.6m) Teal 130.29 125.08 119.87 CALL 
flex cycles TRD877HF-50 Shielded Cat5e Extreme Hi-Flex Patch Cord, RJ45/RJ45, 50.0ft (15.2m) Teal 223.99 215.03 206.07 CALL 
TRD877HF-75 Shielded CatSe Extreme Hi-Flex Patch Cord, RU45/RJ45, 75.0ft (22.9m) Teal 317.79 305.08 292.37. CALL 

TRD877HF-100 Shielded CatSe Extreme Hi-Flex Patch Cord, RJ45/RJ45, 100.0ft (30.4m) Teal 411.49 395.03 378.57. ~—- CALL 


Hi-Flex Oil Resistant Category 5e Patch Cords 


This series features 26 AWG stranded conductors and a braided shield. The outer jacket is low-friction halogen-free PUR that is perfect for cable 
track applications. 


TRD855HFX-1 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 1.0ft (0.3m) Teal 40.49 38.87 37.20 se tORL 

TRD855HFX-2 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 2.0ft (0.6m) Teal 43.99 42.23 40.47 CALL 

TRD85SHEX TRD855HFX-3 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 3.0ft (0.9m) Teal 47.49 45.59 43.69 CALL 
TRD855HFX-5 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 5.0ft (1.5m) Teal 54.49 §2.31 50.13 CALL 

oe ; , TRD855HFX-7 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 7.0ft (2.1m) Teal 61.49 59.03 56.57. CALL 

aad TRD855HFX-10 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 10.0ft (3.0m) Teal 71.99 69.11 66.23 CALL 

HIGH-FLEX SHIELDED CATEGORY 5e TRD855HFX-15 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 15.0ft (4.6m) Teal 89.49 85.91 82.33 CALL 
¢ 4 pair 26 AWG stranded Oil resistant jacket TRD855HFX-25 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 25.0ft (7.6m) Teal 124.49 119.51 114.53 CALL 
¢ Tested to 2.5 million ¢ Braid shielding TRD855HFX-50 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 50.0ft (15.2m) Teal 211.99 203.51 195.03 CALL 
flex cycles TRD855HFX-75 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 75.0ft (22.9m) Teal 299.49 287.51 275.53 CALL 
TRD855HFX-100 Shielded Cat5e Hi-Flex Patch Cord, RJ45/RJ45, 100.0ft (30.4m) Teal 386.99 371.51 356.03 CALL 


a at 
SG) » Global 
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2015 Supplement Catalog 1.0 Category 5e and 6 90° Ethernet Patch Cords 
Premium Category 5e RJ45 Right Angle Ethernet Patch Cords 


L-com's unique, patent pending, right angle patch cables provide true Category 5e We've tested it ourselves and the competitor's right angle cables do not pass Category 5e — 
performance at an affordable price. These newly designed right angle Ethernet patch cables _ testing for NEXT or Return Loss since the twists of the individual pairs are not maintained -= 
feature a specialized channel separator and load bar to achieve Category 5e performance through the strain relief and into the connector body. These industry first cables are perfect I a 
while maintaining a right angle bend. L-com's right angle cables are superior to competitor's for use in tight fit applications and dense connectivity applications commonly found in oD 
right angle assemblies. data centers. = 
Choosing the correct orientation Right Angle for your specific need: mae 

DIRECTION - Add Code = 
f=] 

i—] 

eG 

|— 

Pe 

a=) 


straight left right 


Right Angle Direction ae 49 


TRD815SRA10BLK-1 Be 


Series Category 
815 = Cat5e Read ere 
695 = Cat6 ea 


JACKET/SHIELDING - Add Code COLORS-Add Code — LENGTHS - Add Code 


aie aes SL Kt Available off the shelf lengths in feet: 
Haas BL 1, 2, 3, 5, 7, 10, 15, 20, 25 & 30 


PVC: Industry standard jacket 
LSZH: Free of harmful 
halogens if burned to 

protect people and valuable 


equipment. Unshielded Shielded 


a 


PVC Unshielded = no S_ LSZH Unshielded = Z* rss - GRY* es 
PVC Shielded = S LSZH Shielded = SZ* ) | * LSZH types are only available in BLK, RD or GRY . (a6 


|__| cen | waren | erent | avers | waereeom | qaearsin | tacursiem | guar tash 
(add color & length) (add color & length) (add color* & length) (add color* & length (add color & length) (add color & length) (add color* & length) (add color* & length) 
[T=Dowe-staiht | lak —_—_—| Bank __—_—_—*|‘TRDGTSZRAT_-__| TROWTGSZRA_-_ | TADGGERAT | TADGOSSRAT_-__| TROOOGZRAN_-. | TROGOSSZRAT_-_| 
5=Up-u | TrosisrAs____| TROeissRas_-__[ TaDstszras__ | TaDersszras_-—_| TaDsesRAs_- | TRDSassRAS | TRDGQSZRAS_- | TADGQSSZRAS_-___| 
f1a=Up-ton | Twostsrais | Taoerespara - | TaDevezeara_-__| Tabersszeara | Tabessrara | TAosassrava | TADGGSZRATa - | TADSOSSZRAT. 


**Special deep port reach designed for hard to reach jacks or where an overlap of the next port exists. See L-com.com for more detail. 


Family List Prices - All colors and boot direction same price within each family. 
€&clu sive TRD695RA | TRDGO5SRA | TRDG95ZRA |TRD695SZRA| TRD815RA | TRD815SRA | TRD815ZRA | TRD815SZRA 
Patent Pending 


fr=tooam [ase | ose | veo | se00 | sa | tos | tao | 1629 | 
fazaoniosm | eso | wore | 1600 | zis sso | tooo | 14s | 1000 | 
fazaonioam | ese | se | 1rgo | eso | seo | zs soo | 000 
[szsonism | oa | we | mo | go | eso | wo | eso | moo 
fan=zoneimy | v6 | ware | ezao | ease | 1180 | 1000 | oe79 | _sr0 | 
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Connectivity 


Right Angle Cable 
Options To Consider 


i? Online Video 


L-com.com/Videos/A33 
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al 


= 
at 


TELE 


balegory v& and 6 45~ Ethernet Patch Cords 
Premium Category 5e RJ45 45° Angle Ethernet Patch Cords 
L-com's unique, patent pending, 45 degree angle patch cables provide true Category 5e 


performance at an affordable price. These newly designed angled Ethernet patch cables 
feature a specialized channel separator and load bar to achieve Cat 5e performance while 


rrr. 
PP on 
deci 
SHIELDING - Add Code ‘ 
unshielded 


shielded 


(blank for unshielded) S = Shielded 


2019 supplement Catalog 7.0 


maintaining a smooth bend. These industry first cables are perfect for use in data centers or 
high density patching applications. Add a professional look to your patch panels with neatly 
organized cable exits to the sides of a patch panel. 


17 18 19 


Category Right Angle Cable 
845 = Category 5e Options To Consider 
occa: LENGTHS - Add Code Tr 


TRD845LSBLK-1 
a 


Series 

DIRECTION - A de COLORS - Add Ca 

L=Left-Straight  R = Right-Straight BEE Site BLK 
f con | BLU 
aD! RED 


5e Unshielded 
(add color 


( 
Available off the shelf lengths in feet: is 
1, 3,5, 7,10 


GRY 


6 Shielded 
(add color 


6 Unshielded 
(add color 


TRD845RSGRY 


5e Shielded 
(add color 


TRD845L_| TRD845LS | TRD845R | TRD845RS | TRD645L 


1 = 1.0ft (0.3m) 7.99 9.49 7.99 9.49 8.99 


5 = 5.0ft (1.5m) 
7 = 7.0ft (2.1m) 
10 = 10.0ft (3.0m) 


10.49 13.49 


Bi & length) & length) & length) & length) 
+) L = Left-Straight TROS45L_-_ | TRDB45LS-_| TRDG45L_-_ | TRDG4SLS — 
straight right —_ left R=Right-Straight | TRD845R-_ | TRDS45RS -_| TRDE45R-_ | TROGASRS -_ 


Family List Prices - All colors and boot directions same price within each family. 


TRD645LS_| TRD645R | TRD645RS 


TRD845LRED 
ee ee SS SS ee 


What makes L-com’s Right Angle Category 5e cable design superior? 


and they do not pass CatSe testing for NEXT or Return Loss, L-com's unique patent pending 
design utilizes a specialized channel separator and load bar to maintain the twists through the 
right angle. L-com's right angle cables are truly CatSe rated. 


Our competitors’ right angle cable designs are inferior as they do not maintain the proper pair 
twists as the cable enters the right angle. These cables have no mechanism for controlling the 
twisted pairs as they travel through the right angle strain relief. We tested these cables ourselves 


igeoaay 


Competitors’ Design 


Competitor's 
No control of twists 
entering right angle 


Competitor's 
Conductors have long 
sections with no twist 
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L-com's Patent Pending Design 


L-com's 
Consistent twist is 
maintained using 
Patent Pending f 
channelized pair guide 


L-com's 
Cables pass 
Category 5e testing 1 
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2015 Supplement Catalog 1.0 Mi2 D-Coded, A-Coded'4 and|5 Position Cable Assemblies and Adapters 
Item # Description 1-9 10-24 25-99 100+ 


M12 D-Coded 4 Position Cables for Ethernet and Fieldbus Applications rm 
L-com now offers popular 22 AWG 2-pair, 4 Position, D-coded M12 cable assemblies for use in Ethernet and fieldbus applications. We stock multiple Oi 
configurations including male to male, male to female and male (straight) to male (right angle), as well as male M12 to RJ45 plug styles. These © 
robust assemblies are 100% factory tested and feature UV and chemical resistant PUR jackets. Applications for these assemblies include Oo 
manufacturing, process control, factory automation and more. Contact us today with your custom M12 requirements. = 
M12M124D 
M12 4 Position D-Coded Male to Male Cable Assemblies Im 
M12M124D-0.5 M12 4 Position D-Coded Male/Male Cable Assembly, 0.5m 13.34 13.07 12.81 CALL Ss 
M12M124D-1 M12 4 Position D-Coded Male/Male Cable Assembly, 1.0m 14.37 14.08 13.80 CALL i=) 
M12M124D-2 M12 4 Position D-Coded Male/Male Cable Assembly, 2.0m 16.43 16.10 15.77 ~— CALL oO 
M12M124D-3 M12 4 Position D-Coded Male/Male Cable Assembly, 3.0m 18.49 18.12 IWATA CALL (<= 
M12M124D-5 M12 4 Position D-Coded Male/ Male Cable Assembly, 5.0m 20.55 20.14 19.73 CALL = 
M12 4 Position D-Coded Male (Straight) to Male (Right Angle) Cable Assemblies = 
M12M12R4D-0.5 M12 4 Position D-Coded Male/ Male Right Angle Cable Assembly, 0.5m 13.34 13.07 12.81 CALL 
M12M12R4D-1 M12 4 Position D-Coded Male/Male Right Angle Cable Assembly, 1.0m 14.37 14.08 13.80 CALL 
M12M12R4D-2 M12 4 Position D-Coded Male/Male Right Angle Cable Assembly, 2.0m 16.43 16.10 AD. 7 are CALL 
M12M12R4D-3 M12 4 Position D-Coded Male/ Male Right Angle Cable Assembly, 3.0m 18.49 18.12 17.75 CALL ee 
M12M12R4D-5 M12 4 Position D-Coded Male/Male Right Angle Cable Assembly, 5.0m 20.55 20.14 19.73 CALL F M12M12R4D 


M12 4 Position D-Coded Male to Female Cable Assemblies 


M12M12F4D-0.5 M12 4 Position D-Coded Male/Female Cable Assembly, 0.5m 15.40 15.09 14.78 = CALL 
M12M12F4D-1 M12 4 Position D-Coded Male/Female Cable Assembly, 1.0m 16.43 16.10 15.77, = CALL 
M12M12F4D-2 M12 4 Position D-Coded Male/Female Cable Assembly, 2.0m 18.49 18.12 17.75 = CALL 
M12M12F4D-3 M12 4 Position D-Coded Male/Female Cable Assembly, 3.0m 20.55 20.14 19.73 CALL 


M12M12F4D-5 M12 4 Position D-Coded Male/Female Cable Assembly, 5.0m 23.64 23a 22.69 CALL 


M12 4 Position D-Coded Male to RJ45 Male Cable Assemblies 


M12RJ454D-0.5 M12 4 Position D-Coded Male/RJ45 Male Cable Assembly, 0.5m 13.34 13.07 12.81 CALL M12M12F4D 
M12RJ454D-1 M12 4 Position D-Coded Male/RJ45 Male Cable Assembly, 1.0m 14.37 14.08 13.80 CALL 5 

M12RJ454D-2 M12 4 Position D-Coded Male/RJ45 Male Cable Assembly, 2.0m 18.49 18.12 17.75 CALL 

M12RJ454D-3 M12 4 Position D-Coded Male/RJ45 Male Cable Assembly, 3.0m 22.61 22.16 21.71 CALL 

M12RJ454D-5 M12 4 Position D-Coded Male/RJ45 Male Cable Assembly, 5.0m 31.88 31.24 30.60 CALL 


M12 A-Coded 5 Position Cables for Sensor and Fieldbus Applications 


L-com stocks A-coded 5 Position M12 cable assemblies for use in sensor and fieldbus applications. These rugged cables feature PUR jackets, 
22 AWG stranded conductors and are 100% factory tested to ensure system uptime. 


M12 5 Position A-Coded Female to Cut End Cable Assemblies 


M12FOESA-1 M12 5 Position A-Coded Female/Cut End, 1.0m 10.56 9.93 9.29 CALL Hie tae M12RJ454D 
M12FOE5A-2 M12 5 Position A-Coded Female/Cut End, 2.0m 13.34 12.54 11.74 CALL : 


M12 5 Position A-Coded Male to Male Cable Assemblies 


M12M125A-0.5 M12 5 Position A-Coded Male/Male Cable Assembly, 0.5m 14.37 14.08 13.80 CALL 
M12M125A-1 M12 5 Position A-Coded Male/Male Cable Assembly, 1.0m 16.43 16.10 15.77, CALL 
M12M125A-2 M12 5 Position A-Coded Male/Male Cable Assembly, 2.0m 19.52 19.13 18.74 = CALL 
M12M125A-3 M12 5 Position A-Coded Male/Male Cable Assembly, 3.0m 22.61 22.16 21.71 CALL 


M12M125A-5 M12 5 Position A-Coded Male/Male Cable Assembly, 5.0m 27.76 27.20 26.65 CALL 


M12 5 Position A-Coded Male to Female Cable Assemblies 


M12M12F5A-0.5 M12 5 Position A-Coded Male/Female Cable Assembly, 0.5m 16.43 16.10 15.77 « CALL 
M12M12F5A-1 M12 5 Position A-Coded Male/Female Cable Assembly, 1.0m 18.49 18.12 17.75 CALL 
M12M12F5A-2 M12 5 Position A-Coded Male/Female Cable Assembly, 2.0m 21.58 Delo: 20.72 CALL 
M12M12F5A-3 M12 5 Position A-Coded Male/Female Cable Assembly, 3.0m 24.67 24.18 23.68 CALL 
M12M12F5A-5 M12 5 Position A-Coded Male/Female Cable Assembly, 5.0m 30.85 30.23 29.62 CALL 


M12 D-Coded 4 Position and 5 Position Panel, PCB and Solder Style Connectors 

L-com offers a complete line of D-Coded 4 and 5 Position M12 connectors for enclosure, panel and PCB applications. These quality constructed 
connectors provide years of trouble free use in the most trying applications. These M12 connectors are offered in both male and female versions 
and are rated to IP68. 


M12M12F5A 
M12 D-Coded Panel Mount Connectors 
CON-M124PM M12 4 Position Male Panel Mount Connector 7.95 7.79 7.63 CALL 
CON-M125PM M12 5 Position Male Panel Mount Connector 8.45 8.28 8.11 CALL 
CON-M124PF M12 4 Position Female Panel Mount Connector 8.95 8.77 8.59 CALL 
CON-M125PF M12 5 Position Female Panel Mount Connector 9.45 9.26 9.07 CALL 


M12 D-Coded PCB Mount Connectors 


CON-M124PCBM M12 4 Position Male PCB Mount Connector 7.45 7.30 Veal) CALL 

CON-M125PCBM M12 5 Position Male PCB Mount Connector 7.95 7.79 7.63 CALL 

CON-M124PCBF M12 4 Position Female PCB Mount Connector 10.45 1024 10.03 CALL CON-M125PF Seach tiet? 
CON-M125PCBF M125 Position Female PCB Mount Connector 11.45 11.22 1099 CALL Front View Back View 


M12 D-Coded Solder Style Connectors 


CON-M124SLDM M12 4 Position Male Solder Style Connector 8.45 8.28 8.11 CALL 
CON-M125SLDM M12 5 Position Male Solder Style Connector 8.95 8.77 8.59 CALL 
CON-M124SLDF M12 4 Position Female Solder Style Connector 10.45 10.24 10.03 CALL 


CON-M125SLDF M12 5 Position Female Solder Style Connector 10.95 10.73 10.51 CALL 


CON-M124PCBM CON-M124PCBM 
Front View Back View 
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What does transversely sealed mean? 


Did you know that all of L-com's new ruggedized RJ45 jam-nuts, flanges and in-line 
receptacles are transversely sealed? As the name implies, this means that they are 
waterproof. The parts meet or exceed IP-68 rating with or without dust covers or mated 
connectors engaged with the receptacle. The plugs and jacks are waterproof even without 
a mated cap or connector when submerged under 1 meter of water for up to two days. Your 
equipment will not be at risk from moisture or dust even if you lose or forget the dust cap. 


ECRA4211UB0 


Item # Description List Price 
Ruggedized RJ45 Plugs and Jacks: 


In today's world of high-speed communications, Ethernet has become the standard platform for all voice, video and data services. L-com's 
ruggedized family of RJ45 plugs and receptacles provide an efficient, comprehensive and affordable solution to Ethernet connectivity for harsh and 
environmentally challenged applications. These parts feature 100% transversely sealed (IP-68) configurations as a standard product design, 
preventing dust, water and moisture penetration, with or without dust cap or plug engagement. The ruggedized parts offer comprehensive shielding 
and grounding effectiveness capable of sustaining higher data transmission rates as well as Electro-Magnetic Conductance (EMC) for Military 
applications (only Zinc-Nickel finished parts offer EMC grounding). Suggested areas of usage include Data, VOIP, IPTV in harsh environments, 
10/100/1000 Base-T networks, battlefield communication systems, industrial process control, data acquisition and control, factory environments, 
radar systems, railways and shelters among other things. 


Ruggedized RJ45 Plugs 


L-com's ruggedized RJ45 plugs are designed to integrate with other ruggedized jam-nuts, flange mounts and in-line receptacles. Special 
compressive fittings allow these plugs to work with shielded or unshielded cable. A compression nut establishes 10Ib of cable strain relief 
establishing robust cable strength. Internal conductive compression is used to interoperate with the cable braid to form a 360° ground plane. Plugs 
are available with or without dust caps. Ruggedize your plugs for harsh environmental applications today. 
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ECRP5103UB0 


ECRA0211UA0 Ruggedized RJ45 Plug, Anodized Finish, Fits Cable OD .190-.270 inches (0.5cm - 0.7cm) 67.19 
ECRDO201U00 ECRA0213UA0 Ruggedized RJ45 Plug, Zinc-Nickel Finish, Fits Cable OD .190-.270 inches (0.5cm-0.7cm) 77.69 
ECRA4211UA0 Ruggedized RJ45 Plug, Anodized Finish with Dust Cap, Fits Cable OD .190-.270 inches (0.5cm -0.7cm) 94.49 
ECRA4213UA0 Ruggedized RJ45 Plug, Zinc-Nickel Finish with Dust Cap, Fits Cable OD .190-.270 inches (0.5cm - 0.7cm) 104.99 
ECRA0211UBO Ruggedized RJ45 Plug, Anodized Finish, Fits Cable OD .271-.330 inches (0.7cm -0.8cm) 67.19 
ECRA0213UB0 Ruggedized RJ45 Plug, Zinc-Nickel Finish, Fits Cable OD .271-.330 inches (0.7cm-0.8cm) 94.49 
ECRA4211UBO Ruggedized RJ45 Plug, Anodized Finish with Dust Cap, Fits Cable OD .271-.330 inches (0.7cm -0.8cm) 94.49 
ECRA4213UB0 Ruggedized RJ45 Plug, Zinc-Nickel Finish with Dust Cap, Fits Cable OD .271-.330 inches (0.7cm -0.8cm) 104.99 


Ruggedized RJ45 In-line Receptacle 


These ruggedized RJ45 receptacles are transversely sealed with no mate but also designed to work with L-com's line of ruggedized RJ45 plugs. 


ECRD3103U00 Choose your RJ45 plug and bulk cable from L-com's wide selection. 


ECRP5103UA0 Ruggedized RJ45 Recept., Zinc-Nickel Finish w/Grounding Shield & Dust Cap, Fits Cable OD .190-.270 inches (0.5cm -0.7cm) 104.99 
ECRP5201UA0 Ruggedized RJ45 Receptacle, Anodized Finish with Dust Cap, Fits Cable OD .190-.270 inches (0.5cm -0.7cm) 89.19 
ECRP5103UB0 Ruggedized RJ45 Recept., Zinc-Nickel Finish w/Grounding Shield & Dust Cap, Fits Cable OD .271-.330 inches (0.7cm -0.8cm) 110.19 
ECRP5201UB0 Ruggedized RJ45 Receptacle, Anodized Finish with Dust Cap, Fits Cable OD .271-.330 inches (0.7cm-0.8cm) 89.19 


Ruggedized RJ45 Receptacles 


These ruggedized RJ45 receptacles are transversely sealed for complete moisture and dust protection. L-com's ECRD line provides both the Flange 
mount and sealing gasket. The ECRH line comes with full mounting hardware including bracket, self-sealing mounting screws, and O-rings for an 
easy installation. The ECRK line is a simple D-hole jam nut and requires no additional hardware for mounting and the ECRJ line fits a D38999/24 


EGRHO103U00 and M83723/60 cutout. See L-com.com for our full line of harsh environment products. 


ECRD0103U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Grounding Shield 52.49 
ECRD0201U00 Ruggedized Flange Mount, Anodized Finish 38.79 
ECRD0203U00 Ruggedized Flange Mount, Zinc-Nickel Finish 45.09 
ECRD3103U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Grounding Shield and Dust Cap 73.49 
ECRD3201U00 Ruggedized Flange Mount, Anodized Finish with Dust Cap 59.79 
ECRD3203U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Dust Cap 67.19 
ECRH0103U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Grounding Shield and Mounting Hardware 60.89 
ECRH0201U00 Ruggedized Flange Mount, Anodized Finish with Mounting Hardware 48.29 
ECRH0203U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Mounting Hardware 54.59 
ECRH3103U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Grounding Shield, Mounting Hardware and Dust Cap 83.99 
ECRH3201U00 Ruggedized Flange Mount, Anodized Finish with Mounting Hardware and Dust Cap 71.39 
ECRH3201U00 ECRH3203U00 Ruggedized Flange Mount, Zinc-Nickel Finish with Mounting Hardware and Dust Cap 78.69 
ECRK0103U00 Ruggedized Jam-nut, Zinc-Nickel Finish with Grounding Shield 60.89 
ECRK0201U00 Ruggedized Jam-nut, Anodized Finish 45.09 
ECRK0203U00 Ruggedized Jam-nut, Zinc-Nickel Finish 51.39 
ECRK2103U00 Ruggedized Jam-nut, Zinc-Nickel Finish with Grounding Shield and Dust Cap 93.39 
ECRK2201U00 Ruggedized Jam-nut, Anodized Finish with Dust Cap 73.49 
ECRK2203U00 Ruggedized Jam-nut, Zinc-Nickel Finish with Dust Cap 82.89 
ECRJ0203U00 Ruggedized Jam-nut, Zinc-Nickel for D38999/24 or M83723/60 cutout 60.89 


. e e e . 
Grounding RJ45 ruggedized jacks . eae 
shielded cable and receptacle 
Many applications that require the to electromagnetic interference is crucial. 3 or chassis ground 
use of higher data rates require proper The parts provide <0.0330 for shielded 
grounding and shielding. To address this, cable to cable or cable to ground use. 


L-com offers our Zinc-Nickel finished This is accomplished using a grounding 
line of RJ45 Ruggedized jacks which are _ plate, conductive O-ring and gasket. 
designed to establish sufficient grounding The parts adhere to and are tested to \ shielded cable 
between shielded cord sets and chassis © IAW MIL-STD-461F, RS103 for EMI 7 

ground. They also provide EMC/EMI — emission and susceptibility. 

shielding for applications where immunity 


EMC Shroud (rear view) 


ECRK0201U00 — conductive surface with 


ECRJO203U00 
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2015 Supplement Catalog 1,0 Ruggedized RU45 Cab} 
Category 5e Ruggedized RJ45 Assemblies with FR-TPE Outdoor Rated Cable TRDBRGS 


with Dust Covers 


L-com is proud to offer assemblies using our IP68 rated ruggedized RJ45 plugs and jacks in various combinations. Each cable is built using 
CMX Outdoor Rated, double-shielded industrial cable for the most durable Category 5e cable L-com has ever offered. Please see our custom 
cable configurator on L-com.com to create your own custom length variations. All ruggedized jacks and plugs come with dust caps. New 
armored versions have 1,500 PSI crush resistance. Call today for assistance. 


Plug/Plug, Zinc-Nickel Finish Plug/Plug, Anodized Finish Jack/ Jack, Zinc-Nickel Finish Jack/ Jack, Anodized Finish 


~ Pricing on . vg Pricing on Pricing on Pricing on 
L-com.com : L-com.com L-com.com L-com.com 


Plug/ Jack, Zinc-Nickel Finish Zinc-Nickel Jack/Shlid. RJ45 Plug Anodized Jack/Shid. RJ45 Plug 


Pricing on Pricing on ss Pricing on 
L-com.com L-com.com L-com.com 


Pricing 
below 


Ordering is easy, add the desired number of the style code into the part number. Ex: TRD8RG6-01, Plug to Jack, Anodized finish, 1m in length 


Item # Description Length List Price 
TRD8RG5-01 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 1.0m 387.59 
TRD8RG5-02 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 2.0m 392.29 
TRD8RG5-03 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 3.0m 396.79 
TRD8RG5-05 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 5.0m 406.19 
TRD8RG5-10 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 10.0m 429.29 


Category 5e Ruggedized RJ45 Assemblies with Armored Cable 

The TRD8RGMT line is the most rugged and durable Cat5e assemblies L-com has ever offered. Designed for use in outdoor, industrial and military applications where the harshest environments 
exist, these cables are built using our IP68, transversely sealed, ruggedized RJ45 plugs and jacks. The Category 5e cable used in the assemblies is double shielded, high-flex, UV and Oil resistant 
and made with a FR-TPE (Flame Retardant Thermoplastic Elastomer) jacket that is CMX outdoor rated. Superior shielding of both the cable and connectors ensures higher data transmission 
rates up to Gigabit Ethernet speeds. These cables offer complete moisture, dust, oil and UV protection for your military, outdoor or industrial application. Custom lengths are available for special 
projects with no min buy. Contact us today. 


Plug/Plug, Zinc-Nickel Finish 


Plug/Plug, Anodized Finish 


Pricing on Pricing on a Pricing on Pricing on 
L-com.com [2] L-com.com L-com.com [4] L-com.com 


Plug/ Jack, Zinc-Nickel Finish Plug/ Jack, Anodized Finish eatin ¢ L-com's ruggedized TRD8RGMT6 


cable assemblies with Dust Covers 
may be ordered with 

armored cable. 

Ex: TRD8RGMT6-01, 

Plug to Jack, 

Anodized finish, 

5 lengths, with armored cable. 


Pricing Pricing on Pricing below for option 5, 
below L-com.com other combinations at L-com.com 


Ordering is easy, add the desired number of the style code into the part number. Ex: TRD8RGMT6-01, Plug to Jack, Anodized finish, 1m in length 


TRD8RGMT5-01 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 1.0m 845.29 
TRD8RGMT5-02 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 2.0m 869.39 
TRD8RGMT5-03 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 3.0m 893.59 
TRD8RGMT5-05 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 5.0m 941.89 
TRD8RGMT5-10 Ruggedized Category 5e Assembly with FR-TPE Outdoor Rated Cable and Dust Caps 10.0m 1062.59 
as 
fancy) Global 
—S, 
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cs |? Tip | Easily attach a field installable plug 
saa = 
—_ 
i= 
oS 
= WT6788D ‘ 
Front and Rear View 
= 
oO ¢: : m8 
a) STEP 1: STEP 4: 
ma) Slide compression nut, coupling and plug Strip and prepare conductors for crimping. Install plug and crimp. Slide crimped connector into place and tighten 
ay housing onto cable. Trim to .56" (1.4 cm). F compression nut. 
= i 
_ Item # Description 1-9 10-24 =—25-99 100+ 
WT6788FS ’ Ruggedized IP67 Rated RJ45 Ethernet Plug Kit 


Front and Rear Vi 
pista B Saar deci Installing Ethernet in harsh environments has never been easier. This IP67 rated plug housing is available for use with either shielded or non- 


shielded connections. A gasket seal keeps out unwanted contaminants and moisture. The optional flexible strain relief controls the bend radius of 
the cable. Call today to discuss your application with us. 


~~ 

WT6788D Non-Shielded Dome Style 21.99 21.11 20.23 CALL 
WT6700FM | WT6788F Non-Shielded Flex Style 21,99) = 2111) 20.23 CALL 
pours WT6788DS Shielded Dome Style 25:19 ee 2418. 2317 CALE 
Baia! WT6788FS Shielded Flex Style 25.49 "9624.48 0 se23eqann CALL 
TSP4088C5 Replacement RJ45 Non-Shielded Plugs, Pkg/50 29.95 27.55 25.16 CALL 
TSP4088C5S Replacement RJ45 Shielded Plugs, Pkg/50 49.95 45.95 41.96 CALL 

a Ruggedized IP67 Rated Keystone Flange Adapter Kits 


Pass your Ethernet connections through a panel while still maintaining an IP67 rated seal. These receptacle kits consist of an IP67 rated ‘lange 
adapter and industry standard keystone jacks and couplers. Don't see the combination you need? Call today and we'll help you find the right 


connection system for your application. 
WT671105RM 


WT6700FM Front Mount Empty 19.89 19.09 18.30 CALL 
WT6700RM Rear Mount Empty 19.89 19.09 18.30 CALL 
WT67KC5FM Front Mount Category 5e Coupler 27.29 26.20 25.11 CALL 
WT67KC5RM Rear Mount Category 5e Coupler 27.29 26.20 25.11 CALL 
WT671105FM Front Mount Category 5e IDC 110 Jack 21.99 3 ee fa 20.23 CALL 
WT671105RM Rear Mount Category 5e IDC 110 Jack 21.99 21.11 20.23 CALL 


TRD855WTG 
Protective Covers for W167 Series Plugs and Jacks 


Maintain the IP67 rating for all open plugs and jacks with these covers. These caps are specifically designed to fit the WT67 series jacks and plugs. 
When a cable is connected, just attach a cap over the exposed connection and the seal is maintained. 


WT67RC IP67 Jack Cover for Female Receptacles 7.29 7.00 6.71 CALL 
WT67RCT IP67 Jack Cover for Female Receptacles with Tether 14.69 14.40 14.10 CALL 
WT67PC IP67 Jack Cover for Male Plug Kits 8.39 8.05 712, SCALE 
WT67PCT IP67 Jack Cover for Male Plug Kits with Tether 14.69 14.40 14.10 CALL 


WT67PCT 
Category 5e Outdoor Cables with Weather Tight Grommet 


re Protect Ethernet cable runs outside with L-com's Outdoor Category 5e rated cable. The Gel-filled jacket provides moisture protection when used 
WPRJ-FTCAT5E in an outdoor environment. The built in feed-thru grommet allows the cable to pass through an enclosure while maintaining a watertight seal. With 
the UV protected jacket, outdoor cable runs are protected from damage caused by sunlight exposure. The cable is EIA568 color-coded for 
compatibility with standard installations and features solid conductors for termination into standard IDC connectors. 


TRD855WTG-5 Category 5e Outdoor Patch Cable with Weathertight Grommets, 5.0ft (1.5m) 49.99 46.99 43.99 CALL 
TRD855WTG-10 Category 5e Outdoor Patch Cable with Weathertight Grommets, 10.0ft (3.0m) 54.99 51.69 48.39 CALL 
TRD855WTG-25 Category 5e Outdoor Patch Cable with Weathertight Grommets, 25.0ft (7.6m) 69.99 65.79 61.59 CALL 
" TRD855WTG-50 Category 5e Outdoor Patch Cable with Weathertight Grommets, 50.0ft (15.2m) 94.99 89.29 83.59 CALL 
7 TRD855WTG-100 Category 5e Outdoor Patch Cable with Weathertight Grommets, 100.0ft (30.5m) 144.99 136.29 127.59 CALL 
WPRJ-FTRACATSE WPRJ-110CATSE | [P67 Panel Mount RJ45 Couplers and Connectors 


L-com offers a complete IP67 rated RJ45 connection solution for all your demanding Industrial Ethernet applications. With feed-through couplers, 
110 punch-down jacks and plug kits, these robust IP67 RJ45 products are constructed of ABS 94V-0 plastic and feature gaskets to keep dust and 
moisture out. The IP67 RJ45 panel mount couplers are designed for panels up to a thickness of 2.8mm. 


WPRJ-110CATSE IP67 Panel Mount RJ45 Coupler, 110 Punch Down, Shielded 21.99 19.79 17.59 = CALL 
WPRJ-FTCATSE IP67 Panel Mount RJ45 Coupler, Feed-Thru, Shielded 20.99 18.89 16.79 = CALL 
WPRJ-LSR WPRJ-SSR WPRJ-FTRACAT5E IP67 Panel Mount RJ45 Coupler, Feed-Thru Right Angle, Shielded 21.99 19.79 17.59 CALL 
WPRJ-LSR IP67 RJ45 Plug Kits with Long Body Strain Relief 9.39 8.45 7.51 CALL 
WPRJ-SSR IP67 RJ45 Plug Kits with Short Body Strain Relief 8.39 7.55 6.71 CALL 


. NX IP67 Rated RJ45 Cable Glands 
CG-CRJ 


L-com offers a versatile solution for running RJ45 connections into enclosures and panels. The CG-XX series feature EPDM rubber gaskets to keep 
moisture and dust out of your critical LAN connections. These cable glands can be used for wired LAN applications as well as WiFi 
wireless installations. 


CG-CRJ IP67 RJ45 Feed-Through Cable Gland with 14.5" (36.8cm) Pigtail 9.60 9.41 9.22 CALL 
CG-RJ IP67 RJ45 Feed-Through Cable Gland, One Way Style 7.45 7.30 7.15 CALL 
CG-DRJ IP67 RJ45 Feed-Through Cable Gland, Two Way Style 9.60 9.41 9.22 CALL 


L-com sr 
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Item # Description 


L-com's Tool-less Jack Series 

For the best performance with a unique IDC connection that is 
easy to use and reliable, L-com's tool-less jacks are the answer. 
This simple wire guide makes it effortless for users to terminate 
their conductors securely. Each jack is intelligently designed into 
a compact and efficient body. Jacks are also available with a 
flanged connector for installation in panels too thick for a 
standard keystone. 


How to terminate a 
keystone tool-less jack 


“9 Online Video 


L-com.com/Videos/A26 
Category 5e -Tool-less Keystone Jacks 


Category 5é; 6 and 6a Keystone Jacks 


Color 1-9 10-24 25-99 100+ 


Tool-less termination speeds installations 


Easy to use wire rm 
guide with dual “ 
EIA568A/B color 


code i" 


_—— Sim keystone design 


Gated connector 
can be closed after 
termination to 
prevent accidental 
disconnects 


IDC contacts offer 
reliable connections 
that are easy to use 


RJTLCSE-WT 
RJTLC6-WT 


RJTLCSE-BLK 
RJTLC6-BLK 


RJTLC5E-IV 
RJTLC6-IV 


RJTLC6A-S 


a 


RJE110C5E90-PK 


RJTLC5E-WT Category 5e Tool-less Keystone Jack, RJ45 (8x8) 568A/B White 5.95 5.36 4.76 CALL 

RJTLC5E-IV Category 5e Tool-less Keystone Jack, RJ45 (8x8) 568A/B Ivory Bal 4.64 4.12 

RJTLC5E-BLK Category 5e Tool-less Keystone Jack, RJ45 (8x8) 568A/B Black 5.95 5.36 4.76 
Category 6-Tool-less Keystone Jacks 

RJTLC6-WT Category 6 Tool-less Keystone Jack, RJ45 (8x8) 568A/B White 6.15 5.54 4.92 

RJTLC6-IV Category 6 Tool-less Keystone Jack, RJ45 (8x8) 568A/B Ivory 6.95 6.25 5.56 CALL 

RJTLC6-BLK Category 6 Tool-less Keystone Jack, RJ45 (8x8) 568A/B Black 6.95 6.25 5.56. CALL 
Shielded Category 6a-Tool-less Jack 

RJTLC6A-S Shielded Category 6a Tool-less Keystone Jack, RJ45 (8x8) 568A/B Silver 15.95 14.67 13.40 


Category 5e Economy 110 IDC Keystone Jacks - Package of 25 White 
This economy series offers true Category 5e performance with an installer friendly price. Packaged 25 pieces per bag. Available in White. 


RJE110C5E90-PK 


Category 5e Economy 110 IDC Keystone Jacks - Pkg/25 


Category 5e, 6 and 6a- 110 Keystone Jacks - 90 Degree Style 


L-com's keystone 110 punch down style connectors offer users simple installation via the popular 110 punch down style connecting system. Each 


jack is color coded for the EIA/TIA568 A and B standards. 


MJS110C5E-WT 
MJS110C5E-IV 
MJS110C5E-BLK 
MJS110C5E-YL 
MJS110C5E-BL 
MJS110C5E-RD 


MJS110C6-WT 
MJS110C6-IV 
MJS110C6-BLK 
MJS110C6-YL 
MJS110C6-BL 
MJS110C6-RED 


RJ110C6A-GRY 


Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 


Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 


Category 6a Keystone Jack, 110/RJ45 (8x8) 568A/B 


Shielded Category 5e, 6 and 6a Jacks 


L-com's shielded modular jacks offer users a complete solution to EMI/RFI problems. By utilizing fully shielded jacks and connecting hardware, 
users can reduce the effects of interference on the network data transmissions. All jacks feature 110-style punch down connections for fast and 


easy termination. 


MJS110C5E-S 
MJS110C6-S 


RJ110C6A-S 


Shielded Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Shielded Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 


Shielded Category 6a Keystone Jack, 110/RJ45 (8x8) 568A/B 


White 


White 
Ivory 
Black 
Yellow 
Blue 
Red 
White 
Ivory 
Black 
Yellow 
Blue 
Red 


Gray 


Silver 
Silver 


Silver 


Category 5e and Category 6 Keystone Jack Kits - 110/RJ45 EIA568A/B 


These unique panel mount RJ45 connector kits allow keystone style 110 IDC connectors to be mounted into panels thicker than 0.062" (0.2cm). 
Packaged as a kit, including the flange, two 4-40 screws, and one RJ45 Cat5e or Cat6 jack. 


ECF110C5E-BLK 
ECF110C5E-BL 
ECF110C5E-IV 
ECF110C5E-WT 
ECF110C5E-YL 
ECF110C5E-S 


ECF110C6-BLK 
ECF110C6-BL 
ECF110C6-IV 
ECF110C6-WT 
ECF110C6-YL 
ECF110C6-S 


Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A4/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Shielded Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 


Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Shielded Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 


Black 
Blue 
Ivory 
White 
Yellow 
Silver 


Black 
Blue 
Ivory 
White 
Yellow 
Silver 


Category 5e and Category 6 Tool-less Keystone Jack Kits - RJ45 EIA568A/B 


The ECFRJTL series of panel mount RJ45 connector kits allow L-com's tool-less RJ45 keystone connectors to mount into panels thicker than 
0.062" (0.2cm). Packaged as a kit, including the flange, two 4-40 screws, and one RJ45 Cat5e or Cat6 jack. 


ECFRJTLCSE-BLK 
ECFRJTLCSE-IV 
ECFRJTLCSE-WT 
ECFRJTLC6-BLK 
ECFRJTLC6-IV 
ECFRJTLC6-WT 


Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 5e Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 
Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B 


ECF Keystone Panel Adapters - Pkg/25 


L-com now offers convenient bags of 25 of our ECF style flanges for use in patch panel and enclosure designs which require L-com's unique ECF 


Black 
Ivory 
White 
Black 
Ivory 
White 


flanges. These rugged flanges are perfect for use with Category 3/5/5e/6/6a keystone couplers. 


ECF-SK-25 
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ECF Keystone Panel Adapter Kit, Pkg/25 


Silver 


39.95 


3.45 
3.45 
3.45 
3.45 
3.45 
3.45 


4.25 
4.25 
4.25 
4.25 
4.25 
3.95 


13.75 


5.95 
6.95 


14.95 


9.85 
9.85 
9.85 


10.95 
10.95 
10.95 


29.95 


38.75 


3.11 
3.11 
3.11 
3.11 
3.11 
3.11 
3.83 
3.83 
3.83 
3.83 
3.83 
3.56 


12.65 


5.36 
6.25 


13.75 


27.55 


37.55 


2.76 
2.76 
2.76 
2.76 
2.76 
2.76 


3.40 
3.40 
3.40 
3.40 
3.40 
3.16 


11.55 


4.76 
5.56 


12.56 


6.11 


7.88 
7.88 
7.88 
8.76 
8.76 
8.76 


25.16 


=, 8 
CALL : 
CALL & 
MJS110C5E-WT MJS110C5E-IV MJS110C5E-BLK | 
CALL | MJS110C6-WT MJS110C6-IV MJS110C6-BLK 


~ OR WDB 


MJS110C5E-YL MJS110C5E-BL MJS110C5E-RD 
MJS110C6-YL MJS110C6-BL MJS110C6-RED 


CALL 


CALL 
CALL 
CALL 
CALL 
CALL 
CALL 


CALL 
CALL 
CALL 
CALL 
CALL 


MJS110C5E-S 
CALL | JS110C6-S 
CALL 


ECF110C5E-BLK 
ECF110C6-BLK 


ECF110C5E-BL 
ECF110C6-BL 


CALL 
CALL 


CALL 


baw, %B 


ECF110C5E-WT 
ECF110C6-WT 

CALL 

CALL 


ye 2 
CALL y & 
CALL a> | e 


CALL 
CALL ECF110C5E-YL ECF110C5E-S 
CALL ECF110C6-YL ECF110C6-S 


CALL 


ECF110C5E-IV 
CALL | ECF110C6-IV 
CALL 


CALL 
CALL 


CALL 
CALL | ECFRJTLCSE-BLK 
CALL | ECFRUJTLC6-BLK 

CALL 
CALL 
CALL 


ECFRJTLC5E-IV 
ECFRJTLC6-IV 


ECFRJTLCSE-WT 
ECFRJTLC6-WT 


L-cerm s 
Connectivi 


CALL ECF-SK-25 


dVINGOM /INODATSE 


ty 
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Item # Description Color 1-9 10-24 25-99 100+ 

me ih Category 3 RJ12 110 Keystone Jacks - Telephone and Data Applications 
el , cn L-com's keystone Category 3 110 punch style connectors offer an economical choice with the popular 110-punch style connection system. Each 
= “a jack is color coded for both the EIA and USOC standards for compatibility with any installation. Jacks are available in two colors to fit individual 
3 MJS110RJ12-IV installations. Large volume quotations are available for installers and contractors looking to save money. Contact us today. 
= Me % MJS110RJ12-IV Category 3 RJ12 IDC Keystone Jack Ivory 2.95 2.66 2.36 CALL 

hh ati MJS110RJ12-WT Category 3 RJ12 IDC Keystone Jack White 2.95 2.66 2.36 CALL 

4 
= My 
(=) PPI os Category 5e Economy 110 IDC Keystone Jacks - Package of 25 White 
2 This economy series offers true Category Se performance with an installer friendly price. Packaged 25 pieces per bag. Available in White. 
1 RJE110C5E90-PK Category 5e Economy 110 IDC Keystone Jacks - Pkg/25 White 39.95 38.75 37.55) ) | GALL 
as ye: 
RJE110C5E90-PK a : 
i Premium Category 6 RJ45 - 110 Keystone Jack - 90 Degree Style 


OCC's Category 6 Keystone jacks offer printed circuit board technology that provides best-in-class Category 6 component performance. With 
standard 110-style terminations, OCC's Category 6 jacks are ETL verified to TIA 568-C.2 Category 6 specifications. Contact us today with your 
project needs. 


MK110C6-BLK Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Black 6.70 6.50 6.37 CALL 

MK110C6-BLU Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Blue 6.70 6.50 6.37 CALL 

MK110C6-BW Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Bright White 6.70 6.50 6.37. CALL 

MK110C6-GRN Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Green 6.70 6.50 6.37 CALL 

MK110C6-GRY Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Gray 6.70 6.50 6.37 CALL 

MKOoe SEMI ereear MK110C6-IV Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Wory 670 650 637 CALL 
MK110C6-ORN Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Orange 6.70 6.50 6.37 CALL 

MK110C6-RED Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Red 6.70 6.50 6.37. CALL 

. § tam cf. i MK110C6-W Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B White 6.70 6.50 6.375, CALE 
al AE s MK110C6-Y Category 6 Keystone Jack, 110/RJ45 (8x8) 568A/B Yellow 6.70 6.50 6.37 CALL 


have 
te 4 
& 


Premium Category 5e RJ45- 110 Keystone Jack - 90 Degree Style 
MK110C6-BW MK110C6-GRN 


MK110C5E-BW MK110C5E-GRN The OCC Category 5e Keystone Modular Jack is a great alternative for high-density applications. Featuring a lower profile and a snap-in design, 
these Category Se jacks offer exceptional performance that exceeds industry standards. Offering Universal T568A/B wiring and component 
compliance to Cat 5e specifications, these Keystone jacks feature OCC's patented PC board technology. Contact us today with your project needs. 


MK110C5E-BLK Category 5e Keystone Jack, 110/RJ45 (8x8) EIA568A/B Black 5.15 5.00 4.89 CALL 

MK110C5E-BLU Category 5e Keystone Jack, 110/RJ45 (8x8) EIA568A/B Blue 5.15 5.00 4.89 CALL 

eae. ait MK110C5E-BW Category 5e Keystone Jack, 110/RJ45 (8x8) EIAS68A/B Bright White 5.15 5.00 4.89 CALL 

ye a MK110C5E-GRN Category 5e Keystone Jack, 110/RJ45 (8x8) EIA568A/B Green Ls] He) 5.00 4.89 CALL 
MK110C6-GRY MK110C6-IV MK110C5E-GRY Category 5e Keystone Jack, 110/RJ45 (8x8) EIAS68A/B Gray Bas 5.00 4.89 CALL 
MK110C5E-GRY MK110C5E-IV MK110C5E-IV Category 5e Keystone Jack, 110/RJ45 (8x8) EIAS68A/B Ivory 5.15 5.00 4.89 CALL 
MK110C5E-ORN Category 5e Keystone Jack, 110/RJ45 (8x8) EIAS68A/B Orange 5.15 5.00 4.89 CALL 

MK110C5E-RED Category 5e Keystone Jack, 110/RJ45 (8x8) EIAS68A/B Red 5.15 5.00 4.89 CALL 

MK110C5E-W Category 5e Keystone Jack, 110/RJ45 (8x8) EIA568A/B White 5.15 5.00 4.89 CALL 

MK110C5E-Y Category 5e Keystone Jack, 110/RJ45 (8x8) EIA568A/B Yellow 5.15 5.00 4.89 CALL 


Pe eo ia ee Category 6a RJ45 - 110 Keystone Jack - Traditional 180 Degree Style 


MK110C5SE-ORN MK110CSE-RED L-com now offers the latest in Ethernet technology in the Category 6a standard. With network speeds up to 10 Gigabit, video and large file transfers 
are a breeze. These IDC 110 jacks are easy to assemble and the popular Keystone mount design is compatible with many different wall plates. 
Build your network with the fastest network technology available today. 


RJ110C6A-90-GRY Category 6a Keystone Jack, 110/RJ45 (8x8) EIA568A/B Gray 13.75 12.65 11.55 CALL 


MK110C8-W eat Category 5e RJ45- 110 Keystone Jack - Traditional 180 Degree Style 
ee eer et one The traditional 180° design has the 110 connectors parallel to the modular plug entry. This jack comes in Ivory and is EIAS68A/B dual color coded, 


RJ110C5B-1 Category 5e Keystone Jack, 110/RJ45 (8x8) EIA568A/B Ivory 6.95 6.81 6.67. CALL 


10 Position Category 5 and USOC - 110 IDC Keystone Jacks - Traditional 180 Degree Style 


~ These 10 position 10 contact keystone style jacks are an ideal solution in applications where additional contacts are required. The traditional 180° 
RJ110C5B- design has the 110 connectors parallel to the modular plug entry. Category 5 version is dual color coded, compatible with EIA568A and B wiring 
RJ110C6A-90-GRY A with position 1 and 10 populated. 
: ie EC1107B-USOC Keystone IDC - 10P10C Jack, USOC Black 7.55 6.95 6.34 CALL 
Le EC1107B-10C5 Keystone IDC- 10P10C Jack, Cat5-568A/B Black 7.55 6.95 6.34 CALL 
, “ie? = EC1107B-USOC 
EC1107B-10C5 
10x10 Miscellaneous Keystone Jacks - Coaxial, Fiber and Audio/Video Couplers 


Add more than just data and telephone connections to workstation outlets. L-com features audio, video, fiber and RF adapters designed to fit our 
wall plate systems. 


, A MJSCPF-WT Keystone Coaxial Type F Coupler Insert White 1.75 1.61 1.47 CALL 
| ‘@ MJSCPSC-WT Keystone Fiber SC Coupler Insert White 6.45 5.93 5.42 CALL 
, MJSCPST-WT Keystone Fiber ST Coupler Insert White 6.45 5.93 5.42 CALL 
MJSCPF-WT 

MJSCVR-WT Keystone Blank Insert White 0.45 0.44 0.42 CALL 
“ Pak MJSCPBNC-IV Keystone BNC Coupler Insert Ivory 3.95 3.83 3.71 CALL 
Ik, MJSCPST-IV Keystone Fiber ST Coupler Insert lvory 6.45 5.93 5.42 CALL 
7 MJSCVR-IV Keystone Blank Insert lvory 0.45 0.44 0.42 CALL 

MJSCPST-IV MJSCVR-IV ; 
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2015 Supplement Catalog 1.0 Category 3, 5e and 6 Modular Couplers 
Item # Description 1-9 10-24 25-99 100+ | RJ45 Coupler Overview 


L-com's Exclusive Right Angle Category 5e Keystone Couplers Fe . 7. 
An exclusive product design from L-com, these new right angle Category 5e couplers offer true 90° connectivity and meet Category 5e standards. (sy, Online Video 
These unique right angle keystone couplers were designed to address tight fit applications commonly seen with wall plates and some patch panel “ L-com.com/Videos/A29 


designs. These robust right angle Category 5e couplers fit standard .765" (0.3cm) X .585" (0.2cm) keystone openings and can be used for myriad 
voice, video and data applications. 


Features of this right angle coupler: cl usive 
¢ High Performance Cat5e right angle coupler for panel, ¢ EIA568A/B dual wiring provides compatibility in TDG1026KC-R5E 
wall plate and enclosure mounting every installation Top/Front View 
* Gold plated contacts provide reliable connections e RJ45 jacks conform to TIA-1096 
with repeated mating cycles * Meets or exceeds Category 5e standards 
Right Angle Category 5e Keystone Couplers 
TDG1026KC-R5E Category 5e Unshielded RJ45 (8x8) Right Angle Keystone Coupler 8.45 Terie 7.10 = CALL 
TDG1026KCS-R5E Category 5e Shielded RJ45 (8x8) Right Angle Keystone Coupler 10.45 9.61 8.78 CALL 


TDG1026KC-R5E 


TDG1026KCS-R5E 
Bottom /Front View 


No 
Using L-com's right angle Cat5e coupler % 
The unique design of the L-com Wall Plate q Patch Panel Mounting 
TDG1026KC-RSE right angle Cate Mounting | 

coupler allows for cable connectivity in 

tight fit/confined space applications 

found with premise wiring installations 

involving wall plates and with MDF and 

IDF applications where patch panel ae Eg Sees eee eeanrec 
depth is limited. a 


Best Seller 


Premium Panel Mounted Modular Coupler Kits - Category 3, 5e and 6 - Shielded and Unshielded 


These unique coupler kits allow panel mounting in virtually any panel thickness. A solid die-cast metal mounting frame provides secure mounting ; 
ECF504-C5 ECF504-SC5E 


and reliable grounding. Kits include a snap-in coupler, mounting frame and two 4-40 machine screws. ECF504-C6 ECF504-S(C6 
ECF504-C3 Category 3 Unshielded RJ45 (8x8) Deluxe Panel Coupler Kit 4.95 4.55 416 CALL 
ECF504-SC3 Category 3 Shielded RJ45 (8x8) Deluxe Panel Coupler Kit 7.45 6.85 6.26 CALL 
ECF504-C5 Category 5e Unshielded RJ45 (8x8) Deluxe Panel Coupler Kit 7.45 6.85 6.26 CALL 
ECF504-SC5E Category 5e Shielded RJ45 (8x8) Deluxe Panel Coupler Kit 9.95 9.15 8.36 CALL 
ECF504-C6 Category 6 Unshielded RJ45 (8x8) Deluxe Panel Coupler Kit 8.45 VTA! 7.10 CALL 
ECF504-SC6 Category 6 Shielded RJ45 (8x8) Deluxe Panel Coupler Kit 10.45 9.61 8.78 CALL 
ECF504-C6A Category 6a Unshielded RJ45 (8x8) Deluxe Panel Coupler Kit 12.95 11.91 10.88 CALL 
ECF504-SC6A Category 6a Shielded RJ45 (8x8) Deluxe Panel Coupler Kit 15.95 14.67 13.40 CALL 


ECF504-C6A 
RJ45 (8x8) Keystone Feed-Thru Couplers - Shielded and Unshielded Category 3, 5e and 6 


These couplers utilize two RJ45 (8x8) modular jacks and fit into a standard keystone style opening. A slim housing design permits high density 
mounting. Couplers listed include Category 3, Category 5e and Category 6 performance ratings in both shielded and unshielded versions. Connector 
housings enclosed within a fully stamped shielding. Designed to work with EIA/TIA 568A and B wiring. 


TDG1026KC3 Category 3 Unshielded RJ45 (8x8) Keystone Feed-thru Coupler 2.35 2.16 1.97. CALL 
TDG1026KS-8P Category 3 ehielded RJ45 (8x8) Keystone Feed-thru Coupler 4.99 4.59 419 CALL TD61026KC3 TDG1026KS-8P 
TDG1026KC5 Category 5e Unshielded RJ45 (8x8) Keystone Feed-thru Coupler 5.15 4.74 4.33. CALL 
TDG1026KS-C5E Category 5e Shielded RJ45 (8x8) Keystone Feed-thru Coupler 6.99 6.43 5:7) me ALL 
TDG1026KC6 Category 6 Unshielded RJ45 (8x8) Keystone Feed-thru Coupler 6.15 5.66 517 teeCALL 
TDG1026KS-C6 Category 6 Shielded RJ45 (8x8) Keystone Feed-thru Coupler 7.99 7.35 6.71 CALL 
TDG1026KC6A Category 6a Unshielded RJ45 (8x8) Keystone Feed-thru Coupler 7.95 7.31 6.68 CALL 
TDG1026KS-C6A Category 6a Shielded RJ45 (8x8) Keystone Feed-thru Coupler 9.99 9.19 8.39 CALL 


'¢ 
Easily panel mount a keystone style connector EI Online Video) | seus aie i 


oI 
Keystone style refers to the snap-in mounting mechanism that many manufacturers have adopted. Le 5 
at 
'¢ 


TDG1026KC6A TDG1026KS-C6A 


STEP 2 © Depress top retainer and 


snap connector in place. 
Seat 


ae ie 
connector 


Ne 


ty Align connector in 


proper orientation Seat bottom retainer and pivot connector upward 
to the opening. while depressing upper retainer. Connector fully seated. 


UJ5T568 
Premium Keystone Style RJ45 (8x8) Feed-Thru Modular Couplers - Category 5e Rated Unshiaktod) 


UJ5T568S 


Two Category 5e feed-thru modular couplers for mating EIA568 A or B Category 5 connections. In both shielded and unshielded versions, this | Network Rating: (Shielded) 
unique offset design maintains Category 5e performance and limits depth to only 1.25" (0.5cm). Designed to mate with keystone style holes. ee Sitver 
UJ5T568 Modular Coupler, Cat5e RU45 (8x8), Unshielded 9.95 9.15 8.36 CALL Gold Plating: ca) 
UJ5T568S Modular Coupler, Cat5e RJ45 (8x8), Shielded 12.45 11.45 10.46 CALL 50 microinches 
Flammability Rating: Messed tel 


[= C@m se 


Online: L-com.com | Toll Free: 800-350-5266 | E-mail: sales@L-com.com | Fax: 978-689-9484 


Bottom /Back View 


Go 
ok 


YVINGOW / NODATSL 


Connectivity 


Kya OAleuoly of and 6a Shielded Bulk Cable 2015 Supplement Catalog 7.0 
Screened Category 5e Shielded F (UTP) 5e to 100 MHz Bulk Cable -Help Suppress Noise in Networks -2 and 4 Pair 


Screened (shielded) twisted pair is ideal for use in environments where 
EMI/RFI is a concern. A foil wrap with a drain wire protects signals from 
external noise. Available in stranded 26 AWG conductor with PVC and 
Low Smoke Zero Halogen jackets. Double shielded (foil + braid) 24 AWG 
solid is now available for use where extra noise protection is required. 
Plenum version is 24 AWG solid conductor. Sold in 1000' (305m) spools. 


Aluminum Mylar Shield 


TFC2002 


TFC2004 oe. son 
Four 26 AWG gga ats ge f 


Stranded Pairs 


Bulk Cable Category 5e Stranded 
any De 4 Pair Cal 


TFC2006 FIA568 


DODOOODOS 
Twisted Pair Pinning: 1 & 2,3 &6,4&5,7&8 


TFC2900 


TELECOM / MODULAR 


TFC2901 


4 MHz 53 db min. 13 db/330ft max. 14 pF/ft Max 100 Ohms + 15 Ohms 


10 MHz 47 db min. 20 db/330ft max. 14 pF/ft Max 100 Ohms + 15 Ohms 
20 MHz 42 db min. 28 db/330ft max. 14 pF/ft Max 100 Ohms + 15 Ohms 
100 MHz 32 db min. 67 db/330ft max. 14 pF/ft Max 100 Ohms + 15 Ohms 


TFC2903 


TFC2904 This table refers to the electrical specifications of TFPC2648, other Screened Category 5e cabling is similar. TFC2002, TFC2004, TFC2006, TFDL2004, TFCLS2004 and 


TFCHF2004 cables are 26 AWG. 


TFC2905 Item # Description Color List Price 
Category 5e PVC Bulk Cable with Foil Shield 
TFC2002 Category 5e Shielded, 2-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Beige 289.00 
TFC2906 TFC2004 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Lt. Gray 249.00 
TFC2006 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Red 249.00 
TFC2900 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Black 249.00 
TFC2907 TFC2901 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Brown 249.00 
TFC2903 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Orange 249.00 
TFC2904 Category Se Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Yellow 249.00 
TFC2908 TFC2905 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Green 249.00 
TFC2906 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Blue 249.00 
TFC2907 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Violet 249.00 
TFC2908 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel Gray 249.00 
TFC2909 TFC2909 Category 5e Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (304.8m) Reel White 249.00 
Category 5e Plenum Bulk Cable with Foil Shield 
TFPC2648 TFPC2648 Category 5e, 4-pr. Solid Plenum, 1,000ft (304.8m) Reel Blue 399.00 
Category 5e PVC Bulk Cable with Foil + Braid Shielding 
TFCLS2004 TFSC2004 Category 5e Shielded, 4-pr. Solid PVC 24 AWG, 1,000ft (304.8m) Reel Ivory 349.00 
Category 5e Low Smoke Zero Halogen Bulk Cable with Foil Shield 
ni sees TFCLS2004 Category 5e Shielded, 4-pr. Stranded LSZH, 1,000ft (304.8m) Reel Black 479.00 
TroL2104 | Category Se Low Smoke Zero Halogen Bulk Cable with Foil + Braid Shielding 
‘ TFDL2004 Category 5e Shielded, 4-pr. Stranded LSZH 26 AWG, 1,000ft (304.8m) Reel Lt. Gray 499.00 
Industrial! Category 5e TFDL2104 Category 5e Shielded, 4-pr. Solid LSZH 24 AWG, 1,000ft (304.8m) Reel Lt. Gray 399.00 
po ee Category 5e PUR Double Shielded Industrial Ethernet Bulk Cable 
. sae Hg TFCPUR5730 Category 5e, Double Shielded, PUR 4-pr. Stranded, 26 AWG, 1,000ft (305m) Reel Black 949.00 


Category 5e Shielded Continuous Hi-Flex Oil Resistant Industrial Ethernet Bulk Cable 

Designed for environments where ordinary cables fail, this exclusive ultra flexible Category 5e shielded bulk cable from L-com is built to take a 
beating. With a Halogen-Free PUR jacket, these Hi-Flex cables will not breakdown when exposed to oil based lubricants making it ideal for robotic 
control systems on the factory floor. TFCHF2004 is tested to 2.5 million flex cycles (12.5 X cable 0.D. min. radius). TFCLS2005 is tested to 10 Million 
flex cycles (20 X cable 0.D. min radius). 


TFCHF2004 


TFCLS2005 


TFCHF2004 Category 5e Shielded, 4-pr. Stranded Hi-Flex, 26 AWG, 1,000ft (304.8m) Reel Teal 2999.00 
TFCLS2005 Category 5e Shielded, 4-pr. Stranded Extreme Hi-Flex, 26 AWG, 1,000ft (304.8m) Reel Teal 1449.00 
TFCLS5075 TFCLS5075 Category 5e Shielded, 4-pr. Stranded Extreme Hi-Flex, 26 AWG, 1,000ft (304.8m) Reel Black 1449.00 


Category 6a High Performance Shielded Bulk Cable 


For Protection against EMI/RFI interference L-com's High- Aluminum Mylar Shield 
Performance Category 6a foil shielded bulk cable is the perfect choice. 
Surpassing the Category 6 standard, this Category 6a cable is 
designed for 10 gigabit networks. With a 100% foil shield covering ea 
4-Pair 26 AWG stranded conductors, your data is protected from 
interference. Designed to exceed EIA568B standards, this cable will 


easily handle 10 Gigabit Ethernet applications. Contact us today for all Four 26 AWG 2 ; ae : 
of your network cabling needs. Stranded Pairs © i PVC Jacket 


Category 6a Bulk Cable Category 6a Stranded 
4 Pair Cable 


TFC2942 


TFC2944 


TFC2946 


Drain Wire 


EIA568 
TFC2947 


DOODOODOS 
Twisted Pair Pinning: 1 & 2,3&6,4&5,7&8 


TFC2948 


TFC2942 Category 6a Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (305m) Reel Black 419.95 
TFC2944 Category 6a Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (305m) Reel Red 419.95 
TFC2946 Category 6a Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (305m) Reel Yellow 419.95 
TFC2950 TFC2947 Category 6a Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (305m) Reel Green 419.95 
TFC2948 Category 6a Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (305m) Reel Blue 419.95 
TFC2950 Category 6a Shielded, 4-pr. Stranded PVC 26 AWG, 1,000ft (305m) Reel Gray 419.95 
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90 Degree D-Subminiature Cable Assemblies 


L-com 90 degree cable assemblies feature one 90 degree connector in either up, down, left, or right exit and one straight connector. Lengths range . 
from 1-25 feet (0.3-7.6m). Please see L-com.com for all available options. Y 


Below are a few options, see L-com.com for complete product offering and pricing. 


= 
» 
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Item # Description 1-9 10-24 25-99 100+ 
Deluxe Molded D-Sub Cable - DB9 Straight Male to 90° Angle, Left Exit 1 
CSMNRA9-1MM-1 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 1.0ft (0.3m) 8.75 8.22 7.70 = CALL 
CSMNRA9Q-1MM-2.5 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 2.5ft (0.8m) 9.50 8.93 8.36 CALL CSMNRA15-2MM 
CSMNRA9-1MM-5 Deluxe Molded D-Sub Cable, DB9 Straight Male /Left Exit 1 Male, 5.0ft (1.5m) 10.75 10.10 9.46 CALL 
CSMNRA9-1MM-10 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 10.0ft (3.0m) 13.25 12.46 11.66 CALL 
CSMNRA9-1MM-15 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 15.0ft (4.6m) 15.75 14.80 13.86 CALL 
CSMNRA9-1MM-25 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 25.0ft (7.6m) 20.75 19.50 18.26 CALL 
Deluxe Molded D-Sub Cable - DB15 Straight Male to 90° Angle, Right Exit 2 
CSMNRA15-2MM-1 Deluxe Molded D-Sub Cable, DB15 Straight Male /Right Exit 2 Male, 1.0ft (0.3m) 12.35 11.61 10.87. CALL 
CSMNRA15-2MM-2.5 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 2.5ft (0.8m) 13.25 12.46 11.66 CALL te 
CSMNRA15-2MM-5 Deluxe Molded D-Sub Cable, DB15 Straight Male / Right Exit 2 Male, 5.0ft (1.5m) 14.75 13.86 12.98 CALL 
CSMNRA15-2MM-10 Deluxe Molded D-Sub Cable, DB15 Straight Male /Right Exit 2 Male, 10.0ft (3.0m) 17.75 16.68 15.62 CALL 
CSMNRA15-2MM-15 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 15.0ft (4.6m) 20.75 19.50 18.26 = CALL s 
CSMNRA15-2MM-25 Deluxe Molded D-Sub Cable, DB15 Straight Male /Right Exit 2 Male, 25.0ft (7.6m) 26.75 25.14 23.54 CALL 4 
CSMNRA25-3MM 
Deluxe Molded D-Sub Cable - DB25 Straight Male to 90° Angle, Down Exit 3 
CSMNRA25-3MM-1 Deluxe Molded D-Sub Cable, DB25 Straight Male / Down Exit 3 Male, 1.0ft (0.3m) 12.55 11.80 11.04 CALL ? 
CSMNRA25-3MM-2.5 Deluxe Molded D-Sub Cable, DB25 Straight Male / Down Exit 3 Male, 2.5ft (0.8m) 13.75 12.92 12.10 CALL se 
CSMNRA25-3MM-5 Deluxe Molded D-Sub Cable, DB25 Straight Male / Down Exit 3 Male, 5.0ft (1.5m) 15.75 14.80 13.86 CALL 
CSMNRA25-3MM-10 Deluxe Molded D-Sub Cable, DB25 Straight Male / Down Exit 3 Male, 10.0ft (3.0m) 19.75 18.56 17.38 CALL 
CSMNRA25-3MM-15 Deluxe Molded D-Sub Cable, DB25 Straight Male / Down Exit 3 Male, 15.0ft (4.6m) 23.75 22.32 20.90 CALL 
CSMNRA25-3MM-25 Deluxe Molded D-Sub Cable, DB25 Straight Male / Down Exit 3 Male, 25.0ft (7.6m) 31.75 29.84 27.94 CALL 


Brin 


See L-com.com 
for listings for 
Exit 4 cables. 


45 Degree D-Subminiature Cable Assemblies 


L-com 45 degree cable assemblies feature one 45 degree connector in either left or right exit and one straight connector. Lengths range from 1-25 iy , 
feet (0.3-7.6m). Please see L-com.com for all available options. CSMNRA25- 4MM 


DB9 Male DB15 Male DB25 Male f 
EXIT 1 (Left) — CSMN459-1MM CSMN4515-1MM CSMN4525-1MM a ithe 


EXIT 2 (Right) CSMN459-2MM CSMN4515-2MM CSMN4525-2MM 


Below are a few options, see L-com.com for complete product offering and pricing. 


Deluxe Molded D-Sub Cable - DB9 Straight Male to 45° Angle, Left Exit 1 


CSMN459-1MM-1 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 1.0ft (0.3m) 8.75 8.22 7.70 CALL CSMN459-1MM 
CSMN459-1MM-2.5 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 2.5ft (0.8m) 9.50 8.93 8.36 CALL 
CSMN459-1MM-5 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 5.0ft (1.5m) 10.75 10.10 9.46 CALL 
CSMN459-1MM-10 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 10.0ft (3.0m) 13.25 12.46 11.66 CALL 
CSMN459-1MM-15 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 15.0ft (4.6m) 1575 1480 13.86 CALL 
CSMN459-1MM-25 Deluxe Molded D-Sub Cable, DB9 Straight Male/Left Exit 1 Male, 25.0ft (7.6m) 20.75 1950 18.26 CALL 
Deluxe Molded D-Sub Cable - DB15 Straight Male to 45° Angle, Right Exit 2 
CSMN4515-2MM-1 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 1.0ft (0.3m) 12.35 11.61 10.87. CALL 
CSMN4515-2MM-2.5 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 2.5ft (0.8m) 13.25 12.46 11.66 CALL 
CSMN4515-2MM-5 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 5.0ft (1.5m) 14.75 13.86 12.98 CALL 
CSMN4515-2MM-10 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 10.0ft (3.0m) 17.75 16.68 15.62 CALL CSMN4515-2MM 
CSMN4515-2MM-15 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 15.0ft (4.6m) 20.75 1950 1826 CALL 
CSMN4515-2MM-25 Deluxe Molded D-Sub Cable, DB15 Straight Male/Right Exit 2 Male, 25.0ft (7.6m) 26.75 2514 23.54 CALL 


Defining 90 and 45 degree angled D-Sub cable assemblies 


Angled connector hoods help connect D-Sub cables in tight places. L-com now offers four 90 degree angled options and two 45 degree options for each DB9, DB15 and DB25. 
The photos below detail the connector position relative to the cable entry direction. 


Exit 1 - Left Exit Exit 2 - Right Exit Exit 3 - Down Exit Exit 4 - Up Exit 


i ; 4 
~~" p8 ' 
' Longer side of 

“D" connector - 
aa veer: 


bad 
al 


Exit 1 - Left Exit Exit 2 - Right Exit 


Longer side of 
“D” connector 


Longer side of 
“D" connector 
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Item # Description ; 1-9 10-24 25-99 100+ 
11) More lengths, DB15 and : ‘ 
faa DB37 also available. Economy D-Sub Cable Assemblies - Fully Populated with 4-40 Hardware 
or Go to L-com.com The CSM Series of D-Sub cable assemblies offer solid performance at economical prices. All assemblies utilize 26 AWG stranded conductors with 
<x foil shielding for flexibility and performance. Backshells are fully molded for reliability in environments where flexing is an issue. Mating hardware 
= j is 4-40 machine screws. Hex nuts on female connectors are removable to expose 4-40 machine screws. Color: Gray. 
= Economy 9 Pin D-Sub Molded Cables - Common for Serial Connections, Shielded and Fully Populated 
sa) CSM9MN-1 Economy Molded Cable, DB9 Male/Male, 1.0ft (0.3m) 6.15 5.66 517> (GALL 
= } CSM9MN-2.5 Economy Molded Cable, DB9 Male/Male, 2.5ft (0.8m) 6.75 6.21 5.67 CALL 
Ww CSM9ME CSM9MM-5 Economy Molded Cable, DB9 Male/ Male, 5.0ft (1.5m) TAs) 7.13 6.51 CALL 
i “| CSM9MM-10 Economy Molded Cable, DB9 Male/ Male, 10.0ft (3.0m) 9.75 8.97 8.19 CALL 
S CSM9MM-25 Economy Molded Cable, DB9 Male/Male, 25.0ft (7.6m) 15.75 14.49 13.23. CALL 
CSM9MF-1 Economy Molded Cable, DB9 Male/Female, 1.0ft (0.3m) 6.15 5.66 Bild GALLE 
CSM9MF-2.5 Economy Molded Cable, DB9 Male/Female, 2.5ft (0.8m) 6.75 6.21 5.67 CALL 
CSM9MF-5 Economy Molded Cable, DB9 Male/Female, 5.0ft (1.5m) 7.75 7.13 6.51 CALL 
CSM9MF-10 Economy Molded Cable, DB9 Male/Female, 10.0ft (3.0m) 9.75 8.97 8.19 CALL 
CSM9MF-15 Economy Molded Cable, DB9 Male/Female, 15.0ft (4.6m) 11.75 10.81 9.87 CALL 
CHD15ME CSM9MF-25 Economy Molded Cable, DB9 Male/Female, 25.0ft (7.6m) 15.75 14.49 13.23 CALL 
CSM9MF-50 Economy Molded Cable, DB9 Male/Female, 50.0ft (15.2m) 25.75 23.69 21.63 CALL 
Economy 25 Pin D-Sub Molded Cables - Shielded and Fully Populated 
CSM25MM-1 Economy Molded Cable, DB25 Male/Male, 1.0ft (0.3m) 7.60 7.14 6.69 CALL 
CSM25MM-2.5 Economy Molded Cable, DB25 Male/Male, 2.5ft (0.8m) 8.50 7.99 7.48 CALL 
CSM25MM-5 Economy Molded Cable, DB25 Male/ Male, 5.0ft (1.5m) 10.00 9.40 8.80 CALL 
CSM25MM-10 Economy Molded Cable, DB25 Male/Male, 10.0ft (3.0m) 14.00 13.16 12.32 CALL 
CSM25MM-25 Economy Molded Cable, DB25 Male/ Male, 25.0ft (7.6m) 25.00 23.50 22.00 CALL 
CSM25MF-1 Economy Molded Cable, DB25 Male/Female, 1.0ft (0.3m) 7.60 7.14 6.69 CALL 
CSM25MF-2.5 Economy Molded Cable, DB25 Male/Female, 2.5ft (0.8m) 8.50 7.99 7.48 CALL 
CSM25MF-5 Economy Molded Cable, DB25 Male/Female, 5.0ft (1.5m) 10.00 9.40 8.80 CALL 
CSM25MF-10 Economy Molded Cable, DB25 Male/Female, 10.0ft (3.0m) 14.00 13.16 12.32 CALL 
CHD26ME CSM25MF-25 Economy Molded Cable, DB25 Male/Female, 25.0ft (7.6m) 25.00 23.50 22.00 CALL 
CSM25MF-50 Economy Molded Cable, DB25 Male/Female, 50.0ft (15.2m) 40.00 37.60 35.20 CALL 


Deluxe High-Density 15 or 26 Pin D-Sub Cables - Fully Populated and Completely Shielded 


High-density D-Sub connectors are used in a number of PC and network applications. This type of connector can usually be recognized because 
they have three rows of smaller pins versus the larger pins used in conventional D-Subs. Fully populated with stranded conductors and aluminum 
mylar shielding. Hex nuts on female connectors are removable to expose 4-40 thumbscrews. 


CHD15MM-2.5 Deluxe Molded Cable, HD15 Male/Male, 2.5ft (0.8m) 10.90 10.25 9.59 CALL 
CHD15MM-5 Deluxe Molded Cable, HD15 Male/Male, 5.0ft (1.5m) 11.75 11.04 10.34 = CALL 
CHD15MM-10 Deluxe Molded Cable, HD15 Male/Male, 10.0ft (3.0m) 13.50 12.69 11.88 CALL 
CHD15MM-15 Deluxe Molded Cable, HD15 Male/Male, 15.0ft (4.6m) 15.25 14.33 13.42 CALL 
CHD15MF-1 Deluxe Molded Cable, HD15 Male/Female, 1.0ft (0.3m) 10.35 9.73 9.11 CALL 
CHD15MF-2.5 Deluxe Molded Cable, HD15 Male/Female, 2.5ft (0.8m) 10.90 10.25 9.59 CALL 
CHD15MF-5 Deluxe Molded Cable, HD15 Male/Female, 5.0ft (1.5m) 11.75 11.04 10.34 CALL 
CHD15MF-10 Deluxe Molded Cable, HD15 Male/Female, 10.0ft (3.0m) 13.50 12.69 11.88 CALL 
CHD15MF-25 Deluxe Molded Cable, HD15 Male/Female, 25.0ft (7.6m) 17.00 15.98 14.96 CALL 
CHD26MM-2.5 Deluxe Molded Cable, HD26 Male/Male, 2.5ft (0.8m) 26.90 25.29 23.67 CALL 
CHD26MM-5 Deluxe Molded Cable, HD26 Male/Male, 5.0ft (1.5m) 28.90 27.17 25.43 CALL 
CHD26MM-10 Deluxe Molded Cable, HD26 Male/Male, 10.0ft (3.0m) 32.95 30.97 29.00 CALL 
CHD26MM-15 Deluxe Molded Cable, HD26 Male/Male, 15.0ft (4.6m) 37.00 34.78 32.56 CALL 
CHD26MF-1 Deluxe Molded Cable, HD26 Male/Female, 1.0ft (0.3m) 25.70 24.16 22.62 CALL 
CHD26MF-2.5 Deluxe Molded Cable, HD26 Male/Female, 2.5ft (0.8m) 26.90 25.29 23.67 CALL 
CHD26MF-5 Deluxe Molded Cable, HD26 Male/Female, 5.0ft (1.5m) 28.90 27.17 25.43 CALL 
CHD26MF-10 Deluxe Molded Cable, HD26 Male/Female, 10.0ft (3.0m) 32.95 30.97 29.00 CALL 
CHD26MF-25 Deluxe Molded Cable, HD26 Male/Female, 25.0ft (7.6m) 45.10 42.39 39.69 CALL 
CHD26MF-50 Deluxe Molded Cable, HD26 Male/Female, 50.0ft (15.2m) 65.35 61.43 57.51 CALL 


Note: Most monitor manufacturers recommend using premium grade VGA cables that utilize 75 Ohm coaxial lines. 


«| Deluxe High-Density 44, 62 and 78 Pin Molded Cables - Fully Populated and Shielded 


Injection molded cable assemblies with HD44, HD62 or HD78 terminations. Fully populated with 24 or 28 AWG stranded conductors and aluminum 
mylar and braided shielding. 4-40 metal thumbscrews molded into the strain relief. Hex nuts on female connectors are removable to expose 


CHD62MF eat Ey 4-40 thumbscrews. 
Mee ‘ : ite \ CHD44MM-1 Deluxe Molded Cable, HD44 Male/Male, 1.0ft (0.3m) 38.90 36.57 34.23 CALL 
RR ea ea CHD44MM-2.5 Deluxe Molded Cable, HD44 Male/Male, 2.5ft (0.8m) 43.75 41.13 38.50 CALL 
CHD44MM-10 Deluxe Molded Cable, HD44 Male/Male, 10.0ft (3.0m) 68.05 63.97 59.88 CALL 
CHD44MM-15 Deluxe Molded Cable, HD44 Male/Male, 15.0ft (4.6m) 84.25 79.19 74.14 CALL 
CHD44MM-25 Deluxe Molded Cable, HD44 Male/Male, 25.0ft (7.6m) 116.65 109.65 102.65 CALL 
CHD44MF-2.5 Deluxe Molded Cable, HD44 Male/Female, 2.5ft (0.8m) 43.75 41.13 38.50 CALL 
CHD44MF-5 Deluxe Molded Cable, HD44 Male/Female, 5.0ft (1.5m) 51.85 48.74 45.63 CALL 
CHD44MF-10 Deluxe Molded Cable, HD44 Male/Female, 10.0ft (3.0m) 68.05 63.97 59.88 CALL 
CHD44MF-15 Deluxe Molded Cable, HD44 Male/Female, 15.0ft (4.6m) 84.25 79.19 74.14 CALL 
CHD44MF-50 Deluxe Molded Cable, HD44 Male/Female, 50.0ft (15.2m) 197.65 185.79 173.93 CALL 
CHD62MM-1 Deluxe Molded Cable, HD62 Male/Male, 1.0ft (0.3m) 50.30 47.28 44.26 CALL 
CHD62MM-2.5 Deluxe Molded Cable, HD62 Male/Male, 2.5ft (0.8m) 56.70 53.30 49.90 CALL 
CHD62MM-10 Deluxe Molded Cable, HD62 Male/Male, 10.0ft (3.0m) 89.10 83.75 78.41 CALL 
CHD62MM-50 Deluxe Molded Cable, HD62 Male/Male, 50.0ft (15.2m) 222.50 209.15 195.80 CALL 
CHD62MF-5 Deluxe Molded Cable, HD62 Male/Female, 5.0ft (1.5m) 67.50 63.45 59.40 CALL 
CHD62MF-15 Deluxe Molded Cable, HD62 Male/Female, 15.0ft (4.6m) 110.70 104.06 97.42 CALL 
CHD62MF-25 Deluxe Molded Cable, HD62 Male/Female, 25.0ft (7.6m) 132.30 124.36 116.42 CALL 
CHD78MM-1 Deluxe Molded Cable, HD78 Male/ Male, 1.0ft (0.3m) 54.00 50.76 47,52 CALL 
CHD78MM-2.5 Deluxe Molded Cable, HD78 Male/ Male, 2.5ft (0.8m) 62.10 58.37 54.65 CALL 
CHD78MM-5 Deluxe Molded Cable, HD78 Male/Male, 5.0ft (1.5m) 75.60 71.06 66.53 CALL 
CHD78MM-25 Deluxe Molded Cable, HD78 Male/Male, 25.0ft (7.6m) 183.60 172.58 161.57 CALL 
CHD78MF-1 Deluxe Molded Cable, HD78 Male/Female, 1.0ft (0.3m) 54.00 50.76 47.52 CALL 
CHD78MF-5 Deluxe Molded Cable, HD78 Male/Female, 5.0ft (1.5m) 75.60 71.06 66.53 CALL 
CHD78MF-25 Deluxe Molded Cable, HD78 Male/Female, 25.0ft (7.6m) 183.60 172.58 161.57 CALL 


New ift lengths now available CHD78MF-50 Deluxe Molded Cable, HD78 Male/Female, 50.0ft (15.2m) 318.60 299.48 280.37 CALL 


More lengths available. Go to L-com.com 
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CSMN and CSMNB D-Sub Cable Product Grid. Please use the grid below to determine which family of cables best fits your application. 


SFE TMAALE CSMN9MM (Light Gray) | CSMN15MM (Light Gray) | CSMN25MM (Light Gray) | CSMN37MM (Light Gray) | CSMNSOMM (Light Gray) 
CSMNB9MM (Black) CSMNB15MM (Black) CSMNB25MM (Black) 


MALE/ FEMALE CSMN9OMF (Light Gray) CSMN15MF (Light Gray) CSMN25MF (Light Gray) CSMN37MF (Light Gray) | CSMN5OMF (Light Gray) 
CSMNBOMF (Black) | CSMNB15MF (Black) | CSMNB25MF (Black) 
FEMALE/FEMALE | CSMNQFF (Light Gray) | CSMNI5FF (Light Gray) | CSMN25FF(LightGrayy) | | | 


Below are a few options, see L-com.com for complete product offering and pricing. 
Deluxe D-Sub Cable Assemblies - Fully Populated with 4-40 Thumbscrews 


The CSMN Series of D-Sub cable assemblies is our middle of = 

the line offering excellent performance and lower pricing. All el Roeceranr ae ie Le eo 
assemblies utilize 26AWG stranded conductors with foil | enhances appearance ee) with foil shielding 
shielding for flexibility and performance. Backshells are fully | 360° Copper Shield eae ki 
molded with copper shielding for better immunity to outside ne Be een a ponder Ener 
noise. Mating hardware is 4-40 thumbscrews which makes | !nner Molding CN - bend protection 
securing without tools quick and easy. Hex nuts on female ~ o ? eee i 

connectors are removable to expose 4-40 thumbscrews. 
Note: 50 pin assemblies use 28AWG twisted pairs due to space 
constraints in backshell molding. Color: Light Gray. 


SOTA IITIN ENE 


Bee ; Hardware 
¢ More lengths available. Go to L-com.com Bea, i bebe ete 
¢ Female/Female in DB9, DB15 and DB25 Gold Plated Contacts’ 

For exceptional conductivity 

Item # Description 1-9 10-24 25-99 100+ 
Deluxe 9 Pin D-Sub Molded Cables with Thumbscrews - Shielded and Fully Populated 

CSMN9MM-1 Deluxe Molded Cable, DB9 Male/ Male, 1.0ft (0.3m) 6.75 6.21 5.67 CALL 

CSMN9OMN-2.5 Deluxe Molded Cable, DB9 Male/Male, 2.5ft (0.8m) 7.50 6.90 6.30 CALL 

CSMN9MM-5 _ Deluxe Molded Cable, DB9 Male/Male, 5.0ft (1.5m) 8.75 8.05 7.35 CALL 

CSMN9MM-15 Deluxe Molded Cable, DB9 Male/Male, 15.0ft (4.6m) 13.75 12.65 11.55 CALL 

CSMN9MM-125 Deluxe Molded Cable, DB9 Male/Male, 125.0ft (38.1m) 68.75 63.25 57.75 CALL 
Deluxe 25 Pin D-Sub Molded Cables with Thumbscrews - Shielded and Fully Populated 

CSMN25FF-1 Deluxe Molded Cable, DB25 Female/Female, 1.0ft (0.3m) 9.35 8.79 8.23 CALL 

CSMN25FF-2.5 Deluxe Molded Cable, DB25 Female/Female, 2.5ft (0.8m) 10.25 9.63 9.02 CALL 

CSMN25FF-10 Deluxe Molded Cable, DB25 Female/Female, 10.0ft (3.0m) 15.75 14.80 13.86 CALL 

CSMN25FF-25 Deluxe Molded Cable, DB25 Female/Female, 25.0ft (7.6m) 27.75 26.08 24.42 CALL 

CSMN25FF-50 Deluxe Molded Cable, DB25 Female/Female, 50.0ft (15.2m) 42.75 40.18 37.62 CALL 
Deluxe 50 Pin D-Sub Molded Cables with Thumbscrews - Shielded and Fully Populated 

CSMN50MF-1 Deluxe Molded Cable, DB50 Male/Female, 1.0ft (0.3m) §2.65 49.49 46.33 CALL 

CSMN50MF-2.5 Deluxe Molded Cable, DB50 Male/Female, 2.5ft (0.8m) 57.70 54.24 50.78 CALL 

CSMN50MF-10 Deluxe Molded Cable, DB50 Male/Female, 10.0ft (3.0m) 82.90 77.93 72.95 CALL 

CSMN50MF-25 Deluxe Molded Cable, DB50 Male/Female, 25.0ft (7.6m) 133.30 125.30 117.30 CALL 

CSMN50MF-50 Deluxe Molded Cable, DB50 Male/Female, 50.0ft (15.2m) 217.30 204.26 191.22 CALL 


Deluxe Molded Black D-Sub Cables 


These cables give the user the option to color match to black equipment and are constructed identically to our popular CSMN light gray cable series. 


Deluxe 15 Pin D-Sub Molded Cables - Shielded and Fully Populated 


CSMNB15MF-1 Deluxe Molded Cable, DB15 Male/Female, 1.0ft (0.3m) 10.35 9.73 ai. CAL. |e 

CSMNB15MF-2.5 Deluxe Molded Cable, DB15 Male/Female, 2.5ft (0.8m) 11.25 10.57 9.90 CALL 

CSMNB15MF-5 Deluxe Molded Cable, DB15 Male/Female, 5.0ft (1.5m) AL it BS died > aa, : 
CSMNB15MF-10 Deluxe Molded Cable, DB15 Male/Female, 10.0ft (3.0m) 15.75 1480 13.86 CALL , 
CSMNB15MF-15 Deluxe Molded Cable, DB15 Male/Female, 15.0ft (4.6m) 1875 17.63 16.50 CALL ; 
CSMNB15MF-25 Deluxe Molded Cable, DB15 Male/Female, 25.0ft (7.6m) 24 75r ea 26r 21.78, CALL More lengths available. 
CSMNB15MF-50 Deluxe Molded Cable, DB15 Male/Female, 50.0ft (15.2m) 39.75 37.36 34.98 CALL Go to L-com.com 


Low Smoke Zero Halogen (LSZH) D-Sub Cable Assemblies, DB9, DB15 and DB25 


LSZH D-Sub cable assemblies are available in DB9, DB15 and DB25 connector sizes with male to male and male to female configurations. Cable 
is 24 AWG with a foil/ braid shield. Color is black. 
Low Smoke Zero Halogen 9 Pin D-Sub Cables - Fully Populated and Double Shielded 

CSMUZ9MM-1 LSZH Cable, DB9 Male/Male, 1.0ft (0.3m) 27.75 26.64 25.538 CALL 


CSMUZ9MM-5 LSZH Cable, DB9 Male/Male, 5.0ft (1.5m) 33.75 32.40 31.05 CALL 
CSMUZ9MM-10 LSZH Cable, DB9 Male/Male, 10.0ft (3.0m) 41.25 39.60 37.95 CALL 
CSMUZ9MM-25 LSZH Cable, DB9 Male/Male, 25.0ft (7.6m) 56.25 54.00 51.75 CALL 
CSMUZ9MM-125 LSZH Cable, DB9 Male/Male, 125.0ft (38.1m) 206.25 198.00 189.75 CALL 
Low Smoke Zero Halogen 15 Pin D-Sub Cables - Fully Populated and Double Shielded 
CSMUZ15MF-1 LSZH Cable, DB15 Male/Female, 1.0ft (0.3m) 29.50 28.32 27.14 CALL 
CSMUZ15MF-2.5 LSZH Cable, DB15 Male/Female, 2.5ft (0.8m) 32.50 31.20 29.90 CALL 
CSMUZ15MF-5 LSZH Cable, DB15 Male/Female, 5.0ft (1.5m) 37.50 36.00 34.50 CALL 
CSMUZ15MF-10 LSZH Cable, DB15 Male/Female, 10.0ft (3.0m) 47.50 45.60 43.70 CALL 
CSMUZ15MF-15 LSZH Cable, DB15 Male/Female, 15.0ft (4.6m) 57.50 55.20 52.90 CALL 
CSMUZ15MF-25 LSZH Cable, DB15 Male/Female, 25.0ft (7.6m) 66.00 63.36 60.72 CALL 
CSMUZ15MF-50 LSZH Cable, DB15 Male/Female, 50.0ft (15.2m) 116.00 111.36 106.72 CALL 
CSMUZ15MF-125 LSZH Cable, DB15 Male/Female, 125.0ft (38.1m) 266.00 255.36 244.72 CALL 
Low Smoke Zero Halogen 25 Pin D-Sub Cables - Fully Populated and Double Shielded 
CSMUZ25MF-2.5 LSZH Cable, DB25 Male/Female, 2.5ft (0.8m) 37.50 36.00 34.50 CALL cSMUZOMM 
CSMUZ25MF-5 LSZH Cable, DB25 Male/Female, 5.0ft (1.5m) 45.00 43.20 41.40 CALL 
CSMUZ25MF-15 LSZH Cable, DB25 Male/Female, 15.0ft (4.6m) 75.00 72.00 69.00 CALL 
CSMUZ25MF-50 LSZH Cable, DB25 Male/Female, 50.0ft (15.2m) 165.00 158.40 151.80 CALL 
CSMUZ25MF-125 LSZH Cable, DB25 Male/Female, 125.0ft (38.1m) 390.00 374.40 358.80 CALL 


More lengths and connector combinations available. Go to L-com.com 


a 
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CS2N and CS2NB D-Sub Cable Product Grid. Please use the grid below to determine which family of cables best fits your application. 


ee peo aa Opis ee ee NOTE se De eee DB37 
tre ae CS2N9MM (Light Gray) | CS2N15MM (Light Gray) | CS2H15MM (Light Gray) | CS2N25MM (Light Gray) | CS2N37MM (Light Gray) 
CS2NB9MM (Black) CS2NB15MM (Black) CS2NH15MM (Black) CS2NB25MM (Black) 


MALE/FEMALE | CS2N9MF (Light Gray) | CS2N15MF (Light Gray) | CS2H15MF (Light Gray) | CS2N25MF (Light Gray) | CS2N37MF (Light Gray) 


CS2NB9MF (Black) CS2NB15MF (Black) CS2HB15MF (Black) CS2NB25MF (Black) 
Below are a few options, see L-com.com for complete product offering and pricing. 


D-SUBMINIAIURE 


Premium D-Sub Cable Assemblies - Fully 


. Cable Shielding Conductors —————>- PVC Molded Jacket 

Populated and Double Shielded Copper braid plus Al/Mylar 26 AWG - Stranded ¢ Meets flame-retardant 

The CS2N Series of D-Sub cable assemblies is our top of the eos oo es elo 
line D-Sub cabling offering. These cables offer the best Rares 

| features for those applications where only the best will do. The | terminal Shield ; saan haw 

bulk cable utilizes 26 AWG stranded conductors with double | Custom steel box ; yf strength 


shielding (copper braid plus aluminum mylar foil) and flexible | provides 100% shielding 
PVC jacket. Fully molded backshells also have a unique 
stamped steel internal enclosure that provides the ultimate in 
shielding performance. Mounting is done via rugged 4-40 | Inner Molding 
thumbscrews that are easy to grip without the need for a | High dielectric 
screwdriver. Hex nuts on female connectors are removable to | ‘"sulation and low 


CS2N15MF 


3 conductor stress Bees Pan 1 a } 
expose 4-40 thumbscrews. Color: Light Gray. ee a Outer Molding 


A ” Enhanced appearance 
Gold Plated Contacts _— Solid Ground Path and added strength 


e More lengths available. Go to L-com.com For best conductivity Soldered 360° for no leak shielding 
Item # Description 1-9 10-24 25-99 100+ 
Premium HD15 D-Sub Cables - Molded, Fully Populated and Double Shielded 
CS2H15MM-1 Premium Molded Cable, HD15 Male/Male, 1.0ft (0.3m) 19.95 18.75 17.56 CALL 
CS2H15MM-2.5 Premium Molded Cable, HD15 Male/ Male, 2.5ft (0.8m) 21.55 20.26 18.96 CALL 
CS2H15MM-5 Premium Molded Cable, HD15 Male/ Male, 5.0ft (1.5m) 24.15 22.70 21.25 CALL 
CS2H15MM-10 Premium Molded Cable, HD15 Male/ Male, 10.0ft (3.0m) 29.40 27.64 25.87 CALL 
CS2H15MM-25 Premium Molded Cable, HD15 Male/ Male, 25.0ft (7.6m) 45.15 42.44 39.73 CALL 
CS2H15MM-50 Premium Molded Cable, HD15 Male/Male, 50.0ft (15.2m) 71.40 67.12 62.83 CALL 
Premium 15 Pin D-Sub Cables - Molded, Fully Populated and Double Shielded 
CS2N15MM-1 Premium Molded Cable, DB15 Male/Male, 1.0ft (0.3m) 19.20 18.05 16.90 CALL 
CS2N15MM-2.5 Premium Molded Cable, DB15 Male/ Male, 2.5ft (0.8m) 20.40 19.18 17.95 CALL 
CS2N15MM-5 Premium Molded Cable, DB15 Male/ Male, 5.0ft (1.5m) 22.00 20.68 19.36 CALL 
CS2N15MM-10 Premium Molded Cable, DB15 Male/ Male, 10.0ft (3.0m) 25.50 23.97 22.44 CALL 
CS2N15MM-25 Premium Molded Cable, DB15 Male/ Male, 25.0ft (7.6m) 36.00 33.84 31.68 CALL 
Premium 37 Pin D-Sub Cables - Molded, Fully Populated and Double Shielded 
CS2N37MM-1 Premium Molded Cable, DB37 Male/Male, 1.0ft (0.3m) 38.35. 36.05 33.75" CALL 
CS2N37MM-2.5 Premium Molded Cable, DB37 Male/Male, 2.5ft (0.8m) 40.70 38.26 35.82 CALL 
CS2N37MM-5 Premium Molded Cable, DB37 Male/Male, 5.0ft (1.5m) 44.65 41.97 39.29 CALL 
CS2N37MM-10 Premium Molded Cable, DB37 Male/ Male, 10.0ft (3.0m) 52.50 49.35 46.20 CALL 
CS2N37MM-25 Premium Molded Cable, DB37 Male/ Male, 25.0ft (7.6m) 76.15 71.58 67.01 CALL 


Premium Black D-Sub Cables - Fully Populated, Double Shielded 


L-com's top of the line offering of black D-Sub cable assemblies provide maximum protection against data corrupting EMI/RFI. Double shielded 
cable (copper braid plus aluminum mylar foil) and a custom steel internal enclosure separate these cables from any off the shelf D-Sub cable on 
the market. Ideal for any electrically noisy environment where fans, motors or switches are nearby. Custom lengths and pinouts are available with 
modest minimum requirements. 


Premium 9 Pin Black D-Sub Cables - Molded, Fully Populated and Double Shielded 


CS2HB15MF 


CS2NB9MF-1 Premium Molded Black Cable, DB9 Male/Female, 1.0ft (0.3m) 14.90 14.01 13.11 CALL 
CS2NB9MF-2.5 Premium Molded Black Cable, DB9 Male/Female, 2.5ft (0.8m) 16.25 15.27 14.30 CALL 
CS2NB9MF-5 Premium Molded Black Cable, DB9 Male/Female, 5.0ft (1.5m) 18.50 17.39 16.28 CALL 
CS2NB9MF-10 Premium Molded Black Cable, DB9 Male/Female, 10.0ft (3.0m) 23.00 21.62 20.24 = CALL 
CS2NB9MF-25 Premium Molded Black Cable, DB9 Male/Female, 25.0ft (7.6m) 36.50 34.31 32.12 CALL 
CS2NB9MF-50 Premium Molded Black Cable, DB9 Male/Female, 50.0ft (15.2m) 59.00 55.46 51.92. CALL 
Premium HD15 Pin Black D-Sub Cables - Molded, Fully Populated and Double Shielded 
CS2HB15MF-1 Premium Molded Black Cable, HD15 Male/Female, 1.0ft (0.3m) 19.95 18.75 17.56 CALL 
CS2HB15MF-2.5 Premium Molded Black Cable, HD15 Male/Female, 2.5ft (0.8m) 21.55 20.26 18.96 CALL 
CS2HB15MF-5 Premium Molded Black Cable, HD15 Male/Female, 5.0ft (1.5m) 24.15 22.70 21.25 CALL 
CS2HB15MF-10 Premium Molded Black Cable, HD15 Male/Female, 10.0ft (3.0m) 29.40 27.64 25.87. CALL 
CS2HB15MF-15 Premium Molded Black Cable, HD15 Male/Female, 15.0ft (4.6m) 34.65 32.57 30.49 CALL 
CS2HB15MF-25 Premium Molded Black Cable, HD15 Male/Female, 25.0ft (7.6m) 45.15 42.44 39.73 CALL 
CS2HB15MF-50 Premium Molded Black Cable, HD15 Male/Female, 50.0ft (15.2m) 71.40 67.12 62.83 CALL 
Premium 25 Pin Black D-Sub Cables - Molded, Fully Populated and Double Shielded 
CS2NB25MF-1 Premium Molded Black Cable, DB25 Male/Female, 1.0ft (0.3m) 21.00 19.74 18.48 CALL 
CS2NB25MF-2.5 Premium Molded Black Cable, DB25 Male/Female, 2.5ft (0.8m) 22.50 21.15 19.80 CALL 
CS2NB25MF-5 Premium Molded Black Cable, DB25 Male/Female, 5.0ft (1.5m) 25.00 23.50 22.00 CALL 
CS2NB25MF-10 Premium Molded Black Cable, DB25 Male/Female, 10.0ft (3.0m) 30.00 28.20 26.40 CALL 
CS2NB25MF-25 Premium Molded Black Cable, DB25 Male/Female, 25.0ft (7.6m) 45.00 42.30 39.60 CALL 
CS2NB25MF-50 Premium Molded Black Cable, DB25 Male/Female, 50.0ft (15.2m) 70.00 65.80 61.60 CALL 
Replacement 4-40 Screws for CS2N, CS2H and CS2NB Series Assemblies - Sold in 10/ Packs 
TS-CS21 Replacement Screws for CS2N9, CS2N15, CS2H15, CS2NB9 Series Assemblies, Pkg/10 4.10 3.85 3.61 CALL 
TS-CS2N25 Replacement Screws for CS2N25 and CS2NB25 Series Assemblies, Pkg/10 4.10 3.85 3.61 CALL 
TS-CS2N37 Replacement Screws for CS2N37 Series Assemblies, Pkg/10 4.50 4.23 3.96 CALL 


= TS-CS2N37 


More lengths available. Go to L-com.com 


so 
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Item # Description 1-9 10-24 25-99 100+ | Crush resistant metal jacket 


over premium D-Sub cable. 


Metal Armored Cables - Double Shielded D-Sub Metal Armor Product Grid. All families are available 
with Additional Outer Metal Shield in lengths of 2.5, 5, 10, 15, 25 and 50 feet (0.8-15.2m). 


These unique cables feature a stainless steel crush resistant | oppo | Bis | oes | 
jacket over our premium D-Sub braid & foil shielded cable to 

provide protection in applications where standard cables MALE/ MALE CSMT9MM CSMT15MM CSMT25MM 
would be damaged due to excessive force. In addition, a 

custom steel internal enclosure under the backshell mold MALE/FEMALE | CSMT9MF CSMT15MF CSMT25MF 
provides further strength. Crush resistance is 1500 PSI Below are a few options, see L-com.com for complete 
(Pounds per Square Inch). P et 

product offering and pricing. 


Metal Armored Cables in DB9, 15 or 25, Male/ Male or Male/Female - Double Shielded 


SH PEVININE Sad 


CSMT9MF-2.5 Metal Armored Cable, DB9 Male/Female, 2.5ft (0.8m) 22.75 21.38 20.02 CALL 
CSMT9MF-5 Metal Armored Cable, DB9 Male/Female, 5.0ft (1.5m) 26.50 24.91 23.32 CALL 
CSMT9MF-10 Metal Armored Cable, DB9 Male/Female, 10.0ft (3.0m) 34.00 31.96 29.92 CALL 
CSMT9MF-15 Metal Armored Cable, DB9 Male/Female, 15.0ft (4.6m) 41.50 39.01 36.52 CALL 
CSMT9MF-25 Metal Armored Cable, DB9 Male/Female, 25.0ft (7.6m) 56.50 53.11 49.72 CALL 
CSMT9MF-50 Metal Armored Cable, DB9 Male/Female, 50.0ft (15.2m) 94.00 88.36 82.72 CALL 
Plastic Armored Cables - Double Shielded D-Sub Plastic Armor Product Grid. All families are available 
with Additional Outer Plastic Shield in lengths of 2.5, 5, 10, 15, 25 and 50 feet (0.8-15.2m). 


These unique cables feature a plastic crush resistant jacket 
Over our premium D-sub braid & foil shielded cable to 
provide protection in applications where standard cables 


MALE/ MALE CSPLIMM CSPL15MM CSPL25MM 
would be damaged due to excessive force. In addition, a 
custom steel internal enclosure under the backshell mold MALE/FEMALE | CSPLOMF CSPL15MF CSPL25MF 


provides further strength. Crush resistance is 800 PSI Below are a few options see L-com.com for complete 
(Pounds per Square Inch). ae , 
product offering and pricing. 


Plastic Armored Cables in DB9, 15 or 25, Male/Male or Male/Female - Double Shielded 


Crush resistant plastic jacket 
over premium D-Sub cable. 


CSPLOMF-2.5 Plastic Armored Cable, DB9 Male/Female, 2.5ft (0.8m) 20.75 1950 1826 CALL CSPL1SMF 
CSPLOMF-5 Plastic Armored Cable, DB9 Male/Female, 5.0ft (1.5m) 23.50 22.09 20.68 CALL 
CSPLOMF-10 Plastic Armored Cable, DB9 Male/Female, 10.0ft (3.0m) 29.00 27.26 25.52 CALL 
CSPLOMF-15 Plastic Armored Cable, DB9 Male/Female, 15.0ft (4.6m) 34.50 32.43 30.36 CALL 
CSPLOMF-25 Plastic Armored Cable, DB9 Male/Female, 25.0ft (7.6m) 45.50 42.77 40.04 CALL 
CSPLOMF-50 Plastic Armored Cable, DB9 Male/Female, 50.0ft (15.2m) 73.00 68.62 64.24 CALL 


Heavy Duty D-Sub Cables - 20 AWG Conductors, Double Shielded 

L-com's ground breaking D-Sub cables use 20 AWG conductors, the largest conductor most D-Sub connectors can accommodate. This allows for 
maximum current throughput as well as an extremely durable assembly. Other key features include double shielding to prevent against data 
corrupting EMI/RFI, threaded inserts allowing the cable to be panel mounted directly without use of an adapter, and straight through wiring to 
accommodate most applications. Standard lengths range from 1 to 50ft (0.3 to 15.2m) and custom lengths/pinouts are available with modest 
minimum requirements. 


Heavy Duty 9 Pin D-Sub Molded Cables with Thumbscrews - 20 AWG Conductors, Double Shielded 


CPMS9MM-1 Heavy Duty Molded Cable, DB9 Male/ Male, 1.0ft (0.3m) 17.43 16.38 15.34 = CALL 
CPMS9MM-2.5 Heavy Duty Molded Cable, DB9 Male/Male, 2.5ft (0.8m) 20.42 19.19 17.97 CALL CPMSOME 
CPMS9MM-5 Heavy Duty Molded Cable, DB9 Male/ Male, 5.0ft (1.5m) 25.31 23.79 22.27 ~— CALL 
CPMS9MM-10 Heavy Duty Molded Cable, DB9 Male/ Male, 10.0ft (3.0m) Spr 33.01 30.91 CALL 
CPMS9MM-25 Heavy Duty Molded Cable, DB9 Male/Male, 25.0ft (7.6m) 64.63 60.75 56.87 CALL 
CPMS9MM-50 Heavy Duty Molded Cable, DB9 Male/Male, 50.0ft (15.2m) 113.77 = 106.94 100.12 CALL 
CPMS9MF-1 Heavy Duty Molded Cable, DB9 Male/Female, 1.0ft (0.3m) 17.43 16.38 15:34:-) CALE 
CPMS9MF-2.5 Heavy Duty Molded Cable, DB9 Male/Female, 2.5ft (0.8m) 20.42 19.19 17.97 CALL 
CPMS9MF-5 Heavy Duty Molded Cable, DB9 Male/Female, 5.0ft (1.5m) 25.31 23.79 22/07 ae CALL 
CPMS9MF-10 Heavy Duty Molded Cable, DB9 Male/Female, 10.0ft (3.0m) Sone 33.01 30.91 CALL 
CPMS9MF-25 Heavy Duty Molded Cable, DB9 Male/Female, 25.0ft (7.6m) 64.63 60.75 56.87. CALL 
CPMS9MF-50 Heavy Duty Molded Cable, DB9 Male/Female, 50.0ft (15.2m) 113.77 106.94 100.12 CALL 
Heavy Duty 15 Pin D-Sub Molded Cables with Thumbscrews - 20 AWG Conductors, Double Shielded 
CPMS15MM-1 Heavy Duty Molded Cable, DB15 Male/Male, 1.0ft (0.3m) 24.20 22.75 21.30 CALL 
CPMS15MM-2.5 Heavy Duty Molded Cable, DB15 Male/Male, 2.5ft (0.8m) 28.82 27.09 25.36. CALL CPMS15ME 
CPMS15MM-5 Heavy Duty Molded Cable, DB15 Male/ Male, 5.0ft (1.5m) 36.54 34.35 32.16 CALL 
CPMS15MM-10 Heavy Duty Molded Cable, DB15 Male/Male, 10.0ft (3.0m) 51.98 48.86 45.74 CALL 
CPMS15MM-25 Heavy Duty Molded Cable, DB15 Male/Male, 25.0ft (7.6m) 98.33 92.43 86.53 CALL 
CPMS15MM-50 Heavy Duty Molded Cable, DB15 Male/Male, 50.0ft (15.2m) 175.56 165.03 154.49 CALL 
CPMS15MF-1 Heavy Duty Molded Cable, DB15 Male/Female, 1.0ft (0.3m) 24.20 Efe 21.30 CALL 
CPMS15MF-2.5 Heavy Duty Molded Cable, DB15 Male/Female, 2.5ft (0.8m) 28.82 27.09 25.36 CALL 
CPMS15MF-5 Heavy Duty Molded Cable, DB15 Male/Female, 5.0ft (1.5m) 36.54 34.35 32.16 CALL 
CPMS15MF-10 Heavy Duty Molded Cable, DB15 Male/Female, 10.0ft (3.0m) 51.98 48.86 45.74 CALL 
CPMS15MF-25 Heavy Duty Molded Cable, DB15 Male/Female, 25.0ft (7.6m) 98.33 92.43 86.53 CALL 
CPMS15MF-50 Heavy Duty Molded Cable, DB15 Male/Female, 50.0ft (15.2m) 175.56 165.03 154.49 CALL 
Heavy Duty 25 Pin D-Sub Molded Cables with Thumbscrews - 20 AWG Conductors, Double Shielded 
CPMS25MN-1 Heavy Duty Molded Cable, DB25 Male/Male, 1.0ft (0.3m) 32.03 30.11 28.19 CALL 
CPMS25MN-2.5 Heavy Duty Molded Cable, DB25 Male/Male, 2.5ft (0.8m) 40.06 37.66 35.25 CALL 
CPMS25MN-5 Heavy Duty Molded Cable, DB25 Male/Male, 5.0ft (1.5m) 53.39 50.19 46.98 CALL 
CPMS25MM-10 Heavy Duty Molded Cable, DB25 Male/Male, 10.0ft (3.0m) 80.06 75.26 70.45  ~=CALL 
CPMS25MM-25 Heavy Duty Molded Cable, DB25 Male/Male, 25.0ft (7.6m) 160.13 150.52 140.91 CALL 
CPMS25MM-50 Heavy Duty Molded Cable, DB25 Male/Male, 50.0ft (15.2m) 293.53 275.92 258.31 CALL 
CPMS25MF-1 Heavy Duty Molded Cable, DB25 Male/Female, 1.0ft (0.3m) 32.03 30.11 28.19 CALL 
CPMS25MF-2.5 Heavy Duty Molded Cable, DB25 Male/Female, 2.5ft (0.8m) 40.06 37.66 35.25 CALL 
CPMS25MF-5 Heavy Duty Molded Cable, DB25 Male/Female, 5.0ft (1.5m) 53.39 50.19 46.98 CALL 
CPMS25MF-10 Heavy Duty Molded Cable, DB25 Male/Female, 10.0ft (3.0m) 80.06 75.26 70.45 CALL 
CPMS25MF-25 Heavy Duty Molded Cable, DB25 Male/Female, 25.0ft (7.6m) 160.13 150.52 140.91 CALL 
CPMS25MF-50 Heavy Duty Molded Cable, DB25 Male/Female, 50.0ft (15.2m) 293.53 275.92 258.31 CALL ————— 
Replacement 4-40 Screws for CPMS Series Assemblies - Sold in 10/ Packs PP Bereta, 
TS-CSMN Replacement Scrows for CPMS Series Assemblies, Pkg/10 4.75 4.46 418 CALL 


L-com se 
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Wy New 1ft lengths now available Item # Description 1-9 10-24 25-99 100+ 
co . Data Cables -With Reversible Hardware to Mate Any Serial Cables or Mount on Panels 
=) L-com is proud to offer an exc/usive family of D-Sub data cables featuring user defined mounting hardware. Each cable end is capable of being 
= connected with either male jack screws or female hex standoffs regardless of D-Sub gender. This capability allows a user much more flexibility to 
treet interface ports with opposite gender hardware. A by-product feature is to use the same cable with the male or female connector end mounted on 
= a panel. No other standard off-the-shelf cable has this capability. The secret is in the kit of four custom hex standoffs that are included with each 
= cable assembly. The specially made cable readily accepts these hex standoffs mounting on panels no thicker than 0.062" (0.2cm). 
ca Reversing Hardware 9 Pin D-Sub Cables-Are Shielded and Fully Populated 
a CRMN9MN-2.5 Reversible Hardware Molded Cable, DB9 Male/ Male, 2.5ft (0.8m) 14.75 14.16 13.57 CALL 
4 CRMN9SMM-5 Reversible Hardware Molded Cable, DB9 Male/ Male, 5.0ft (1.5m) 15.75 15.12 14.49 CALL 
Q CRMN9MM-10 Reversible Hardware Molded Cable, DB9 Male/ Male, 10.0ft (3.0m) 17.50 16.80 16.10 CALL 
CRMN9MM-25 Reversible Hardware Molded Cable, DB9 Male/ Male, 25.0ft (7.6m) 22.75 21.84 20.93 CALL 
CRMN9OMF-1 Reversible Hardware Molded Cable, DB9 Male/Female, 1.0ft (0.3m) 14.25 13.68 13.11 CALL 
CRMNOMF-2.5 Reversible Hardware Molded Cable, DB9 Male/Female, 2.5ft (0.8m) 14.75 14.16 13.57 CALL 
CRMN9MF-5 Reversible Hardware Molded Cable, DB9 Male/Female, 5.0ft (1.5m) 15.75 15.12 14.49 CALL 
CRMN9OMF-10 Reversible Hardware Molded Cable, DB9 Male/Female, 10.0ft (3.0m) 17.50 16.80 16.10 CALL 
CRMN9MF-15 Reversible Hardware Molded Cable, DB9 Male/Female, 15.0ft (4.6m) 19.25 18.48 17.71 CALL 
More lengths available. CRMNOFF-2.5 Reversible Hardware Molded Cable, DB9 Female/Female, 2.5ft (0.8m) 14.75, 1416) 13:57 a Gabe 
Go to L-com.com CRMNOFF-5 Reversible Hardware Molded Cable, DB9 Female/Female, 5.0ft (1.5m) 15.75 15.12 14.49 CALL 
= CRMNOFF-15 Reversible Hardware Molded Cable, DB9 Female /Female, 15.0ft (4.6m) 19.25 18.48 17.71 CALL 
Comes complete with male and CRMNOFF-25 Reversible Hardware Molded Cable, DB9 Female/Female, 25.0ft (7.6m) 22.75 21.84 20.93 CALL 
female 4-40 hardware plus Reversing Hardware 15 Pin D-Sub Cables -Are Shielded and Fully Populated 
instruction sheet. CRMN15MM-1 Reversible Hardware Molded Cable, DB15 Male/Male, 1.0ft (0.3m) 18.45 16.97 15.50 CALL 
STEP 1 CRMN15MM-2.5 Reversible Hardware Molded Cable, DB15 Male/ Male, 2.5ft (0.8m) 18.90 17.39 15.88 CALL 
; CRMN15MM-5 Reversible Hardware Molded Cable, DB15 Male/Male, 5.0ft (1.5m) 20.25 18.63 17.01 CALL 
ay i CRMN15MM-10 Reversible Hardware Molded Cable, DB15 Male/Male, 10.0ft (3.0m) 22.60 20.79 18.98 CALL 
CRMN15MF-5 Reversible Hardware Molded Cable, DB15 Male/Female, 5.0ft (1.5m) 20.25 18.63 17.01 CALL 
CRMN15MF-10 Reversible Hardware Molded Cable, DB15 Male/Female, 10.0ft (3.0m) 22.60 20.79 18.98 CALL 
CRMN15MF-15 Reversible Hardware Molded Cable, DB15 Male/Female, 15.0ft (4.6m) 24.95 22.95 20.96 CALL 
CRMN15FF-2.5 Reversible Hardware Molded Cable, DB15 Female/Female, 2.5ft (0.8m) 18.90 17.39 15.88 CALL 
CRMN15FF-5 Reversible Hardware Molded Cable, DB15 Female/Female, 5.0ft (1.5m) 20.25 18.63 17.01 CALL 
CRMN15FF-15 Reversible Hardware Molded Cable, DB15 Female/Female, 15.0ft (4.6m) 24.95 22.95 20.96 CALL 
thumbeorews recerdlese of D-Sub gender | Reversing Hardware 25 Pin D-Sub Cables-Are Shielded and Fully Populated 
CRMN25MN-2.5 Reversible Hardware Molded Cable, DB25 Male/Male, 2.5ft (0.8m) 21.50 20.64 19.78 CALL 
STEP 2 CRMN25MM-5 Reversible Hardware Molded Cable, DB25 Male/Male, 5.0ft (1.5m) 93.25 2939 9130.0 nm 
A Romina CRMN25MM-25 Reversible Hardware Molded Cable, DB25 Male/Male, 25.0ft (7.6m) 36.25 34.80 33.35 CALL 
CRMN25MF-1 Reversible Hardware Molded Cable, DB25 Male/Female, 1.0ft (0.3m) 20.65 19.82 19.00 CALL 
CRMN25MF-2.5 Reversible Hardware Molded Cable, DB25 Male/Female, 2.5ft (0.8m) 21.50 20.64 19.78 CALL 
CRMN25MF-10 Reversible Hardware Molded Cable, DB25 Male/Female, 10.0ft (3.0m) 26.50 25.44 24.38 CALL 
CRMN25MF-15 Reversible Hardware Molded Cable, DB25 Male/Female, 15.0ft (4.6m) 29.75 28.56 27.37 CALL 
CRMN25FF-5 Reversible Hardware Molded Cable, DB25 Female/Female, 5.0ft (1.5m) 23.25 22.32 21.39 CALL 
: ‘ CRMN25FF-10 Reversible Hardware Molded Cable, DB25 Female/Female, 10.0ft (3.0m) 26.50 25.44 24.38 CALL 
| If you need a female fastening system, CRMN25FF-15 Reversible Hardware Molded Cable, DB25 Female/Female, 15.0ft (4.6m) 29.75 28.56 27.37 CALL 
simply unscrew the knurled thumbscrew. | Reversing Hardware 37 Pin D-Sub Cables -Are Shielded and Fully Populated 
STEP 3 CRMN37MM-5 Reversible Hardware Molded Cable, DB37 Male/Male, 5.0ft (1.5m) 38.60 35.51 3242 CALL 
ae CRMN37MM-15 Reversible Hardware Molded Cable, DB37 Male/ Male, 15.0ft (4.6m) 48.60 44.71 40.82 CALL 
CRMN37MF-2.5 Reversible Hardware Molded Cable, DB37 Male/Female, 2.5ft (0.8m) 36.00 33.12 30.24 CALL 
CRMN37MF-10 Reversible Hardware Molded Cable, DB37 Male/Female, 10.0ft (3.0m) 43.60 40.11 36.62 CALL 
CRMN37MF-25 Reversible Hardware Molded Cable, DB37 Male/Female, 25.0ft (7.6m) 58.55 53.87 49.18 CALL 
CRMN37FF-2.5 Reversible Hardware Molded Cable, DB37 Female/Female, 2.5ft (0.8m) 36.00 33.12 30.24 CALL 
Then: install (thread) hex jack screws, CRMN37FF-5 Reversible Hardware Molded Cable, DB37 Female/Female, 5.0ft (1.5m) 38.60 35.51 32.42 CALL 
provided. CRMN37FF-15 Reversible Hardware Molded Cable, DB37 Female/Female, 15.0ft (4.6m) 48.60 44.71 40.82 CALL 
STEP 4 Replacement 4-40 Screws for CRMN Series Assemblies - Sold in 10/ Packs 
TS-CSMN Replacement Screws for CRMN Series Assemblies, Pkg/10 4.75 4.46 418 CALL 


DB9, HD15, DB15, DB25 and DB37 Low Profile Right Angle Adapters - Molded and Fully Shielded 


Connecting cables in tight spaces can be a problem in many applications. These low profile adapters solve this problem by allowing cables to be 
connected at a 90 degree angle. Three versions are available for each connector size allowing cables to exit in opposite directions. Adapters are 


To install your cable on a panel it should male to female, fully shielded and are overmolded with Gray PVC. Mating hardware is reversible allowing for use in virtually any application. 


be no thicker than 0.062". Simply follow 


step 2. Provide proper panel opening, DG909MF1 Low Profile Right Angle Adapter, DB9 Male/Female, Cable Exit 1 7.83 7.36 6.89 CALL 
install the hex jack screw and tighten. DG909MF2 Low Profile Right Angle Adapter, DB9 Male/Female, Cable Exit 2 7.83 7.36 6.89 CALL 
DG909MF3 Low Profile Right Angle Adapter, DB9 Male/Female, Cable Exit 3 7.83 7.36 6.89 CALL 

DG90H15MF1 Low Profile Right Angle Adapter, HD15 Male/Female, Cable Exit 1 8.91 8.38 7.84 CALL 

DG90H15MF2 Low Profile Right Angle Adapter, HD15 Male/Female, Cable Exit 2 8.91 8.38 7.84 CALL 

DG90H15MF3 Low Profile Right Angle Adapter, HD15 Male/Female, Cable Exit 3 8.91 8.38 7.84 CALL 

DG9015MF1 Low Profile Right Angle Adapter, DB15 Male/Female, Cable Exit 1 8.91 8.38 7.84 CALL 

DG9015MF2 Low Profile Right Angle Adapter, DB15 Male/Female, Cable Exit 2 8.91 8.38 7.84 CALL 

DG9015MF3 Low Profile Right Angle Adapter, DB15 Male/Female, Cable Exit 3 8.91 8.38 7.84 CALL 

DG9025MF1 Low Profile Right Angle Adapter, DB25 Male/Female, Cable Exit 1 11.12 10.45 9.79 CALL 

= DG9025MF2 Low Profile Right Angle Adapter, DB25 Male/Female, Cable Exit 2 11.12 10.45 9.79 CALL 
rons DG9025MF3 Low Profile Right Angle Adapter, DB25 Male/Female, Cable Exit 3 11.12 10.45 9.79 CALL 
DG9037MF1 Low Profile Right Angle Adapter, DB37 Male/Female, Cable Exit 1 13.39 12.59 11.78 CALL 

DG9037MF2 Low Profile Right Angle Adapter, DB37 Male/Female, Cable Exit 2 13.39 12.59 11.78 - CALL 

DG9037MF3 Low Profile Right Angle Adapter, DB37 Male/Female, Cable Exit 3 13.39 12.59 11.78 CALL 

TS-DG90 Replacement 4-40 Screws for DG90 Right Angle Adapters, Pkg/10 4.30 4.04 3.78 CALL 


DG9015MF2 
Cable Exit 2 


Go to L-com.com for tip detailing 


DG9025MF1 » DG9037MF3 
cable exits 1, 2 and 3 Cable Exit 1 Cable Exit 3 
L-Ccorm 2*...,, 
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Item # Description 1-9 10-24 25-99 100+ GCPH15F 
Slimline D-Sub Gender Changers /Adapters without Hardware for Panel Mounting a 
GCP9F Slim-Line Gender Changer, DB9 Female/Female, no Hardware 4.99 4.49 3.99 CALL wm 
GCP15F Slim-Line Gender Changer, DB15 Female/ Female, no Hardware 6.29 5.66 5.03 CALL = 
GCP25F Slim-Line Gender Changer, DB25 Female/Female, no Hardware 7.09 6.38 5.67 CALL 
GCPH15F Slim-Line Gender Changer, HB15 Female /Female, no Hardware 8.09 7.28 6.47 ~— CALL = 
Slim-Line Gender Changer /Adapters - Reduce Port Receptacle Strain Up To 90% a 
DGB9F Slim-Line Gender Changer, DB9 Female /Female 4.95 4.46 3.96 CALL p= 
DGB9M Slim-Line Gender Changer, DB9 Male/ Male 4.95 4.46 3.96 CALL = 
DGB15F Slim-Line Gender Changer, DB15 Female/ Female 5.95 5.36 4.76 CALL 
DGB15M Slim-Line Gender Changer, DB15 Male/ Male 5.95 5.36 476 CALL and 
DGB25F Slim-Line Gender Changer, DB25 Female / Female 6.95 6.25 5.56 CALL Lun 
DGB25M Slim-Line Gender Changer, DB25 Male/Male 6.95 6.25 5.56 CALL 
DGB37F Slim-Line Gender Changer, DB37 Female/ Female 8.95 8.05 7.16 =CALL 
DGB37M Slim-Line Gender Changer, DB37 Male/ Male 8.95 8.05 7.16 CALL 
DGB50F Slim-Line Gender Changer, DB50 Female/ Female 10.95 9.86 8.76 CALL 
DGB50M Slim-Line Gender Changer, DB50 Male/Male 10.95 9.86 8.76 CALL 
Socket Saver Adapters - Extend D-Sub Connector Usage and Avoid Major Repairs 
DGB9OMF Slim-Line Socket Saver, DB9 Male/Female 4.95 4.46 3.96 CALL 
DGB15MF Slim-Line Socket Saver, DB15 Male/Female 5.95 5.36 4.76 CALL 
DGB25MF Slim-Line Socket Saver, DB25 Male/Female 6.95 6.25 5.56 CALL 
DGB37MF Slim-Line Socket Saver, DB37 Male/Female 8.95 8.05 7.16 CALL 
DGBSOMF Slim-Line Socket Saver, DB50 Male/Female 10.95. 068, 28.76 CALL |, DGBOOM vn 
F ‘ . ® : ‘ ‘ a 
High-Density Slim-Line Gender Changers - Same Small Size for High-Density D-Subs : : 
DGBH15F Slim-Line Gender Changer, HD15 Female /Female 7.95 7.16 6.36 CALL High-Density D-Sub 
DGBH15M Slim-Line Gender Changer, HD15 Male/Male 7.95 7.16 6.36 CALL _ DGBH44F 
DGBH26F Slim-Line Gender Changer, HD26 Female/ Female 10.55 9.50 8.44 = CALL 
DGBH26M Slim-Line Gender Changer, HD26 Male/Male 10.55 9.50 8.44 ~=CALL 
DGBH44F Slim-Line Gender Changer, HD44 Female / Female 11.71 10.54 013 (eee GALES 
DGBH44M Slim-Line Gender Changer, HD44 Male/Male 11.71 10.54 9.37 CALL 
DGBH62F Slim-Line Gender Changer, HD62 Female/Female 15.23 13.71 12.18 CALL 
DGBH62M Slim-Line Gender Changer, HD62 Male/Male 15.23 SHA 12.18 CALL 
DGBH78F Slim-Line Gender Changer, HD78 Female/ Female 16.43 14.79 13.14 CALL 
DGBH78M Slim-Line Gender Changer, HD78 Male/Male 16.43 14.79 13.14 = CALL 
High-Density Socket Saver Adapters - Great for Preventing Wear on High-Density Connectors 
DGBH15MF Slim-Line Socket Saver, HD15 Male/Female 7.95 7.16 6.36 CALL 
DGBH26MF Slim-Line Socket Saver, HD26 Male/Female 10.55 9.50 8.44 CALL 
DGBH44MF Slim-Line Socket Saver, HD44 Male/Female 11.71 10.54 9.37 CALL 
DGBH62MF Slim-Line Socket Saver, HD62 Male/Female 15.23 13.71 12.18 CALL 
DGBH78MF Slim-Line Socket Saver, HD78 Male/Female 16.43 14.79 13.14 CALL 3 
Slim-Line Filter Adapters - Ferrite or Capacitive - Economically Reduce EMI | fe DGFC25ME 
Choose from ferrite block or 820pF capacitor to solve EMI issues in electrically noisy environments. ' 
DGFOMF Ferrite Filter (EMI) Adapter, DB9 Male/Female 8.35 7.68 7.01 CALL 
DGF15MF Ferrite Filter (EMI) Adapter, DB15 Male/Female 9.40 8.65 7.90 CALL 
DGF25MF Ferrite Filter (EMI) Adapter, DB25 Male/Female 10.45 9.61 8.78 CALL 
DGF37MF Ferrite Filter (EMI) Adapter, DB37 Male/Female 12.55 11.55 10.54 = CALL 
DGF100K Engineer's Kit with 4 EMI Adapters 42.85 39.42 35.99 CALL 
DGFC9MF Capacitive Filter (EMC) Adapter, DB9 Male/Female 9.85 9.06 8.27. CALL 
DGFC15MF Capacitive Filter (EMC) Adapter, DB15 Male/Female 12.05 11.09 10.12 = CALL 
DGFC25MF Capacitive Filter (EMC) Adapter, DB25 Male/Female 15.35 14.12 12.89 CALL 
DGFC37MF Capacitive Filter (EMC) Adapter, DB37 Male/Female 23.05 21.21 19.36 CALL 
DGFC100K Engineer's Kit with 4 EMC Adapters 59.35 54.60 49.85 CALL 


DB9, DB15, DB25 or HD15 Connectors for Field Termination - Panel Mountable, Male or Female 


These connectors provide an easy and convenient way to perform field termination of any DB9, DB15, DB25 or HD15 cable. Separate connection 


points are provided for all positions of the connector plus the ground. The terminal block area is clearly marked making proper termination virtually ae nl 
foolproof. Pane! mountable for thickness up to 0.062" (0.2cm). Please note the orientation of the terminal blocks on the male connectors. DGBOMT1-CVR 
DGB9FT DB9 Female Connector for Field Termination 8.70 8.18 7.66 CALL shown on connector 
DGB15FT DB15 Female Connector for Field Termination 10.25 9.63 9.02 CALL Le” 
DGB25FT DB25 Female Connector for Field Termination 12.60 11.84 11.09 CALL 
DGBH15FT SVGA HD15 Female Connector for Field Termination 11.03 10.37 9.71 CALL 4 
DGB9MT1 DB9 Male Connector for Field Termination 8.70 8.18 7.66 CALL 
DGB15MT1 DB15 Male Connector for Field Termination 10.25 9.63 9.02 CALL 
DGB25MT1 DB25 Male Connector for Field Termination 12.60 11.84 17.09 CALL DGBOMT1-CVR 
DGBH15MT1 SVGA HD15 Male Connector for Field Termination 10.50 9.87 9.24 CALL 


Covers for DGB9 Field Termination Connectors 


These secure, snap together covers provide protection and strain relief for our popular DGB9FT and DGB9MT1 field termination connectors. Simply 
snap together the two cover halves over the terminated connector and secure exiting cable or wires with a tie wrap (included). Additional covers 
for other connectors will be available soon. 


DGB9FT-CVR Cover for DGB9FT Field Termination Connector 2.20 2.07 1.94 CALL 
DGB9MT1-CVR Cover for DGB9MT1 Field Termination Connector 2.20 2.07 1.94 CALL 


DB9, DB15, DB25 or HD15 Female Connectors for Field Termination with Screwless Terminal Block 


Screwless terminal block design with spring clamp provides reliable electrical connections without special tools. Simply depress the spring clamp, 
insert wire, release and the wire is secure. Panel mountable for thickness up to 0.062" (0.2cm). 


DGSOFT DB9 Female Connector for Field Termination 9.20 8.65 8.10 CALL 
DGS15FT DB15 Female Connector for Field Termination 10.80 10.15 9.50 CALL 
DGS25FT DB25 Female Connector for Field Termination 13.40 12.60 11.79 CALL 
DGSH15FT HD15 Female Connector for Field Termination 11.05 10.39 9.72 CALL 


Y Adapters / Splitters for DB9, DB15 and DB25 Connector Sizes 


These handy Y adapters are wired straight through for applications requiring splitting signals. The single end is male while the dual/split end is 
female for easy attachment to standard cable assemblies. 


ADPT-DB9Y Y Splitter Adapter, DB9M - DBOF & DB9F 10.45 10.03 9.61 CALL 
ADPT-DB15Y Y Splitter Adapter, DB15M - DB15F & DB15F 12.10 11.62 11.13 CALL 
ADPT-DB25Y Y Splitter Adapter, DB25M - DB25F & DB25F 15.40 14.78 14.17 CALL 
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WPSD9S Item # Description 1-9 10-24 25-99 100+ 


i 
ce Waterproof D-Sub Connectors and Backshells - IEC IP67 Rated 
= Harsh outdoor or indoor environments can destroy electronic equipment. Standard D-Sub connectors are not intended to withstand contaminants 
~y such as water and dust. By utilizing tough ABS housings, rubber gaskets and silicone insulating rings, these products achieve IEC IP67 ratings. 
= Panel mounted D-Sub solder connectors are rear mounted and fit into standard D-Sub holes. Backshells conform to a variety of cable diameters 
— by adjusting the sealing nut. L-com will manufacture cable assemblies using waterproof backshells with modest minimum requirements. 
= Waterproof D-Sub Panel Mount Solder Connectors 
= WPSD9P Waterproof Panel Mount Solder Cup D-Sub Connector, DB9M 14.45 13.58 12.72 CALL 
Fp) WPSD9S Waterproof Panel Mount Solder Cup D-Sub Connector, DB9F 14.45 13.58 12:72" 5 CALE 
J WPSDH15S WPSD15P Waterproof Panel Mount Solder Cup D-Sub Connector, DB15M 16.55 15.56 14.56 CALL 
=) WPSD15S Waterproof Panel Mount Solder Cup D-Sub Connector, DB15F 16.55 15.56 14.56 CALL 
WPSD25P Waterproof Panel Mount Solder Cup D-Sub Connector, DB25M 18.65 17.53 16.41 CALL 
WPSD25S Waterproof Panel Mount Solder Cup D-Sub Connector, DB25F 18.65 17.53 16.41 CALL 
WPSDH15P Waterproof Panel Mount Solder Cup D-Sub Connector, HD15M 16.55 15.56 14.56 CALL 
a WPSDH15S Waterproof Panel Mount Solder Cup D-Sub Connector, HD15F 16.55 15.56 14.56 CALL 


WPSD1-CVR Waterproof D-Sub Connector Covers 


L-com's WPSD series of waterproof covers are perfect for protecting D-subminiature connectors from contamination and moisture. Designed for 


x harsh environments, these protective covers can be used with L-com's WPSD series waterproof D-sub connectors to ensure IP67 rated protection. 


WPSD3-CVR WPSD1-CVR Waterproof D-Sub Connector Cover, DB9 and HD15 7.15 6.72 6.29 CALL 
WPSD2-CVR Waterproof D-Sub Connector Cover, DB15 7.45 7.00 6.56 CALL 
WPSD3-CVR Waterproof D-Sub Connector Cover, DB25 7.70 7.24 6.78 CALL 


Waterproof D-Sub Backshell Kits 

These backshell kits include solder cup connectors and are also available in male or female genders and DB9, DB15, DB25 and HD15 sizes. The 
connectors will accommodate wire ranges from 30-20AWG. Backshell construction features ABS housings, nylon seals, nickel plated brass 
thumbscrews and rubber sealing gaskets to insure IEC IP67 rating. Color: Black. 


WPDB9S-KIT 


WPDB25P-KIT 
2 WPDB9P-KIT Waterproof D-Sub Backshell Kit, DB9M 16.55 15.56 14.56 CALL 
WPDB9S-KIT Waterproof D-Sub Backshell Kit, DB9F 16.55 15.56 14.56 CALL 
WPDB15P-KIT Waterproof D-Sub Backshell Kit, DB15M 18.65 W753 16.41 CALL 
WPDB15S-KIT Waterproof D-Sub Backshell Kit, DB15F 18.65 17.53 16.41 CALL 
WPDB25P-KIT Waterproof D-Sub Backshell Kit, DB25M 21.80 20.49 19.18 CALL 
WPDB25S-KIT Waterproof D-Sub Backshell Kit, DB25F 21.80 20.49 19.18 CALL 
WPHDB15P-KIT Waterproof D-Sub Backshell Kit, HD15M 14.45 13.29 12.14 CALL 
WPHDB15S-KIT Waterproof D-Sub Backshell Kit, HD15F 14.45 13.29 12.14 CALL 


D-Sub Style Bulk Packaged Connectors - Solder and Crimp Styles 


Save time and money with these new D-Sub style connector multi packs. Packed in convenient trays, these connectors are ideal for high volume 


WPHDB15S-KIT : : ‘ : oe ae 
production. Offered in both solder and crimp versions these connectors are perfect for all of your cable termination needs. 


SD9P-TRAY Solder Cup D-Sub Connector, DB9 Male, Tray of 50 42.35 38.96 35.57 CALL 
SD15P-TRAY Solder Cup D-Sub Connector, DB15 Male, Tray of 70 67.40 62.01 56.62 CALL 
WPHDB15P-KIT SD25P-TRAY Solder Cup D-Sub Connector, DB25 Male, Tray of 50 55.85 51.38 46.91 CALL 
SD37P-TRAY Solder Cup D-Sub Connector, DB37 Male, Tray of 40 135.55 124.71 113.86 CALL 
SD50P-TRAY Solder Cup D-Sub Connector, DB50 Male, Tray of 40 172.50 158.70 144.90 CALL 
SD9S-TRAY Solder Cup D-Sub Connector, DB9 Female, Tray of 50 44.30 40.76 37.21 CALL 
SD15S-TRAY Solder Cup D-Sub Connector, DB15 Female, Tray of 70 70.10 64.49 58.88 CALL 
SD25S-TRAY Solder Cup D-Sub Connector, DB25 Female, Tray of 50 59.70 54.92 50.15 CALL 
SD37S-TRAY Solder Cup D-Sub Connector, DB37 Female, Tray of 40 143.25 131.79 120.33 CALL 
SD50S-TRAY Solder Cup D-Sub Connector, DB50 Female, Tray of 40 181.75 = 167.21 152.67. CALL 
Insertion Style D-Sub Connectors Accept Industry Standard Pins and Sockets 
C&P9M-TRAY Insertion Type D-Sub Connector, DB9 Male, Tray of 50 26.95 24.79 22.64 CALL 
C&P15M-TRAY Insertion Type D-Sub Connector, DB15 Male, Tray of 50 30.80 28.34 25.87 CALL 
C&P25M-TRAY Insertion Type D-Sub Connector, DB25 Male, Tray of 50 34.65 31.88 29.11 CALL 
C&P37M-TRAY Insertion Type D-Sub Connector, DB37 Male, Tray of 40 75.50 69.46 63.42 CALL 
C&P50M-TRAY Insertion Type D-Sub Connector, DB50 Male, Tray of 40 124.75 114.77 104.79 CALL 
C&P9F-TRAY Insertion Type D-Sub Connector, DB9 Female, Tray of 50 30.80 28.34 25.87. CALL 
C&P15F-TRAY Insertion Type D-Sub Connector, DB15 Female, Tray of 50 34.65 31.88 29.11 CALL 
SD25P-TRAY C&P25F-TRAY Insertion Type D-Sub Connector, DB25 Female, Tray of 50 38.50 35.42 32.34 CALL 
(rear) ig Bee aay C&P37F-TRAY Insertion Type D-Sub Connector, DB37 Female, Tray of 40 78.55 72.27 65.98 CALL 
(front) y C&P50F-TRAY Insertion Type D-Sub Connector, DB50 Female, Tray of 40 127.85 117.62 107.39 CALL 
es , Item # Description List Price 


Heavy Duty Double Shielded Multiconductor Data Cable - 20 AWG Conductors, Foil + Braid Shield 


Large gauge cable is now available for applications requiring higher current than typical data systems use. Features a dark gray UL2464 listed 


paket CT PVC jacket, aluminum mylar foil shield, tinned copper braid and 20 AWG stranded conductors. Available in 100, 500 or 1,000 foot 
C&P25M-TRAY 


(30.5m, 152.4m and 304.8m) spools. 


CSCPMS09-100 9 Conductor 20 AWG Double Shielded Bulk Cable, 100ft (30.5m) Coil 229.32 

(front) CSCPMS09-500 9 Conductor 20 AWG Double Shielded Bulk Cable, 500ft (152.4m) Spool 1087.80 

CSCPMSO09-1000 9 Conductor 20 AWG Double Shielded Bulk Cable, 1000ft (304.8m) Spool 2058.00 

CSCPMS09-100 CSCPMS15-100 15 Conductor 20 AWG Double Shielded Bulk Cable, 100ft (30.5m) Coil 352.80 

© 9 Conductors CSCPMS15-500 15 Conductor 20 AWG Double Shielded Bulk Cable, 500ft (152.4m) Spool 1705.20 

CSCPMS15-1000 15 Conductor 20 AWG Double Shielded Bulk Cable, 1000ft (304.8m) Spool 3234.00 

St CSCPMS25-100 25 Conductor 20 AWG Double Shielded Bulk Cable, 100ft (30.5m) Coil 617.40 

= Laer” CSCPMS25-500 25 Conductor 20 AWG Double Shielded Bulk Cable, 500ft (152.4m) Spool 2940.00 

CSCPMS15-100 CSCPMS25-1000 25 Conductor 20 AWG Double Shielded Bulk Cable, 1000ft (304.8m) Spool 5586.00 

* 15 Conductors Bulk Multiconductor Data Cable - 24 AWG Stranded Conductors 
etn, . Wes = Conductors are 24 AWG 7/32 stranded conductors with PVC insulation. Jacket is also PVC, color is Chrome Gray. Foil shielding with tinned 
drain wire. 

CS9-100 9 Conductor 24 AWG Bulk Cable, 100ft (30.5m) Coil 37.49 

CS25-100 CS9-500 9 Conductor 24 AWG Bulk Cable, 500ft (152.4m) Spool 187.43 

* 25 Conductors CS9-1000 9 Conductor 24 AWG Bulk Cable, 1000ft (304.8m) Spool 374.85 

— - CS25-100 25 Conductor 24 AWG Bulk Cable, 100ft (30.5m) Coil 88.20 

CS25-500 25 Conductor 24 AWG Bulk Cable, 500ft (152.4m) Spool 441.00 

CS25-1000 25 Conductor 24 AWG Bulk Cable, 1000ft (304.8m) Spool 882.00 
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Item # Description 1-9/5 10-24 = 25-99.” 1004 

Crimp & Poke Contacts - Choose Pins or Sockets, Flash or 30p (0.762um) i § Pko/t0 st 
CPM10 Crimp & Poke Male Pins - Gold Flash, Pkg/10 2.80 2.58 2.35 CALL — 
CPM100 Crimp & Poke Male Pins - Gold Flash, Reel/100 16.80 15.46 14.11 CALL [=> 
CPM10-30U Crimp & Poke Male Pins - 30p (0.762um) Gold, Pkg/10 3.65 3.36 3:07. CALL — 
CPM100-30U Crimp & Poke Male Pins - 30 (0.762um) Gold, Reel/100 21.85 20.10 18.35 CALL Lm 
CPF10 Crimp & Poke Female Sockets - Gold Flash, Pkg/10 3.40 3.13 2.86 CALL = 
CPF100 Crimp & Poke Female Sockets - Gold Flash, Reel/100 20.20 18.58 16.97 CALL = 
CPF10-30U Crimp & Poke Female Sockets - 30y (0.762um) Gold, Pkg/10 4.20 3.86 3.53 CALL ree] 
CPF100-30U Crimp & Poke Female Sockets - 30y (0.762um) Gold, Reel/100 25.20 2318 21.17 CALL = 

D-Subminiature Contact Crimp Tool- For Crimp & Poke Series Pins and Sockets Luu 
CP3127CT D-Sub Contact Crimp Tool 132,00 29.30) 85 126:720) BIGALL 


Metalized Plastic D-Sub Hoods - Low Profile and Contemporary Style and Finish oe 


These hoods are offered in three basic sizes, in attractive matte metalized (shielded) finish. Well constructed with metal strain relief bar, two screw 
closure and long knurled thumbscrews. 


SDRSOSHOT Assembled Hood Kit, DB9 Matte Chrome 2.10 1.93 1.76 CALL 
SDRS15HOT Assembled Hood Kit, DB15 Matte Chrome 2.21 2.03 1.86 CALL 
SDRS25HOT Assembled Hood Kit, DB25 Matte Chrome 2.31 2.13 1.94 CALL 


Plastic Hoods - Mate with D-Subminiature Connectors for Cabling 


Molded plastic hoods are made of flame retardant materials. The metalized version is chrome plated providing conductivity and an RFI/EMI shield. 
A cable strain relief is also included. 


as Ny SDRS25HOT 


ae 


SDC9G Assembled Hood Kit, DB9 Gray 0.95 0.87 0.80 CALL 
SDC15G Assembled Hood Kit, DB15 Gray 1.10 1.01 0.92 CALL 
SDC25G Assembled Hood Kit, DB25 Gray 1.16 1.07 0.97 CALL 
SDC37G Assembled Hood Kit, DB37 Gray 1.31 1.21 1.10 CALL 
SDC9M Assembled Hood Kit, DB9 Metalized Chrome 1.16 1.07 0.97 CALL 
SDC15M Assembled Hood Kit, DB15 Metalized Chrome 1.37 1.26 oon CALI 
SDC25M Assembled Hood Kit, DB25 Metalized Chrome 1.47 1.35 1.23. CALL 
04X44S SDC Thumbscrew, 4-40 Thread 0.48 0.44 0.40 CALL 


D-Sub Metal Hood Kits - Choice of Five Grommets to Satisfy all Size Requirements 


Cast alloy metal construction with a matte nickel plate finish over tin and copper for the best conductivity. Kit includes a set of five grommets and 
4-40 thread mounting screws. 


SDC9AG Assembled Hood Kit, DB9 Metal 2.82 2.65 2.48 CALL 
SDC15AG Assembled Hood Kit, DB15 Metal 4.08 3.84 3.59 CALL 
SDC25AG Assembled Hood Kit, DB25 Metal 4.29 4.03 3.78 CALL 
SDC37AG Assembled Hood Kit, DB37 Metal 5.66 5.32 4.98 CALL 
SDC50AG Assembled Hood Kit, DB50 Metal 5.97 5.61 5.25 CALL 
04X44S SDC Thumbscrew, 4-40 Thread 0.48 0.44 0.40 CALL Se 04x44S 
Right Angle D-Sub Metal Hood Kits - Low Profile with Thumbscrews |< ——1.74" (4,4cm) ——>| 
SDRA9AG Right Angle Assembled Hood Kit, DB9 Metal 4.61 4.33 4.06 CALL 
SDRA15AG Right Angle Assembled Hood Kit, DB15 Metal 4.82 4.53 4.24 CALL 
SDRA25AG Right Angle Assembled Hood Kit, DB25 Metal 5.13 4.82 4.51 CALL 


DB9, DB15 and DB25 Shielded Covers - Protect Ports from Contamination and EMI 


These unique all metal covers provide port protection and shielding from EMI/RFI interference. Unlike other covers, the DML series is equipped 
with 4-40 screws for positive attachment and proper grounding. 


DMLOO9P Shielded Cover for DB9M 1.75 1.61 1.47. CALL 

DMLOO9S Shielded Cover for DB9F/HD15F iA 1.61 1.47 CALL Replacement grommets also 
DMLO15P Shielded Cover for DB15M 1.75 1.61 1.47. CALL sold separately, GROM Series 
DMLO15S Shielded Cover for DB15F/HD26F 1.75 1.61 1.47 CALL at L-com.com 

DMLO19P Shielded Cover for DB25M 1.75 1.61 1.47. CALL 

DMLO19S Shielded Cover for DB25F/HD44F 1.75 1.61 1.47 CALL 


D-Sub Connector Covers - Protect Unused Ports, Pkg/10 


These covers are perfect for protecting unused ports, cables or any expensive equipment from physical damage, dirt, and dust. Made from RoHS 


compliant PVC, these covers attach easily and stay in place with a snug friction fit. Color is Black. DMLOOgP 
CVROF DB9/HD15 Protective Cover for Female Connectors, Pkg/10 6.95 6.39 5.84 = CALL 4 
CVROM DB9/HD15 Protective Cover for Male Connectors, Pkg/10 6.95 6.39 5.84 CALL DMLO19S Bes 
CVR15F DB15/HD26 Protective Cover for Female Connectors, Pkg/10 6.95 6.39 5.84 CALL a _ 
CVR15M DB15/HD26 Protective Cover for Male Connectors, Pkg/10 6.95 6.39 5.84 CALL SS 
CVR25F DB25/HD44 Protective Cover for Female Connectors, Pkg/10 6.95 6.39 5.84 CALL 
CVR25M DB25/HD44 Protective Cover for Male Connectors, Pkg/10 6.95 6.39 5.84 CALL 
CVR37F DB37/HD62 Protective Cover for Female Connectors, Pkg/10 6.95 6.39 5.84 CALL 
CVR37M DB37/HD62 Protective Cover for Male Connectors, Pkg/10 6.95 6.39 5.84 CALL 
CVR50F DB50/HD78 Protective Cover for Female Connectors, Pkg/10 6.95 6.39 5.84 CALL 
CVR50M DB50/HD78 Protective Cover for Male Connectors, Pkg/10 6.95 6.39 5.84 CALL 
4-40 Hex Jack Screws - Difficult to Find Hardware for Mounting D-Sub Connectors 
SDG250 Jack Screw Kit, .25 inch (0.6cm) Thread, .232 inch (0.6cm) Screwlock, Pkg/50 14.45 13.58 12.72 CALL 
SDG300 Jack Screw Kit, .30 inch (0.8cm) Thread, .232 inch (0.6cm) Screwlock, Pkg/50 14.45 13.58 12.72 CALL 
SDG400 Jack Screw Kit, .40 inch (1.0cm) Thread, .232 inch (0.6cm) Screwlock, Pkg/50 14.45 13.58 1257 2iee GALL 
SDG400S Jack Screw Kit, .40 inch (1.0cm) Thread, .197 inch (0.5cm) Screwlock, Pkg/50 14.45 13.58 12.72 CALL z, a 
SDG400xS Jack Screw Kit, .40 inch (1.0cm) Thread, .160 inch (0.4cm) Screwlock, Pkg/50 14.88 13.99 13.09 CALL ped eb r | aon teem ae Deen} 
SDG450XS Jack Screw Kit, .45 inch (1.1cm) Thread, .160 inch (0.4cm) Screwlock, Pkg/50 14.88 13.99 13.09 CALL SDG400 "030" (0.6cm) | .40" (1.0cm) 
SDG500 Jack Screw Kit, .50 inch (1.3cm) Thread, .232 inch (0.6cm) Screwlock, Pkg/50 14.45 13.58 12.72 CALL SDG400S 197" (0.5cm) | .40" (1.0cm) 
: ; SDG400XS_ | .160" (0.4cm) | .40" (1.0cm) 
Hex Standoff 4-40 Thread - Needed with Hood Kits to Convert Male to Female SDG450XS | .160" (0.4cm) | .45" (1.1cm) 
SDG500 .232" (0.6cm) | .50" (1.3cm) 
SDH Hex Standoffs, .232 inch (0.6cm) Hex, Pkg/50 10.15 9.54 8.93 CALL SDH .232" (0.6cm) | NA 
SDHS Hex Standoffs, .195 inch (0.5cm) Hex, Pkg/50 10.15 9.54 8.93 CALL SDHS 195" (0.5cm) | NA 
SDH-160 Hex Standoffs, .160 inch (0.4cm) Hex, Pkg/50 9.85 9.26 8.67. CALL SDH-160 .160" (0.4cm) | NA 
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More lengths available Henna: Description Color 
Go to eee : USB 3.0 Cable Assemblies 


required for transferring large amounts of data or video. 


USB 3.0 Cables - Type A to A Connectors 


CAU3AA-03M USB 3.0 Cable, Type A/A, 0.3m Blue 
CAU3AA-05M USB 3.0 Cable, Type A/A, 0.5m Blue 
CAU3AA-075M USB 3.0 Cable, Type A/A, 0.75m Blue 
CAU3AA-1M USB 3.0 Cable, Type A/A, 1.0m Blue 
CAU3AA-2M USB 3.0 Cable, Type A/A, 2.0m Blue 
CAU3AA-5M USB 3.0 Cable, Type A/A, 5.0m Blue 
USB 3.0 Cables - Type A to B Connectors 
CAU3AB-03M USB 3.0 Cable, Type A/B, 0.3m Blue 
CAU3AB-1M USB 3.0 Cable, Type A/B, 1.0m Blue 
CAU3AB-2M USB 3.0 Cable, Type A/B, 2.0m Blue 
CAU3AB-3M USB 3.0 Cable, Type A/B, 3.0m Blue 
i & CAU3AB-5M USB 3.0 Cable, Type A/B, 5.0m Blue 
CAU3AB-M USB 3.0 Compliant Cables - Type A to Micro B Connectors 
CAU3AMICB-03M USB 3.0 Cable, Type A/Micro B, 0.3m Blue 
CAU3AMICB-05M USB 3.0 Cable, Type A/Micro B, 0.5m Blue 
CAU3AMICB-1M USB 3.0 Cable, Type A/ Micro B, 1.0m Blue 
CAU3AMICB-2M USB 3.0 Cable, Type A/ Micro B, 2.0m Blue 
USB 3.0 Compliant Extension Cables - Type A Male to Female Connectors 
CAU3AX-05M USB 3.0 Cable, Type A Male/Female Extension, 0.5m Blue 
CAU3AX-075M USB 3.0 Cable, Type A Male/Female Extension, 0.75m Blue 
CAU3AX-1M USB 3.0 Cable, Type A Male/Female Extension, 1.0m Blue 
CAU3AX-2M USB 3.0 Cable, Type A Male/Female Extension, 2.0m Blue 


CAUSAMICB-M 


emitted during combustion. 


Low Smoke Zero Halogen (LSZH) USB 3.0 Cables -Type A to A Connectors 


CAU3ZAA-03M LSZH USB 3.0 Cable, Type A/A, 0.3m Black 
CAU3ZAA-05M LSZH USB 3.0 Cable, Type A/A, 0.5m Black 
CAU3ZAA-1M LSZH USB 3.0 Cable, Type A/A, 1.0m Black 
CAU3ZAA-2M LSZH USB 3.0 Cable, Type A/A, 2.0m Black 
CAU3ZAA-3M LSZH USB 3.0 Cable, Type A/A, 3.0m Black 
CAU3ZAA-5M LSZH USB 3.0 Cable, Type A/A, 5.0m Black 
Low Smoke Zero Halogen (LSZH) USB 3.0 Cables - Type A to B Connectors 
CAU3ZAB-03M LSZH USB 3.0 Cable, Type A/B, 0.3m Black 
CAU3ZAB-05M LSZH USB 3.0 Cable, Type A/B, 0.5m Black 
CAU3ZAB-1M LSZH USB 3.0 Cable, Type A/B, 1.0m Black 
CAU3ZAB-2M LSZH USB 3.0 Cable, Type A/B, 2.0m Black 
CAU3ZAB-3M LSZH USB 3.0 Cable, Type A/B, 3.0m Black 
CAU3ZAB-5M LSZH USB 3.0 Cable, Type A/B, 5.0m Black 


USB 3.0 Vision Cable Assemblies with Thumbscrews 
CAU3ZAB-M 


member of the AIA (Automated Imaging Association) trade group. 
USB 3.0 Cables - Type A with Thumbscrews to Standard Type A 


CAVISU3AA-03M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type A, 0.3m Blue 
CAVISU3AA-05M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type A, 0.5m Blue 
CAVISU3AA-1M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type A, 1.0m Blue 
CAVISU3AA-2M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type A, 2.0m Blue 
CAVISU3AA-3M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type A, 3.0m Blue 
CAVISU3AA-M CAVISU3AA-5M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type A, 5.0m Blue 
USB 3.0 Cables - Type A with Thumbscrews to Standard Type B 
CAVISU3AB-03M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type B, 0.3m Blue 
CAVISU3AB-05M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type B, 0.5m Blue 
CAVISU3AB-1M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type B, 1.0m Blue 
CAVISU3AB-2M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type B, 2.0m Blue 
CAVISU3AB-3M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type B, 3.0m Blue 
CAVISU3AB-5M USB 3.0 Cable, Type A with Thumbscrews/ Standard Type B, 5.0m Blue 
USB 3.0 Cables -Type Micro B with Thumbscrews to Standard Type A 
CAVISU3AMICB-03M USB 3.0 Cable, Type Micro B with Thumbscrews/ Standard Type A, 0.3m Blue 
CAVISU3AMICB-05M USB 3.0 Cable, Type Micro B with Thumbscrews/ Standard Type A, 0.5m Blue 
Sk. CAVISU3AMICB-1M USB 3.0 Cable, Type Micro B with Thumbscrews/ Standard Type A, 1.0m Blue 
CAVISU3AB-2-M << Ee CAVISU3AMICB-2M USB 3.0 Cable, Type Micro B with Thumbscrews/ Standard Type A, 2.0m Blue 
CAVISU3AMICB-3M USB 3.0 Cable, Type Micro B with Thumbscrews/ Standard Type A, 3.0m Blue 
CAVISU3AMICB-5M USB 3.0 Cable, Type Micro B with Thumbscrews/ Standard Type A, 5.0m Blue 
USB 3.0 Cables - Type A and B with Thumbscrews 
CAVISU3AB-2-03M USB 3.0 Cable, Type A/Type B with Thumbscrews, 0.3m Blue 
CAVISU3AB-2-05M USB 3.0 Cable, Type A/Type B with Thumbscrews, 0.5m Blue 
CAVISU3AB-2-1M USB 3.0 Cable, Type A/Type B with Thumbscrews, 1.0m Blue 
CAVISU3AB-2-2M USB 3.0 Cable, Type A/Type B with Thumbscrews, 2.0m Blue 
CAVISU3AB-2-3M USB 3.0 Cable, Type A/Type B with Thumbscrews, 3.0m Blue 
CAVISU3AB-2-5M USB 3.0 Cable, Type A/Type B with Thumbscrews, 5.0m Blue 
aie i USB 3.0 Cables - Type A and Micro B with Thumbscrews 
slSgetae ots > CAVISU3AMICB-2-03M USB 3.0 Cable, Type A/Type Micro B with Thumbscrews, 0.3m Blue 
CAVISU3AMICB-2-05M USB 3.0 Cable, Type A/Type Micro B with Thumbscrews, 0.5m Blue 
CAVISU3AMICB-2-1M USB 3.0 Cable, Type A/Type Micro B with Thumbscrews, 1.0m Blue 
See pgs. 47, 48 for USB 3.0 CAVISU3AMICB-2-2M USB 3.0 Cable, Type A/Type Micro B with Thumbscrews, 2.0m Blue 
Panel Mount Cables CAVISU3AMICB-2-3M USB 3.0 Cable, Type A/Type Micro B with Thumbscrews, 3.0m Blue 
CAVISU3AMICB-2-5M USB 3.0 Cable, Type A/Type Micro B with Thumbscrews, 5.0m Blue 
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11.00 
11.30 
11.75 
12.10 
13.65 
18.40 


11.50 
12.60 
14.20 
15.75 
18.90 


12.85 
13.15 
13.95 
15.50 


12.35 
12.80 
13.15 
14.70 


14.39 
15.09 
16.79 
20.09 
23.49 
30.19 


15.39 
16.19 
17.79 
21.09 
24.49 
31.19 


These cables are manufactured per the USB3 Vision standard. In addition to supporting the machine vision camera 
hardware is beneficial in many applications where standard USB connectors can become dislodged due to jostling, 


15.10 
15.50 
16.50 
18.50 
20.50 
24.50 


16.10 
16.50 
17.50 
19.50 
21.50 
25.50 


17.10 
17.50 
18.50 
20.50 
22.50 
26.50 


17.10 
17.50 
18.50 
20.50 
22.50 
26.50 


17.10 
17.50 
18.50 
20.50 
22.50 
26.50 


10-24 


10.12 
10.40 
10.81 
11.13 
12.56 
16.93 


10.58 
11.59 
13.06 
14.49 
17.39 


11.82 
12.10 
12.83 
14.26 


11.36 
11.78 
12.10 
13.52 


USB 3.0 Low Smoke Zero Halogen (LSZH) Cable Assemblies - Type A to A or A to B Connectors 


L-com's CAU3ZAB series of USB 3.0 cables feature Low Smoke Zero Halogen cable jackets which reduce the amount of toxic and corrosive gases 


13.53 
14.18 
15.78 
18.88 
22.08 
28.38 


14.47 
15.22 
16.72 
19.82 
23.02 
29.32 


25-99 


9.24 
9.49 
9.87 
10.16 
11.47 
15.46 


9.66 
10.58 
11.93 
13.23 
15.88 


10.79 
11.05 
11.72 
13.02 


10.37 
10.75 
11.05 
12.35 


12.66 
13.28 
14.78 
17.68 
20.67 
26.57 


13.54 
14.25 
15.66 
18.56 
21.55 
27.45 


100+ 


USB 3.0 cables are up to 10 times faster than USB 2.0-4.8 Gbps versus 480 Mbps. The increased bandwidth substantially reduces the time 


CALL 
CALL 
CALL 
CALL 
CALL 
CALL 


CALL 
CALL 
CALL 
CALL 
CALL 
CALL 


market, the screw mount 
vibration, etc. L-com is a 


14.19 
14.57 
15.51 
17.39 
19.27 
23.03 


15.13 
15.51 
16.45 
18.33 
20.21 
23.97 


16.07 
16.45 
17.39 
19.27 
21.15 
24.91 


16.07 
16.45 
17.39 
19.27 
21.15 
24.91 


16.07 
16.45 
17.39 
19.27 
21.15 
24.91 


13.29 
13.64 
14.52 
16.28 
18.04 
21.56 


14.17 
14.52 
15.40 
17.16 
18.92 
22.44 


15.05 
15.40 
16.28 
18.04 
19.80 
23.32 


15.05 
15.40 
16.28 
18.04 
19.80 
23.32 


15.05 
15.40 
16.28 
18.04 
19.80 
23.32 
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Item # Description Color 1-9 10-24 25-99 100+ 
Premium USB 2.0 Cables - Type A to A, A to B Conn., PVC Jacket, 301 (0.762,1m) Gold, 20 AWG Power Leads 


Highest quality USB cables utilize revision 2.0 compliant bulk cable. Twisted pair data lines help reduce crosstalk while 20 AWG power conductors 
enable maximum power transfer. Standard USB applications require cable assemblies with A-B connectors (see CSMUAB series). 


st Seller 


“: 


CSMUAA-03M Premium USB Cable, Type A/A, 0.3m Lt. Gray US 7.13 6.51 CALL 
CSMUAA-05M Premium USB Cable, Type A/A, 0.5m Lt. Gray 7.95 7.31 6.68 CALL 
CSMUAA-075M Premium USB Cable, Type A/A, 0.75m Lt. Gray 8.20 7.54 6.89 CALL 
CSMUAA-1M Premium USB Cable, Type A/A, 1.0m Lt. Gray 8.45 7.77 7.10 CALL 
CSMUAA-2M Premium USB Cable, Type A/A, 2.0m Lt. Gray 9.45 8.69 7.94 CALL 
CSMUAA-3M Premium USB Cable, Type A/A, 3.0m Lt. Gray 10.45 9.61 8.78 CALL 
CSMUAA-5M Premium USB Cable, Type A/A, 5.0m Lt. Gray 12.45 11.45 10.46 CALL 
CSMUAB-03M Premium USB Cable, Type A/B, 0.3m Lt. Gray 6.75 6.21 5.67 CALL 
CSMUAB-05M Premium USB Cable, Type A/B, 0.5m Lt. Gray 6.95 6.39 5.84 CALL 
CSMUAB-075M Premium USB Cable, Type A/B, 0.75m Lt. Gray 7.20 6.62 6.05 CALL 
CSMUAB-1M Premium USB Cable, Type A/B, 1.0m Lt. Gray 7.45 6.85 6.26 CALL 
CSMUAB-2M Premium USB Cable, Type A/B, 2.0m Lt. Gray 8.45 Tah 7.10 CALL 
CSMUAB-4M Premium USB Cable, Type A/B, 4.0m Lt. Gray 10.45 9.61 8.78 CALL 
CSMUAB-5M Premium USB Cable, Type A/B, 5.0m Lt. Gray 11.45 10.53 9.62 CALL 
Premium USB 2.0 Ext. Cables - Type A Connectors, PVC Jacket, 30u (0.762um) Gold, 20 AWG Power Leads 
CSMUAX-03M Premium USB Cable, Type A Male/Female Extension, 0.3m Lt. Gray 7.25 6.96 6.67 CALL 
CSMUAX-075M Premium USB Cable, Type A Male/Female Extension, 0.75m Lt. Gray 7.70 7.39 7.08 CALL 
CSMUAX-1M Premium USB Cable, Type A Male/Female Extension, 1.0m Lt. Gray 7.95 7.63 7.31 CALL 
CSMUAX-2M Premium USB Cable, Type A Male/Female Extension, 2.0m Lt. Gray 8.95 8.59 8.23 CALL 
CSMUAX-3M Premium USB Cable, Type A Male/Female Extension, 3.0m Lt. Gray 9.95 9.55 915 CALL 


Premium USB 2.0 Cables -Type A to A or A to B Connectors, Clear Jacket and Mold 

These sharp looking cables highlight L-com's high quality standards when "looking under the hood". A metal shielding can under the mold and 
high coverage braid shield protect your data even in the noisiest electrical environments. These cables use the same design as the popular CSMUAB 
series featuring 20 AWG power conductors enabling maximum power transfer from host to peripheral. 


CSMUCLRAA-03M Premium USB Cable, Type A/A, 0.3m Clear 7.85 Gee 6.59 CALL 

CSMUCLRAA-05M Premium USB Cable, Type A/A, 0.5m Clear 8.05 7.41 6.76 CALL CSMUCLRAA-M 

CSMUCLRAA-1M Premium USB Cable, Type A/A, 1.0m Clear 8.65 7.96 7.27, ~~ CALL 

CSMUCLRAA-2M Premium USB Cable, Type A/A, 2.0m Clear 9.85 9.06 8.278 SCALE 

CSMUCLRAA-3M Premium USB Cable, Type A/A, 3.0m Clear 11.05 10.17 9.28 CALL ~ 

CSMUCLRAA-5M Premium USB Cable, Type A/A, 5.0m Clear 13.45 12.37 TSO ACALL Ay 

CSMUCLRAB-03M Premium USB Cable, Type A/B, 0.3m Clear 6.85 6.30 5.75 CALL * 

CSMUCLRAB-05M Premium USB Cable, Type A/B, 0.5m Clear 7.05 6.49 5.92 CALL “ty 

CSMUCLRAB-1M Premium USB Cable, Type A/B, 1.0m Clear 7.65 7.04 6.43 CALL ai 

CSMUCLRAB-2M Premium USB Cable, Type A/B, 2.0m Clear 8.85 8.14 7.43 CALL 

CSMUCLRAB-3M Premium USB Cable, Type A/B, 3.0m Clear 10.05 9.25 8.44 ~=CALL ee NS 

CSMUCLRAB-5M Premium USB Cable, Type A/B, 5.0m Clear 12.45 11.45 10.46 CALL “eg ma 

; ~~ CSMUCLRAB-M 

Premium USB 2.0 Cables -Type A to A or A to B Connectors, Black, 30p (0.762ym) Gold, 24 AWG Power Leads 

CAUBLKAA-03M Premium USB Cable, Type A/A, 0.3m Black 5.50 5.06 4.62 CALL 

CAUBLKAA-05M Premium USB Cable, Type A/A, 0.5m Black 5.70 5.24 4.79 CALL 

CAUBLKAA-1M Premium USB Cable, Type A/A, 1.0m Black 6.15 5.66 Bilif 9 e GALL 

CAUBLKAA-3M Premium USB Cable, Type A/A, 3.0m Black 7.95 7.31 6.68 CALL 

CAUBLKAA-5M Premium USB Cable, Type A/A, 5.0m Black 9.75 8.97 8.19 CALL 

CAUBLKAB-03M Premium USB Cable, Type A/B, 0.3m Black 5.00 4.60 4.20 CALL 

CAUBLKAB-05M Premium USB Cable, Type A/B, 0.5m Black 5.20 4.78 4.37 CALL 

CAUBLKAB-1M Premium USB Cable, Type A/B, 1.0m Black 5.65 5.20 4.75 CALL 

CAUBLKAB-3M Premium USB Cable, Type A/B, 3.0m Black 7.45 6.85 6.26 CALL 

CAUBLKAB-5M Premium USB Cable, Type A/B, 5.0m Black 9.25 8.51 7.77, ~—- CALL 


Low Smoke Zero Halogen USB 2.0 Cables - Type A to B and A to A Connectors, 30 Microinches (0.762\1m) Gold 


Low Smoke Zero Halogen cable reduces the amount of toxic and corrosive gases emitted during combustion. Typically used in poorly ventilated 
areas, Low Smoke Zero Halogen is becoming very popular where the protection of people and equipment from toxic and corrosive gases is critical. 


CSUZAA-03M LSZH USB Cable, Type A/A, 0.3m Black 13.60 12.51 11.42 CALL Cee 
CSUZAA-05M LSZH USB Cable, Type A/A, 0.5m Black 14.25 13.11 11.97 CALL — di 
CSUZAA-1M LSZH USB Cable, Type A/A, 1.0m Black 15.90 14.63 13.36 CALL Poe 

CSUZAA-2M LSZH USB Cable, Type A/A, 2.0m Black 19.20 17.66 16.13 CALL 4 CSUZAA-M 
CSUZAA-3M LSZH USB Cable, Type A/A, 3.0m Black 22.50 20.70 18.90 CALL 

CSUZAA-5M LSZH USB Cable, Type A/A, 5.0m Black 29.10 26.77 24.44 CALL ; 
CSUZAB-05M LSZH USB Cable, Type A/B, 0.5m Black 14.25 13.14 11.97 CALL USB Cable Overview 
CSUZAB-075M LSZH USB Cable, Type A/B, 0.75m Black 15.10 13.89 12.68 CALL Le) - = 
CSUZAB-1M LSZH USB Cable, Type A/B, 1.0m Black 1590 14631338. CAL | Online Video 
CSUZAB-2M LSZH USB Cable, Type A/B, 2.0m Black 19.20 17.66 16.13 CALL <5! 

CSUZAB-3M LSZH USB Cable, Type A/B, 3.0m Black 22.50 20.70 18.90 CALL L-com.com/Videos/A28 
CSUZAB-5M LSZH USB Cable, Type A/B, 5.0m Black 29.10 26.77 24.44 CALL 


USB 2.0 vs 3.0 cable construction 


USB 3.0 adds two shielded data pairs to the USB 2.0 cable specifications. This addition allows for the faster performance in downloading data or video. 
Similar concept to changing a 2 lane highway to a 6 lane highway - much more traffic can pass through. 


= Drain wire 


Uy Tip} 


Braid Foil pe 


2) Power conductors, range from 20 to 28 AWG 
USB 2.0 Cable aa : 


Construction TTI —_ (1) Twisted pair, 28 AWG data lines 


Drain wire 
. i (2) Power conductors, range from 20 to 28 AWG 


USB 3.0 Cable 


Construction a — (1) Unshielded twisted pair, data lines, range from 28 to 34 AWG 


ie (2) Shielded twisted pairs, data lines, range from 26 to 34 AWG 


b= COT 2 a 
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Item # Description Color 1-9 10-24 25-99 100+ 


Deluxe USB 2.0 Cables - Type A to A or A to B Connectors, 30p (0.762p1m) Gold, 26 AWG Power Leads 


ECUSBAA-03M Deluxe USB Cable, Type A/A, 0.3m Gray 4.70 4.23 3.76 CALL 
ECUSBAA-05M Deluxe USB Cable, Type A/A, 0.5m Gray 4.85 4.37 3.88 CALL 
ECUSBAA-2M Deluxe USB Cable, Type A/A, 2.0m Gray 6.05 5.45 4.84 CALL 
ECUSBAA-5M Deluxe USB Cable, Type A/A, 5.0m Gray 8.45 7.60 6.76 CALL 
ECUSBAB-05M Deluxe USB Cable, Type A/B, 0.5m Gray 4.35 3.91 3.48 CALL 
ECUSBAB-075M Deluxe USB Cable, Type A/B, 0.75m Gray 4.55 4.09 3.64 CALL 
ECUSBAB-2M Deluxe USB Cable, Type A/B, 2.0m Gray 5.55 5.00 4.44 CALL 
ECUSBAB-4M Deluxe USB Cable, Type A/B, 4.0m Gray 7.15 6.44 5.72 CALL 
ECUSBAB-5M Deluxe USB Cable, Type A/B, 5.0m Gray 7.95 7.16 6.36 CALL 


ECUSBAB-M | Deluxe USB Extension Cables - Type A Male to Female, 30 Microinches (0.762ym) Gold, 26 AWG Power Leads 
; ECUSBAX-03M Deluxe USB Cable, Type A Male/Female, 0.3m Gray 4.70 4.51 4.32 CALL 
ECUSBAX-05M Deluxe USB Cable, Type A Male/Female, 0.5m Gray 4.85 4.66 4.46 CALL 
ECUSBAX-075M Deluxe USB Cable, Type A Male/Female, 0.75m Gray 5.05 4.85 4.65 CALL 
ECUSBAX-1M Deluxe USB Cable, Type A Male/Female, 1.0m Gray 5.25 5.04 4.83 CALL 
ECUSBAX-2M Deluxe USB Cable, Type A Male/Female, 2.0m Gray 6.05 5.81 5.57 CALL 
ECUSBAX-3M Deluxe USB Cable, Type A Male/Female, 3.0m Gray 6.85 6.58 6.30 CALL 


USB Cable - Type A to Micro B 5 Position, PVC Jacket, 30 Microinches (0.762ym) Gold 


ECUSBAX , CSMUAMICB-03M Premium USB Cable, Type A/Micro B 5 Position, 0.3m Black 7.60 6.99 6.38 CALL 

: CSMUAMICB-05M Premium USB Cable, Type A/ Micro B 5 Position, 0.5m Black 7.85 7.22 6.59 CALL 
CSMUAMICB-1M Premium USB Cable, Type A/Micro B 5 Position, 1.0m Black 8.40 7.73 7.06 CALL 
CSMUAMICB-3M Premium USB Cable, Type A/Micro B 5 Position, 3.0m Black 10.80 9.94 9.07 CALL 


Premium USB 2.0 Extension Cables - Micro B 5 Position Male to Female 


L-com's CSMUMICBX series cables are designed to extend devices such as cell phone chargers and other USB 2.0 Micro B enabled peripherals. 
Easily extend your plug-in wall charger - no more laying your phone on the floor to charge it because the cord is too short. All 5 connector positions 
, are connected to insure proper functionality in every application. These cables feature foil plus braid shielding to provide maximum protection 
N — against EMI/RFI. 
Ww CSMUMICBX-03M Premium USB Cable, Micro B 5 Position Male/Female, 0.3m Black 8.60 7.91 7.22 CALL 
CSMUAMICB-M CSMUMICBX-05M Premium USB Cable, Micro B 5 Position Male/Female, 0.5m Black 8.80 8.10 7.39 CALL 
CSMUMICBX-075M Premium USB Cable, Micro B 5 Position Male/Female, 0.75m Black 9.10 8.37 7.64 = CALL 
CSMUMICBX-1M Premium USB Cable, Micro B 5 Position Male/Female, 1.0m Black 9.40 8.65 7.90 ‘CALL 
CSMUMICBX-2M Premium USB Cable, Micro B 5 Position Male/Female, 2.0m Black 10.60 9.75 8.90 CALL 
CSMUMICBX-3M Premium USB Cable, Micro B 5 Position Male/Female, 3.0m Black 11.80 10.86 9.91 CALL 


USB Cables - Type A to Mini B 4 and Mini B 5 Position, PVC Jacket, 30 Microinches (0.762ym) Gold 

CSMUAMB4-075M Premium USB Cable, Type A/ Mini B 4 Position, 0.75m Black 9.05 8.33 7.60 CALL 
CSMUAMB4-1M Premium USB Cable, Type A/Mini B 4 Position, 1.0m Black 9.40 8.65 7.90 CALL 
CSMUAMB4-2M Premium USB Cable, Type A/ Mini B 4 Position, 2.0m Black 10.70 9.84 8.99 CALL 
; CSMUAMB5-03M Premium USB Cable, Type A/Mini B 5 Position, 0.3m Black 7.60 6.99 6.38 CALL 
CSMUMICBX-M CSMUAMB5-1M Premium USB Cable, Type A/Mini B 5 Position, 1.0m Black 8.40 7.73 7.06 CALL 
CSMUAMB5-3M Premium USB Cable, Type A/Mini B 5 Position, 3.0m Black 10.80 9.94 9.07 CALL 


USB Extension Cables - Mini B 5 Position Male to Female 


L-com's CSMUMBSX series cables are designed to connect devices such as GPS units and other USB Mini B 5 position peripherals. All 5 mini B 
positions are connected to insure proper functionality in every application. 

CSMUMB5X-03M Premium USB Cable, Mini B 5 Position Male/Female, 0.3m Black 8.65 7.96 A RAO Ni 
CSMUMB5X-2M Premium USB Cable, Mini B 5 Position Male/Female, 2.0m Black 10.80 9.94 9.07 CALL 
CSMUMB5X-3M Premium USB Cable, Mini B 5 Position Male/Female, 3.0m Black 12.05 11.09 10.12 CALL 


High Flex USB 2.0 Cables - Type A to A and A to B Connectors 


Designed for applications where ordinary USB cables fail, this exclusive ultra flexible cable family is rated for 10,000 flex cycles minimum. Standard 
CSMUAMB5-M USB cable fails at approximately 1,000 bend cycles. The special bulk cable uses a polyurethane jacket plus high strand count data (28 AWG) and 
power (24 AWG) conductors to achieve the extra durability. Available with type A-A and A-B connectors in lengths ranging from 0.3 to 5 meters. 
CAUAAHFX-03M High Flex USB Cable, Type A/A, 0.3m Black 11.70 10.76 9.83 CALL 
CAUAAHFX-1M High Flex USB Cable, Type A/A, 1.0m Black 13.75 12.65 11.55 CALL 
CAUAAHFX-2M High Flex USB Cable, Type A/A, 2.0m Black 16.80 15.46 14.11 CALL 
CAUAAHFX-3M High Flex USB Cable, Type A/A, 3.0m Black 19.80 18.22 16.63 CALL 
CAUAAHFX-5M High Flex USB Cable, Type A/A, 5.0m Black 25.85 23.78 21.71 CALL 


CAUABHFX-03M High Flex USB Cable, Type A/B, 0.3m Black 11.70 10.76 9.83 CALL 
; CAUABHFX-1M High Flex USB Cable, Type A/B, 1.0m Black 13.75 12.65 11.55 CALL 
CSMUMB5X-M ee : CAUABHFX-2M High Flex USB Cable, Type A/B, 2.0m Black 16.80 15.46 14.11 CALL 

CAUABHFX-3M High Flex USB Cable, Type A/B, 3.0m Black 19.80 18.22 16.63 CALL 
CAUABHFX-5M High Flex USB Cable, Type A/B, 5.0m Black 25.85 23.78 21.71 CALL 


USB Coil Cables - Mini B5 and Latching A-B Styles 


These unique cables feature tough, durable polyurethane cable jackets and 30 microinch gold plated contacts for reliable connections and many 
repeated mating cycles. The mini BS extension cable is ideal for GPS systems as well as cameras and other peripherals. The retracted length is 
0.5 meters, expanded length is 2 meters. The Latching A cable ensures lock down retention by utilizing a special latching system - no more concern 
about connectors separating due to stress or vibration. The retracted length is 0.75 meters, expanded length is 3.8 meters. 


COILUAB USB Coil Cable, Latching Type A Male/Type B Male, 0.75m to 3.8m _ Black 18.65 1790 17.16 CALL 
CAUAAHFX-M COILMB5EXT-2M USB Coil Cable, Mini B 5 Position Male/Female, 0.5m to 2.0m Black 12.65 11.64 10.63 CALL 


| Tip | How does the latching USB connector work? 


| ‘lease 4 Pull apart a 
Insert the latching USB connector into The latches on each side of the connector To remove the latching USB connector, simply depress the release mechanisms on 
the USB jack. lock into the channel cut-outs of any USB _ the sides of the backshell and pull apart. 
jack. Note: It may be necessary to rock 
the latching connector slightly to set the 
latches into the channels. 


COILUAB 


L= Cem Global 
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Item # Description Color 1-9 10-24 
Metal Armored USB Cables - Type A to A and A to B Connectors, Revision 2.0 Compliant, 20 AWG 


These unique cables feature a stainless steel crush resistant jacket over our premium USB 2.0 cable to provide protection in applications where 
standard cables would be damaged due to excessive force. Crush resistance is 1500 PSI (pounds per square inch). 


25-99 100+ 


CSMUAA-MT-03M Metal Armored USB Cable, Type A/A, 0.3m Black 17.40 16.36 15.31 CALL 
CSMUAA-MT-1M Metal Armored USB Cable, Type A/A, 1.0m Black 21.80 20.49 19.18 CALL 
CSMUAA-MT-2M Metal Armored USB Cable, Type A/A, 2.0m Black 28.10 26.41 24.73 CALL 
CSMUAA-MT-4M Metal Armored USB Cable, Type A/A, 4.0m Black 40.70 38.26 35.82 CALL 
CSMUAA-MT-5M Metal Armored USB Cable, Type A/A, 5.0m Black 47.00 44.18 41,36 CALL 
CSMUAB-MT-03M Metal Armored USB Cable, Type A/B, 0.3m Black 17.40 16.36 15.31 CALL 
CSMUAB-MT-05M Metal Armored USB Cable, Type A/B, 0.5m Black 18.65 17.53 16.41 CALL 
CSMUAB-MT-1M Metal Armored USB Cable, Type A/B, 1.0m Black 21.80 20.49 19.18 CALL 
CSMUAB-MT-3M Metal Armored USB Cable, Type A/B, 3.0m Black 34.40 32.34 30.27. CALL 
CSMUAB-MT-5M Metal Armored USB Cable, Type A/B, 5.0m Black 47.00 44.18 41.36 CALL 


Plastic Armored USB Cables - Type A to A and A to B Connectors, Revision 2.0 Compliant 

These unique cables feature an external PVC crush resistant jacket over our premium USB 2.0 cable to provide protection in applications where 
standard cables would be damaged due to excessive force. Crush resistance is 800 PSI (Pounds per Square Inch). The 20 AWG USB power wires 
allow for maximum power transfer. 


CSMUAA-PL-03M Plastic Armored USB Cable, Type A/A, 0.3m Black 13.65 13.10 12.56 CALL 
CSMUAA-PL-1M Plastic Armored USB Cable, Type A/A, 1.0m Black 15.75 15.12 14.49 CALL 
CSMUAA-PL-2M Plastic Armored USB Cable, Type A/A, 2.0m Black 18.75 18.00 17.25 CALL 
CSMUAA-PL-4M Plastic Armored USB Cable, Type A/A, 4.0m Black 24.75 23.76 22.77 CALL 
CSMUAA-PL-5M Plastic Armored USB Cable, Type A/A, 5.0m Black 27.75 26.64 25.53 CALL 
CSMUAB-PL-03M Plastic Armored USB Cable, Type A/B, 0.3m Black 13.65 13.10 12.56 . CALL 
CSMUAB-PL-05M Plastic Armored USB Cable, Type A/B, 0.5m Black 14.25 13.68 13.11 CALL 
CSMUAB-PL-1M Plastic Armored USB Cable, Type A/B, 1.0m Black 15.75 15.12 14.49 CALL 
CSMUAB-PL-3M Plastic Armored USB Cable, Type A/B, 3.0m Black 21.75 20.88 20.01 CALL 
CSMUAB-PL-5M Plastic Armored USB Cable, Type A/B, 5.0m Black 27.75 26.64 25.53 CALL 


USB 2.0 Cables, Latching Type A to Latching Type A 


These unique cable assemblies feature two latching Type A USB plugs which provide lock down mating retention with any USB Type A jack. Fully 
shielded and USB 2.0 compliant, these cables contain two 24 AWG power conductors and one 28 AWG pair for the data lines. 


CAUALAL-05M USB Cable, Latching Type A/Latching Type A, 0.5m Black 12.30 11.32 10.33 CALL 
CAUALAL-1M USB Cable, Latching Type A/Latching Type A, 1.0m Black 12.80 11.78 10.75 = CALL 
CAUALAL-2M USB Cable, Latching Type A/Latching Type A, 2.0m Black 13.70 12.60 11.51 CALL 
CAUALAL-3M USB Cable, Latching Type A/Latching Type A, 3.0m Black 14.65 13.48 12.31 CALL 
CAUALAL-4M USB Cable, Latching Type A/Latching Type A, 4.0m Black 15.60 14.35 13.10 CALL 
CAUALAL-5M USB Cable, Latching Type A/Latching Type A, 5.0m Black 16.55 15.23 13.90 CALL 
USB 2.0 Cables, Latching Type A to Standard Type B 
CAUALB-05M USB Cable, Latching Type A/Standard Type B, 0.5m Black 10.75 9.89 9.03 CALL 
CAUALB-1M USB Cable, Latching Type A/ Standard Type B, 1.0m Black 11.20 10.30 9.41 CALL 
CAUALB-2M USB Cable, Latching Type A/ Standard Type B, 2.0m Black 12.15 11.18 10.21 CALL 
CAUALB-3M USB Cable, Latching Type A/ Standard Type B, 3.0m Black 13.10 12.05 11.00 CALL 
CAUALB-4M USB Cable, Latching Type A/ Standard Type B, 4.0m Black 14.05 12.93 11.80 CALL 
CAUALB-5M USB Cable, Latching Type A/ Standard Type B, 5.0m Black 15.00 13.80 12.60 CALL 


LSZH USB 2.0 Cables, Latching Type A to Latching Type A 


These Low Smoke Zero Halogen cable assemblies feature two latching Type A USB plugs which provide lock down mating retention with any USB 
Type A jack. Fully shielded and USB 2.0 compliant, these cables contain two 24 AWG power conductors and one 28 AWG pair for the data lines. 


CAUZALAL-05M LSZH USB Cable, Latching Type A/Latching Type A, 0.5m Black 16.19 15.22 14.25 = CALL 
CAUZALAL-1M LSZH USB Cable, Latching Type A/Latching Type A, 1.0m Black 17.69 16.63 15.57 CALL 
CAUZALAL-2M LSZH USB Cable, Latching Type A/Latching Type A, 2.0m Black 20.59 19.35 18.12 CALL 
CAUZALAL-3M LSZH USB Cable, Latching Type A/Latching Type A, 3.0m Black 23.49 22.08 20.67 CALL 
CAUZALAL-4M LSZH USB Cable, Latching Type A/Latching Type A, 4.0m Black 26.29 24.71 23:14 ~ CALL 
CAUZALAL-5M LSZH USB Cable, Latching Type A/Latching Type A, 5.0m Black 29.19 27.44 25.69 CALL 
LSZH USB 2.0 Cables, Latching Type A to Standard Type B 
CAUZALB-05M LSZH USB Cable, Latching Type A/Standard Type B, 0.5m Black 14.49 13.62 12.75 CALL 
CAUZALB-1M LSZH USB Cable, Latching Type A/ Standard Type B, 1.0m Black 15.89 14.94 13.98 CALL 
CAUZALB-2M LSZH USB Cable, Latching Type A/Standard Type B, 2.0m Black 18.79 17.66 16.54 CALL 
CAUZALB-3M LSZH USB Cable, Latching Type A/ Standard Type B, 3.0m Black 21.69 20.39 19.09 CALL 
CAUZALB-4M LSZH USB Cable, Latching Type A/ Standard Type B, 4.0m Black 24.59 23.11 21.64 = CALL 
CAUZALB-5M LSZH USB Cable, Latching Type A/Standard Type B, 5.0m Black 27.49 25,84 24.19 CALL 


Mountable USB Extension Cable - Type A Connectors, 30 Microinches (0.762um) Gold 


Featuring a USB Type A plug for the PC connection and a unique USB Type A jack, the user can mount this jack to any surface with either screws 
or double sided foam tape (both are provided). 
CSMUAXMT-2M Premium USB Type A Male/Female Mounting Extension Cable, 2.0m 10.63 9.70 CALL 


Lt. Gray 11.55 


Angled USB 2.0 Mini B5 and Micro B Cable Assemblies - Eight Options, all Lengths and Styles at L-com.com 


Molded, angled connector hoods solve difficult connection issues in tight places. Four mold options each for USB mini B5 and micro B style 
connectors are now available. These high quality constructed cables feature USB 2.0 compliant 28 AWG power leads and are finished in an 
attractive black color. 


Please use the grid below to determine which family of cables best fits your application. 


MINIBS | MINI BS MINIBS | MICROB | MICROB | MICROB- 
RIGHT LEFT DOWN |. RIGHT «| (LEFT 0 UP 
CAA- 


CAA- 
9ORMB5 9OUMICB 


‘MICRO B 
lak 


CAA- 


A STRAIGHT 90DMICB 


CAA- CAA- CAA- CAA- CAA- 
9OLMB5 90UMB5 90DMB5 QORMICB | 9OLMICB 


See L-com.com for complete product offering and pricing. 
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Crush resistant metal jacket 
over premium USB cable. _.< 


CSMUAB-MT-M 


Crush resistant plastic jacket 
over premium USB cable. 


CSMUAB-PL-M 


CAUALB-M 


CAUZALAL-M 


CSMUAXMT-2M 


CAA-90RMB5-M 


a 


CAA-90UMICB-M 
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Item # Description Color 1-9 10-24 25-99 100+ 
Angled USB 2.0 Cable Assemblies - Choice of Black or Light Gray Colors, all Lengths and Styles at L-com.com 


Molded, angled connector hoods solve difficult connection issues in tight places. Four mold options each for standard A and B style connectors are 
available. Custom configuration options are available with modest minimum requirements, please contact your Customer Service Representative 
for a quote. 


Please use the grid below to determine which family of cables best fits your application. 


Lt.Gray | CAQOUA-90UB | CA90DA-90UB | CA90LA-UB CA90RA-UB CAA-90UB 

Black CABLK90UA-UB CAABLK-90UB 
B DOWN Lt.Gray | CA9O0UA-90DB | CA90DA-90DB | CA90LA-DB CA90RA-DB CAA-90DB 

Black CABLK90DA-DB CAABLK-90DB 
B LEFT Lt.Gray | CA90UA-90LB CA90DA-90LB CA90LA-90LB CA90RA-LB CAA-S0LB 

Black CABLK9OLA-LB | CABLK9ORA-LB | CAABLK-90LB 
B RIGHT Lt.Gray | CAQO0UA-90RB | CASODA-90RB_ | CA90LA-RB CASORA-90RB_ | CAA-90RB 

Black CABLK90LA-RB | CABLK9ORA-RB | CAABLK-90RB 
B STRAIGHT Lt.Gray | CA90UA-B CA90DA-B CA9OLA-B CA90RA-B x 

Black CABLK9OUA-B_ | CABLK9O0DA-B_ | CABLK90LA-B CABLK9ORA-B 


Below are a few options, see L-com.com for complete product offering and pricing. 
Deluxe USB 2.0 Cable Assemblies - Up Angle Type A to Up Angle Type B, 30 Microinches Gold -Lt. Gray 


CASQUA-90UB 


CA90UA-90UB-03M USB Cable, Up Angle Type A Male/Up Angle Type B Male, 0.3m Lt. Gray 6.70 6.16 5.63 CALL 
CA90UA-90UB-075M USB Cable, Up Angle Type A Male/Up Angle Type B Male, 0.75m Lt. Gray 7.05 6.49 5.92 CALL 
CA90UA-90UB-1M USB Cable, Up Angle Type A Male/Up Angle Type B Male, 1.0m Lt. Gray 7.25 6.67 6.09 CALL 
CA90UA-90UB-2M USB Cable, Up Angle Type A Male/Up Angle Type B Male, 2.0m Lt. Gray 8.05 7.41 6.76 CALL 
CAQORA-B CA90UA-90UB-5M USB Cable, Up Angle Type A Male/Up Angle Type B Male, 5.0m Lt. Gray 10.45 9.61 8.78 CALL 
Deluxe USB 2.0 Cable Assemblies - Standard Type A to Down Angle Type B, 30 Microinches Gold -Lt. Gray 
CAA-90DB-03M USB Cable, Standard Type A Male/Down Angle Type B Male, 0.3m Lt. Gray 6.20 5.70 5.21. CALL 
CAA-90DB-075M USB Cable, Standard Type A Male/Down Angle Type B Male, 0.75m Lt. Gray 6.55 6.03 5.50 CALL 
CAA-90DB-1M USB Cable, Standard Type A Male/Down Angle Type B Male, 1.0m Lt. Gray 6.75 6.21 5.67. CALL 
CAA-90DB-2M USB Cable, Standard Type A Male/Down Angle Type B Male, 2.0m Lt. Gray 7.55 6.95 6.34 CALL 
CAA-90DB-3M USB Cable, Standard Type A Male/Down Angle Type B Male, 3.0m Lt. Gray 8.35 7.68 7.01 CALL 
CAA-90DB-5M USB Cable, Standard Type A Male/Down Angle Type B Male, 5.0m Lt. Gray 9.95 9.15 8.36 CALL 
Deluxe USB 2.0 Cable Assemblies - Left Angle Type A to Left Angle Type B, 30 Microinches Gold - Black 
CABLK90LA-LB-03M USB Cable, Left Angle Type A Male/Left Angle Type B Male, 0.3m Black 7.02 6.46 5.90 CALL 
CABLK90LA-LB-05M USB Cable, Left Angle Type A Male/Left Angle Type B Male, 0.5m Black 7.20 6.62 6.05 CALL 
CABLK90LA-LB-1M USB Cable, Left Angle Type A Male/Left Angle Type B Male, 1.0m Black 7.65 7.04 6.43 CALL 
CABLKQOUA-UB-M | capi KQOLA-LB-2M USB Cable, Left Angle Type A Male /Left Angle Type B Male, 2.0m Black 8.55 7.87 718 CALL 
CABLK90LA-LB-3M USB Cable, Left Angle Type A Male/Left Angle Type B Male, 3.0m Black 9.45 8.69 7.94 CALL 
CABLK90LA-LB-5M USB Cable, Left Angle Type A Male/Left Angle Type B Male, 5.0m Black 11.25 10.35 9.45 CALL 
Deluxe USB 2.0 Cable Assemblies - Standard Type A to Right Angle Type B, 30 Microinches Gold - Black 
CAABLK-90RB-03M USB Cable, Standard Type A Male/Right Angle Type B Male, 0.3m Black 6.50 5.98 5.46 CALL 
CAABLK-90RB-05M USB Cable, Standard Type A Male/Right Angle Type B Male, 0.5m Black 6.70 6.16 5.63 CALL 
CAABLK-90RB-1M USB Cable, Standard Type A Male/Right Angle Type B Male, 1.0m Black 7.15 6.58 6.01 CALL 
CAABLK-90RB-2M USB Cable, Standard Type A Male/Right Angle Type B Male, 2.0m Black 8.05 741 6.76 CALL 
* CAABLK-90RB-3M USB Cable, Standard Type A Male/Right Angle Type B Male, 3.0m Black 8.95 8.23 7.52 CALL 
~ peice CAABLK-90RB-5M USB Cable, Standard Type A Male/Right Angle Type B Male, 5.0m Black 10.75 9.89 9.03 CALL 


CABLKSORA-RB-M) 45 Degree Angled USB 2.0 Cable Assemblies - Choice of 6 Options, all Lengths and Styles at L-com.com 
L-com has added 45 degree angled USB cables to complement our Please use the grid below to determine which family of 
extensive 90 degree angled offering. 45 degree bends offer an cables best fits your application. 
alternative in applications where 90 degree bends can't clear 
nearby obstacles. Two mold options each for standard A and B style A STRAIGHT A RIGHT 
connectors are now available. These high quality constructed 
cables feature USB 2.0 compliant 26 AWG power leads and are 
finished in an attractive gray color. Custom configuration options are 
available with modest minimum requirements, please contact our 
Sales Team for a quote. All families are available in lengths of 0.3, 
0.5, 0.75, 1, 2, 3 and 5 meters. 


Below are a few options, see L-com.com for complete product offering and pricing. 
USB 2.0 Cable Assemblies - Left Angle Type A to Straight Type B 


CA45LA-B-03M USB Cable, Left Angle Type A Male/ Straight Type B Male, 0.3m Lt. Gray 6.50 5.98 5.46 CALL 
CA45LA-B-075M USB Cable, Left Angle Type A Male/ Straight Type B Male, 0.75m Lt. Gray 6.85 6.30 5.75 CALL 
CA45LA-B-1M USB Cable, Left Angle Type A Male/ Straight Type B Male, 1.0m Lt. Gray 7.05 6.49 5.92 CALL 
CA45LA-B-3M USB Cable, Left Angle Type A Male/ Straight Type B Male, 3.0m Lt. Gray 8.65 7.96 7.27 ~~ GARE 
USB 2.0 Cable Assemblies - Right Angle Type A to Right Angle Type B 
CA45RA-45RB-03M USB Cable, Right Angle Type A Male/Right Angle Type B Male, 0.3m Lt. Gray 7.00 6.44 5.88 CALL 
CA4S5LA-45LB CA45RA-45RB-075M USB Cable, Right Angle Type A Male/Right Angle Type B Male, 0.75m Lt. Gray 7.35 6.76 6.17 CALL 
CA45RA-45RB-2M USB Cable, Right Angle Type A Male/Right Angle Type B Male, 2.0m Lt. Gray 8.35 7.68 7.01 CALL 
CA45RA-45RB-5M USB Cable, Right Angle Type A Male/Right Angle Type B Male, 5.0m Lt. Gray 10.75 9.89 9.03 CALL 


More styles and lengths available. 
Go to L-com.com 


Ee Cem Global 
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Item # Description Color 1-9 10-24 25-99 100+ 
USB 3.0 Type A Female Shielded Panel Mount Coupler to Type A Male Connector, 30) (0.762\1m) Gold 


Newly designed USB 3.0 versions of our popular ECF style panel mount USB adapter cables are now available. This series features a bulkhead Type 
A 3.0 jack to a molded Type A 3.0 plug attached via USB 3.0 compliant cable. Integral to this design is a multi-layered PCB that maintains USB 3.0 
speed and performance. Custom lengths available upon request with minimal quantity requirements. 


ECF504-30-03AAS USB 3.0 Type A Coupler, Female Bulkhead / Male, 0.3m Blue 20.99 20.15 19.31 CALL ma 
ECF504-30-05AAS USB 3.0 Type A Coupler, Female Bulkhead /Male, 0.5m Blue 21.39 20.53 19.68 CALL ECF504-30-03AAS 
ECF504-30-075AAS USB 3.0 Type A Coupler, Female Bulkhead/ Male, 0.75m Blue 21.89 21.01 20.14 CALL 
ECF504-30-1AAS USB 3.0 Type A Coupler, Female Bulkhead/ Male, 1.0m Blue 22.39 21.49 20.60 CALL ay 
ECF440 Machine Screws, 4-40 x 5/16", Pkg/100 5.00 4.60 4.20 CALL 4 
USB 2.0 Type A Female Shielded Panel Mount Coupler to USB Type A Male Connector, 30p (0.762um) Gold 
These options feature a bulkhead Type A jack to a molded Type A plug and USB 2.0 compliant cable. ECF504-12AAS 
ECF504-12AAS USB Type A Coupler, Female Bulkhead/ Male, 12in (30.5cm) Gray 10.56 10.35 9.93 CALL 
ECF504-24AAS USB Type A Coupler, Female Bulkhead/ Male, 24in (61.0cm) Gray 11.02 10.80 10.36 CALL a eer 
ECF504-36AAS USB Type A Coupler, Female Bulkhead/ Male, 36in (91.4cm) Gray 11.33 11.10 10.65 CALL ae : 
ECF504-72AAS USB Type A Coupler, Female Bulkhead/Male, 72in (183.0cm) Gray 12.26 12.01 11.52 CALL g A 
ECF504-120AAS USB Type A Coupler, Female Bulkhead/Male, 120in (305.0cm) Gray 13.54 13.27 12.73 CALL alias 


USB 2.0 Type B Female Shielded Panel Mount Coupler to USB Type B Male Connector, 30p (0.762ym) Gold nr tL) 
Another unique panel mount USB option features a bulkhead Type B jack to a molded Type B plug attached via USB 2.0 compliant cable. 


ECF504-12BBS USB Type B Coupler, Female Bulkhead/Male, 12in (30.5cm) Gray 10.76 10.54 10.11 CALL 

ECF504-24BBS USB Type B Coupler, Female Bulkhead/Male, 24in (61.0cm) Gray 11.23 11.01 10.56 CALL 

ECF504-36BBS USB Type B Coupler, Female Bulkhead/Male, 36in (91.4cm) Gray 11.54 ikea 10.85 = CALL 

ECF504-72BBS USB Type B Coupler, Female Bulkhead/Male, 72in (183.0cm) Gray 12.51 12.26 11.76 CALL 

ECF504-120BBS USB Type B Coupler, Female Bulkhead/Male, 120in (305.0cm) Gray 13.80 13.52 12.97 CALL > — 
USB 2.0 Type A or B Female Panel Mount Coupler to 5 Meter Un-terminated Pigtail Cable ee 
These additions to the popular USB panel mount adapter line allow users the flexibility to configure their own assembly. They feature a shielded ECF504-B-5M 
bulkhead Type A or B Jack with 5 meters of un-terminated USB 2.0 compliant cable. 

ECF504-5M USB Type A Female Panel Mount Coupler/5.0m Cable Gray 12.93 12.67 125 see GALE 

ECF504-B-5M USB Type B Female Panel Mount Coupler/5.0m Cable Gray 12.93 12.67 12.15 CALL 

ECF440 Machine Screws, 4-40 x 5/16", Pkg/100 5.00 4.60 4.20 CALL 


USB 2.0 Type A or B Female Panel Mount to Male Latching Type A Connector 

Another unique panel mount USB option features a bulkhead Type A or Type B jack to a latching Type A plug attached via USB 2.0 compliant cable. 
These cables can be directly connected to a mating connector inside an enclosure to provide lock down mating retention with any USB Type A jack. 
Assemblies are fully shielded and use L-com's popular ECF504 style housing that can be used with virtually any panel thickness. The recommended 
4-40 mounting screws must be purchased separately (P/N ECF440). Twisted pair data lines help reduce crosstalk while 20 AWG power conductors 
enable maximum power transfer from host to peripheral. Custom lengths available upon request with minimal quantity requirements. 


ECF504-AAL 


ECF504-12AAL USB Type A Coupler, Female Bulkhead/Latching Male, 12in (30.5cm) Black 13.54 ise 12.73 CALL 
ECF504-24AAL USB Type A Coupler, Female Bulkhead/Latching Male, 24in (61.0cm) Black 13.96 13.68 13.12 CALL 
ECF504-36AAL USB Type A Coupler, Female Bulkhead/Latching Male, 36in (91.4cm) Black 14.42 14.13 13.55 = CALL ECF504-BAL 
ECF504-72AAL USB Type A Coupler, Female Bulkhead/Latching Male, 72in (183.0cm) Black 15.71 15.40 14.77 CALL 
ECF504-120AAL USB Type A Coupler, Female Bulkhead/Latching Male, 120in (305.0cm) Black 17.46 17.11 16.41 CALL 
ECF504-12BAL USB Type B Coupler, Female Bulkhead /Latching Male, 12in (30.5cm) Black 13.54 13.27 12.73 CALL 
ECF504-24BAL USB Type B Coupler, Female Bulkhead/Latching Male, 24in (61.0cm) Black 13.96 13.68 done CALL 
ECF504-36BAL USB Type B Coupler, Female Bulkhead/Latching Male, 36in (91.4cm) Black 14.42 14.13 13.55 CALL 
ECF504-72BAL USB Type B Coupler, Female Bulkhead/Latching Male, 72in (183.0cm) Black 15.71 15.40 14.77 CALL 
ECF504-120BAL USB Type B Coupler, Female Bulkhead/Latching Male, 120in (305.0cm) Black 17.46 17.11 16.41 CALL 


Panel Mounted USB Type Couplers, 30 Microinches (0.762\1m) Gold 


These couplers are great for connecting USB style connectors into panels, etc. Choose shielded or unshielded in several connector combinations. 


Unshielded is available in Black or Ivory, shielded is Silver. Recommended 4-40 mounting screws must be purchased separately. = “ ECF504-UAA 
ECF504-UAA USB Type A/Type A Coupler Ivory 6.44 6.31 6.05 CALL : 
ECF504-UAB USB Type A/Type B Coupler lvory 6.44 6.31 6.05 CALL ECF504B-UBA 
ECF504-UBA USB Type B/Type A Coupler Ivory 6.44 6.31 6.05 CALL 
ECF504B-UAA USB Type A/Type A Coupler Black 6.44 6.31 6.05 CALL 
ECF504B-UAB USB Type A/Type B Coupler Black 6.44 6.31 6.05 CALL 
ECF504B-UBA USB Type B/Type A Coupler Black 6.44 6.31 6.05 CALL 
ECF504-UAAS USB Type A/Type A Coupler, Shielded Silver 7.52 7.37 7.07  ~— CALL 
ECF504-UABS USB Type A/Type B Coupler, Shielded Silver 7.52 7.37 7.07 ~— CALL 
ECF504-BAS USB Type B/Type A Coupler, Shielded Silver 7.52 7.37 7.07 CALL st Seller * 
ECF440 Machine Screws, 4-40 x 5/16", Pkg/100 5.00 4.60 4.20 CALL ECF504-UABS | 
USB Type A and B Panel Couplers with 10" (25.4cm) Wire Leads, 30 Microinches (0.762um) Gold | 


Similar to our ECF504 USB coupler except with wire leads in the rear to connect to equipment. Choose from USB Type A or B jacks in Black or Ivory. 
Wires are 20 AWG (2 power) and 24 AWG (2 signal) stranded wires with an additional drain to shield. 


ECJ504-UA USB Type A Jack, 10" (25.4cm) Leads Ivory 5,80 5.68 5.45 CALL Sea 
ECJ504-UB USB Type B Jack, 10" (25.4cm) Leads Ivory 5.80 5.68 5.45 CALL 
ECJ504B-UA USB Type A Jack, 10" (25.4cm) Leads Black 5.80 5.68 5.45 CALL 
ECJ504B-UB USB Type B Jack, 10" (25.4cm) Leads Black 5.80 5.68 5.45 = CALL 
ECF440 Machine Screws, 4-40 x 5/16", Pkg/100 5.00 4.60 4.20 CALL 


USB Keystone Feed Through Couplers - Type A to A, A to B, B to A Connectors, Fully Shielded 

L-com's shielded USB keystone couplers can be easily installed into panels, wall plate openings and enclosures. Three options are available, all 
with female connectors; A to B, A to A, and B to A. The stamped metal shell and one piece design provides maximum protection from data corrupting 
EMI/RFI. Contact us today for special pricing for your larger projects. 


UADKEY-AA USB Keystone Coupler, Type A Female /Type A Female Silver 9.40 8.65 7.90 CALL — ADKEY-AA 
UADKEY-AB USB Keystone Coupler, Type A Female/Type B Female Silver 9.40 8.65 7.90 CALL U ‘ 
UADKEY-BA USB Keystone Coupler, Type B Female/Type A Female Silver 9.40 8.65 7.90 CALL 
Flanged Panel Mounted USB 2.0 Coupler - Type A to A, A to B, B to A Connectors, Fully Shielded so ya ECF504-BA 
These unique products combine L-com's fully shielded keystone couplers with a solid die-cast metal mounting frame allowing for mounting in ii 
virtually any panel thickness. Three coupler options are available; A to A, A to B, and B to A. 4-40 machine screws are provided. 
ECF504-AA USB Keystone Flanged Coupler, Type A Female /Type A Female Silver 10.76 9.90 9.04 CALL 
ECF504-AB USB Keystone Flanged Coupler, Type A Female /Type B Female Silver 10.76 9.90 9.04 CALL 
ECF504-BA USB Keystone Flanged Coupler, Type B Female /Type A Female Silver 10.76 9.90 9.04 CALL 


L-com ss... 
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More lengths available. Item # Description Color 1-9 10-24 25-99 100+ 
Go to L-com.com USB 3.0 Type A Female Panel Mount to Type A Male Cable Assembly 
USB 3.0 versions of our popular UPM style panel mount USB adapter cables are available. 
UPMAA-30-03M USB 3.0 Cable, Type A Female Panel Mount/Type A Male, 0.3m Blue 18.19 17.10 16.01 CALL 
UPMAA-30-1M USB 3.0 Cable, Type A Female Panel Mount/Type A Male, 1.0m Blue 19.69 18.51 17.33). CALL 
; IS, UPMAA-30-2M USB 3.0 Cable, Type A Female Panel Mount/Type A Male, 2.0m Blue 21.69 20.39 19.09 CALL 
UPMAA-30-3M USB 3.0 Cable, Type A Female Panel Mount/Type A Male, 3.0m Blue 23.69 22.27 20.85 CALL 
USB Type A Female Panel Mount to Type A Male Cable Assembly 
UPMAA-30-M UPMAA-03M USB Cable, Type A Female Panel Mount/Type A Male, 0.3m Lt.Gray 8.50 7.82 7.14 CALL 
UPMAA-05M USB Cable, Type A Female Panel Mount/Type A Male, 0.5m Lt. Gray 8.70 8.00 7.31 CALL 
UPMAA-1M USB Cable, Type A Female Panel Mount/Type A Male, 1.0m Lt. Gray 9.25 8.51 Lila SCA 
UPMAA-2M USB Cable, Type A Female Panel Mount/Type A Male, 2.0m Lt.Gray 10.25 9.43 8.61 CALL 
UPMAA-3M USB Cable, Type A Female Panel Mount/Type A Male, 3.0m Lt.Gray 11.30 10.40 9.49 CALL 


USB Type A Female Panel Mount with Ground Wire to Type A Male Cable Assembly 
This version adds a ground wire giving the user the option to electrically ground the USB female connector to their panel or enclosure. The #6 spade 
lug easily attaches to a screw or similar hardware. 


UPMAAGND-03M USB Cable, Type A Female Pane! Mount with Ground Wire/Type A Male, 0.3m 
UPMAAGND-05M USB Cable, Type A Female Panel Mount with Ground Wire/Type A Male, 0.5m 


UPMAAGND 


Lt. Gray 9.00 8.28 7.56 CALL 
Lt. Gray 9.20 8.46 7.73 CALL 


f= C@IMN Se! 


UPMAAGND-1M USB Cable, Type A Female Panel Mount with Ground Wire/Type A Male, 1.0m Lt. Gray 9.75 8.97 8.19 CALL 
UPMAAGND-3M USB Cable, Type A Female Panel Mount with Ground Wire/Type A Male, 3.0m Lt.Gray 11.80 10.86 9.91 CALL 
USB Type A Female Panel Mount to Type B Male Cable Assembly 
UPMAB-03M USB Cable, Type A Female Panel Mount/Type B Male, 0.3m Lt. Gray 8.70 8.00 7.31 CALL 
UPMAB-05M USB Cable, Type A Female Pane! Mount/Type B Male, 0.5m Lt. Gray 8.90 8.19 748 CALL 
UPMAB-2M USB Cable, Type A Female Panel Mount/Type B Male, 2.0m Lt.Gray 10.45 9.61 8.78 CALL 
UPMAB-5M USB Cable, Type A Female Panel Mount/Type B Male, 5.0m Lt.Gray 13.60 12.51 11.42 CALL 
USB Type B Female Panel Mount to Type A Male Cable Assembly 
UPMBA-03M USB Cable, Type B Female Panel Mount/Type A Male, 0.3m Lt. Gray 8.70 8.00 7.31 CALL 
UPMBA-05M USB Cable, Type B Female Panel Mount/Type A Male, 0.5m Lt. Gray 8.90 8.19 7.48 CALL 
j UPMBA-2M USB Cable, Type B Female Panel Mount/Type A Male, 2.0m Lt.Gray 10.45 9.61 8.78 CALL 
USB Type B Female Panel Mount to Type B Male Cable Assembly 
UPMBB-05M USB Cable, Type B Female Panel Mount/Type B Male, 0.5m Lt. Gray 8.90 8.19 7.48 CALL 
UPMBB-075M USB Cable, Type B Female Panel Mount/Type B Male, 0.75m Lt. Gray 9.15 8.42 7.69 CALL 
UPMBB-1M USB Cable, Type B Female Panel Mount/Type B Male, 1.0m Lt. Gray 9.40 8.65 7.90 CALL 
UPMBB-4M USB Cable, Type B Female Panel Mount/Type B Male, 4.0m Lt.Gray = 12.55 11.55 10.54 CALL 
UPMBB-5M USB Cable, Type B Female Panel Mount/Type B Male, 5.0m Lt.Gray 13.60 12.51 11.42 CALL 
USB Type A and B Female Panel Mount to 5 Pin Female 0.100" (2.54mm) Header Connector 
UPMA5-03M USB Cable, Type A Female Panel Mount/5 Pin Female, 0.3m Gray 745 6.85 6.26 CALL 
UPMA5-05M USB Cable, Type A Female Pane! Mount/5 Pin Female, 0.5m Gray 7.60 6.99 6.38 CALL 
UPMA5-1M USB Cable, Type A Female Pane! Mount/5 Pin Female, 1.0m Gray 8.00 7.36 6.72 CALL 
UPMA5-2M USB Cable, Type A Female Panel Mount/5 Pin Female, 2.0m Gray 8.85 8.14 7.43 CALL 
UPMB5-03M USB Cable, Type B Female Panel Mount/5 Pin Female, 0.3m Gray 7.55 6.95 6.34 CALL 
UPMB5-1M USB Cable, Type B Female Panel Mount/5 Pin Female, 1.0m Gray 8.15 7.50 6.85 CALL 
UPMB5-2M USB Cable, Type B Female Panel Mount/5 Pin Female, 2.0m Gray 9.00 8.28 7.56 CALL 
UPMB5-3M USB Cable, Type B Female Panel Mount/5 Pin Female, 3.0m Gray 9.85 9.06 8.27 CALL 
Panel Mount USB Cable- Type A or B Female Panel Mount to Female 5 Position 2mm Pitch Housing 
UPMA5-2MM-03M USB Cable, Type A Female Panel Mount/5 Position 2mm Female, 0.3m Gray 7.80 7.18 6.55 CALL 
UPMA5-2MM-1M USB Cable, Type A Female Panel Mount/5 Position 2mm Female, 1.0m Gray 8.35 7.68 7.01 CALL 
UPMA5-2MM-3M USB Cable, Type A Female Panel Mount/5 Position 2mm Female, 3.0m Gray 9.95 9.15 8.36 CALL 
UPMB5-2MM-03M USB Cable, Type B Female Panel Mount/5 Position 2mm Female, 0.3m Gray 7.90 7.27 6.64 CALL 
UPMB5-2MM-075M USB Cable, Type B Female Panel Mount/5 Position 2mm Female, 0.75m Gray 8.25 7.59 6.93 CALL 
UPMA-LEADS UPMB5-2MM-2M USB Cable, Type B Female Panel Mount/5 Position 2mm Female, 2.0m Gray 9.25 8.51 7.77 CALL 
USB Type A or B Female Panel Mount Connectors to 24" (61.0cm) Wire Leads 
This option features a bulkhead Type A or B Jack with 24 inches of un-terminated 24 AWG lead wires. 
UPMA-LEADS USB Type A Panel Mount Connector, 24in (61.0cm) Leads Gray 7.85 7.22 6.59 CALL 
UPMB-LEADS USB Type B Panel Mount Connector, 24in (61.0cm) Leads Gray 7.85 ieee. 6.59 CALL 
CBL-USB2-2824/2828] | USB Revision 2.0 Compliant Bulk Cable 
Biv : CSUSB-100 USB Revision 2.0 Compliant Bulk Cable, 100ft (30.5m) Spool Lt.Gray 56.79 53.38 49.98 CALL 
i ie CSUSB-500 USB Revision 2.0 Compliant Bulk Cable, 500ft (152.4m) Spool Lt.Gray 260.49 244.86 229.23 CALL 
CSUSB-1000 USB Revision 2.0 Compliant Bulk Cable, 1000ft (304.8m)Spool Lt.Gray 457.26 429.82 402.39 CALL 
CBL-USB2-2824-100 USB Revision 2.0 Compliant Bulk Cable, 100ft (30.5m) Spool Black 40.94 38.48 36.03 CALL 
CBL-USB2-2824-500 USB Revision 2.0 Compliant Bulk Cable, 500ft (152.4m) Spool Black 187.41 176.17 164.92 CALL 
CBL-USB2-2824-1000 USB Revision 2.0 Compliant Bulk Cable, 1000ft (304.8m) Spool Black 335.04 31494 29484 CALL 
CBL-USB2-2828-100 USB Revision 2.0 Compliant Bulk Cable, 100ft (30.5m) Spool Black 28.44 26.73 25.03 CALL 
USBCN2.0-B CBL-USB2-2828-500 USB Revision 2.0 Compliant Bulk Cable, 500ft (152.4m) Spool Black 122.73 115.37, 108.00 CALL 
CBL-USB2-2828-1000 USB Revision 2.0 Compliant Bulk Cable, 1000ft (304.8m) Spool Black 221.43 208.14 194.86 CALL 
este) | LSZH USB Revision 2.0 Compliant Bulk Cable 
fsa te i CBL-USBZ-2820-100 LSZH USB Revision 2.0 Compliant Bulk Cable, 100ft (30.5m) Spool Black 11927 eden 104.96 CALL 
ae CBL-USBZ-2820-500 LSZH USB Revision 2.0 Compliant Bulk Cable, 500ft (152.4m) Spool Black 562.16 528.43 494.70 CALL 
yy’ CBL-USBZ-2820-1000 LSZH USB Revision 2.0 Compliant Bulk Cable, 1000ft (304.8m) Spool Black 1022.06 960.74 899.41 CALL 
USBHD2.0-2-B usBHD2.0-A | USB Connectors and Hoods, Type A and B 
USBCN2.0-A USB Type A Connector 1.63 1.60 1.53 CALL 
USBCN2.0-B USB Type B Connector 1.63 1.60 1.53 CALL 
USBHD2.0-Z-A LSZH USB Type A Hood Black 1.05 1.03 0.99 CALL 
USBHD2.0-Z-B LSZH USB Type B Hood Black 1.05 1.03 0.99 CALL 
USBHD2.0-A USB Type A Hood Lt. Gray 0.74 0.73 0.70 CALL 
USBHD2.0-B USB Type B Hood Lt. Gray 0.74 0.73 0.70 =CALL 


USBAFT 
USBBFT 


Connectivity 


USB Type A and B Female Field Termination Connectors 


Separate connection points are provided for all 4 positions of the connector plus the ground. Terminal block design with set screws provides reliable 
electrical connections utilizing no special tools. The terminal block area is clearly marked making proper termination virtually foolproof. 


USB Field Termination Connector, Type A Female 
USB Field Termination Connector, Type B Female 


6.99 
6.99 


6.57 
6.57 


6.15 
6.15 


CALL 
CALL 
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Be 
Waterproof USB Cable Assemblies - IEC IP67 Rated, Revision 2.0 Compliant Re Seller A 


As USB interconnect systems gain in popularity, so do the demands on the cabling systems. Standard USB connectors are not intended to withstand 
contaminants such as water and dust. Our Waterproof USB cable assemblies utilize rugged, molded or metal outer shells and a threaded coupling 
with an O-ring seal and are IEC IP67 rated. Eight types of assemblies are offered in a variety of lengths. All feature revision 2.0 compliant fully S| 
shielded cable and threaded couplings. Color is Black. 


WPUSBAX 

Waterproof USB Cable Assemblies - Panel Mount Type A Male to Standard Type B Male 

WPUSBAB-2M USB Cable, Waterproof Type A Male/ Standard Type B Male, 2.0m 21.53 21.10 20.24 CALL 

WPUSBAB-5M USB Cable, Waterproof Type A Male/ Standard Type B Male, 5.0m 24.93 24.43 23.43 CALL 
Waterproof USB Cable Assemblies - Panel Mount Type A Female to Standard Type A Male WPUSBBB 

WPUSBAX-05M USB Cable, Waterproof Panel Mt. Type A Fem./Standard Type A Male, 0.5m 18.95 18.57 17.81 CALL 

WPUSBAX-1M USB Cable, Waterproof Panel Mt. Type A Fem./Standard Type A Male, 1.0m 19.47 19.08 18.30 CALL 

WPUSBAX-2M USB Cable, Waterproof Panel Mt. Type A Fem./Standard Type A Male, 2.0m 20.55 20.14 19.32 CALL 

WPUSBAX-3M USB Cable, Waterproof Panel Mt. Type A Fem./Standard Type A Male, 3.0m 21.63 21.20 20.33 CALL 

WPUSBAX-5M USB Cable, Waterproof Panel Mt. Type A Fem./Standard Type A Male, 5.0m 23.79 23.31 22.36 CALL 
Waterproof USB Cable Assemblies - Panel Mount Type B Female to Standard Type A Male 

WPUSBBA-05M USB Cable, Waterproof Panel Mt. Type B Fem./Standard Type A Male, 0.5m 18.95 18.57 17.81 CALL mide 

WPUSBBA-1M USB Cable, Waterproof Panel Mt. Type B Fem./Standard Type A Male, 1.0m 19.47 19.08 18.30 CALL 

WPUSBBA-2M USB Cable, Waterproof Panel Mt. Type B Fem./Standard Type A Male, 2.0m 20.55 20.14 19.32 CALL 

WPUSBBA-3M USB Cable, Waterproof Panel Mt. Type B Fem./Standard Type A Male, 3.0m 21.63 21.20 20.33 CALL 

WPUSBBA-5M USB Cable, Waterproof Panel Mt. Type B Fem./Standard Type A Male, 5.0m 23.79 23.31 22.36 CALL 


Waterproof USB Cable Assemblies - Panel Mount Type B Male to Standard Type B Male Wea 
WPUSBBB-2M USB Cable, Waterproof Panel Mt. Type B Male/ Standard Type B Male, 2.0m 21.03 21.10 20.24 CALL 
WPUSBBB-5M USB Cable, Waterproof Panel Mt. Type B Male/ Standard Type B Male, 5.0m 24.93 24.43 23.43. CALL 

Waterproof USB Jacks with 10" (25.4cm) Wire Leads - Type A and Type B Available 

These cables are ideal for enclosures or panels that are exposed to harsh environments. Wire leads are 24 AWG and can easily be soldered into a 


PCB or terminated with a variety of connectors. 


WPUSBAF USB Jack, Waterproof Type A with 10" (25.4cm) Wire Leads 17.00 15.98 14.96 CALL WPUSBCN-B-2.0 ‘ 
WPUSBBF USB Jack, Waterproof Type B with 10" (25.4cm) Wire Leads 17.00 15.98 14.96 CALL 


Waterproof USB Field Installable Connectors - Revision 2.0 Compliant, IP67 Rated 
Available in type A or B styles, these connectors are a perfect complement to our popular IP67 USB cable assemblies. Solder connectors and a & 


WPUSB-CVR WPCVR-USB-1394 


sealing nut that conforms to any USB cable diameter allows the user to make their own water/dust proof cable assemblies. In addition, these 
connectors are panel mountable and mate with our male IP67 cable assemblies as well as our IP67 covers. L-com will manufacture custom cable 
assemblies using these connectors with short lead times and low minimum quantity requirements. 


WPUSBCN-A-2.0 Waterproof Panel Mount USB 2.0 Type A Connector, Female 13.03 12.25 11.47 CALL 
WPUSBCN-B-2.0 Waterproof Panel Mount USB 2.0 Type B Connector, Female 13.03 12.25 11.47, CALL 


Non-Shielded USB Covers and Replacement Nuts / Gaskets 


Protect unused IP67 ports with waterproof covers. Choose among two lanyard styles - chain or rubber. L-com also offers easy to install replacement 
gaskets and nuts for its popular IP67 rated USB and Firewire cable assemblies. The covers, nuts and gaskets are compatible with WPUSBAX, 
WPUSBBA, WPUSBBF, WPUSBAF and WP946PMF product families. 


“ “ 
S<ah* 


WPUSBMB5X 


WPUSB-CVR Waterproof USB/Firewire Cover with Metal Lanyard 4.94 4.64 4.35 CALL 
WPCVR-USB-1394 Waterproof USB/Firewire Cover with Rubber Lanyard 4.94 4.64 4.35 CALL 
WPNUT-13/16-28 USB Replacement Hex Nut, Pkg/10 6.27 5.77 5.27 CALL WPUSBMINI-CVR 
WPGASKET-13/16 USB Replacement Rubber Gasket, Pkg/10 2.77 2.55 2.33 CALL 


Waterproof USB Cable, Mini B 5 Female to Mini B 5 Male 


L-com's exclusive Waterproof USB Mini B 5 position cable assemblies are designed for the most demanding industrial applications where dust and 
moisture are present. 


WPUSBMB5X-05M Waterproof USB Cable, Mini B 5 Female/Mini B 5 Male, 0.5m 20.96 20.54 19.70 CALL 

WPUSBMB5X-2M Waterproof USB Cable, Mini B 5 Female/Mini B 5 Male, 2.0m 22.66 22.21 21.30 CALL 

WPUSBMB5X-5M Waterproof USB Cable, Mini B 5 Female/Mini B 5 Male, 5.0m 26.06 25.54 24.50 CALL 
Waterproof Cover for WPUSBMB5X Series 

WPUSBMINI-CVR USB Cover for WPUSBMBS5X Series Cables 5.30 4.98 4.66 CALL 


USB Cable, Shielded Waterproof Panel Mount Type A Female to Standard Type A Male 


Fully shielded versions of our popular IP67 rated USB cables are now available. These cables feature a die cast steel panel mountable female USB 
A connector and a standard male USB A connector. The steel housing allows for efficient grounding to a panel or enclosure. Mates with shielded 
male IP67 rated cable series WPUSBABSH or cover and seal with part number WPCVR-SHLD-USB. 


WPUSBAXSH 


WPUSBAXSH-05M USB Cable, Shid. Waterproof Panel Mnt. Type A Female/Std. Type A Male, 0.5m 36.77 35.30 33.83 CALL 
WPUSBAXSH-1M USB Cable, Shid. Waterproof Panel Mnt. Type A Female/Std. Type A Male, 1.0m 37.34 35.85 34.35 = CALL 
WPUSBAXSH-2M USB Cable, Shid. Waterproof Panel Mnt. Type A Female/Std. Type A Male, 2.0m 38.42 36.88 Boise UGALIE 
WPUSBAXSH-3M USB Cable, Shid. Waterproof Panel Mnt. Type A Female/Std. Type A Male, 3.0m 39.50 37.92 36.34 CALL 
WPUSBAXSH-5M USB Cable, Shid. Waterproof Panel Mnt. Type A Female/Std. Type A Male, 5.0m 41.66 39.99 38.33 CALL 


WPUSBABSH 
USB Cable, Shielded Waterproof Type A Male to Standard Type B Male 


These cables feature a male USB A connector with a metal coupling nut and a standard male USB B connector. The type A connector is designed 
to mate with our WPUSBAXSH cable series to provide a completely shielded IP67 solution. 


WPUSBABSH-05M USB Cable, Shielded Waterproof Type A Male/ Standard Type B Male, 0.5m 31.36 29.48 27.60 CALL 
WPUSBABSH-2M USB Cable, Shielded Waterproof Type A Male/ Standard Type B Male, 2.0m 33.01 31.03 29.05 CALL 
WPUSBABSH-5M USB Cable, Shielded Waterproof Type A Male/Standard Type B Male, 5.0m 36.26 34.08 31.91 CALL 
Shielded Waterproof Cap for WPUSBAXSH Series WPCVR-SHLD-USB 
WPCVR-SHLD-USB Shielded Waterproof Cap for WPUSBAXSH Series 7.36 6.77 6.18 CALL 


L=COrn 3002 
Online: L-com.com | Toll Free: 800-350-5266 | E-mail: sales@L-com.com | Fax: 978-689-9484 Connectivity 


USS Ackigtes Covers cid Misealkidous procdtiets 


Xe UAD017FM 
UADO26MF 


a 


UAD031MM 


UADO35MF 


.- VADOSGFF 


UADAA90-1 


UADBB90-2 


UAD2.0MB5-2 


UAD2.0MICB-1 


UAD2.0MICB-2 


CAP-B-USB-LAN 


CAP-A-USB-LAN 


3est Seller 


CAPUSB-A 
CAPUSB-MB5 


CAPUSB-MICB 


SWIT-USB2-BAA 


Front View 


| SWIT-USB2-BAA 
Back View 


‘ rea 
oer ae. Cotes 
ze pom Jer 


1CR3001-15 


LEX 


ICR3022 _ 
REX 


1CR2211 


Global 
Connectivity 


20 Suovlaniane Geilo 10 


Item # Description Color 1-9 10-24 25-99 100+ 
USB 2.0 Adapters - Molded and Fully Shielded 
These adapters provide an economical way for users to solve gender and connector type mismatches among standard USB connectors. 
UADO10MF USB Adapter, Type A Male/Type B Female Lt. Gray 4.80 4.70 4.51 CALL 
UAD011FM USB Adapter, Type A Female/Type B Male Lt. Gray 4.80 4.70 4.51 CALL 
UADO12FF USB Adapter, Type B Female/Type B Female Lt. Gray 4.80 4.70 4.51 CALL 
UAD013FF USB Adapter, Type A Female/Type B Female Lt. Gray 4.80 4.70 4.51 CALL 
UAD014MM USB Adapter, Type A Male/Type A Male Lt. Gray 4.80 4.70 4.51 CALL 
UADO15FF USB Adapter, Type A Female/Type A Female Lt. Gray 4.80 4.70 4.51 CALL 
UADO16MM USB Adapter, Type B Male/Type B Male Lt. Gray 4.80 4.70 4.51 CALL 
UAD017FM USB Adapter, Type A Female/Mini DIN 6 Male Green 4.80 4.70 4.51 CALL 
UADO18MF USB Adapter, Type A Male/Mini DIN 6 Female Lt. Gray 4.80 4.70 4.51 CALL 
UAD019FM USB Adapter, Type A Female/Mini B5 Male Black 4.80 4.70 4.51 CALL 
UADO26MF USB Adapter, Type A Male/Female Lt. Gray 4.80 4.70 4.51 CALL 
UADO27MF USB Adapter, Type B Male/Female Lt. Gray 4.80 4.70 4.51 CALL 
USB 2.0 Micro B Adapters 
UADO30MF USB Adapter, Micro B Male/ Mini B5 Female Black 4.80 4.70 4.51 CALL 
UAD031MM USB Adapter, Micro B Male/Standard A Male Black 4.80 4.70 4.51 CALL 
UAD032FM USB Adapter, Micro B Male/ Standard A Female Lt. Gray 4.80 4.70 4.51 CALL 
UAD033FM USB Adapter, Micro B Male/ Standard B Female Lt. Gray 4.80 4.70 4.51 CALL 
USB 3.0 Adapters 
UADO35MF USB 3.0 Socket Saver, Type A Male/Type A Female Blue 9.80 9.60 9.21 CALL 
UADO36FF USB 3.0 Gender Changer, Type A Female/Type A Female Blue 9.80 9.60 9.21 CALL 
UAD037MM USB 3.0 Gender Changer, Type A Male/Type A Male Blue 9.80 9.60 9.21 CALL 
USB 2.0 Low Profile Right Angle Adapters 
UADAA90-1 Right Angle USB Adapter, Type A Male/Female, Exit 1 Lt. Gray 5.69 5.23 4.78 CALL 
UADAA90-2 Right Angle USB Adapter, Type A Male/Female, Exit 2 Lt. Gray 5.69 5.23 4.78 CALL 
UADBB90-1 Right Angle USB Adapter, Type B Male/Female, Exit 1 Lt. Gray 5.69 5.23 4.78 CALL 
UADBB90-2 Right Angle USB Adapter, Type B Male/Female, Exit 2 Lt. Gray 5.69 5.23 4.78 CALL 
UAD2.0MB5-1 Right Angle USB Adapter, Mini B Male/Female, Exit 1 Black 5.69 5.23 4.78 CALL 
UAD2.0MB5-2 Right Angle USB Adapter, Mini B Male/Female, Exit 2 Black 5.69 5.23 4.78 CALL 
UAD2.0MICB-1 Right Angle USB Adapter, Micro B Male/Female, Exit 1 Black 5.69 5.23 4.78 CALL 
UAD2.0MICB-2 Right Angle USB Adapter, Micro B Male/Female, Exit 2 Black 5.69 5.23 478 CALL 
USB Protective Covers with Lanyard-for Type A and B Jacks - Pkg/10 
CAP-A-USB-LAN USB Protective Cover with Lanyard for USB Type A Jacks, Pkg/10 Black 7.82 7.19 6.57 CALL 
CAP-B-USB-LAN USB Protective Cover with Lanyard for USB Type B Jacks, Pkg/10 Black 7.82 7.19 6.57 CALL 
USB Type A, B and Mini B5 Connector Covers - Protect Unused Ports, Pkg/ 10 
CAPUSB-A USB Protective Cover for Type A Jacks, Pkg/10 Black 7.51 6.91 6.31 CALL 
CAPUSB-B USB Protective Cover for Type B Jacks, Pkg/10 Black 7.51 6.91 6.31 CALL 
CAPUSB-MB5 USB Protective Cover for Type Mini B5 Jacks, Pkg/10 Black 7.51 6.91 6.31 CALL 
CAPUSB-MICB USB Protective Cover for Type Micro B Jacks, Pkg/10 Black 7.51 6.91 6.31 CALL 
USB Cable Assembly Male Connector Dust Covers -Pkg/ 10 
CVRUSB-A USB Protective Cover for USB 2.0 & 3.0 Type A Plugs, Pkg/10 Black 6.35 5.84 5.33 CALL 
CVRUSB-B USB Protective Cover for USB 2.0 Type B Plugs, Pkg/10 Black 6.35 5.84 5.33 CALL 
CVRUSB-MB4 USB Protective Cover for USB 2.0 Type Mini B4 Plugs, Pkg/10 Black 6.35 5.84 5.33 CALL 
CVRUSB-MB5 USB Protective Cover for USB 2.0 Type Mini B5 Plugs, Pkg/10 Black 6.35 5.84 5.33 CALL 
CVRUSB-MICB USB Protective Cover for USB 2.0 Type Micro B Plugs, Pkg/10 Black 6.35 5.84 5.33 CALL 
CVRUSB3.0-B USB Protective Cover for USB 3.0 Type B Plugs, Pkg/10 Black 6.35 5.84 5.33 CALL 
CVRUSB3.0-MICB USB Protective Cover for USB 3.0 Type Micro B Plugs, Pkg/10 Black 6.35 5.84 5.33 CAL 
USB Lightning and Surge Protectors, Panel Mountable 
The AL-ECF504 series are commercial quality devices designed to protect a computer's sensitive USB ports from surges and spikes. 
AL-ECF504-AB USB Type A Female Bulkhead/Type B Female Lt. Gray 18.71 17.59 16.46 CALL 
AL-ECF504-AA12 USB Type A Female Bulkhead/Type A Male, 12in (30.5cm) Pigtail* Lt. Gray 20.79 19.54 18.30 CALL 
AL-ECF504-AB12 USB Type A Female Bulkhead/Type B Male, 12in (30.5cm) Pigtail* Lt. Gray 20.79 19.54 18.30 CALL 
*Also available in lengths of 24in (61.0cm), 36in (91.4cm), 48in (121.9cm) and 72in (182.9cm). See web site for details. 
USB 2.0 Manual Switch Box-(1) Type B and (2) Type A Ports 
SWIT-USB2-BAA USB Manual Switch Box 13.59 13.32 13,055) GALE 
Item # Description List Price 


Icron Technologies USB 3.0 Spectra™ 3001-15 

Icron's USB 3.0 Spectra™ 3001-15 is the industry's first active copper cable that extends USB 3.0 up to 49ft/15m at 5Gbps throughput. The cable 
features a locking connector per AIA USB3 Vision™ specification and an LED indicator at the device connection point for operating verification. The 
Spectra 3001-15 is bus powered thus allowing users to avoid the need for an additional power outlet to support USB 3.0 peripherals such as 
cameras and storage devices. This cable is ideal for industrial and commercial applications such as machine vision, medical imaging and post- 
production editing. Additionally, the Spectra 3001-15 comes with a two-year warranty and includes the ExtremeUSB® suite of features such as 
transparent USB extension, true plug and play (no software drivers) and compatibility with all major operating systems including Windows® 8. 


Note: Backward compatibility to USB 2.0/1.1 is not supported. Contact your L-com sales representative for details. 
ICR3001-15 Icron USB 3.0 Spectra 3001-15, 15 Meter Active Extension Cable 


Icron Technologies USB 3.0 Spectra™ 3022 

Icron's USB 3.0 Spectra™ 3022 is a two-port SuperSpeed extension solution, enabling USB 3.0 connections at up to 5Gbps over 330ft/100m of 
multimode fiber optic cable. The Spectra 3022 features two locking USB 3.0 ports per AIA USB3 Vision™ specification and delivers 900mA of power 
to each port. This extender is ideal for industrial and commercial applications such as machine vision, medical imaging and post-production editing. 
The Spectra 3022 comes with a two-year warranty and includes the ExtremeUSB® suite of features such as transparent USB extension, true plug 
and play (no software drivers), and compatibility with all major operating systems including Windows® 8. Optional mounting kit and UK, European 
and Australian power versions are also available. Note: Backward compatibility to USB 2.0/1.1 is not supported. Contact your L-com sales 


representative for details. 
ICR3022 Icron USB 3.0 Spectra 3022 2-Port Cat5e (or better) Extender System (100m Max) 


Icron Technologies USB 2.0 Ranger® 2211/2212 

Icron's USB 2.0 Ranger® 2211 and 2212 enable USB 2.0 connections at up to 480 Mbps over 330ft/100m of Cat5e cabling. Both extenders come 
with a two-year warranty and include the ExtremeUSB® suite of features such as true plug and play (no software drivers required) and compatibility 
with all leading operating systems including Windows® 8. 

ICR2211 Icron USB 2.0 Ranger 2211 1-Port Solid Cat5e (or better) Extender System with Flexible Power (100m Max) 332.00 
ICR2212 Icron USB 2.0 Ranger 2212 2-Port Solid Cat5e (or better) Extender System with Flexible Power (100m Max) 382.00 
Optional mounting kit and UK, European and Australian power versions are also available. Contact your L-com sales representative 

for details. 


284.49 


773.50 
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Item # Description # Prs 1-9 10-24 25-99 100+ 
Serial ATA (SATA) Cable Assemblies with Latching Connectors - Straight and Right Angle Connectors 


L-com's latching Serial ATA cable assemblies provide a secure connection every time. These SATA assemblies feature two shielded 26 AWG pairs 
in a PVC jacket, gold plated contacts and two straight polarized seven position connectors. Straight to straight and straight to right angle versions 
are offered. 


CASATAL-8 Latching Serial ATA Cable, Straight/ Straight, 8.0 inches (20.3cm) 3.95 3.63 3.32 CALL CASATARL 


aL. 

Pec 

=) 

laa 

= 

bow = 

CASATAL-12 Latching Serial ATA Cable, Straight/ Straight, 12.0 inches (30.5cm) 4.15 3.82 3.49 CALL Jar 

CASATAL-18 Latching Serial ATA Cable, Straight/ Straight, 18.0 inches (45.7cm) 4.50 4.14 3.78 CALL \— 

CASATAL-24 Latching Serial ATA Cable, Straight/ Straight, 24.0 inches (61cm) 4.85 4.46 4.07 CALL — 

CASATAL-36 Latching Serial ATA Cable, Straight/ Straight, 36.0 inches (91.5cm) 5.55 5.11 4.66 CALL — 

CASATARL-8 Latching Serial ATA Cable, Straight/Right Angle, 8.0 inches (20.3cm) 4.50 4.14 3.78 — CALL wa 

CASATARL-12 Latching Serial ATA Cable, Straight/Right Angle, 12.0 inches (30.5cm) 4.70 4.32 3.95 CALL = 

CASATARL-18 Latching Serial ATA Cable, Straight/Right Angle, 18.0 inches (45.7cm) 5.00 4.60 4.20 CALL = > w 

CASATARL-24 Latching Serial ATA Cable, Straight/Right Angle, 24.0 inches (61cm) 5.40 4.97 4.54 CALL ; CASATAZL —_ 

CASATARL-36 Latching Serial ATA Cable, Straight/Right Angle, 36.0 inches (91.5cm) 6.05 5.57 5.08 CALL w 

Low Smoke, Zero Halogen SATA Cable Assemblies with Latching Connectors = 

CASATAZL-03M LSZH Latching Serial ATA Cable, Straight/ Straight, 0.3m 6.75 6.21 5.67. CALL 4 
CASATAZL-05M LSZH Latching Serial ATA Cable, Straight/Straight, 0.5m 7.25 6.67 6.09 CALL 
CASATAZL-1M LSZH Latching Serial ATA Cable, Straight/ Straight, 1.0m 8.75 8.05 7.35 ‘CALL 

External Serial ATA Cable Assemblies - Fully Shielded, Protect Against EMI/RFI 

CAESA-05M External Serial ATA Cable Assembly, 0.5m (ays) 7.10 6.64 CALL 
CAESA-1M External Serial ATA Cable Assembly, 1.0m 8.60 8.08 1 Aiy jon 015 
CAESA-2M External Serial ATA Cable Assembly, 2.0m 11.15 10.48 9.81 CALL 


SATA and eSATA Connector Covers for Male and Female Connectors, Pkg/ 10 


These hard to find covers are perfect for protecting unused connector ports in any equipment as well as cable assembly connectors. Four part 
numbers are available - CVR-ESATA and CVRSATA cover cable assembly connectors, CAP-ESATA and CAPSATA cover computer/ equipment ports. 


These covers attach easily and stay in place with a snug friction fit. Color is black. CVRSATA 
CVRSATA Protective Cover for SATA Cable Assembly Connector, Pkg/10 6.35 5.84 ABE CALL 
CVR-ESATA Protective Cover for eSATA Cable Assembly Connector, Pkg/10 6.35 5.84 5.33 CALL 
CAPSATA Protective Cover for SATA Computer / Connector Ports, Pkg/10 7.50 6.90 6.30 CALL 
CAP-ESATA Protective Cover for eSATA Computer / Connector Ports, Pkg/10 7.50 6.90 6.30 CALL CAP-ESATA 
Premium Grade SCSI-3 Cables with Ferrite Cores - Reduce Noise Problems 
CAF900MM-05M SCSI-3 Cable, HPDB68 Male/Male with Ferrites, 0.5m 34 53.68 49.39 45.09 CALL i S 
CAF9O0MM-1M SCSI-3 Cable, HPDB68 Male/Male with Ferrites, 1.0m 34 58.85 54.14 49.43 CALL Premium Grade SCSI- 3 
CAF900MM-2M SCSI-3 Cable, HPDB68 Male/Male with Ferrites, 2.0m 34 69.25 63.71 58.17 CALL CAF9O0MM 
CAF900MM-3M SCSI-3 Cable, HPDB68 Male/Male with Ferrites, 3.0m 34 79.64 73.27 66.90 CALL (with Ferrites) 
Premium Mini DIN 6 Cables - Fully Populated - Double Shielded 
DK226MM-1 Molded Cable, Mini DIN 6 Male/Male, 1.0ft (0.3m) 7.88 7.41 6.93 CALL 
DK226MM-3 Molded Cable, Mini DIN 6 Male/Male, 3.0ft (0.9m) 10.15 9.54 8.93 CALL 
DK226MM-10 Molded Cable, Mini DIN 6 Male/Male, 10.0ft (3.0m) 18.08 17.00 15.91 CALL 
DK226MM-20 Molded Cable, Mini DIN 6 Male/Male, 20.0ft (6.1m) 29.41 27.65 25.88 CALL 
DK226MM-25 Molded Cable, Mini DIN 6 Male/Male, 25.0ft (7.6m) 35.07 32.97 30.86 CALL 
DK226MF-3 Molded Extension Cable, Mini DIN 6 Male/Female, 3.0ft (0.9m) 10.15 9.54 8.93 CALL 
DK226MF-6 Molded Extension Cable, Mini DIN 6 Male/Female, 6.0ft (1.8m) 13.54 12.73 11.92 CALL 
DK226MF-10 Molded Extension Cable, Mini DIN 6 Male/Female, 10.0ft (3.0m) 18.08 17.00 15.91 CALL 
DK226MF-20 Molded Extension Cable, Mini DIN 6 Male/Female, 20.0ft (6.1m) 29.41 27.65 25.88 CALL 
DK226MF-25 Molded Extension Cable, Mini DIN 6 Male/Female, 25.0ft (7.6m) 35.07 32.97 30.86 CALL 
Economy Mini DIN 6 Cables - Male to Male and Male to Female , ie OK226MF 
These cables provide an economical choice suitable for many applications and are comparable with most cables on the market. Construction 
features durable PVC mold, 28 AWG conductors and 360 degree foil shield. Color: Gray. 
CSMD6MN-3 Economy Molded Cable, Mini DIN 6 Male/Male, 3.0ft (0.9m) 5.05 4.75 444 CALL 
CSMD6MM-6 Economy Molded Cable, Mini DIN 6 Male/Male, 6.0ft (1.8m) 6.23 5.86 5.48 CALL 
CSMD6MM-10 Economy Molded Cable, Mini DIN 6 Male/Male, 10.0ft (3.0m) 7.83 7.36 6.89 CALL 
CSMD6MM-25 Economy Molded Cable, Mini DIN 6 Male/Male, 25.0ft (7.6m) 13.80 12.97 1214 CALL 
CSMD6MF-3 Economy Molded Cable, Mini DIN 6 Male/Female, 3.0ft (0.9m) 5.05 4.75 444 CALL 
CSMD6MF-6 Economy Molded Cable, Mini DIN 6 Male/Female, 6.0ft (1.8m) 6.23 5.86 5.48 CALL ” CSMDEME 
CSMD6MF-10 Economy Molded Cable, Mini DIN 6 Male/Female, 10.0ft (3.0m) 7.83 7.36 6.89 CALL 


CSMD6MF-25 Economy Molded Cable, Mini DIN 6 Male/Female, 25.0ft (7.6m) 13.80 12.97 12.14 CALL 
DIN and Mini DIN Feed-Thru Adapters - Panel and Wall Plate Mountable 


These exclusive adapters offer a unique design suitable for panel mounting DIN and Mini DIN adapters. Female-Female gender. 


MD44FF Feed-Thru Adapter, Mini DIN 4, Female/Female 9.24 8.50 7.76 CALL 
MD66FF Feed-Thru Adapter, Mini DIN 6, Female/Female 10.03 9.23 8.43 CALL MD66FF 
MD88FF Feed-Thru Adapter, Mini DIN 8, Female/Female 10.34 9.51 8.69 CALL 
DD55F Feed-Thru Adapter, DIN 5, Female/Female 10.34 9.51 8.69 CALL 


IEEE-1394 Firewire Cable Assemblies - Transmission Rates to 400 Mbps 


Highest quality Firewire cables allow for transfer rates up to 400 Mbps and meet the IEEE-1394 specification. These cables allow for simple Plug 
and Play connections for devices such as printers, scanners, digital cameras and other firewire peripherals. They can also be used to link two 
computers together for file sharing. Twisted pair data lines help reduce crosstalk while 22 AWG power conductors enable maximum power transfer 
from host to peripheral. 


IEEE-1394 Firewire Cable, Type 1 to Type 1, PVC Jacket, 30 Microinches (0.762pm) Gold 


CSM94-05M IEEE-1394 Firewire Cable, Type 1/Type 1, 0.5m 12.99 11.95 10.91 CALL 
CSM94-1M IEEE-1394 Firewire Cable, Type 1/Type 1, 1.0m 14.79 13.61 12.42 CALL 
CSM94-2M IEEE-1394 Firewire Cable, Type 1/Type 1, 2.0m 18.39 16.92 15.45 CALL GG. 
CSM94-3M IEEE-1394 Firewire Cable, Type 1/Type 1, 3.0m 21.89 20.14 18.39 CALL i — ed 


CSM94-5M IEEE-1394 Firewire Cable, Type 1/Type 1, 5.0m 28.99 26.67 24.35 CALL 
IEEE-1394 Firewire Shielded Panel Mount Couplers, Type 1 Connectors 


| Se 
This coupler provides a practical and cost effective way to feed Firewire cables through a panel or enclosure. A unique mounting flange makes e ee 
these units usable in virtually any panel thickness. Features two Type 1 (6 position) female connectors and metal housing. ECF504-94MS 


ECF504-94MS IEEE-1394 Firewire Shielded Coupler, Type 1 Connectors 10.89 10.67 10.24 = CALL (Rear view) 
ECF440 Machine Screws, 4-40 x 5/16", Pkg/ 100 5.00 4.60 4.20 CALL 


More cable options available at L-com.com 
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= adapters and accessories Molded Grade IEEE-488 GPIB Cables - Double Shielded with Molded Backshells 

c5 available, go to L-com.com L-com offers many IEEE-488 cable assembly options. The most economical choice uses double shielded cable that is adequate for 
many applications. 

c Normal 

eS CMB24-05M Molded IEEE-488 Cable, 0.5m Normal / Normal 70.97 69.55 66.71 CALL 

+ CMB24-1M Molded IEEE-488 Cable, 1.0m Normal /Normal 75.17 73.67 70.66 CALL 

Lu CMB24-2M Molded IEEE-488 Cable, 2.0m Normal /Normal 83.67 82.00 78.65 CALL 

La CMB24-3M Molded IEEE-488 Cable, 3.0m Normal / Normal 92.18 90.34 86.65 CALL 

Lil CMB24-4M Molded IEEE-488 Cable, 4.0m Normal / Normal 100.68 98.67 94.64 CALL 

eas CMB24-5M Molded IEEE-488 Cable, 5.0m Normal / Normal 109.19 107.01 102.64 CALL 
CMB24-6M Molded IEEE-488 Cable, 6.0m Normal / Normal 117.69 115.34 110.63 CALL 
CMB24-8M Molded IEEE-488 Cable, 8.0m Normal / Normal 134.60 131.91 126.52 CALL 


Molded IEEE-488 GPIB Cables - Two Reverse Entry Connectors to Overcome Difficult Mounting 


There are times when the use of a standard GPIB cable is not desirable because of obstructions from other nearby instruments, etc. In some cases 
it may be more advantageous to have the cable enter the connector housing from the opposite direction. An obvious advantage is when it is used 
as an extension cable. 


CIM24-05M Molded IEEE-488 Cable, 0.5m Reverse / Reverse 74.22 69.77 65.31 CALL 
CIM24-1M Molded IEEE-488 Cable, 1.0m Reverse / Reverse 78.63 73.91 69.19 CALL 
CIM24-2M Molded IEEE-488 Cable, 2.0m Reverse / Reverse 87.45 82.20 76.96 CALL 
CIM24-3M Molded IEEE-488 Cable, 3.0m Reverse / Reverse 96.38 90.60 84.81 CALL 
CIM24-4M Molded IEEE-488 Cable, 4.0m Reverse / Reverse 105.20 98.89 92.58 CALL 
CIM24-5M Molded IEEE-488 Cable, 5.0m Reverse / Reverse 114.12 107.27 100.43 CALL 
CIM24-6M Molded IEEE-488 Cable, 6.0m Reverse / Reverse 123.05 115.67 108.28 CALL 
CIM24-8M Molded IEEE-488 Cable, 8.0m Reverse / Reverse 140.79 132.34 123.90 CALL 


Deluxe Grade IEEE-488 GPIB Cables -Three Shields Plus Cast Aluminum Shells 


Two foil shields plus one copper braid shield (over 90% coverage) provide low capacitance to maintain the IEEE specifications of these cables. 


CIF24-03M Deluxe IEEE-488 Cable, 0.3m Normal / Normal 100.26 98.25 94.24 CALL 
CIF24-05M Deluxe IEEE-488 Cable, 0.5m Normal / Normal 102.26 100.21 96.12 CALL 
CIF24-1M Deluxe IEEE-488 Cable, 1.0m Normal / Normal 107.09 104.95 100.66 CALL 
CIF24-2M Deluxe IEEE-488 Cable, 2.0m Normal/Normal 116.85 114.51 109.84 CALL 
CIF24-3M Deluxe IEEE-488 Cable, 3.0m Normal / Normal 129.77 127.17 121.98 CALL 
CIF24-4M Deluxe IEEE-488 Cable, 4.0m Normal / Normal 139.53 136.74 131.16 CALL 
CIF24-5M Deluxe IEEE-488 Cable, 5.0m Normal / Normal 149.30 146.31 140.34 CALL 
CIF24-6M Deluxe IEEE-488 Cable, 6.0m Normal / Normal 158.96 155.78 149.42 CALL 
CIF24-8M Deluxe IEEE-488 Cable, 8.0m Normal /Normal 178.49 174.92 167.78 CALL 


Premium Grade IEEE-488 GPIB Cables - 4 Shields, Aluminum Nickel Plated Shells 


These cables have two copper braid shields coupled with two foil shields to work to reduce the amount of radiated emissions. 


CIB24-03M Premium IEEE-488 Cable, 0.3m Normal / Normal 107.30 105.15 100.86 CALL 
CIB24-05M Premium IEEE-488 Cable, 0.5m Normal /Normal 110.34 108.13 103.72 CALL 
CIB24-1M Premium IEEE-488 Cable, 1.0m Normal / Normal 117.90 115.54 110.83 CALL 
CIB24-2M Premium IEEE-488 Cable, 2.0m Normal / Normal 133.02 130.36 125.04 CALL 
CIB24-3M Premium IEEE-488 Cable, 3.0m Normal / Normal 158.96 155.78 149.42 CALL 
CIB24-5M Premium IEEE-488 Cable, 5.0m Normal / Normal 189.30 185.51 177.94 CALL 
CIB24-6M Premium IEEE-488 Cable, 6.0m Normal / Normal 197.91 193.95 186.04 CALL 
CIB24-10M Premium IEEE-488 Cable, 10.0m Normal / Normal 254.19 249.11 238.94 CALL 
CIB24-18M Premium IEEE-488 Cable, 18.0m Normal / Normal 366.65 359.32 344.65 CALL 


Premium Grade CBC24 Series IEEE-488 GPIB Cables -With One Inline GPIB Male Termination 


This premium series has one conventional male-female connector. The other end terminates to a straight male-only connector, a feature sometimes 
preferred when there is no need to have a female end exposed. This cable is most useful when the dual-right angle connectors get in the way of 
other system cables and particularly in a computer back plane. 


CBC24-05M Premium IEEE-488 Cable, 0.5m Normal /Inline 102.78 96.61 90.45 CALL 
CBC24-1M Premium IEEE-488 Cable, 1.0m Normal/Inline 108.14 101.65 95.16 CALL 
CBC24-2M Premium IEEE-488 Cable, 2.0m Normal /Inline 118.95 111.81 104.68 CALL 
CBC24-3M Premium IEEE-488 Cable, 3.0m Normal/ Inline 129.77 121.98 114.20 CALL 
CBC24-4M Premium IEEE-488 Cable, 4.0m Normal / Inline 140.58 132.15 123.71 CALL 
CBC24-5M Premium IEEE-488 Cable, 5.0m Normal /Inline 151.40 142.32 133.23 CALL 
CBC24-8M Premium IEEE-488 Cable, 8.0m Normal /Inline 183.84 172.81 161.78 CALL 


IEEE-488 GPIB Bulkhead Adapters - The Easiest Way to Feed GPIB Cables Through Panels 


IEEE-488 bulkhead adapters originated because of a need by design and test engineers. These adapters provide the only means of passing an 
IEEE-488 cable through common cabinet walls and will also provide access to a console work table when mounted on a panel. 


CIB24BA IEEE-488 Bulkhead Adapter, Male/Female Normal 40.48 37.24 34.00 CALL 
CIB24BF IEEE-488 Bulkhead Adapter, Female/ Female Normal 43.01 39.57 36.13 CALL 
inline CIB24BF-I IEEE-488 Bulkhead Adapter, Insulated, Female / Female Normal 44.28 40.74 37.20 CALL 
it 7: . . . . . . 
IEEE-488 GPIB Connector Shielding Covers - Protect Against Contamination, Physical Damage and RFI 
CIB24C IEEE-488 Connector Cover, Mates Female GPIB Connectors 8.02 7.38 6.74 CALL 
CIB24CB IEEE-488 Connector Cover, As Above but Black Anodized Finish 8.02 7.38 6.74 CALL 
CIB24CM IEEE-488 Connector Cover, Mates Male GPIB Connectors 8.02 7.38 6.74 CALL 
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Deluxe High Speed HDMI® Male to Male Cable Assemblies - Gold Plated Contacts, Fully Shielded 


L-com's CGHDMM series HDMI cable products offer a very cost effective way to support myriad HDMI applications. 


CGHDMM-0.3 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 0.3m 10.85 9.98 9.11 CALL 
CGHDMM-0.5 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 0.5m 11.45 10.53 9.62 CALL 
CGHDMM-1 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 1.0m 12.95 11.91 10.88 CALL Ways 
CGHDMM-2 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 2.0m 15.95 14.67 13.40 CALL 
CGHDMM-3 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 3.0m 18.95 17.43 15.92 CALL 
CGHDMM-4 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 4.0m 21.95 20.19 18.44 =CALL 


CGHDMM-5 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 5.0m 24.95 22.95 20.96 CALL HDCAMM ea 
CGHDMM 


Premium High Speed HDMI® Male to Male Cable Assemblies - 30 Microinch (0.762ym) Gold Plated Contacts 
As an HDMI adopter, L-com's HDMI cables are certified by HDMI Licensing LLC. Custom cable lengths are available upon request. 


HDCAMM-0.5 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 0.5m 18.95 17.43 15.92 CALL 
HDCAMM-1 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 1.0m 22.95 21.11 19.28 CALL 
HDCAMM-2 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 2.0m 26.95 24.79 22.64 = CALL 
HDCAMM-3 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 3.0m 30.95 28.47 26.00 CALL 
HDCAMM-4 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 4.0m 34.95 32.15 29.36 CALL 
HDCAMM-5 High Speed HDMI Cable with Ethernet, HDMI Male/HDMI Male, 5.0m 38.95 35.83 32.72 CALL 


How to use L-com RHDCA Series High Speed HDMI° Repeater Cables 


Unlike standard HDMI cable assemblies, L-com RHDCA cable assemblies require a specific connector designation. The connector 
marked “DISPLAY END” must be plugged into the intended display (TV, Monitor, etc). The connector which only includes the HDMI° 
logo must be plugged into the content source (Blu-Ray player, laptop, etc). 


L-com High Speed HDMI® Repeater Cable 

L-com's RHDCA series HDMI repeater cables extend the length of HDMI signals up to 20 meters (RHDCA-20) without the use of an external 
converter / booster. These unique HDMI repeater cables make A/V installations easy and aesthetically pleasing as the repeater module is built right 
into the connector over mold. These cables support High Speed HDMI which is designed to handle video resolutions of 1080p and beyond, including 
advanced display technologies like 3D and 4K. 


RHDCA-10 High Speed HDMI Repeater Cable, Male/Male, 10.0m 104.95 102.85 100.75 CALL 
RHDCA-12 High Speed HDMI Repeater Cable, Male/Male, 12.0m 115.50 113.19 110.88 CALL 
RHDCA-15 High Speed HDMI Repeater Cable, Male/Male, 15.0m 126.00 123.48 120.96 CALL 
RHDCA-20 High Speed HDMI Repeater Cable, Male/Male, 20.0m 141.75 138.91 136.08 CALL 


HDMI Angled Product Grid. All families are available in lengths of 0.5, 1, 2, 3, 4 & 5 meters. 
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Below are a few options, see L-com.com for complete product offering and pricing. Right Exit q Left Exit 
HDRA HDRA2 


HDMI Angled Style Connectors 

For HDMI angled style connectors, the position 
of the connector’s long side is key in determining 
the correct angle for your application. 


High Speed HDMI® Angled Cable Assemblies - PVC Jacket, 4 Exit Options Available 


L-com's HDRA series cables are perfect for tight fit and confined space HDMI applications. These rugged cable assemblies feature a standard HDMI 


Male connector on one end and an angled HDMI Male connector on the other. pong site of 
HDRA-0.5 High Speed HDMI Cable with Ethernet, Straight Male/Right Exit Male, 0.5m 18.95 17.81 16.68 CALL 
HDRA-1 High Speed HDMI Cable with Ethernet, Straight Male/Right Exit Male, 1.0m 22.95 21.57 20.20 CALL 
HDRA-2 High Speed HDMI Cable with Ethernet, Straight Male/Right Exit Male, 2.0m 26.95 25.33 Oo heme GALLE 
HDRA-3 High Speed HDMI Cable with Ethernet, Straight Male/Right Exit Male, 3.0m 30.95 29.09 27:24. wee CALL 


HDRA-5 High Speed HDMI Cable with Ethernet, Straight Male/Right Exit Male, 5.0m 38.95 36.61 34.28 CALL 


High Speed HDMI® Angled Cable Assemblies - Low Smoke Zero Halogen Jacket 


L-com's HDRA series Low Smoke Zero Halogen cables are perfect for tight fit and confined space HDMI applications. 


Top Exit | Bottom 
HDRA3 Exit 
HDRA4 
Long side of 
connector 


HDRAZ3-0.5 High Speed HDMI LSZH Cable with Ethernet, Straight Male/Top Exit Male, 0.5m 20.95 19.69 18.44 = CALL 
HDRAZ3-1 High Speed HDMI LSZH Cable with Ethernet, Straight Male/Top Exit Male, 1.0m 24.95 23.45 21.96 CALL 
HDRAZ3-2 High Speed HDMI LSZH Cable with Ethernet, Straight Male/Top Exit Male, 2.0m 28.95 27.21 25.48 CALL Crush resistant metal 
HDRAZ3-3 High Speed HDMI LSZH Cable with Ethernet, Straight Male/Top Exit Male, 3.0m 32.95 30.97 29.00 CALL peepee ae 
HDRAZ3-4 High Speed HDMI LSZH Cable with Ethernet, Straight Male/Top Exit Male, 4.0m 36.95 34.73 32,92 gen GALL - 
HDRAZ3-5 High Speed HDMI LSZH Cable with Ethernet, Straight Male/Top Exit Male, 5.0m 40.95 38.49 36.04 CALL 


Metal or Plastic Armored HDMI® Cables with Ethernet 

These unique cables feature a crush resistant jacket over our premium HDMI cable to provide protection in applications where standard cables 
would be damaged due to excessive force. Crush resistance is 1500 PSI (Pounds per Square Inch) for metal armored and 800 PSI for plastic. | @ 
Additional features include rugged over mold connectors, 30 microinch (0.762um) gold plated contacts and double shielding to protect A/V signals A Homi 


from EMI/RFI. HDCAMT HIGH SPEED 
HDCAMT-0.5 Metal Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 0.5m 29.35 28.18 27.00 CALL 
HDCAMT-1 Metal Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 1.0m 33.55 32.21 30.87 CALL 
HDCAMT-2 Metal Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 2.0m 41.95 40.27 38.59 CALL Grin Ieeeine ante 
HDCAMT-3 Metal Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 3.0m 50.35 48.34 46.32 CALL jacket over premium 
HDCAMT-4 Metal Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 4.0m 58.75 56.40 54.05 CALL HDMI cable. 
HDCAMT-5 Metal Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 5.0m 67.15 64.46 61.78 CALL 
HDCAPL-0.5 Plastic Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 0.5m 25.15 24.14 23.14 CALL 
HDCAPL-1 Plastic Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 1.0m 28.30 27.17 26.04 CALL 
HDCAPL-2 Plastic Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 2.0m 34.60 33.22 31.83 CALL 
HDCAPL-3 Plastic Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 3.0m 40.90 39.26 37.63 CALL 
HDCAPL-4 Plastic Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 4.0m 47.20 45.31 43.42 CALL 
HDCAPL-5 Plastic Armored HDMI Cable with Ethernet, HDMI Male/HDMI Male, 5.0m 53.50 51.36 49.22 CALL 
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DisplayPort High Definition Audio/Video Cables 


L-com's DisplayPort cables offer a single cable solution providing high definition digital audio and video for computing displays, graphic cards and 
laptops. DisplayPort replaces DVI and VGA cables and is the new digital display standard for PC computing. It is the HDMI equivalent for computers 
and provides a simple and easy connection for both high definition digital audio and video. 


DPCAMM-0.5 DisplayPort Cable Assembly, Male/ Male, 0.5m 24.70 23.22 21.74 = CALL 
DPCAMM-1 DisplayPort Cable Assembly, Male/Male, 1.0m 26.75 25.14 23.54 CALL 
DPCAMM 4 DPCAMM-2 DisplayPort Cable Assembly, Male/ Male, 2.0m 30.85 29.00 27.15 CALL 
DPCAMM-3 DisplayPort Cable Assembly, Male/ Male, 3.0m 35.00 32.90 30.80 CALL 
DPCAMM-4 DisplayPort Cable Assembly, Male/ Male, 4.0m 39.10 36.75 34.41 CALL 
DPCAMM-5 DisplayPort Cable Assembly, Male/ Male, 5.0m 43.25 40.66 38.06 CALL 
DPCAMM-10 DisplayPort Cable Assembly, Male/ Male, 10.0m 63.85 60.02 56.19 CALL 
DPCAMM-15 DisplayPort Cable Assembly, Male/Male, 15.0m 84.45 79.38 74.32 CALL 


Low Profile DisplayPort High Definition Audio/Video Cables 


This cable family is identical to our popular DPCAMM DisplayPort cables except it uses a shorter backshell. The shorter backshell allows these 
cables to fit in a tighter space without compromising performance. L-com's DisplayPort cable offering provides a single cable solution for high 


i definition digital audio and video for computing displays, graphic cards, and laptops. Seven lengths to choose from ranging from 0.5 to 15 meters. 

DPCAMMSB DPCAMMSB-0.5 DisplayPort Short Body Cable Assembly, Male/Male, 0.5m 20.70 1946 18.22 CALL 
DPCAMMSB-1 DisplayPort Short Body Cable Assembly, Male/Male, 1.0m 22.75 21.38 20.02 CALL 

DPCAMMSB-2 DisplayPort Short Body Cable Assembly, Male/Male, 2.0m 26.85 25.24 23.63 CALL 

WwW DPCAMMSB-3 DisplayPort Short Body Cable Assembly, Male/Male, 3.0m 30.95 29.09 27.24 CALL 
DPCAMMSB-5 DisplayPort Short Body Cable Assembly, Male/Male, 5.0m 39.15 36.80 34.45 CALL 

DPCAMMSB-10 DisplayPort Short Body Cable Assembly, Male/Male, 10.0m 63.85 60.02 56.19 CALL 

DPCAMMSB-15 DisplayPort Short Body Cable Assembly, Male/Male, 15.0m 84.45 79.38 74.32 CALL 


Low Smoke Zero Halogen DisplayPort High Definition Audio/Video Cables 


DPCAZMM This cable family is identical to our popular DPCAMM DisplayPort cables except it uses Low Smoke Zero Halogen (LSZH) jacketed cable. LSZH cable 
reduces the amount of toxic and corrosive gases emitted during combustion. Typically used in poorly ventilated areas, low smoke zero halogen is 
very popular with military contractors and anywhere the protection of people and equipment from toxic and corrosive gases is critical. 


DPCAZMM-0.5 DisplayPort LSZH Cable Assembly, Male/Male, 0.5m 25.50 23.97 22.44 CALL 

DPCAZMM-1 DisplayPort LSZH Cable Assembly, Male/Male, 1.0m ° 28.05 26.37 24.68 CALL 

DPCAZMM-2 DisplayPort LSZH Cable Assembly, Male/Male, 2.0m 33.15 31.16 29.17 CALL 

kd DPCAZMM-3 DisplayPort LSZH Cable Assembly, Male/Male, 3.0m 38.25 35.95 33.66 CALL 
Sas : fn. DPCAZMM-5 DisplayPort LSZH Cable Assembly, Male/Male, 5.0m 48.45 45.54 42.64 CALL 

“ ~ DPCAZMM-10 DisplayPort LSZH Cable Assembly, Male/Male, 10.0m 73.95 69.51 65.08 CALL 

HD-DVI-MM DPCAZMM-15 DisplayPort LSZH Cable Assembly, Male/Male, 15.0m 99.45 93.48 87.52 CALL 


HDMI® to DVI-D Cable Assemblies - Fully Molded 

High Definition Multimedia Interface (HDMI) is the latest interface for the connection of audio/video equipment. HDMI is fully backwards compatible 
with DVI video signals. This series of cable allows connection of the digital video signal from a DVI-D interface to a HDMI interface. Available in 5 
standard lengths from 1 to 5 meters. 


HD-DVI-MM-1 HDMI Cable, HDMI Male/DVI-D Male, Single Link, 1.0m 18.95 17.81 16.68 CALL 
Nd ES HD-DVI-MM-2 HDMI Cable, HDMI Male/DVI-D Male, Single Link, 2.0m 24.95 23.45 21.96 CALL 
CGHD-DVI-MM th HD-DVI-MM-3 HDMI Cable, HDMI Male/DVI-D Male, Single Link, 3.0m 30.95 29.09 27.24 ~— CALL 
HD-DVI-MM-4 HDMI Cable, HDMI Male/DVI-D Male, Single Link, 4.0m 36.95 34.73 32.52 CALL 
HD-DVI-MM-5 HDMI Cable, HDMI Male/DVI-D Male, Single Link, 5.0m 42.95 40.37 37.80 CALL 
Deluxe DVI to HDMI® Cables - DVI-D Single Link 

CGHD-DVI-MM-1 Deluxe DVI to HDMI! Cable, HDMI Male/DVI-D Male, Single Link, 1.0m 12.95 11.91 10.88 CALL 
CGHD-DVI-MM-2 Deluxe DVI to HDMI Cable, HDMI Male/DVI-D Male, Single Link, 2.0m 18.95 17.43 15.92 CALL 
CGHD-DVI-MM-3 Deluxe DVI to HDMI Cable, HDMI Male/DVI-D Male, Single Link, 3.0m 24.95 22.95 20.96 CALL 
CGHD-DVI-MM-4 Deluxe DVI to HDMI Cable, HDMI Male/DVI-D Male, Single Link, 4.0m 30.95 28.47 26.00 CALL 
CGHD-DVI-MM-5 Deluxe DVI to HDMI Cable, HDMI Male/DVI-D Male, Single Link, 5.0m 36.95 33.99 31.04 CALL 

CTLDVIMM Premium DVI-D Single Link Cable Assemblies with Ferrites 
CTLDVIMM-3 DVI-D Cable Single Link, Male/Male, 3.0ft (0.9m) 20.95 19:27, 17.60 CALL 
CTLDVIMM-5 DVI-D Cable Single Link, Male/Male, 5.0ft (1.5m) 22.95 21.11 19.28 = CALL 
CTLDVIMM-10 DVI-D Cable Single Link, Male/Male, 10.0ft (3.0m) 27.95 25.71 23.48 = CALL 
CTLDVIMM-15 DVI-D Cable Single Link, Male/Male, 15.0ft (4.6m) 32.95 30.31 27.68 CALL 


Deluxe DVI-D Single Link Cable Assemblies - Dual Ferrite Beads, Gold Plated Contacts 


L-com's Deluxe DVI-D DVI cable assemblies offer high performance at a very affordable price. 


CGDVIMM-1 DVI-D Cable Single Link, Male/Male, 1.0ft (0.3m) 10.95 10.07 9.20. CALL 

CGDVIMM-3 DVI-D Cable Single Link, Male /Male, 3.0ft (0.9m) 12.95 11.91 10.88 CALL 

CGDVIMM CGDVIMM-5 DVI-D Cable Single Link, Male/Male, 5.0ft (1.5m) 14.95 13.75 12.56 CALL 
' CGDVIMM-10 DVI-D Cable Single Link, Male/Male, 10.0ft (3.0m) 19.95 18.35 16.76 CALL 

CGDVIMM-15 DVI-D Cable Single Link, Male/Male, 15.0ft (4.6m) 24.95 22.95 20.96 CALL 


Premium DVI-D Dual Link Cable Assemblies with Ferrites 


CTLDVI-DL-MM-3 DVI-D Cable Dual Link, Male/Male, 3.0ft (0.9m) 28.95 26.63 24.32 CALL 
CTLDVI-DL-MM-5 DVI-D Cable Dual Link, Male/Male, 5.0ft (1.5m) 30.95 28.47 26.00 CALL 
CTLDVI-DL-MM-10 DVI-D Cable Dual Link, Male/Male, 10.0ft (3.0m) 35.95 33.07 30.20 CALL 
CTLDVI-DL-MM-15 DVI-D Cable Dual Link, Male/Male, 15.0ft (4.6m) 40.95 37.67 34.40 CALL 
CTLDVI-DL-MM Deluxe DVI-D Dual Link Cable Assemblies - Dual Ferrite Beads, Gold Plated Contacts 
CGDVI-DL-MM-1 DVI-D Cable Dual Link, Male/Male, 1.0ft (0.3m) 15.95 14.67 13.40 CALL 
CGDVI-DL-MM-3 DVI-D Cable Dual Link, Male/Male, 3.0ft (0.9m) 17.95 16.51 15.08 CALL 
CGDVI-DL-MM-5 DVI-D Cable Dual Link, Male/Male, 5.0ft (1.5m) 19.95 18.35 16.76 CALL 
CGDVI-DL-MM-10 DVI-D Cable Dual Link, Male/Male, 10.0ft (3.0m) 24.95 22.95 20.96 CALL 
CGDVI-DL-MM-15 DVI-D Cable Dual Link, Male/Male, 15.0ft (4.6m) 29.95 27.55 25.16 CALL 


CGDVI-DL-MM 
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Premium DVI-I Single Link Cable Assemblies with Ferrites 
CTLDVI-ISL-MM-3 DVI Cable, DVI-I Single Link, Male/Male, 3.0ft (0.9m) 31.95 29.39 26.84 CALL 
CTLDVI-ISL-MM-5 DVI Cable, DVI-I Single Link, Male/Male, 5.0ft (1.5m) 34.95 Be. 15: 29.36 CALL 
CTLDVI-ISL-MM-10 DVI Cable, DVI-I Single Link, Male/Male, 10.0ft (3.0m) 39.95 36.75 33.56 CALL 
CTLDVI-ISL-MM-15 DVI Cable, DVI-I Single Link, Male/Male, 15.0ft (4.6m) 44.95 41.35 37.76 CALL 
Deluxe DVI-I Single Link Cable Assemblies with Ferrites 
CGDVI-ISL-MM-3 DVI Cable, DVI-I Single Link, Male/Male, 3.0ft (0.9m) 1395 1283 11.72 CALL CTLDVI-ISL 
CGDVI-ISL-MM-5 DVI Cable, DVI-I Single Link, Male/Male, 5.0ft (1.5m) 15.95 14.67 13.40 CALL 
CGDVI-ISL-MM-10 DVI Cable, DVI-I Single Link, Male/Male, 10.0ft (3.0m) 20.95 19.27 17.60 CALL 
CGDVI-ISL-MM-15 DVI Cable, DVI-I Single Link, Male/Male, 15.0ft (4.6m) 25.95 23.87 21.80 CALL 
Premium DVI-I Dual Link Cable Assemblies with Ferrites 
CTLDVI-I-MM-3 DVI Cable, DVI-l Dual Link, Male/Male, 3.0ft (0.9m) 33.95 31.23 28.52 CALL 
CTLDVI-I-MM-5 DVI Cable, DVI-I Dual Link, Male/Male, 5.0ft (1.5m) 36.95 33.99 31.04 CALL 
CTLDVI-I-MM-10 DVI Cable, DVI-I Dual Link, Male/Male, 10.0ft (3.0m) 41.95 38.59 35.24 CALL 
CTLDVI-I-MM-15 DVI Cable, DVI-I Dual Link, Male/Male, 15.0ft (4.6m) 46.95 43.19 39.44 CALL 
Deluxe DVI-I Dual Link Cable Assemblies with Ferrites CGDVI-I 
CGDVI-I-MM-3 DVI Cable, DVI-I Dual Link, Male/Male, 3.0ft (0.9m) 18.45 16.97 15.50 CALL 
CGDVI-I-MM-5 DVI Cable, DVI-I Dual Link, Male/Male, 5.0ft (1.5m) 20.45 18.81 17.18 CALL Crush resistant metal jacket 
CGDVI-I-MM-10 DVI Cable, DVI-! Dual Link, Male/Male, 10.0ft (3.0m) 25.45 23.41 21.38 CALL ver premium DVI cable. 
CGDVI-I-MM-15 DVI Cable, DVI-I Dual Link, Male/Male, 15.0ft (4.6m) 30.45 28.01 25.58 CALL 
Premium DVI-D Single Link LSZH Cable Assemblies with Ferrites 
CTLDVIMMLZ-3 DVI LSZH Cable, DVI-D Single Link, Male/Male, 3.0ft (0.9m) 15.95 14.99 14.04 CALL 
CTLDVIMMLZ-5 DVI LSZH Cable, DVI-D Single Link, Male/Male, 5.0ft (1.5m) 17.95 16.87 15.80 CALL 
CTLDVIMMLZ-10 DVI LSZH Cable, DVI-D Single Link, Male/Male, 10.0ft (3.0m) 22.95 21.57% 20.20 CALL 
CTLDVIMMLZ-15 DVI LSZH Cable, DVI-D Single Link, Male/Male, 15.0ft (4.6m) 27.95 26.27 24.60 CALL 


Armored DVI-D Cable Assemblies CTLDVIMT 


These unique cables feature a stainless steel or plastic crush resistant jacket over our premium DVI cable to provide protection in applications 
where standard cables would be damaged due to excessive force. Additional features include rugged over mold connectors, 30 microinch 
(0.762) gold plated contacts and double shielding which protects your A/V signals from EMI/RFI. 


Metal Armored DVI-D Dual Link Cable Assemblies 


Bh. 


Crush resistant plastic jacket 
over premium DVI cable. 


CTLDVIMT-3 Metal Armored DVI-D Cable Dual Link, Male/Male, 3.0ft (0.9m) 33.95 31.23 28.52 CALL 
CTLDVIMT-5 Metal Armored DVI-D Cable Dual Link, Male/Male, 5.0ft (1.5m) 39.95 36.75 33.56 CALL 
CTLDVIMT-10 Metal Armored DVI-D Cable Dual Link, Male/Male, 10.0ft (30.m) 54.95 50.55 46.16 CALL 
CTLDVIMT-15 Metal Armored DVI-D Cable Dual Link, Male/Male, 15.0ft (4.6m) 69.95 64.35 58.76 CALL 
Metal Armored DVI-D Single Link Cable Assemblies 
CTLDVISMT-3 Metal Armored DVI-D Cable Single Link, Male/Male, 3.0ft (0.9m) 29.95 27.55 25.16 CALL 
CTLDVISMT-5 Metal Armored DVI-D Cable Single Link, Male/Male, 5.0ft (1.5m) 33.95 31.23 28.52 CALL 
CTLDVISMT-10 Metal Armored DVI-D Cable Single Link, Male/Male, 10.0ft (30.m) 43.95 40.43 36.92 CALL CTLDVIPL 
CTLDVISMT-15 Metal Armored DVI-D Cable Single Link, Male/Male, 15.0ft (4.6m) 53.95 49.63 45.32 CALL >) 
Plastic Armored DVI-D Dual Link Cable Assemblies 
CTLDVIPL-3 Plastic Armored DVI-D Cable Dual Link, Male/Male, 3.0ft (0.9m) 30.95 29.71 28.47 CALL 
CTLDVIPL-5 Plastic Armored DVI-D Cable Dual Link, Male/Male, 5.0ft (1.5m) 33.95 32.59 31.23 CALL 
CTLDVIPL-10 Plastic Armored DVI-D Cable Dual Link, Male/Male, 10.0ft (30.m) 41.45 39.79 38.13 CALL 
CTLDVIPL-15 Plastic Armored DVI-D Cable Dual Link, Male/Male, 15.0ft (4.6m) 48.95 46.99 45.03 CALL 
Plastic Armored DVI-D Single Link Cable Assemblies 
CTLDVISPL-3 Plastic Armored DVI-D Cable Single Link, Male/Male, 3.0ft (0.9m) 25.95 24.91 23.87 CALL 
CTLDVISPL-5 Plastic Armored DVI-D Cable Single Link, Male/Male, 5.0ft (1.5m) 27.95 26.83 25.71 CALL 
CTLDVISPL-10 Plastic Armored DVI-D Cable Single Link, Male/Male, 10.0ft (30.m) 32.95 31.63 30.31 CALL 
CTLDVISPL-15 Plastic Armored DVI-D Cable Single Link, Male/Male, 15.0ft (4.6m) 37.95 36.43 34.91 CALL 


DVI-D Angled Cable Assemblies 


L-com's angled DVI cables are perfect for tight fit and confined space DVI applications. These rugged cable assemblies feature a standard, straight 
DVI connector on one end and an angled DVI connector on the other. 


DVI Angled Product Grid. All families are available in lengths of 3, 5, 10 & 15 feet. 
PVC and LSZH versions also available in 1 foot lengths. 


| RightExit [| Leftexit | Top Exit Bottom Exit 
PVG, Single Link DVIDS-RA4___[DVIDS-RA3__|DVIDS-RA2___| DVIDS-RA 
PVG, Dual Link DVIDD-RA4 ___[DVIDD-RA3__—‘|DVIDD-RA2___ | DVIDD-RA 


DVIDS-RA2 
DVIDS-RA2Z 


DVIDD-RA4 
DVIDD-RA4Z 


[Metal Armor,SingleLink | || CTLOVISRAMT 

[Metal Armor, DualLink | Pru IRAT 
Plastic Armor,SingleLink | | Terie 
Plastic Armor,DualLink | | cura 


Below are a few options, see L-com.com for complete product offering and pricing. 
DVI-D Single Link Right Angle Cable Assemblies 


DVI Style Connectors 
For DVI style connectors, both Single Link and Dual 
Link types, the flat blade of the connector is key in 
determining the correct angle for your application. 


Flat blade of 
connector 


Bottom Exit Top Exit 


DVIDS-RA2-1 DVI-D Cable Single Link, Straight Male /Top Exit Male, 1.0ft (0.3m) 18.75 17.63 16.50 = CALL DVID -RA DVID_-RA2 

DVIDS-RA2-3 DVI-D Cable Single Link, Straight Male/Top Exit Male, 3.0ft (0.9m) 20.50 19.27 18.04 CALL 7 

DVIDS-RA2-5 DVI-D Cable Single Link, Straight Male/Top Exit Male, 5.0ft (1.5m) 22.00 20.68 19.36 CALL 

DVIDS-RA2-10 DVI-D Cable Single Link, Straight Male /Top Exit Male, 10.0ft (30.m) 25.75 24.20 22.66 CALL 

DVIDS-RA2-15 DVI-D Cable Single Link, Straight Male/Top Exit Male, 15.0ft (4.6m) 30.00 28.20 26.40 CALL & i ai ~_ a wal na 

. . ‘ ID_-RA3 j _- 

DVI-D Dual Link Right Angle Cable Assemblies ss 

DVIDD-RA4-1 DVI-D Cable Dual Link, Straight Male/Right Exit Male, 1.0ft (0.3m) 23.25 21.86 20.46 CALL | 

DVIDD-RA4-3 DVI-D Cable Dual Link, Straight Male/Right Exit Male, 3.0ft (0.9m) 26.00 24.44 22.88 CALL Flat blade of 

DVIDD-RA4-5 DVI-D Cable Dual Link, Straight Male/Right Exit Male, 5.0ft (1.5m) 28.75 27.02 25.30 CALL connector 

DVIDD-RA4-10 DVI-D Cable Dual Link, Straight Male/Right Exit Male, 10.0ft (3.0m) 35.50 33.37 31.24 = CALL 

DVIDD-RA4-15 DVI-D Cable Dual Link, Straight Male/Right Exit Male, 15.0ft (4.6m) 42.75 40.18 37.62 CALL 
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Item # Description 1-9 10-24 25-99 100+ 

fe fou |) Premium DVI-A to HD15 Cable Assemblies with Ferrites 
A CTLDVI-HD-MM-3 DVI Cable, DVI-A to HD15, Male/Male, 3.0ft (0.9m) 19.95 18.35 16.76 CALL 
Aa a CTLDVI-HD-MM-5 DVI Cable, DVI-A to HD15, Male/Male, 5.0ft (1.5m) 22.95 21.11 19.28 = CALL 
ee CTLDVI-HD-MM-10 DVI Cable, DVI-A to HD15, Male/Male, 10.0ft (3.0m) 27.95 25.71 23.48 CALL 
= QO SS CTLDVI-HD-MM-15 DVI Cable, DVI-A to HD15, Male/Male, 15.0ft (4.6m) 32.95 30.31 27.68 CALL 

= = Deluxe DVI-A to HD15 Cable Assemblies with Ferrites 

: <x. S CGDVI-HD15-MM-3 DVI Cable, DVI-A to HD15, Male/Male, 3.0ft (0.9m) 12.95 11.91 10.88 CALL 
Ge eee, CGDVI-HD15-MM-5 DVI Cable, DVI-A to HD15, Male/Male, 5.0ft (1.5m) 14.95 13.75 12.56 CALL 
CGDVI-HD15-MM-10 DVI Cable, DVI-A to HD15, Male/Male, 10.0ft (3.0m) 19.95 18.35 16.76 CALL 
CGDVI-HD15-MM-15 DVI Cable, DVI-A to HD15, Male/Male, 15.0ft (4.6m) 24.95 22.95 20.96 CALL 


DVI Dust Covers - Male and Female 


L-com's DVI dust covers protect unused DVI connectors on cable assemblies and DVI receptacles on DVI equipment including DV! KVM switches, 
DVI Extenders, DVI splitters, and more. We offer both male and female DVI dust covers in packages of 10. 


CGDVI-HD15-MM CVRDVI-M DVI Dust Cover, Male, Pkg/10 6.15 5.90 5.66 CALL 
CVRDVI-F DVI Dust Cover, Female, Pkg/10 6.15 5.90 5.66 CALL 
RG59A/U-75 Ohm Coaxial Cables with Two Inline BNC Plugs 
CC59A-05 RG59A Cable, BNC Male/Male, 0.5ft (0.2m) 9.05 8.69 8.33 CALL 
CC59A-1 RG59A Cable, BNC Male/Male, 1.0ft (0.3m) 9.30 8.93 8.56 CALL 
eat Brat CC59A-2.5 RG59A Cable, BNC Male/Male, 2.5ft (0.8m) 10.05 9.65 9.25 CALL 
CC59A-5 RG59A Cable, BNC Male/Male, 5.0ft (1.5m) 11.35 1090 1044 CALL 
CC59A-10 RG59A Cable, BNC Male/ Male, 10.0ft (3.0m) 13.95 1339 12.83 CALL 
CC59A-25 RG59A Cable, BNC Male/Male, 25.0ft (7.6m) 21.65 2078 19.92 CALL 
More lengths and CC59A-50 RG59A Cable, BNC Male/Male, 50.0ft (15.2m) 34.55 33.17 31.79 CALL 
connector options available. CC59A-100 RGS9A Cable, BNC Male/Male, 100.0ft (30.5m) 60.30 57.89 55.48 CALL 
Go to L-com.com CC59A-200 RG59A Cable, BNC Male/Male, 200.0ft (61m) 411.80 107.33 102.86 CALL 
RG59A/U-75 Ohm Coaxial Cables with Inline BNC to Right Angle BNC Plugs 
CC59A-1HR RG59A Cable, BNC Male/90° Male, 1.0ft (0.3m) 11.95 11.47 10.99 CALL 
CC59A-2HR RG59A Cable, BNC Male/90° Male, 2.0ft (0.6m) 12.46 11.96 11.46 CALL 
CC59A-2.5HR RG59A Cable, BNC Male/90° Male, 2.5ft (0.8m) 12:70) (42.26 re7 Secs 
CC59A-4HR RG59A Cable, BNC Male/90° Male, 4.0ft (1.2m) 13.54 13.00 12.46 CALL 
CC59A-5HR RG59A Cable, BNC Male/90° Male, 5.0ft (1.5m) 14.06 1350 1294 CALL 
CC59A-10HR RG59A Cable, BNC Male/90° Male, 10.0ft (3.0m) 16.74 16.07 15.40 CALL 


Thinline 75 Ohm (.11"/2.8mm Dia.) Coaxial Cable Assemblies 


Substitute our smaller diameter, more flexible, lighter weight thinline cable assemblies for your traditional 75 Ohm cable assemblies. This coaxial 
cable features a spiral tinned copper shield and a proprietary air foamed dielectric. 


Thinline - 75 Ohm Coaxial Cables with Two Inline BNC Plugs 


CTL1B-1 Thinline Cable, BNC Male/Male, 1.0ft (0.3m) 7.25 6.96 6.67 CALL 
CTL1B-2.5 Thinline Cable, BNC Male/Male, 2.5ft (0.8m) 8.00 7.68 7.36 CALL 
CCS9A-HR CTL1B-5 Thinline Cable, BNC Male/Male, 5.0ft (1.5m) 9.30 8.93 8.56 CALL 
CTL1B-10 Thinline Cable, BNC Male/Male, 10.0ft (3.0m) 11.85 11.38 10.90 CALL 
CTL1B-15 Thinline Cable, BNC Male/Male, 15.0ft (4.6m) 14.45 1387 13.29 CALL 
CTLIB-25 Thinline Cable, BNC Male/Male, 25.0ft (7.6m) 19.60 1882 18.03 CALL 


RG179B/U-75 Ohm High Temperature Cable with Two Inline BNC Plugs 


This 75 Ohm cable features a Brown tinted FEP outer jacket and an operating temperature of 200°C. 


CC179B-1 RG179 Cable, BNC Male/Male, 1.0ft (0.3m) 22.30 21.41 20.52 CALL 
CC179B-2 RG179 Cable, BNC Male/Male, 2.0ft (0.6m) 23.90 22.94 21.99 CALL 
CC179B-5 RG179 Cable, BNC Male/Male, 5.0ft (1.5m) 28.69 27.54 26.39 CALL 
CC179B-7.5 RG179 Cable, BNC Male/Male, 7.5ft (2.3m) 32.65 31.34 30.04 = CALL 
CC179B-10 RG179 Cable, BNC Male/Male, 10.0ft (3.0m) 36.62 35.16 33.69 CALL 
CC179B-15 RG179 Cable, BNC Male/Male, 15.0ft (4.6m) 44.60 42.82 41.03 CALL 


Premium Grade Black SVGA Breakout Cables - HD15M to 5 BNC Plugs 


This is our best quality VGA cable. It makes use of the most comprehensive shielding to minimize the amount of RF radiation that may escape 
through the cable. Five 75 Ohm miniature coaxials have a durable double shield composed of aluminum mylar and a copper braid; and another 
double shield composed of aluminum mylar and copper braid over the 5 coaxials. The connector shell has a full metal shell which is fully over- 
molded. There is just no better VGA cable made. Color: Black. Note: HD15 connections: Pin #1 Red, 2 Green, 3 Blue, 13 Horizontal, 14 Vertical. 
All shields terminate to pins 5 thru 10. No connection pins 4, 9, 11, 12 and 15. 


CTLS5CAT-3B SVGA Breakout Cable, HD15 Male/5 BNC Male, 3.0ft (0.9m) 35.35 32.52 29.69 CALL 

CTL5CAT-6B SVGA Breakout Cable, HD15 Male/5 BNC Male, 6.0ft (1.8m) 41.95 38.59 35.24 CALL 

CTL5CAT-6BF SVGA Breakout Cable, HD15 Male/5 BNC Male with Ferrite, 6.0ft (1.8m) 44.50 40.94 37.38 CALL 

CTL5CAT-12B SVGA Breakout Cable, HD15 Male/5 BNC Male, 12.0ft (3.6m) 55.20 50.78 46.37 CALL 
CTLSCAT-B , Premium 3.5mm (1/8") 3 Conductor Cables for Microphone, Speaker and Other Applications 


These low loss premium 3.5mm cable assemblies offer superior performance when compared to similar commercial counterparts. Gold plated 
connectors reduce corrosion while maintaining reliable contact. 22 AWG conductors and double shield provide minimum loss even at long lengths. 


CTL35MM-3 Stereo Cable, 3.5mm Male/Male, 3.0ft (0.9m) 5.15 4.94 4.74 CALL 
CTL35MM-5 Stereo Cable, 3.5mm Male/Male, 5.0ft (1.5m) 6.20 5.95 5.70 CALL 
CTL35MM-10 Stereo Cable, 3.5mm Male/Male, 10.0ft (3.0m) 8.80 8.45 8.10 CALL 
CTL35MM-25 Stereo Cable, 3.5mm Male/Male, 25.0ft (7.6m) 16.50 15.84 15.18 CALL 
CTL35MM-50 Stereo Cable, 3.5mm Male/Male, 50.0ft (15.2m) 29.40 28.22 27.05 CALL 
CTL35MM-100 Stereo Cable, 3.5mm Male/Male, 100.0ft (30.5m) 55.15 §2.94 50.74 = CALL 
CTL35MF-3 Stereo Cable, 3.5mm Male/Female, 3.0ft (0.9m) 5.15 4.94 4.74 CALL 
CTL35MF-5 Stereo Cable, 3.5mm Male/Female, 5.0ft (1.5m) 6.20 5.95 5.70 CALL 
CTL35MF-10 Stereo Cable, 3.5mm Male/Female, 10.0ft (3.0m) 8.80 8.45 8.10 CALL 
CTL35MF-25 Stereo Cable, 3.5mm Male/Female, 25.0ft (7.6m) 16.50 15.84 15.18 CALL 
CTL35MF CTL35MF-50 Stereo Cable, 3.5mm Male/Female, 50.0ft (15.2m) 29.40 28.22 27.05 CALL 
CTL35MF-100 | Stereo Cable, 3.5mm Male/Female, 100.0ft (30.5m) 55.15 52.94 50.74 CALL 
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“Item # Description 1-9 10-24 25-99 100+ 
DVI Digital Video Molded Adapters 


These fully molded adapters provide transition from DVI to VGA (HD15) interfaces. Compact in size these adapters are very useful in dealing with 
difficult interconnection problems. 


DMB601MF DVI Adapter, DVI-A Male/HD15 Female 9.30 8.56 7.81 ~~ CALL 
DMB602FM DVI Adapter, DVI-A Female/HD15 Male 9.99 9.19 8.39 CALL 
DMB603MF DVI Adapter, DVI-D Male/DVI-I Female 16.50 15.18 13.86 CALL 


DVI Female to Female Feed-thru Bulkhead Adapter 


This fully populated DVI female bulkhead adapter is compatible with DVI-I Single/Dual Link, DVI-D Single/Dual Link and DVI-A male connectors 
and is bulkhead mountable to allow coupling of two DVI cables through a bulkhead. 
DMB605FF DVI Bulkhead Adapter, Female / Female 15.20 13.68 12.16 CALL 


DVI (Digital Video Interface) to HDMI® (High Definition Multimedia Interface) Adapters 
This series of adapters utilizes two of the most commonly used digital video interfaces of DVI and HDMI. Offered in various gender combinations 
to address multiple interface conversion applications. Fully molded and compact in size for durability and usefulness in tight fit situations. 


DVIHDMF Digital Video Adapter, DVI-D Dual Link Male/HDMI Female (Pane! Mount) 9.55 8.79 8.02 CALL 
DVIHDFF Digital Video Adapter, DVI-D Dual Link Female/ HDMI Female 9.55 8.79 8.02. CALL 
DVIHDMM Digital Video Adapter, DVI-D Dual Link Male/HDMI Male 9.55 8.79 8.02 CALL 
DVIHDFM Digital Video Adapter, DVI-D Dual Link Female/HDMI Male 9.55 8.79 8.02 CALL 


HDMI® (High Definition Multimedia Interface) Adapters 

This series of HDMI adapters is offered in male-female, female-female and male-male gender configurations covering your HDMI connection 
applications from gender changing to panel mount feed-thrus. All adapters are fully molded and compact in size for durability and usefulness in 
tight fit situations. 


HDFM HDMI Adapter, Female/Male 11.95 10.99 10.04 CALL 

HDFF HDMI Adapter, Female / Female 11.20 10.30 9.41 CALL 

AHDMM HDMI Adapter, Male/ Male 8.70 7.83 6.96 CALL 
HDMI® Swivel Adapter 

HDFM-SW HDMI Swivel Adapter, HDMI Female/HDMI Male 10.45 9.82 9.20 CALL 


DisplayPort to HDMI® Adapter 
This plug and play DisplayPort to HDMI adapter is perfect for upgrading to the newer digital DisplayPort A/V technology. Simply plug in the 
DisplayPort connecter to a PC or Laptop and the other end into an HDMI enabled display/ monitor and you are up and running. 

DP-HD-ADPT DisplayPort to HDMI Adapter, HDMI Female /DisplayPort Male 14.99 14.69 14.39 = CALL 


DisplayPort to DVI Adapter 
This plug and play DisplayPort to DVI adapter is perfect for upgrading to the newer digital DisplayPort A/V technology. Simply plug in the DisplayPort 
connecter to a PC or Laptop and the other end into a DVI enabled display/ monitor and you are up and running. 

DP-DVI-ADPT DisplayPort to DVI Adapter, DVI Female /DisplayPort Male 14.99 14.69 14.39 CALL 


DisplayPort Panel Mount Adapter (Female DP to Female DP) 
L-com's DP-FF is a versatile pane! mount DisplayPort feed-thru adapter that makes connecting DisplayPort cables through a panel or enclosure a 
snap. This DisplayPort adapter features two removable 4-40 jackscrews for easy panel mounting. 

DP-FF DisplayPort Panel Mount Adapter, Female / Female 14.99 14.69 14.39 CALL 


HDMI® Keystone Style Couplers 


L-com's HDMI keystone couplers can be easily installed into panels, wall plate openings and enclosures. Two color options, black and white. 


HDKEY-BK HDMI Feed-Thru Adapter, Black 9.95 9.15 8.36 CALL 
HDKEY-WT HDMI Feed-Thru Adapter, White 9.95 9.15 8.36 CALL 


HD15 Low Profile Right Angle Adapters - Molded and Fully Shielded 

Connecting cables in tight spaces can be a problem in many applications. These low profile adapters solve this problem by allowing cables to be 
connected at a 90 degree angle. Three versions are available to allow cables to exit in opposite directions. Adapters are male to female, fully 
shielded and are overmolded with Gray PVC. Mating hardware is reversible allowing for use in virtually any application. 


DG90H15MF1 Low Profile Right Angle Adapter, HD15 Male/Female, Cable Exit 1 8.91 8.38 7.84 CALL 
DG90H15MF2 Low Profile Right Angle Adapter, HD15 Male/Female, Cable Exit 2 8.91 8.38 7.84 — CALL 
DG90H15MF3 Low Profile Right Angle Adapter, HD15 Male/Female, Cable Exit 3 8.91 8.38 7.84 — CALL 


3.5mm Audio Bulkhead Coupler 
L-com's 3.5mm audio bulkhead coupler offers a practical and economical way to feed audio cables through panels, wall plates and enclosures. 
The .50" D-hole design and lock washer ensure a secure fit. This versatile coupler is also available pre-mounted on L-com's USP2-35MM and 
USP4-35MM two port and four port Universal Sub Panels. 

BA35FF 3.5mm Audio Bulkhead Coupler 8.15 7.50 6.85 CALL 


RCA Female Feed-Thru Adapter - with Red, Green, Blue, Yellow or White Insulators 
These RCA feed-thru adapters feature insulators color coded for both video and audio applications. This color coding assists in component hookup 
to avoid improper connections. 


BA400R Coaxial Adapter, RCA Bulkhead Female/Female, Red Insulator 3.95 3.71 3.48 CALL 
BA400G Coaxial Adapter, RCA Bulkhead Female/Female, Green Insulator 3.95 3.71 3.48 CALL 
BA400B Coaxial Adapter, RCA Bulkhead Female/Female, Blue Insulator 3.95 3.71 3.48 CALL 
BA400Y Coaxial Adapter, RCA Bulkhead Female/Female, Yellow Insulator 3.95 3.71 3.48 CALL 
BA400 Coaxial Adapter, RCA Bulkhead Female/Female, White Insulator 3.95 3.71 3.48 CALL 
BA400A Coaxial Adapter, RCA Bulkhead Female /Female, 0.5" (1.3cm) Circular Hole 3.95 SA 3.48 CALL 


Right Angle RCA and TS 1/4" Male/Female Adapters 


L-com's low profile right angle audio adapters are perfect for tight fit applications. Two options are available, RCA and TS 1/4", allowing cables and 
connectors to fit in small spaces. These adapters are male to female and can be attached at any angle to allow for any 360 degree option. Durable 
molded design can take punishment in the field and gold plated contacts provide optimum performance. 


RA-RCAMF RCA Right Angle Adapter, Male/Female 3.85 3.54 3.23 CALL 
RA-14M214F TS 1/4" Right Angle Adapter, Male/Female 5.45 5.01 4.58 CALL 


* ae 
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BA400G BA400B BA400Y BA400 BA400A RA-RCAMF RA-14M214F 
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L-com vs. Our Competitors 


360° shielding and reliable strain relief. 
CTL3VGA/CGSVGA Cable Makeup 


Aluminized 


Superior performance requires superior construction. The features beneath the 
surface are the reason many OEMs have chosen L-com as a key supplier of 
critical cabling. Superior connector termination utilizing an all steel box provides 
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L-com's Construction 


A cutaway view of one of 
L-com's premium cables 


Polyester Shield 


Tinned Copper Braid Shield 


CTLF3VGAMM 
(with ferrites) 


Best Seller 


HD15 MALE 


eS] CTLF3VGAMF ee 
HD15 MALE HD15 FEMALE 


CTL3VGAMM-B 
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CTL3VGAMF-B 
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CTL3VGAMM 
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Drain Wire 


Item # 


4 Twisted Pairs 


Molded 


ter shel 
3 Precision Double oer aes 


Shielded 75 Ohm 
Coaxials 


= 2 26 AWG Conductors 


Description 
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1-9 


Superior shield 
termination and 


—_ -" od strain relief 


All steel box 


10-24 


25-99 


The bulk cable is double shielded and utilizes 3 mini true 75 Ohm coaxial lines 
for unmatched video performance. Available on L-com CTL premium and deluxe 
cable assemblies. 


100+ 


Premium Grade Black SVGA Cables -HD15M to HD15M or HD15M to HD15F with Coaxial Inners and Ferrites 


Premium video assemblies utilize coaxial and twisted pair signal lines plus ferrite cores on either end for optimum video performance. 


CTLF3VGAMM-1 SVGA Cable, HD15 Male/Male with Ferrites, 1.0ft (0.3m) 3 24.00 23.04 22.08 CALL 
CTLF3VGAMM-5 SVGA Cable, HD15 Male/Male with Ferrites, 5.0ft (1.5m) 3 32.00 30.72 29.44 = CALL 
CTLF3VGAMM-10 SVGA Cable, HD15 Male/Male with Ferrites, 10.0ft (3.0m) 3 42.00 40.32 38.64 CALL 
CTLF3VGAMM-25 SVGA Cable, HD15 Male/Male with Ferrites, 25.0ft (7.6m) 3 72.00 69.12 66.24 CALL 
CTLF3VGAMM-50 SVGA Cable, HD15 Male/Male with Ferrites, 50.0ft (15.2m) 3 122,006 117.12) 12240 CALE 
CTLF3VGAMM-100 SVGA Cable, HD15 Male/Male with Ferrites, 100.0ft (30.5m) 3 222.00 213.12 204.24 CALL 
CTLF3VGAMF-1 SVGA Extension Cable, HD15 Male/Female with Ferrites, 1.0ft (0.3m) 3 24.00 23.04 22.08 CALL 
CTLF3VGAMF-5 SVGA Extension Cable, HD15 Male/Female with Ferrites, 5.0ft (1.5m) 3 32.00 30.72 29.44 CALL 
CTLF3VGAMF-10 SVGA Extension Cable, HD15 Male/Female with Ferrites, 10.0ft (3.0m) 3 42.00 40.32 38.64 CALL 
CTLF3VGAMF-25 SVGA Extension Cable, HD15 Male/Female with Ferrites, 25.0ft (7.6m) 3 72.00 69.12 66.24 CALL 
CTLF3VGAMF-50 SVGA Extension Cable, HD15 Male/Female with Ferrites, 50.0ft (15.2m) 3 122.00 11712 112.24 CALL 
CTLF3VGAMF-200 SVGA Extension Cable, HD15 Male/Female with Ferrites, 200.0ft (61.0m) 3 422.00 405.12 388.24 CALL 
Premium Grade Black SVGA Cables - HD15M to HD15M or HD15M to HD15F with Coaxial Inners 
Premium video assemblies utilize coaxial and twisted pair signal lines for low loss of signal. 
CTL3VGAMM-3B SVGA Cable, HD15 Male/Male, 3.0ft (0.9m) 3 21.00 19.74 18.48 CALL 
CTL3VGAMM-5B SVGA Cable, HD15 Male/Male, 5.0ft (1.5m) 3 24.00 22.56 2112 + CALL 
CTL3VGAMM-10B SVGA Cable, HD15 Male/ Male, 10.0ft (3.0m) 3 31.50 29.61 27.72 CALL 
CTL3VGAMM-25B SVGA Cable, HD15 Male/Male, 25.0ft (7.6m) 3 54.00 50.76 47.52 CALL 
CTL3VGAMM-50B SVGA Cable, HD15 Male/Male, 50.0ft (15.2m) 3 91.50 86.01 80.52 CALL 
CTL3VGAMM-100B SVGA Cable, HD15 Male/Male, 100.0ft (30.5m) 3 166.50 156.51 146.52 = CALL 
CTL3VGAMM-200B SVGA Cable, HD15 Male/Male, 200.0ft (61m) 3 316.50 297.51 278.52 CALL 
CTL3VGAMF-5B SVGA Extension Cable, HD15 Male/Female, 5.0ft (1.5m) 3 24.00 22.56 2112 GAs 
CTL3VGAMF-10B SVGA Extension Cable, HD15 Male/Female, 10.0ft (3.0m) 3 31.50 29.61 27.72 ~~ CALL 
CTL3VGAMF-25B SVGA Extension Cable, HD15 Male/Female, 25.0ft (7.6m) 3 54.00 50.76 47.52 CALL 
CTL3VGAMF-50B SVGA Extension Cable, HD15 Male/Female, 50.0ft (15.2m) 3 91.50 86.01 80.52 CALL 
CTL3VGAMF-75B SVGA Extension Cable, HD15 Male/Female, 75.0ft (22.9m) 3 129.00 121.26 113.52 CALL 
CTL3VGAMF-100B SVGA Extension Cable, HD15 Male/Female, 100.0ft (30.5m) 3 166.50 156.51 146.52 CALL 
CTL3VGAMF-150B SVGA Extension Cable, HD15 Male/Female, 150.0ft (45.7m) 3 241.50 227.01 212.52 CALL 


Premium Grade Gray SVGA Cables - HD15M to HD15M or HD15M to HD15F with Coaxial Inners 


These premium cables mate with high resolution color monitors and workstations with HD15 D-Sub connectors. High efficiency coaxial wiring is 

featured to support critical color lines. All molded construction, fully shielded throughout. OEM quantity pricing and special lengths upon request. 

Color: Gray. 
CTL3VGAMM-3 
CTL3VGAMM-5 
CTL3VGAMM-10 
CTL3VGAMF-5 


26.95 24.79 22.64 = CALL 
28.95 26.63 24.32 CALL 
33.95 31.23 28.52 CALL 


28.95 26.63 24.32 CALL 


SVGA Cable, HD15 Male/Male, 3.0ft (0.9m) 

SVGA Cable, HD15 Male/ Male, 5.0ft (1.5m) 

SVGA Cable, HD15 Male/Male, 10.0ft (3.0m) 

SVGA Extension Cable, HD15 Male/Female, 5.0ft (1.5m) 
CTL3VGAMF-10 SVGA Extension Cable, HD15 Male/Female, 10.0ft (3.0m) 33.95 31.23 28.52 CALL 
CTL3VGAMF-25 SVGA Extension Cable, HD15 Male/Female, 25.0ft (7.6m) 48.95 45.03 41.12 CALL 


Standard Grade Black SVGA Cable Assemblies - HD15M to HD15M or HD15M to HD15F 


L-com's competitively priced standard grade SVGA cables feature three 75 Ohm coaxial cables to assure high quality video signal transmission. 
Fully molded backshells provide durability and long life expectancy. 


WWW Www 


CGSVGAMM-3 SVGA Cable, HD15 Male/Male, 3.0ft (0.9m) 3 11.00 10.12 9.24 CALL 
CGSVGAMM-5 SVGA Cable, HD15 Male/Male, 5.0ft (1.5m) 3 12.00 11.04 10.08 CALL 
CGSVGAMM-10 SVGA Cable, HD15 Male/Male, 10.0ft (3.0m) S 18.80 17.30 15.79 CALL 
CGSVGAMM-25 SVGA Cable, HD15 Male/Male, 25.0ft (7.6m) 3 35.00 32.20 29.40 CALL 
CGSVGAMM-50 SVGA Cable, HD15 Male/Male, 50.0ft (15.2m) 3 69.00 63.48 57.96 CALL 
CGSVGAMF-3 SVGA Extension Cable, HD15 Male/Female, 3.0ft (0.9m) 3 11.20 10.30 9.41 CALL 
CGSVGAMF-5 SVGA Extension Cable, HD15 Male/Female, 5.0ft (1.5m) 3 12.20 11.22 10.25 = CALL 
CGSVGAMF-10 SVGA Extension Cable, HD15 Male/Female, 10.0ft (3.0m) 3 19.05 17.53 16.00 CALL 
CGSVGAMF-20 SVGA Extension Cable, HD15 Male/Female, 20.0ft (6.1m) 3 RK) 30.68 28.01 CALL 
CGSVGAMF-50 SVGA Extension Cable, HD15 Male/Female, 50.0ft (15.2m) 3 69.20 63.66 58.13 CALL 
Connectors for Field Termination - Easy to Terminate and Panel Mountable 
DGBH15FT SVGA HD15 Female Connector for Field Termination 11.03 10.37 9.71 CALL 
DGSH15FT HD15 Female Connector for Field Termination 11.05 10.39 9.72 CALL 
MD44FT Mini DIN 4 Female Field Termination Jack 7.65 7.04 6.43 CALL 
DVIDDLFT DVI-D Dual Link, Female 14.65 13.77 12.89 CALL 
HDFT HDMI Female Field Termination Connector 10.45 9.82 9.20 CALL 
35MMFT 3.5mm, Female 4.20 4.12 4.03 CALL 
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2016 Supplement Catalog 110 : HD15 SVGA Monitor Cable Assemblies and Covers 


Super Thin SVGA is Ideal for Tight [45 114 
Fitting Spaces 


The Super Thin SVGA series offers comparable performance = 
of standard size SVGA assemblies in a much more compact | Standard — 
size. Not only is the cable diameter greatly reduced but the | SVGA © 
depth of the HD15 backshell is also much more shallow than 
the backshells found on most SVGA assemblies. This results 
in a SVGA assembly that can be used in tight confines where 
a standard size SVGA assembly would be difficult if not t : 

2.0" (5.1¢m) Reversible Hardware 


impossible to use. sate ee ab nate end b 
; Rate : : i i tail of male end being 
Another feature of this series is reversible hardware allowing me tune teics stance : 
4 : AA <—— 5" 6. e| mounted using standoffs | mounted using thumbscrews 
either panel mount using standoffs or traditional i Pipe e : 


thumbscrews. The combined results of these features is a aA 
product series that is both compact and versatile. These y “ Space-saving 
features can be utilized to solve many difficult installation Pac Compact Desion 
problems without sacrificing performance. P g 
The Super Thin small profile construction is also utilized on 
our SVGA with disconnect series and our low profile 
KVM cables. 


Ultra Flexible 


Ooi olan 


.205" (0.52cm) 


Note: All dimensions are for reference only. 


Item # Description #Coax 1-9 10-24 25-99 100+ 
Super Thin SVGA Cables with 3 Mini Coaxial Lines - HD15M to HD15M or HD15M to HD15F 


Utilize a revolutionary cable made with 3 ultra thin coaxial lines and still measures .205" (0.52 cm) in diameter. Another unique feature is user 
defined mounting hardware. Each cable end is capable of being connected with either male jack screws or hex standoffs with the supplied 
hardware. Color: Black. 


Plenum types also available, 
go to L-com.com for listings 


st Seller 


CTL3VGAMM-T 


CTL3VGAMM-5T Super Thin SVGA Cable, HD15 Male/Male, 5.0ft (1.5m) 3 30.90 29.05 27.19 CALL 
CTL3VGAMM-10T Super Thin SVGA Cable, HD15 Male/Male, 10.0ft (3.0m) 8) 38.65 36.33 34.01 CALL 
CTL3VGAMM-15T Super Thin SVGA Cable, HD15 Male/Male, 15.0ft (4.6m) 3 46.35 43.57 40.79 CALL 
CTL3VGAMM-25T Super Thin SVGA Cable, HD15 Male/Male, 25.0ft (7.6m) 3 61.80 58.09 54.38 CALL 
CTL3VGAMM-50T Super Thin SVGA Cable, HD15 Male/Male, 50.0ft (15.2m) 3 100.45 94.42 88.40 CALL 
CTL3VGAMF-5T Super Thin SVGA Extension Cable, HD15 Male/Female, 5.0ft (1.5m) 8) 30.90 29.05 27.19 CALL 
CTL3VGAMF-10T Super Thin SVGA Extension Cable, HD15 Male/Female, 10.0ft (3.0m) 3 38.65 36.33 34.01 CALL 
CTL3VGAMF-15T Super Thin SVGA Extension Cable, HD15 Male/Female, 15.0ft (4.6m) 3 46.35 43.57 40.79 CALL & ; 
CTL3VGAMF-25T Super Thin SVGA Extension Cable, HD15 Male/Female, 25.0ft (7.6m) 3 61.80 58.09 54.38 CALL 
CTL3VGAMF-50T Super Thin SVGA Extension Cable, HD15 Male/Female, 50.0ft (15.2m) 3 100.45 9442 8840 CALL HDS Mae HO15 MALE [+ G8 | 


LSZH Jacket Super Thin SVGA Cables - HD15M to HD15M or HD15M to HD15F Cable Assembly 


This series of SVGA cables features both our small diameter Super Thin cable and our LSZH jacket for applications where low smoke is critical. An 
additional feature is our reversible hardware allowing both panel mount using standoffs or traditional thumbscrews. High quality video signal 
transmission is assured as a result of the three 75 Ohm coaxial lines used in these premium assemblies. The low profile configuration of our fully 
molded HD15 backshell makes these assemblies ideal for tight fit installations. Available in 5 standard lengths from 5 (1.5m) to 50 feet (15.2m). 


[+ a] HD15 MALE HD15 FEMALE |e 


CTL3VGAMF-TZ 


CTL3VGAMM-5TZ Super Thin LSZH SVGA Cable, HD15 Male/Male, 5.0ft (1.5m) 3 4740 44.56 41.71 CALL 
CTL3VGAMM-10TZ Super Thin LSZH SVGA Cable, HD15 Male/Male, 10.0ft (3.0m) 3 62.85 59.08 55.31 CALL 

CTL3VGAMM-15TZ Super Thin LSZH SVGA Cable, HD15 Male/Male, 15.0ft (4.6m) 3 78.30 73.60 6890 CALL 

CTL3VGAMM-25TZ Super Thin LSZH SVGA Cable, HD15 Male/Male, 25.0ft (7.6m) 3 109.20 102.65 96.10 CALL S 
CTL3VGAMM-50TZ Super Thin LSZH SVGA Cable, HD15 Male/Male, 50.0ft (15.2m) 3 186.45 175.26 164.08 CALL ? 
CTL3VGAMF-5TZ Super Thin LSZH SVGA Extension Cable, HD15 Male/Female, 5.0ft (1.5m) 3 4740 44.56 41.71. — CALL 

CTL3VGAMF-10TZ Super Thin LSZH SVGA Extension Cable, HD15 Male/Female, 10.0ft (3.0m) 3 62.85 59.08 55.31 CALL ?—-—-~] 
CTL3VGAMF-15TZ Super Thin LSZH SVGA Extension Cable, HD15 Male/Female, 15.0ft (4.6m) 3 78.30 73.60 68.90 CALL CTL3VGAMM-1Z 
CTL3VGAMF-25TZ Super Thin LSZH SVGA Extension Cable, HD15 Male/Female, 25.0ft (7.6m) 3 109.20 10265 96.10 CALL HD15 MALE HD15 MALE 
CTL3VGAMF-50TZ Super Thin LSZH SVGA Extension Cable, HD15 Male/Female, 50.0ft (15.2m) 3 186.45 175.26 164.08 CALL 


SVGA Cables with Low Profile Disconnect Feature -HD15M to HD15M or HD15M to HD15F 


Now there is a solution to your difficult installation problems. A fully populated DDC compliant assembly with HD15 male/male or male/female 
connectors utilizing our Super Thin cable, reversible hardware plus a low profile break connector. The low profile break connector's small size 
(.75"/1.9cm wide) allows routing through 3/4" (1.9cm) conduit and through tight spaces that would not accommodate the size of a HD15 
connector. Color: Black. 


Um CTL3VGAMF-TZ i 


Ga? [+ GBB ° |H015 MALE HD15 FEMALE | & Ge Ge 4 8 


aa Seller 


CTLB3VGAMM-15T Super Thin SVGA Cable, HD15 Male/Male, 15.0ft (4.6m) 3 72.10 66.33 60.56 CALL 

CTLB3VGAMM-20T Super Thin SVGA Cable, HD15 Male/Male, 20.0ft (6.1m) 3 82.40 75.81 69.22. CALL 

CTLB3VGAMM-25T Super Thin SVGA Cable, HD15 Male/Male, 25.0ft (7.6m) 3 92.70 85.28 77.87 CALL 

CTLB3VGAMM-50T Super Thin SVGA Cable, HD15 Male/ Male, 50.0ft (15.2m) 3 144.20 13266 12113 CALL 

CTLB3VGAMM-75T Super Thin SVGA Cable, HD15 Male/Male, 75.0ft (22.9m) 3 195.70 180.04 164.39 CALL 

CTLB3VGAMF-15T Super Thin SVGA Extension Cable, HD15 Male/Female, 15.0ft (4.6m) 3 72.10 66.33 60.56 CALL 

CTLB3VGAMF-20T Super Thin SVGA Extension Cable, HD15 Male/Female, 20.0ft (6.1m) 3 82.40 77.46 72.51 CALL CTLB3VGAMF-T 
CTLB3VGAMF-25T Super Thin SVGA Extension Cable, HD15 Male/Female, 25.0ft (7.6m) 3 92.70 85.28 77.87 ~~ CALL 

CTLB3VGAMF-50T Super Thin SVGA Extension Cable, HD15 Male/Female, 50.0ft (15.2m) 3 144.20 132.66 12113 CALL Fits thru 
CTLB3VGAMF-75T Super Thin SVGA Extension Cable, HD15 Male/Female, 75.0ft (22.9m) 3 195.70 180.04 164.39 CALL ae ( a 


Thumbscrews for Super Thin SVGA Cables, 25 Bag 


The CTL-T-SCREW thumb screws are perfect for replacing missing or damaged screws for L-com's Super Thin VGA cable series. These field 
replaceable screws are crafted from rugged steel and are nickel plated. Packaged 25 screws per bag. 


CTL-T-SCREW Replacement Screws for L-com's Super Thin SVGA Cables, Pkg/25 17.55 16.85 16.15 CALL 
DB9 and HD15 Shielded Cover - Protect Ports from Contamination and EMI 

DMLOO9S Shielded Cover for DB9F and HD15F 1.75 1.61 1.47.) CALL 
D-Sub Connector Covers - Protect Unused Ports, Pkg/10 

CVROF DB9/HD15 Protective Cover for Female Connectors, Pkg/10 6.95 6.39 5.84 CALL 

CVROM DB9/HD15 Protective Cover for Male Connectors, Pkg/10 6.95 6.39 5.84 CALL 


L= COP 30 
Connectivity 
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tte BGI /4/' 50 Ohm Cable Assemblies 2015 Supplement Catalog 1.0 


Item # ? Description 129 10-24 25-99 100+ 
RG174/U-50 Ohm Coaxial Cables with SMA and BNC Connectors and Molded Strain Relief Boots 
RG174/U 0.110% RGI74/U 
esta 1 ¢ Center Conductor: 26 (7x34) AWG bare copper | MHz | db/1ooft | db/100m | 
50 5.8 


CC174S 


covered steel 
aa ¢ Shielding: Tinned copper braid (90% coverage) 


e Insulation: Polyethylene 
e Jacket: Black PVC 


50 Ohm Impedance ¢ Operating Temperature: -40°C - +75°C 
RG174/U-50 Ohm Coaxial Cables with Two Inline SMA Plugs and Molded Strain Relief Boots 

CC174S-HR CC174S-05 RG174 Cable, SMA Male/ Male, 0.5ft (0.2m) 19.45 18.28 17.12 CALL 
CC174S-1 RG174 Cable, SMA Male/Male, 1.0ft (0.3m) 19.65 18.47 17.29 CALL 
CC174S-1.5 RG174 Cable, SMA Male/Male, 1.5ft (0.5m) 19.80 18.61 17.42 CALL 
CC174S-2 RG174 Cable, SMA Male/Male, 2.0ft (0.6m) 19.95 18.75 17.56 CALL 
CC174S-2.5 RG174 Cable, SMA Male/Male, 2.5ft (0.8m) 20.10 18.89 17.69 CALL 
CC174S-3 RG174 Cable, SMA Male/Male, 3.0ft (0.9m) 20.25 19.04 17.82 CALL 
CC174S-4 RG174 Cable, SMA Male/Male, 4.0ft (1.2m) 20.60 19.36 18.13 CALL 
CC174S-5 RG174 Cable, SMA Male/Male, 5.0ft (1.5m) 20.90 19.65 18.39 CALL 
CC174S-7.5 RG174 Cable, SMA Male/Male, 7.5ft (2.3m) 21.75 20.45 19.14 CALL 
CC174S-10 RG174 Cable, SMA Male/Male, 10.0ft (3.0m) 22.55 21.20 19.84 CALL 


RG174/U-50 Ohm Coaxial Cables with Inline SMA to Right Angle SMA Plugs and Molded Strain Relief Boots 


CC174S-HR2 CC174S-05HR RG174 Cable, SMA Male/90° Male, 0.5ft (0.2m) 23.25 21.86 20.46 CALL 
CC174S-1HR RG174 Cable, SMA Male/90° Male, 1.0ft (0.3m) 23.40 22.00 20.59 = CALL 
CC174S-1.5HR RG174 Cable, SMA Male/90° Male, 1.5ft (0.5m) 23.55 22.14 20.72 CALL 
CC174S-2.5HR RG174 Cable, SMA Male/90° Male, 2.5ft (0.8m) 23.90 22.47 21.03 CALL 
CC174S-5HR RG174 Cable, SMA Male/90° Male, 5.0ft (1.5m) 24.70 23.22 21.74 ~— CALL 


RG174/U-50 Ohm Coaxial Cables with Two Right Angle SMA Plugs and Molded Strain Relief Boots 


€C174S-05HR2 RG174 Cable, SMA 90° Male/90° Male, 0.5ft (0.2m) 28.10 26.41 24.73 CALL 

CC174S-1HR2 RG174 Cable, SMA 90° Male/90° Male, 1.0ft (0.3m) 28.25 26.55 24.86 CALL 

CC174S-1.5HR2 RG174 Cable, SMA 90° Male/90° Male, 1.5ft (0.5m) 28.45 26.74 25.04 = CALL 

; CC174S-2.5HR2 RG174 Cable, SMA 90° Male/90° Male, 2.5ft (0.8m) 28.75 27.02 25.30 CALL 

CC174SB CC174S-5HR2 RG174 Cable, SMA 90° Male/90° Male, 5.0ft (1.5m) 29.55 27.78 26.00 CALL 


RG174/U-50 Ohm Coaxial Cables with Inline SMA to Inline BNC Plugs and Molded Strain Relief Boots 


CC174SB-05 RG174 Cable, SMA Male/BNC Male, 0.5ft (0.2m) 15.15 14.24 13.33 CALL 
CC174SB-1 RG174 Cable, SMA Male/BNC Male, 1.0ft (0.3m) 15.30 14.38 13.46 CALL 
CC174SB-1.5 RG174 Cable, SMA Male/BNC Male, 1.5ft (0.5m) 15.45 14.52 13.60 CALL 
CC174SB-2.5 RG174 Cable, SMA Male/BNC Male, 2.5ft (0.8m) 15.80 14.85 13.90 CALL 
CC174SB-5 RG174 Cable, SMA Male/BNC Male, 5.0ft (1.5m) 16.60 15.60 14.61 CALL 
CC174SB-7.5 RG174 Cable, SMA Male/BNC Male, 7.5ft (2.3m) 17.40 16.36 15.31 = CALL 
CC174SB-10 RG174 Cable, SMA Male/BNC Male, 10.0ft (3.0m) 18.20 17.11 16.02 CALL 


RG174/U-50 Ohm Coaxial Cables with Two Inline BNC Plugs and Molded Strain Relief Boots 


CC174-1 RG174 Cable, BNC Male/Male, 1.0ft (0.3m) 7.60 7.14 6.69 CALL 
CC174-1.5 RG174 Cable, BNC Male/Male, 1.5ft (0.5m) 7.75 7.28 6.82 CALL 
CC174-2 RG174 Cable, BNC Male/Male, 2.0ft (0.6m) 7.90 7.43 6.95 CALL 
CC174-2.5 RG174 Cable, BNC Male/Male, 2.5ft (0.8m) 8.05 7.57 7.08 CALL 
CC174-3 RG174 Cable, BNC Male/Male, 3.0ft (0.9m) 8.25 7.75 7.26 ~=CALL 
CC174-4 RG174 Cable, BNC Male/Male, 4.0ft (1.2m) 8.55 8.04 7.52 CALL 
CC174-5 RG174 Cable, BNC Male/Male, 5.0ft (1.5m) 8.90 8.37 7.83 CALL 
CC174-7.5 RG174 Cable, BNC Male/Male, 7.5ft (2.3m) 9.70 9.12 8.54 = CALL 
CC174-10 RG174 Cable, BNC Male/Male, 10.0ft (3.0m) 10.50 9.87 9.24 CALL 
CC174-MF | 
RG174/U-50 Ohm Coaxial Cables with Inline BNC Plug to BNC Jack | 
CC174-MF-1 RG174 Cable, BNC Male/Female Bulkhead, 1.0ft (0.3m) 15.15 14.24 13;33.5 7 CALE | 
CC174-MF-3 RG174 Cable, BNC Male/Female Bulkhead, 3.0ft (0.9m) 15.80 14.85 13.90 CALL 
CC174-MF-10 RG174 Cable, BNC Male/Female Bulkhead, 10.0ft (3.0m) 18.05 16.97 15.88 CALL 
CC174-MF-15 RG174 Cable, BNC Male/Female Bulkhead, 15.0ft (4.6m) 19.70 18.52 17.34 CALL 
CC174-MF-25 RG174 Cable, BNC Male/Female Bulkhead, 25.0ft (7.6m) 22.90 21.53 20.15 CALL 


RG174/U-50 Ohm Coaxial Cables with Inline BNC to Right Angle BNC Plugs 


: CC174-1HR RG174 Cable, BNC Male/90° Male, 1.0ft (0.3m) 11.00 10.34 9.68 CALL 

CC174-HR s CC174-1.5HR RG174 Cable, BNC Male/90° Male, 1.5ft (0.5m) 11.15 10.48 9.81 CALL 
x ae CC174-2HR RG174 Cable, BNC Male/90° Male, 2.0ft (0.6m) 11.30 10.62 9.94 CALL 

CC174-2.5HR RG174 Cable, BNC Male/90° Male, 2.5ft (0.8m) 11.45 10.76 10.08 CALL 

CC174-3HR RG174 Cable, BNC Male/90° Male, 3.0ft (0.9m) 11.65 10.95 10.25. CALL 

CC174-4HR RG174 Cable, BNC Male/90° Male, 4.0ft (1.2m) 11.95 11.23 10.52 CALL 

CC174-5HR RG174 Cable, BNC Male/90° Male, 5.0ft (1.5m) 12.30 11.56 10.82 CALL 

CC174-7.5HR RG174 Cable, BNC Male/90° Male, 7.5ft (2.3m) 13.10 12.31 11.53 CALL 

CC174-10HR RG174 Cable, BNC Male/90° Male, 10.0ft (3.0m) 13.90 13.07 12.23 CALL 


RG174/U-50 Ohm Coaxial Cables with Two Right Angle BNC Plugs 


CC174-05HR2 RG174 Cable, BNC 90° Male/90° Male, 0.5ft (0.2m) 14.05 13.21 1236 CALL 

CC174-1HR2 RG174 Cable, BNC 90° Male/90° Male, 1.0ft (0.3m) 14.25 1339 1254 CALL 

CC174-1.5HR2 RG174 Cable, BNC 90° Male/90° Male, 1.5¢t (0.5m) 14.40 13.54 1267 CALL 

(C174-2HR2 RG174 Cable, BNC 90° Male/90° Male, 2.0ft (0.6m) 1455 1368 1280 CALL 

CC174-2.5HR2 RG174 Cable, BNC 90° Male/90° Male, 2.5ft (0.8m) 1470 1382 1294 CALL 

y (C174-3HR2 RG174 Cable, BNC 90° Male/90° Male, 3.0ft (0.9m) 1485 1396 13.07 CALL 

CCI74-HR2 mee CC174-4HR2 RG174 Cable, BNC 90° Male/90° Male, 4.0ft (1.2m) 15.20 14.29 13.38 CALL 
(C174-5HR2 RG174 Cable, BNC 90° Male/90° Male, 5.0ft (1.5m) 1550 1457 13.64 CALL 
(C174-7.5HR2 RG174 Cable, BNC 90° Male/90° Male, 7.5ft (2.3m) 16.35 15.37 1439 CALL 

CC174-10HR2 RG174 Cable, BNC 90° Male/90° Male, 10.0ft (3.0m) 17.45 1612 15.09 CALL 


iG 
L=-CcerMm go 
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2015 Supplement Catalog 7.0 RG188A/U 50 Ohm, RG223/0)/50 Ohm Cable Assemblies and Reverse Polarized Assemblies 


Item # Description 1-9 10-24 25-99 100+ 
RG188A/U-50 Ohm Coaxial Cables Hi-Temperature (200°C) with SMA, SMB, SMC and MCX Plugs 


RG188A/U NOMINAL ATTENUATION 
* Center Conductor: 26 (7x34) AWG silver db/100f | db/100m 


coated copper covered steel 56 
¢ Shielding: Silver coated copper braid (96% coverage) ‘ 
e Insulation: TFE Teflon 8.3 


@.108in. 
(2.7mm) 
Nominal 


et CCS188A 


¢ Jacket: White TFE taped 12.0 
¢ Operating Temperature: -70°C - +200°C VW-1 17.5 
50 Ohm Impedance vertical flame test compliant 29.0 


RG188A/U-50 Ohm Hi-Temperature Coaxial Cables with Two Inline SMA Plugs 
CCS188A-1 RG188 Cable, SMA Male/Male, 1.0ft (0.3m) 16.20 15.55 14.90 CALL 
CCS188A-1.5 RG188 Cable, SMA Male/Male, 1.5ft (0.5m) 16.75 16.08 15.44 CALL 
CCS188A-2 RG188 Cable, SMA Male/Male, 2.0ft (0.6m) 17.30 16.61 15.92 CALL 
CCS188A-2.5 RG188 Cable, SMA Male/Male, 2.5ft (0.8m) 17.85 17.14 16.42 CALL 
CCS188A-3 RG188 Cable, SMA Male/Male, 3.0ft (0.9m) 18.40 17.66 16.93 CALL 
CCS188A-4 RG188 Cable, SMA Male/ Male, 4.0ft (1.2m) 19.45 18.67 17.89 CALL 
CCS188A-5 RG188 Cable, SMA Male/Male, 5.0ft (1.5m) 20.55 19.73 18.91 CALL 
CCS188A-7.5 RG188 Cable, SMA Male/Male, 7.5ft (2.3m) 23.25 22.32 21.39 CALL 
CCS188A-10 RG188 Cable, SMA Male/Male, 10.0ft (3.0m) 25.95 2491 2387 CALL CCSHR188A 

RG188A/U-50 Ohm Hi-Temperature Coaxial Cables with Inline SMA to Right Angle SMA Plugs 
CCSHR188A-1 RG188 Cable, SMA Male/90° Male, 1.0ft (0.3m) 18.40 17.66 16.93 CALL 
CCSHR188A-1.5 RG188 Cable, SMA Male/90° Male, 1.5ft (0.5m) 18.90 18.14 17.39 CALL 
CCSHR188A-2 RG188 Cable, SMA Male/90° Male, 2.0ft (0.6m) 19.45 18.67 17.89 CALL 
CCSHR188A-2.5 RG188 Cable, SMA Male/90° Male, 2.5ft (0.8m) 20.00 19.20 18.40 CALL 
CCSHR188A-3 RG188 Cable, SMA Male/90° Male, 3.0ft (0.9m) 20.55 19.73 18.91 CALL 
CCSHR188A-4 RG188 Cable, SMA Male/90° Male, 4.0ft (1.2m) 21.60 20.74 19.87 CALL 
CCSHR188A-5 RG188 Cable, SMA Male/90° Male, 5.0ft (1.5m) 22.70 21.79 20.88 CALL 
CCSHR188A-7.5 RG188 Cable, SMA Male/90° Male, 7.5ft (2.3m) 25.40 24.38 23.37 CALL 
CCSHR188A-10 RG188 Cable, SMA Male/90° Male, 10.0ft (3.0m) 28.10 26.98 25.85 CALL 

RG188A/U-50 Ohm Hi-Temperature Coaxial Cables with Two Right Angle SMA Plugs 
CCSR188A-1 RG188 Cable, SMA 90° Male/90° Male, 1.0ft (0.3m) 21.60 20.74 19.87. CALL 
CCSR188A-1.5 RG188 Cable, SMA 90° Male/90° Male, 1.5ft (0.5m) 22.15 21.26 20.38 CALL 
CCSR188A-2 RG188 Cable, SMA 90° Male/90° Male, 2.0ft (0.6m) 22.70 21.79 20.88 CALL 
CCSR188A-2.5 RG188 Cable, SMA 90° Male/90° Male, 2.5ft (0.8m) 23.25 22.32 21.39 = CALL CCSR188A 
CCSR188A-3 RG188 Cable, SMA 90° Male/90° Male, 3.0ft (0.9m) 23.80 22.85 21.90 CALL 
CCSR188A-4 RG188 Cable, SMA 90° Male/90° Male, 4.0ft (1.2m) 24.85 23.86 22.86 CALL 
CCSR188A-5 RG188 Cable, SMA 90° Male/90° Male, 5.0ft (1.5m) 25.95 24.91 23.87 CALL 
CCSR188A-7.5 RG188 Cable, SMA 90° Male/90° Male, 7.5ft (2.3m) 28.65 27.50 26.36 CALL 
CCSR188A-10 RG188 Cable, SMA 90° Male/90° Male, 10.0ft (3.0m) 31.35 30.10 28.84 CALL 


RG223/U-50 Ohm Coaxial Cable with Two Inline Type N Plugs 


RG223/U RG223/U 
¢ Center Conductor: 19 AWG solid silver coated copper 
Shielding: (2) Silver coated copper braid 

(95% coverage) 
e Insulation: Polyethylene 
e Jacket: Black PVC 
¢ Operating Temperature: -40°C - +60°C 


NOMINAL ATTENUATION 
db/100ft | db/100m 
50 28 92 


0.212in. 
wows = (5.4mm) 
Nominal 


50 Ohm Impedance 


CC223N-1 RG223 Cable, Type N Male/Male, 1.0ft (0.3m) 29.81 CALL 
CC223N-1.5 RG223 Cable, Type N Male/Male, 1.5ft (0.5m) 30.59 CALL 
CC223N-2 RG223 Cable, Type N Male/Male, 2.0ft (0.6m) 31.33 CALL 
CC223N-2.5 RG223 Cable, Type N Male/Male, 2.5ft (0.8m) 32.06 CALL 
CC223N-5 RG223 Cable, Type N Male/Male, 5.0ft (1.5m) 35.79 CALL 
CC223N-7.5 RG223 Cable, Type N Male/Male, 7.5ft (2.3m) 39.51 CALL CC223N 
CC223N-10 RG223 Cable, Type N Male/Male, 10.0ft (3.0m) 43.24 CALL 
CC223N-15 RG223 Cable, Type N Male/Male, 15.0ft (4.6m) 50.69 CALL 


Reverse Polarized SMA on RG174-Wireless Antenna Extension Cables 


RG174/U 0.110in. RG174/U NOMINAL ATTENUATION 
ore ° Center Conductor, 26 (7x34) AWG bare copper db/100ft | db/100m 
u covered stee 
50 5.8 


Ss ¢ Shielding: Tinned copper braid (90% coverage) 


e Insulation: Polyethylene 
¢ Jacket: Black PVC 
50 Ohm Impedance ¢ Operating Temperature: -40°C -+75°C 


CC174RP-5 RG174 Cable, Reverse Polarized SMA Male/Female, 5.0ft (1.5m) 21.35 20.07 18.79 CALL 
CC174RP-10 RG174 Cable, Reverse Polarized SMA Male/Female, 10.0ft (3.0m) 22.70 21.34 19.98 CALL CC174RP 
CC174RP-15 RG174 Cable, Reverse Polarized SMA Male/Female, 15.0ft (4.6m) 24.05 22.61 21.16 CALL 
CC174RP-20 RG174 Cable, Reverse Polarized SMA Male/Female, 20.0ft (6.1m) 25.40 23.88 22.35 CALL 
CC174RP-25 RG174 Cable, Reverse Polarized SMA Male/Female, 25.0ft (7.6m) 26.75 25.14 23.54 = CALL 


When is 50 Ohm coaxial cable used? 


The primary use of a 50 Ohm coaxial cable is transmission of a data signal in a 
two-way communication system. Some common applications for 50 Ohm coaxial 
cable are computer Ethernet backbones, wireless antenna feed cables, GPS (Global Router Hub Access Point Ss 50 Ohm Cable 
Positioning Satellite) antenna feed cables and cell phone systems. The cable | Ethernet El El 

assemblies offered in this section cover the most common RG style cables and | Network ee = 
connector interfaces that are used in these applications. ed 


LAN/WAN Cell Tower 


Fambie Cell Tower 


50 Ohm Cable Antenna Antenna Feed Cables 


— 


Base Station 
50 Ohm Network (50 Ohm Interconnection Cables) 
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What makes up the different types of connectors? SN. Sy Thisisa 
The two main components of a connector that determine the mating type (sex) are the BODY and the PIN. “OES, MALE pin. See, FEMALE pin. 


Here is a Standard Polarity Plug connector: 

- It is made up of a PLUG BODY and a MALE PIN. 
“Standard polarity plug connectors can also be known 
as Male Connectors. 


Here is a Reverse Polarity Plug connector: 
Itis made up of a PLUG BODY and a FEMALE PIN. The 
Sg polarity of the pin is reversed, thus making it a Reverse 
~ Polarity Plug Connector. 


sae Here is a Standard Polarity Jack connector: 

It is made up of a JACK BODY and a FEMALE PIN. 
Standard polarity jack connectors can also be known 
as Female Connectors. 


Here is a Reverse Polarity Jack connector: 
“S88 Itis made up of a JACK BODY and a MALE PIN. Again 
~~ the polarity of the pin is reversed, thus making it a 
Reverse Polarity Jack Connector. 


Item # Description 1-9 10-24 25-99 100+ 
Low Loss Wireless LAN Pigtails 


L-com manufactures and stocks the widest selection of wireless LAN pigtails and adapter cables. In addition to popular styles, L-com also offers 
hard to find connector combinations and can build custom pigtails/adapter cables based upon your specifications. Cable types supported in this 
series include 1.13 mini-coaxial, 100-Series and 195-Series assemblies. 


1.13mm Mini 50 Ohm Coaxial Pigtails 


CA-UFLNBQC20 1.13mm Pigtails, U.FL/Type N Female Bulkhead, 7.9in (20cm) 17.95 16.51 15.08 CALL 

CA-UFLNMQC20 1.13mm Pigtails, U.FL/Type N Male, 7.9in (20cm) 17.95 16.51 15.08 CALL 

CA-UFLRSBQC20 1.13mm Pigtails, U.FL/Reverse Polarity SMA Jack Bulkhead, 7.9in (20cm) 17.95 16.51 15.08 CALL 

CA-UFLSBQC20 1.13mm Pigtails, U.FL/SMA Female Bulkhead, 7.9in (20cm) 17.95 16.51 15.08 CALL 

CA-UFLQ010 1.13mm Pigtails, U.FL/Unterminated, 10.0ft (3.0m) 18.95 17.43 15.92 CALL 

CA-UFLQC20 1.13mm Pigtails, U.FL/Unterminated, 7.9in (20cm) 13.95 12.83 11.72 CALL 
100-Series 50 Ohm Coaxial Pigtails 


NOMINAL ATTENUATION 
| MHz | db/100ft | db/100m 


100 Series Low Loss Cable 
¢ Center Conductor: Solid bare copper covered steel 
¢ Shielding: Inner foil 90% coverage + tinned copper braid 


100 Series 0.105in. 


(2.7mm 
lominal 


—- ¢ Insulation: Solid polyethylene 900 22.8 74.8 
R e Jacket: PVC 1800 33.2 108.8 
50 Ohm Impedance ¢ Operating Temperature: -20°C - +60°C 2500 39.8 130.6 


CA-MCNFCN19 100-Series Pigtails, MC Card/Type N Female, 19in (48.3cm) 10.80 9.72 8.64 CALL 

CA-MCNMC1M5 100-Series Pigtails, MC Card/Type N Male, 1.5m 10.80 9.72 8.64 CALL 

CA-MCNMCN19 100-Series Pigtails, MC Card/Type N Male, 19in (48.3cm) 8.65 7.79 6.92 CALL 

CA-MCNMDN19 100-Series White Pigtail, MC Card/Type N Male, 19in (48.3cm) 14.05 12.65 11.24 = CALL 

CMMMAICHTS CA-MCRTPCN19 100-Series Pigtails, MC Card/Reverse Polarity TNC Plug, 19in (48.3cm) 10.80 9.72 8.64 CALL 
CA-MMNFBCN19 100-Series Pigtails, MMCX/Type N Female Bulkhead, 19in (48.3cm) 21.60 19.44 17.28 CALL 

CA-MMNFCN19 100-Series Pigtails, MMCX/Type N Female, 19in (48.3cm) 16.20 14.58 12.96 CALL 

CA-MMNMCN19 100-Series Pigtails, MMCX/Type N Male, 19in (48.3cm) 11.35 10.21 9.08 CALL 

CA-MMSNMCN19 100-Series Pigtails, MMCX Straight/Type N Male, 19in (48.3cm) 21.60 19.44 17.28 = CALL 

CA-MPNFCN19 100-Series Pigtails, MCX Plug/Type N Female, 19in (48.3cm) 16.20 14.58 12.96 CALL 

CA-MPNMCN19 100-Series Pigtails, MCX Plug/Type N Male, 19in (48.3cm) 16.20 14.58 12.96 CALL 

CA-RSPRTPCN19 100-Series Pigtails, Reverse Polarity SMA Plug/Reverse Polarity TNC Plug, 19in (48.3cm) 16.20 15.23 14.26 CALL 

CA-RSPRTJBCN19 100-Series Pigtails, Reverse Polarity SMA Plug/Reverse Polarity TNC Jack BH, 19in (48.3cm) 17.30 16.26 15.22 = CALL 

CA-RSPRSJBCN19 100-Series Pigtails, Reverse Polarity SMA Plug/Reverse Polarity SMA Jack BH, 19in (48.3cm) 16.20 15.23 14.26 CALL 

CA-RSPNMCN19 100-Series Pigtails, Reverse Polarity SMA Plug/Type N Male, 19in (48.3cm) 16.20 15.23 14.26 CALL 

CA-RSPNFBCN19 100-Series Pigtails, Reverse Polarity SMA Plug/Type N Female Bulkhead, 19in (48.3cm) 18.35 17.25 16.15 CALL 

uy CA-RTPRTJBCN19 100-Series Pigtails, Reverse Polarity TNC Plug/Reverse Polarity TNC Jack BH, 19in (48.3cm) 17.30 16.26 15.22 CALL 
Mat CA-RTPRSPRCN19 100-Series Pigtails, Reverse Polarity TNC Plug/Reverse Polarity SMA Plug Rt. Angle, 19in (48.3cm) 16.20 15.23 14.26 CALL 
CA-RTPRTJBCN19 CA-RTPNFBCN19 100-Series Pigtails, Reverse Polarity TNC Plug/Type N Female Bulkhead, 19in (48.3cm) 18.35 17.25 16.15 CALL 
CA-RTPNMCN19 100-Series Pigtails, Reverse Polarity TNC Plug/Type N Male, 19in (48.3cm) 16.20 15.23 14.26 CALL 

CA-SBPSBJCN12 100-Series Pigtails, SMB Plug/SMB Jack, 12in (30.5cm) 15.70 14.76 13.82 CALL 

CA-SBPSBJCN18 100-Series Pigtails, SMB Plug/SMB Jack, 18in (45.7cm) 16.20 15.23 14.26 CALL 

CA-SBPSBJCN24 100-Series Pigtails, SMB Plug/SMB Jack, 24in (61cm) 16.75 15.74 14.74 = CALL 

CA-SBPSBJCN30 100-Series Pigtails, SMB Plug/SMB Jack, 30in (76.2cm) 17.30 16.26 15.22 CALL 


195-Series 50 Ohm Coaxial Pigtails 


195 Series 9.195in. 195R Series Low Loss Cable 
fone ¢ Center Conductor: Solid bare copper 
¢ Shielding: Foil + tinned copper braid (90% coverage) 
¢ Insulation: Physical foam polyethylene 
(PTFE for Plenum Rated) 
¢ Jacket: Polyvinyl Chloride (CMP Grade for Plenum Rated) 


CA-SBPSBJCN12 


NOMINAL ATTENUATION 
| MHz | db/100% | db/100m 


50 Ohm Impedance ¢ Operating Temperature: -20°C - +60°C 

CA-NMNMA002 195-Series Pigtails, Type N Male/Type N Male, 2.0ft (0.6m) 15.00 13.50 12.00 CALL 
CA-NMNMA004 195-Series Pigtails, Type N Male/Type N Male, 4.0ft (1.2m) 16.00 14.40 12.80 CALL 
CA-NMNMA010 195-Series Pigtails, Type N Male/Type N Male, 10.0ft (3.0m) 19.00 17.10 15.20. CALL 
CA-NMNMA020 195-Series Pigtails, Type N Male/Type N Male, 20.0ft (6.1m) 24.00 21.60 19.20 CALL 
CA-NMNFA002 195-Series Pigtails, Type N Male/Type N Female, 2.0ft (0.6m) 15.50 13.95 12.40 CALL 
CA-NMNFAQ04 195-Series Pigtails, Type N Male/Type N Female, 4.0ft (1.2m) 16.50 14.85 13.20. CALL 
CA-NMNFA010 195-Series Pigtails, Type N Male/Type N Female, 10.0ft (3.0m) 19.50 17.55 15.60 CALL 
CA-NMNFA020 195-Series Pigtails, Type N Male/Type N Female, 20.0ft (6.1m) 24.50 22.05 19.60 CALL 
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195; 200 and 240-Series RE Low Loss Cables/ Pigtails 


Item # Description Ee) 10-24 25-99 100+ 
195-Series 50 Ohm Coaxial Pigtails - Continued LOW LOSS CABLES 
CA-QPRQPRA002 195-Series Pigtails, QMA Right Angle Plug/QMA Right Angle Plug, 2.0ft (0.6m) 27.50 24.75 22.00 CALL 
CA-QPROPRA004 195-Series Pigtails, QMA Right Angle Plug/QMA Right Angle Plug, 4.0ft (1.2m) 28.50 25.65 22.80 CALL 
CA-QPRQPRA010 195-Series Pigtails, QMA Right Angle Plug/QMA Right Angle Plug, 10.0ft (3.0m) 31.50 28.35 25.20 CALL 
CA-QPROPRA020 195-Series Pigtails, QMA Right Angle Plug/QMA Right Angle Plug, 20.0ft (6.1m) 36.50 32.85 29.20 CALL 
CA-QPRQJBA002 195-Series Pigtails, QMA Right Angle Plug/QMA Jack Bulkhead, 2.0ft (0.6m) 27.50 24,75 22.00 CALL 
CA-QPRQJBA004 195-Series Pigtails, QMA Right Angle Plug/QMA Jack Bulkhead, 4.0ft (1.2m) 28.50 25.65 22.80 CALL 
CA-QPRQJBA010 195-Series Pigtails, QMA Right Angle Plug/QMA Jack Bulkhead, 10.0ft (3.0m) 31.50 28.35 25.20 CALL 
CA-QPRQJBA020 195-Series Pigtails, QMA Right Angle Plug/QMA Jack Bulkhead, 20.0ft (6.1m) 36.50 32.85 29.20 CALL 
CA-RSJRTPBO10 195-Series Pigtails, Reverse Polarity SMA Jack/Reverse Polarity TNC Plug, 10.0ft (3.0m) 21.00 18.90 16.80 CALL 
CA-RSJRTPBO20 195-Series Pigtails, Reverse Polarity SMA Jack/Reverse Polarity TNC Plug, 20.0ft (6.1m) 26.00 23.40 20.80 CALL 
CA-RSPNFBA002 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Female Bulkhead, 2.0ft (0.6m) 18.00 16.20 14.40 CALL 
CA-RSPNFA002 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Female, 2.0ft (0.6m) 14.50 13.05 11.60 CALL 
CA-RSPNMBO001 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Male, 1.0ft (0.3m) 12.00 10.80 9.60 CALL 
CA-RSPNMA002 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Male, 2.0ft (0.6m) 16.00 14.40 12.80 CALL 
CA-RSPNMA004 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Male, 4.0ft (1.2m) 17.00 15.30 13.60 CALL 
CA-RSPNMA010 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Male, 10.0ft (3.0m) 20.00 18.00 16.00 CALL 
CA-RSPNMA020 195-Series Pigtails, Reverse Polarity SMA Plug/Type N Male, 20.0ft (6.1m) 25.00 22.50 20.00 CALL 
CA-RSPRTPA002 195-Series Pigtails, Reverse Polarity SMA Plug/Reverse Polarity TNC Plug, 2.0ft (0.6m) 18.00 16.20 14.40 CALL 
CA-RTPNFBA002 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Female Bulkhead, 2.0ft (0.6m) 18.00 16.20 14.40 CALL 
CA-RTPNFBA004 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Female Bulkhead, 4.0ft (1.2m) 19.00 17.10 15.20 CALL 
CA-RTPNFA002 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Female, 2.0ft (0.6m) 18.00 16.20 14.40 CALL 
CA-RTPNFAOO4 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Female, 4.0ft (1.2m) 19.00 17.10 15.20 CALL CA-QPRQJBA002 
CA-RTPNFA010 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Female, 10.0ft (3.0m) 22.00 19.80 17.60 CALL 
CA-RTPNMA002 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Male, 2.0ft (0.6m) 11.00 9.90 8.80 CALL 
CA-RTPNMA004 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Male, 4.0ft (1.2m) 12.00 10.80 9.60 CALL 
CA-RTPNMA010 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Male, 10.0ft (3.0m) 15.00 13.50 12.00 CALL 
CA-RTPNMA020 195-Series Pigtails, Reverse Polarity TNC Plug/Type N Male, 20.0ft (6.1m) 20.00 18.00 16.00 CALL 
CA-RTPRTPAOO2 195-Series Pigtails, Reverse Polarity TNC Plug/Reverse Polarity TNC Plug, 2.0ft (0.6m) 17.00 15.30 13.60 CALL 
CA-RTPRNMA002 195-Series Pigtails, Reverse Polarity TNC Right Angle Plug/Type N Male, 2.0ft (0.6m) 14.00 12.60 11.20. CALL 
CA-RTPRNMRA002 195-Series Pigtails, Reverse Polarity TNC Rt. Angle Plug/Type N Male, Rt. Angle, 2.0ft (0.6m) 16.20 14.58 12.96 CALL 
CA-RTPRNMA004 195-Series Pigtails, Reverse Polarity TNC Right Angle Plug/Type N Male, 4.0ft (1.2m) 15.00 13.50 12.00 CALL 
CA-RTPRNMA010 195-Series Pigtails, Reverse Polarity TNC Right Angle Plug/Type N Male, 10.0ft (3.0m) 18.00 16.20 14.40 CALL 
CA-RTPRNMA020 195-Series Pigtails, Reverse Polarity TNC Right Angle Plug/Type N Male, 20.0ft (6.1m) 23.00 20.70 18.40 CALL 


200-Series 50 Ohm Coaxial Assemblies 


200 Series 


(5.0mm) 
Nominal 


50 Ohm Impedance 


9.195in. 200 Series Low Loss Cable 


¢ Center Conductor: Solid copper 


¢ Insulation: Physical foam polyethylene 
e Jacket: Polyethylene 
¢ Operating Temperature: -40°C - +80°C 


¢ Shielding: Foil + tinned copper braid (90% coverage) 


NOMINAL ATTENUATION 
db/1ooft | db/100m 


CA-RTPNMA002 


CA-NMNME002 200-Series Cable, Type N Male/Type N Male, 2.0ft (0.6m) 15.28 CALL 
CA-NMNME004 200-Series Cable, Type N Male/Type N Male, 4.0ft (1.2m) 16.16 CALL 
CA-NMNME010 200-Series Cable, Type N Male/Type N Male, 10.0ft (3.0m) 18.80 CALL 
CA-NMNME020 200-Series Cable, Type N Male/Type N Male, 20.0ft (6.1m) 23.20 CALL 
CA-NMNME050 200-Series Cable, Type N Male/Type N Male, 50.0ft (15.2m) 36.40 CALL 
CA-NMNFE002 200-Series Cable, Type N Male/Type N Female, 2.0ft (0.6m) 15.28 CALL 
CA-NMNFE004 200-Series Cable, Type N Male/Type N Female, 4.0ft (1.2m) 16.16 CALL CA-RSPNME002 
CA-NMNFE010 200-Series Cable, Type N Male/Type N Female, 10.0ft (3.0m) 18.80 CALL 
CA-NMNFE020 200-Series Cable, Type N Male/Type N Female, 20.0ft (6.1m) 23.20 CALL 
CA-RSPNME002 200-Series Cable, Reverse Polarity SMA Plug/Type N Male, 2.0ft (0.6m) 14.48 CALL 
CA-RSPNME004 200-Series Cable, Reverse Polarity SMA Plug/Type N Male, 4.0ft (1.2m) 15.36 CALL 
CA-RSPNME010 200-Series Cable, Reverse Polarity SMA Plug/Type N Male, 10.0ft (3.0m) 18.00 CALL 
CA-RSPNME020 200-Series Cable, Reverse Polarity SMA Plug/Type N Male, 20.0ft (6.1m) 22.40 CALL 
CA-RTPNME002 200-Series Cable, Reverse Polarity TNC Plug/Type N Male, 2.0ft (0.6m) 14.48 = CALL 
CA-RTPNME004 200-Series Cable, Reverse Polarity TNC Plug/Type N Male, 4.0ft (1.2m) 15.36 = CALL 
CA-RTPNME010 200-Series Cable, Reverse Polarity TNC Plug/Type N Male, 10.0ft (3.0m) 18.00 CALL 
CA-RTPNME020 200-Series Cable, Reverse Polarity TNC Plug/Type N Male, 20.0ft (6.1m) 22.40 CALL 


240-Series 50 Ohm Coaxial Assemblies 


240 Series 


0.240in, 240 Series Low Loss Cable 


Nomina y ¢ Center Conductor: Solid copper 


Shielding: Foil + tinned copper braid 
¢ Insulation: Physical foam polyethylene 
e Jacket: Polyethylene 


nce R ¢ Operating Temperature: -40°C - +80°C 


50 Ohm Impeda 


NOMINAL ATTENUATION 
| =o mHz | db/toott | db/100m 


7.6 


CA-NMNMT002 


CA-NMNMT002 240-Series Cable, Type N Male/Type N Male, 2.0ft (0.6m) 19.25 17.32 15.40 CALL 

CA-NMNMT004 240-Series Cable, Type N Male/Type N Male, 4.0ft (1.2m) 20.55 18.50 16.44 = CALL 

CA-NMNMT010 240-Series Cable, Type N Male/Type N Male, 10.0ft (3.0m) 24.45 22.00 19.56 CALL 

CA-NMNMT020 240-Series Cable, Type N Male/Type N Male, 20.0ft (6.1m) 30.95 27.86 24.76 CALL 

CA-NMNFT002 240-Series Cable, Type N Male/Type N Female, 2.0ft (0.6m) 19.25 17.32 15.40 CALL 

CA-NMNFT004 240-Series Cable, Type N Male/Type N Female, 4.0ft (1.2m) 20.55 18.50 16.44 CALL 

CA-NMNFT010 240-Series Cable, Type N Male/Type N Female, 10.0ft (3.0m) 24.45 22.00 19.56 CALL 

CA-NMNFT020 240-Series Cable, Type N Male/Type N Female, 20.0ft (6.1m) 30.95 27.86 24.76 CALL CACRTPNFTOO2 
CA-RTPNMT002 240-Series Cable, Reverse Polarity TNC Plug/Type N Male, 2.0ft (0.6m) 18.25 16.43 14.60 CALL 

CA-RTPNMT004 240-Series Cable, Reverse Polarity TNC Plug/Type N Male, 4.0ft (1.2m) 19.55 17.60 15.64 CALL z 

CA-RTPNMTO10 240-Series Cable, Reverse Polarity TNC Plug/Type N Male, 10.0ft (3.0m) 23.45 21.11 1876 CALL Did you know... 
CA-RTPNMT020 240-Series Cable, Reverse Polarity TNC Plug/Type N Male, 20.0ft (6.1m) 29.95 26.95 23.96 CALL 

CA-RTPNFTO02 240-Series Cable, Reverse Polarity TNC Plug/Type N Female, 2.0ft (0.6m) 18.25 1643 14.60 CALL These cables have excellent 
CA-RTPNFT004 240-Series Cable, Reverse Polarity TNC Plug/Type N Female, 4.0ft (1.2m) 19.55 17.60 15.64 CALL fot 
CA-RTPNFTO10 240-Series Cable, Reverse Polarity TNC Plug/Type N Female, 10.0ft (3.0m) 23.45 21.11 18.76 CALL Low Loss characteristics 
CA-RTPNFTO20 240-Series Cable, Reverse Polarity TNC Plug/Type N Female, 20.0ft (6.1m) 29.95 26.95 23.96 CALL and are RoHS compliant. 
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L OSS CABLES 


CA4NMRSFO10 


CA3N010 


CA-NMNFHO10 


CA-DMDFF010 


CA-NMRTPHO10 


Global 
Connectivi 


ty 


Item # 
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Description 1-9 10-24 25-99 100+ 


400-Series 50 Ohm Coaxial Assemblies 


400 Series 


CA4NMRSFO10 
CA4NMRSF025 
CA4NMRSFO50 
CA4NMRSF100 


CA4NMRTFO10 
CA4NMRTFO25 
CA4NMRTFO50 
CA4NMRTF100 


CA4N010 
CA4N025 
CA4N050 
CA4N100 


CA3N010 
CA3N025 
CA3N050 
CA3N100 


CA-DMDMF010 
CA-DMDMF025 
CA-DMDMF050 
CA-DMDMF100 


CA-DMDFF010 
CA-DMDFF025 
CA-DMDFF050 
CA-DMDFF100 


CA-DMNMFO010 
CA-DMNMF025 
CA-DMNMF050 
CA-DMNMF100 


CA-DMNFFO10 
CA-DMNFF025 
CA-DMNFFO50 
CA-DMNFF100 


50 Ohm Impedance R 


400 Series Low Loss Cable 
¢ Center Conductor: Copper clad aluminum 

¢ Shielding: Foil + tinned copper braid 

e Insulation: Physical foam polyethylene 

¢ Jacket: Polyethylene (Kynar for Plenum Rated) 
¢ Operating Temperature: -40°C - +80°C 


NOMINAL ATTENUATION 
db/10oft | db/100m 


@.405in. 
see (10.3mm) 
Nominal 


400-Series Cable, Reverse Polarity SMA Plug/Type N Male, 10.0ft (3.0m) 30.00 27.00 24.00 CALL 
400-Series Cable, Reverse Polarity SMA Plug/Type N Male, 25.0ft (7.6m) 41.25 37.13 33.00 CALL 
400-Series Cable, Reverse Polarity SMA Plug/Type N Male, 50.0ft (15.2m) 60.00 54.00 48.00 CALL 
400-Series Cable, Reverse Polarity SMA Plug/Type N Male, 100.0ft (30.5m) 110.00 99.00 88.00 CALL 
400-Series Cable, Reverse Polarity TNC Plug/Type N Male, 10.0ft (3.0m) 30.00 27.00 24.00 CALL 
400-Series Cable, Reverse Polarity TNC Plug/Type N Male, 25.0ft (7.6m) 41.25 rahe 33.00 CALL 
400-Series Cable, Reverse Polarity TNC Plug/Type N Male, 50.0ft (15.2m) 60.00 54.00 48.00 CALL 
400-Series Cable, Reverse Polarity TNC Plug/Type N Male, 100.0ft (30.5m) 110.00 99.00 88.00 CALL 
400-Series Cable, Type N Male/Type N Female, 10.0ft (3.0m) 28.00 25.20 22.40 CALL 
400-Series Cable, Type N Male/Type N Female, 25.0ft (7.6m) 39.25 35.33 31.40 CALL 
400-Series Cable, Type N Male/Type N Female, 50.0ft (15.2m) 58.00 52.20 46.40 CALL 
400-Series Cable, Type N Male/Type N Female, 100.0ft (30.5m) 108.00 97.20 86.40 CALL 
400-Series Cable, Type N Male/Type N Male, 10.0ft (3.0m) 27.75 24.98 22.20 CALL 
400-Series Cable, Type N Male/Type N Male, 25.0ft (7.6m) 39.00 35.10 31.20 CALL 
400-Series Cable, Type N Male/Type N Male, 50.0ft (15.2m) 57.75 51.98 46.20 CALL 
400-Series Cable, Type N Male/Type N Male, 100.0ft (30.5m) 107.75 96.98 86.20 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 10.0ft (3.0m) 92.50 85.10 77.70 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 25.0ft (7.6m) 103.75 95.45 87.15 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 50.0ft (15.2m) 122.50 112.70 102.90 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 100.0ft (30.5m) 170.00 156.40 142.80 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 10.0ft (3.0m) 97.50 89.70 81.90 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 25.0ft (7.6m) 108.75 100.05 91.35 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 50.0ft (15.2m) 127.50 117.30 107.10 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 100.0ft (30.5m) 175.00 161.00 147.00 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 10.0ft (3.0m) 77.50 71.30 65.10 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 25.0ft (7.6m) 88.75 81.65 74.55 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 50.0ft (15.2m) 107.50 98.90 90.30 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 100.0ft (30.5m) 155.00 142.60 130.20 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 10.0ft (3.0m) 77.50 71.30 65.10 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 25.0ft (7.6m) 88.75 81.65 74.55 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 50.0ft (15.2m) 107.50 98.90 90.30 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 100.0ft (30.5m) 155.00 142.60 130.20. CALL 


400-Series Ultra Flex 50 Ohm Coaxial Assemblies 


L-com's 400-Series Ultra Flex cable assemblies are ideal for indoor or outdoor applications requiring maximum flexibility due to curves, bends 
and twists. 


CA-NMNMH010 
CA-NMNMH025 
CA-NMNMH050 
CA-NMNMH100 


CA-NMNFHO10 
CA-NMNFHO25 
CA-NMNFHO50 
CA-NMNFH100 


CA-NMRTPH010 
CA-NMRTPH025 
CA-NMRTPHO50 
CA-NMRTPH100 


CA-NMRSPH010 
CA-NMRSPH025 
CA-NMRSPH050 
CA-NMRSPH100 


CA-DMDMH010 
CA-DMDMH025 
CA-DMDMH050 
CA-DMDMH100 


CA-DMDFHO10 
CA-DMDFH025 
CA-DMDFHO50 
CA-DMDFH100 


CA-DMNMH010 
CA-DMNMH025 
CA-DMNMH050 
CA-DMNMH100 


CA-DMNFHO10 
CA-DMNFH025 
CA-DMNFHO50 
CA-DMNFH100 


50 Ohm Impedance R 


400 Series Ultra Flex Low Loss Cable 
¢ Center Conductor: Stranded bare copper 


NOMINAL ATTENUATION 
| MHz | db/100ft | db/100m 


9.405in._| @ Shielding: Foil + tinned copper braid 
saea (mma. | @ Insulation: Physical foam polyethylene 


e Jacket: Black Thermoplastic Elastomer 
¢ Operating Temperature: -40°C - +85°C 


400-Series Cable, Type N Male/Type N Male, 10.0ft (3.0m) 
400-Series Cable, Type N Male/Type N Male, 25.0ft (7.6m) 
400-Series Cable, Type N Male/Type N Male, 50.0ft (15.2m) 
400-Series Cable, Type N Male/Type N Male, 100.0ft (30.5m) 


400-Series Cable, Type N Male/Type N Female, 10.0ft (3.0m) 
400-Series Cable, Type N Male/Type N Female, 25.0ft (7.6m) 
400-Series Cable, Type N Male/Type N Female, 50.0ft (15.2m) 
400-Series Cable, Type N Male/Type N Female, 100.0ft (30.5m) 


400-Series Cable, Type N Male/Reverse Polarity TNC Plug, 10.0ft (3.0m) 
400-Series Cable, Type N Male/Reverse Polarity TNC Plug, 25.0ft (7.6m) 


400-Series Cable, Type N Male/Reverse Polarity TNC Plug, 50.0ft (15.2m) 78.20 73.51 68.82 CALL 
400-Series Cable, Type N Male/Reverse Polarity TNC Plug, 100.0ft (30.5m) 138.20 129.91 121.62 CALL 
400-Series Cable, Type N Male/Reverse Polarity SMA Plug, 10.0ft (3.0m) 25.35 23.83 22.31 CALL 
400-Series Cable, Type N Male/Reverse Polarity SMA Plug, 25.0ft (7.6m) 43.35 40.75 38.15 CALL 
400-Series Cable, Type N Male/Reverse Polarity SMA Plug, 50.0ft (15.2m) 73.35 68.95 64.55 CALL 
400-Series Cable, Type N Male/Reverse Polarity SMA Plug, 100.0ft (30.5m) 133.00 125.35 117.35 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 10.0ft (3.0m) 97.00 89.24 81.48 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 25.0ft (7.6m) 115.00 105.80 96.60 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 50.0ft (15.2m) 145.00 133.40 121.80 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Male, 100.0ft (30.5m) 215.00 197.80 180.60 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 10.0ft (3.0m) 102.00 93.84 85.68 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 25.0ft (7.6m) 120.00 110.40 100.80 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 50.0ft (15.2m) 150.00 138.00 126.00 CALL 
400-Series Cable, 7/16 DIN Male/7/16 DIN Female, 100.0ft (30.5m) 220.00 202.40 184.80 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 10.0ft (3.0m) 82.00 75.44 68.88 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 25.0ft (7.6m) 100.00 92.00 84.00 CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 50.0ft (15.2m) 130.00 119.60 109.20. CALL 
400-Series Cable, 7/16 DIN Male/Type N Male, 100.0ft (30.5m) 200.00 184.00 168.00 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 10.0ft (3.0m) 82.00 75.44 68.88 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 25.0ft (7.6m) 100.00 92.00 84.00 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 50.0ft (15.2m) 130.00 119.60 109.20 CALL 
400-Series Cable, 7/16 DIN Male/Type N Female, 100.0ft (0.5m) 200.00 184.00 168.00 CALL 
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600-Series 50 Ohm Coaxial Assemblies LOW LOSS CABLES 


600 Series 0.590in. (15.0mm) 600 Series Low Loss Cable NOMINAL ATTENUATION 
remind" Y__| « Center Conductor: Sold copper | MHz =| db/100ft | db/100m 
900 . . 


¢ Shielding: Foil + tinned copper braid 
e Insulation: Physical foam polyethylene 
e Jacket: Polyethylene 


cay é ¢ Operating Temperature: -40°C - +80°C 
50 Ohm Impedance 


CA-6NMNM025 600-Series Cable, Type N Male/Type N Male, 25.0ft (7.6m) 66.75 ~—«61.41 56.07 CALL CA-6NMNMO10 
CA-6NMNM050 600-Series Cable, Type N Male/Type N Male, 50.0ft (15.2m) 110.50 101.66 92.82 CALL 
CA-6NMNM075 600-Series Cable, Type N Male/Type N Male, 75.0ft (22.9m) 154.25 141.91 129.57 = CALL 
CA-6NMNM100 600-Series Cable, Type N Male/Type N Male, 100.0ft (30.5m) 208.00 191.36 174.72 CALL 
CA-6NMNFO25 600-Series Cable, Type N Male/Type N Female, 25.0ft (7.6m) 66.75 61.41 56.07 CALL 
CA-6NMNFO50 600-Series Cable, Type N Male/Type N Female, 50.0ft (15.2m) 110.50 101.66 92.82 CALL 
CA-6NMNFO75 600-Series Cable, Type N Male/Type N Female, 75.0ft (22.9m) 154.25 141.91 129:57 > “CALL 
CA-6NMNF100 600-Series Cable, Type N Male/Type N Female, 100.0ft (30.5m) 208.00 191.36 174.72 CALL 
CA-6RTPNMO025 600-Series Cable, Reverse Polarity TNC Plug/Type N Male, 25.0ft (7.6m) 66.75 61.41 56.07 CALL 
CA-6RTPNMO050 600-Series Cable, Reverse Polarity TNC Plug/Type N Male, 50.0ft (15.2m) 110.50 101.66 92.82 CALL 
CA-6RTPNMO075 600-Series Cable, Reverse Polarity TNC Plug/Type N Male, 75.0ft (22.9m) 154.25 141.91 129.57 CALL 
CA-6RTPNM100 600-Series Cable, Reverse Polarity TNC Plug/Type N Male, 100.0ft (30.5m) 208.00 191.36 174.72 ~~ CALL 
CA-6DMDM025 600-Series Cable, 7/16 DIN Male/7/16 DIN Male, 25.0ft (7.6m) 138.75 127.65 116.55 CALL | 
CA-6DMDM050 600-Series Cable, 7/16 DIN Male/7/16 DIN Male, 50.0ft (15.2m) 182.50 167.90 153.30 CALL CA-6DMNMO 
CA-6DMDM075 600-Series Cable, 7/16 DIN Male/7/16 DIN Male, 75.0ft (22.9m) 226.25 208.15 190.05 CALL 5 25 
CA-6DMDM100 600-Series Cable, 7/16 DIN Male/7/16 DIN Male, 100.0ft (30.5m) 280.00 257.60 235.20 CALL 
CA-6DMDF025 600-Series Cable, 7/16 DIN Male/7/16 DIN Female, 25.0ft (7.6m) 143.75 132.25 120.75 CALL 
CA-6DMDF050 600-Series Cable, 7/16 DIN Male/7/16 DIN Female, 50.0ft (15.2m) 187.50 172.50 157.50 CALL 
CA-6DMDF075 600-Series Cable, 7/16 DIN Male/7/16 DIN Female, 75.0ft (22.9m) 231.25 212.75 194.25 CALL 
CA-6DMDF100 600-Series Cable, 7/16 DIN Male/7/16 DIN Female, 100.0ft (30.5m) 285.00 262.20 239.40 CALL 
CA-6DMNM025 600-Series Cable, 7/16 DIN Male/Type N Male, 25.0ft (7.6m) 118.75 109.25 99.75 CALL 
CA-6DMNM050 600-Series Cable, 7/16 DIN Male/Type N Male, 50.0ft (15.2m) 162.50 149.50 136.50 CALL 
CA-6DMNM075 600-Series Cable, 7/16 DIN Male/Type N Male, 75.0ft (22.9m) 206.25 189.75 173.25 = CALL 
CA-6DMNM100 600-Series Cable, 7/16 DIN Male/Type N Male, 100.0ft (30.5m) 260.00 239.20 21840 CALL 
CA-6DMNF025 600-Series Cable, 7/16 DIN Male/Type N Female, 25.0ft (7.6m) 118.75 109.25 99.75 CALL 
CA-6DMNFO50 600-Series Cable, 7/16 DIN Male/Type N Female, 50.0ft (15.2m) 162.50 149.50 136.50 CALL 
CA-6DMNFO75 600-Series Cable, 7/16 DIN Male/Type N Female, 75.0ft (22.9m) 206.25 189.75 173.25, - ‘CALL 
CA-6DMNF100 600-Series Cable, 7/16 DIN Male/Type N Female, 100.0ft (30.5m) 260.00 239.20 218.40 CALL 
900-Series 50 Ohm Coaxial Assemblies 


900 Series Bie, Ceknen) 5 900 Series Low Loss Cable NOMINAL ATTENUATION 


* Center Conductor: BC Tube | MHz | db/100ft | db/100m 


¢ Shielding: Aluminum tape + tinned copper braid 


¢ Insulation: Foam polyethylene 
e Jacket: Polyethylene 
¢ Operating Temperature: -40°C - +85°C 


50 Ohm Impedance 


CA-9NMNFO25 900-Series Cable, Type N Male/Type N Female, 25.0ft (7.6m) 667.50 614.10 560.70 CALL 
CA-9NMNFO50 900-Series Cable, Type N Male/Type N Female, 50.0ft (15.2m) 785.00 722.20 659.40 CALL 
CA-9NMNFO75 900-Series Cable, Type N Male/Type N Female, 75.0ft (22.9m) 902.50 830.30 758.10 CALL 
CA-9NMNF100 900-Series Cable, Type N Male/Type N Female, 100.0ft (30.5m) 1020.00 938.40 856.80 CALL 
CA-9NMNM025 900-Series Cable, Type N Male/Type N Male, 25.0ft (7.6m) 667.50 614.10 560.70 CALL 
CA-9NMNM050 900-Series Cable, Type N Male/Type N Male, 50.0ft (15.2m) 785.00 722.20 659.40 CALL 
CA-9NMNM075 900-Series Cable, Type N Male/Type N Male, 75.0ft (22.9m) 902.50 830.30 758.10 CALL 
CA-9NMNM100 900-Series Cable, Type N Male/Type N Male, 100.0ft (30.5m) 1020.00 938.40 856.80 CALL 
Lightning Protected 400-Series 50 Ohm Coax Cable Assemblies be 
L-com's lightning protected 400-series cable assemblies feature an in-line gas discharge tube lightning protector attached directly to the cable. > CA4NMLPNM 


This not only reduces the cost since a connector is eliminated, but helps reduce return loss and insertion loss. 


400-Series 50 Ohm Type N Male to Type N Female Bulkhead Lightning Protector Cable Assemblies 


CA4NMLPNFOO2 400-Series Cable, Type N Male/Type N Female Bulkhead Lightning Protector, 2.0ft (0.6m) 47.83 43.05 38.26 CALL 
CA4NMLPNFOO4 400-Series Cable, Type N Male/Type N Female Bulkhead Lightning Protector, 4.0ft (1.2m) 48.88 43.99 39.10 CALL 
CA4NMLPNFO10 400-Series Cable, Type N Male/Type N Female Bulkhead Lightning Protector, 10.0ft (3.0m) 53.56 48.20 42.85 CALL 
CA4NMLPNFO20 400-Series Cable, Type N Male/Type N Female Bulkhead Lightning Protector, 20.0ft (6.1m) 61.36 55.22 49.09 CALL 
400-Series 50 Ohm Type N Male to Type N Male Lightning Protector Cable Assemblies 
CA4NMLPNMO002 400-Series Cable, Type N Male/Type N Male Lightning Protector, 2.0ft (0.6m) 47.32 42.59 37.86 CALL 
CA4NMLPNMO004 400-Series Cable, Type N Male/Type N Male Lightning Protector, 4.0ft (1.2m) 48.88 43.99 39.10 CALL 
CA4NMLPNMO010 400-Series Cable, Type N Male/Type N Male Lightning Protector, 10.0ft (3.0m) 53.56 48.20 42.85 CALL “ ” CA4NFLPNE 
CA4NMLPNM020 400-Series Cable, Type N Male/Type N Male Lightning Protector, 20.0ft (6.1m) 61.36 §5.22 49.09 CALL % 
400-Series 50 Ohm Type N Female to Type N Female Bulkhead Lightning Protector Cable Assemblies 
CA4NFLPNFO02 400-Series Cable, Type N Female /Type N Female Bulkhead Lightning Protector, 2.0ft (0.6m) 47.32 42.59 37.86 CALL 
CA4NFLPNFO04 400-Series Cable, Type N Female/Type N Female Bulkhead Lightning Protector, 4.0ft (1.2m) 48.88 43.99 39.10 CALL 
CA4NFLPNFO10 400-Series Cable, Type N Female/Type N Female Bulkhead Lightning Protector, 10.0ft (3.0m) 53.56 48.20 42.85 CALL 
CA4NFLPNFO20 400-Series Cable, Type N Female/Type N Female Bulkhead Lightning Protector, 20.0ft (6.1m) 61.36 §5.22 49.09 CALL 
400-Series 50 Ohm Type N Female to Type N Male Lightning Protector Cable Assemblies 
CA4NFLPNMO002 400-Series Cable, Type N Female/Type N Male Lightning Protector, 2.0ft (0.6m) 47.32 42.59 37.86 CALL 
CA4NFLPNM004 400-Series Cable, Type N Female/Type N Male Lightning Protector, 4.0ft (1.2m) 48.88 43.99 39.10 CALL 
CA4NFLPNM010 400-Series Cable, Type N Female/Type N Male Lightning Protector, 10.0ft (3.0m) 53.56 48.20 42.85 CALL : 
CA4NFLPNMO20 400-Series Cable, Type N Female/Type N Male Lightning Protector, 20.0ft (6.1m) 61.36 55.22 49.09 CALL CA4NFLPNM 


b= COT 30 ai 
Connectivity 
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0.110 in. (2.8mm) Bulk Coaxial Cable 
RG1 74 / U Nominal y 


50 Ohm Impedance R 
RG58C/U Y 


peas semen 9.195 in. (4.9mm) 
Nominal 


50 Ohm Impedance A 
RG142B/U y 


sewer .195 in. (4.9mm) 
Nominal 


50 Ohm Impedance R 
RG59A/U y 


secsece, 2.240 in. (6.1mm) 
Nominal 


75 Ohm Reeiais K 
RG59B /U y 


RG174/U NOMINAL ATTENUATION Item # 


© Center Conductor: 26 (7x34) AWG bare copper | MHz _| db/100ft | db/100m | RG174-100 RG174/U, 100 ft coil (30.5m) 34.32 
covered steel ‘ RG174-500 RG174/U, 500 ft spool (152.4m) 161.20 


Shielding: Tinned copper braid (90% coverage) RG174-1K RG174/U, 1,000 ft spool (304.8m) 291.20 
e Insulation: Polyethylene 


¢ Jacket: Black PVC 
¢ Operating Temperature: -40°C - +75°C 


NOMINAL ATTENUATION Item # Description List 
| MHz | ane db/100m | RG58C-100 RG58C/U, 100ft (30.5m) coil 40.56 


RG58C-500 RG58C/U, 500ft (152.4m) spool 192.40 
RG58C-1K RG58C/U, 1,000ft (304.8m) spool 374.40 


RG58C/U 
® Center Conductor: 20 (19x32) AWG tinned copper 
Shielding: Tinned copper braid (95% coverage) 

¢ Insulation: Polyethylene 

¢ Jacket: Black PVC 

¢ Operating Temperature: -40°C - +85°C 


RG142B/U 
¢ Center Conductor: 18 AWG solid silver coated copper 

¢ Shielding: 2 silver coated copper braids (96% coverage) 
¢ Insulation: TFE Teflon 

e Jacket: Brown FEP 

* Operating Temperature: -70°C - +200°C VW-1 

vertical flame test compliant 


Item # Description 
RG142B-100 _ RG142B/U, 100ft (30.5m) coil 187.20 
RG142B-500 RG142B/U, 500ft (152.4m) spool 962.00 
RG142B-1K RG142B/U, 1,000ft (304.8m) spool 1768.00 
Note: Spools may contain more than one piece. 


RG59A/U NOMINAL ATTENUATION Item # Description 
aoe mecceees ?-242 in. (6.1mm) | |* Center Conductor: 22 (7x30) AWG bare copper db/100ft | db/100m | RG59A-100 RG59A/U, 100ft (30.5m) coil 26.20 
ne * Shielding: Bare copper braid (95% coverage) ; 8 | RG59A-500 RG59A/U, 500ft (152.4m) spool 104.95 


* Insulation: Foam polyethylene : ‘8 | RG59A-1K RG59A/U, 1,000ft (304.8m) spool 209.95 
¢ Jacket: Black PVC 


© Operating Temperature: -40°C - +80°C 


RG59B/U NOMINAL ATTENUATION Item # Description 
© Center Conductor: 22 AWG solid bare copper db/100ft | db/100m] RG59B-100 RG59B/U, 100ft (30.5m) coil 24.95 
covered steel : ; RG59B-500 RG59B/U, 500ft (152.4m) spool 99.95 


¢ Shielding: Bare copper braid (95% coverage) ; : RG59B-1K RG59B/U, 1,000ft (304.8m) spool 199.95 
¢ Insulation: Polyethylene 


¢ Jacket: Black PVC 
¢ Operating Temperature: -40°C - +80°C 


Low Loss Bulk Coaxial Cable 


100 Series Low Loss Bulk Cable NOMINAL ATTENUATION Item # Description 

© Center Conductor: Solid bare copper covered steel ee | db/100ft | db/100m | CA-100-FOOT CA-100, by the foot (0.3m) 0.47 
Shielding: Inner foil 90% coverage + tinned copper braid 22.8 74.8 | CA-100-R1K CA-100, 1000’ (304.8m) reel 312.00 
¢ Insulation: Solid polyethylene ato 33.2 108.8 | CA100W-FOOT ~— White WBC-100, by the foot (0.3m) 0.68 


° Jacket: PVC 2500 39.8 | 130.6 | CA100W-REEL © White WBC-100, 1000' (304.8m) reel 468.00 
¢ Operating Temperature: -20°C - +60°C 


75 Ohm Impedance R 
= 0.105 in. (2.7mm) 
100 Series Nominal y 


50 Ohm Impedance A 
195 Series y 


ag 0.195 in. (4.9mm) 
Nominal 


50 Ohm Impedance R 
200 Series Y 


0.195 in. (4.9mm) 


Nominal 


50 Ohm Impedance R 
0.240 in. (6.1mm) 
240 Series Nominal / 


50 Ohm Impedance K 
5 0.405 in. (10.3mm) 
400 Series Nominal y 


195R Series Low Loss Bulk Cable NOMINAL | NOMINAL ATTENUATION | Item # Description 

* Center Conductor: Solid bare copper eae db/100ft | db/100m | CA-195R-FOOT —CA-195R, by the foot (0.3m) 0.52 

* Shielding: Foil + tinned copper braid (90% coverage) CA-195R-R1K CA-195R, 1000' (304.8m) reel 312.00 

* Insulation: Physical foam polyethylene (PTFE for CA-195RW-FOOT White CA-195RW, by the foot (0.3m) 0.52 
Plenum Rated) CA-195RW-R1K White CA-195RW, 1000' (304.8m) reel 312.00 


Jacket: Polyvinyl Chloride (CMP Grade for Plenum Rated) ; 
* Operating Temperature: -20°C - +60°C CA195R-REEL CNT-195-R, 1000' reel (304.8m) 390.00 


200 Series Low Loss Bulk Cable Item # Description 

¢ Center Conductor: Solid copper CA-200-FOOT CA-200, by the foot (0.3m) 

¢ Shielding: Foil + tinned copper braid (90% coverage) : CA-200-R1K CA-200, 1000' reel (304.8m) 
¢ Insulation: Physical foam polyethylene 

¢ Jacket: Polyethylene 

© Operating Temperature: -40°C - +80°C 


50 Ohm Impedance R 
P 0.405 in. (10.3: 
400UF Series Nien esl y 


240 Series Low Loss Bulk Cable Item # Description 

¢ Center Conductor: Solid copper CA-240-FOOT CA-240, by the foot (0.3m) 
Shielding: Foil + tinned copper braid : : CA-240-R500 CA-240, 500' reel (152.4m) 
¢ Insulation: Physical foam polyethylene 

e Jacket: Polyethylene 

¢ Operating Temperature: -40°C - +80°C 


50 Ohm Impedance R 
. 0.590 in. (15.0mm) - 
600 Series Nominal y 400 and 400 Ultra Flex Series Low Loss Bulk Cable NOMINAL ATTENUATION Item # Description 

be ota * Center Conductor: Copper clad aluminum | MHz | db/100ft | db/100m | CA-400-FOOT CA-400, by the foot (0.3m) 0.78 
. (400 Ultra Flex: Stranded bare copper) 8 | CA-400-R500 ——-CA-400, 500' reel (152.4m) 338.00 
* Shielding: Foil + tinned copper braid 6 | CA-400-R1K CA-400, 1000' reel (304.8m) 572.00 
* Insulation: Physical foam polyethylene CA-400UF-FOOT — CA-400UF, by the foot (0.3m) 1.25 
* Jacket: Polyethylene iene ; ; 
(400 lira Flex: Thermoplastic Elattomen 5 | CA-400UF-R1K — CA-400UF, 1000' reel (304.8m) 1144.00 


Operating Temperature: -40°C - +80°C 


50 Ohm Impedance K 
2 0.870 in. (22.1mm) 
900DB Series Nominal y 


NOMINAL ATTENUATION Item # Description 
db/100ft | db/100m | CA-600-R500 CA-600, 500' reel (152.4m) 


CA-600-R1K CA-600, 1000’ reel (304.8m) 1612.00 


600 Series Low Loss Bulk Cable 
¢ Center Conductor: Solid copper 

Shielding: Foil + tinned copper braid 

¢ Insulation: Physical foam polyethylene 
¢ Jacket: Polyethylene 

* Operating Temperature: -40°C - +80°C 


900DB Series Low Loss Bulk Cable NOMINAL ATTENUATION Item # 
* Center Conductor: BC Tube | MHz __| db/100ft | db/100m | CA900DB-TW-FOOT _ Direct Burial, by the foot (0.3m) 4.89 
* Shielding: Aluminum tape + tinned copper braid 6 | CA9O0DB-TW-R1K Direct Burial, 1000 reel (304.8m) 4368.00 


Insulation: Foam polyethylene 
¢ Jacket: Polyethylene 
© Operating Temperature: -40°C - +85°C 


50 Ohm Impedance R 
OOO 
L=Cer sr 
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Item # Description 
Coaxial Connectors 


In addition to the most popular styles L-com also provides harder to find connectors for all your application needs. Configurations include crimp 
style, clamp style, bulkhead style and panel mount connectors. Each connector is precision manufactured using only the highest quality materials. 


Solderless Coaxial Connectors, 50 Ohm 


L-com's Solderless Coaxial Connectors make it quick and easy to terminate coax cable assemblies in the field and on the fly. All that is needed is 


Cable Type 


a cable stripper and crimp tool. No soldering is needed for the center conductor. 


ANM-1420 Type N Male 

ARSP-1726 Reverse Polarity SMA Plug, Right Angle 
ARSP-1728 Reverse Polarity SMA Plug 
ARTP-1710 Reverse Polarity TNC Plug 

ARTP-1406 Reverse Polarity TNC Plug 

ARTJ-3704 Reverse Polarity TNC Jack, Bulkhead 
ABM-1704 BNC Male 


TNC Coaxial Connectors, 50 Ohm 
BAC893-58 TNC Male 


BAC525 TNC Male, Right Angle 

BAC537 TNC Male, Right Angle 

BAC545 TNC Male 

BAC531 TNC Male 

BAC504 TNC Male 

ATM-1204 TNC Male 

ATM-1506 TNC Male 

ATM-1402 TNC Male 

ATM-1416 TNC Male, Right Angle 

ATML-1400 TNC Male, Reverse Thread 

BAC513 TNC Female 

BAC514 TNC Female 

BAC528 TNC Female, Bulkhead 

BAC553 TNC Female 

BAC554 TNC Female, Bulkhead 

ATF-1700 TNC Female 

ATF-1506 TNC Female 

ATF-1402 TNC Female 

ATF-3700 TNC Female, Bulkhead 

BAC500 Reverse Polarity TNC Plug 
ARTP-1A10 Reverse Polarity TNC Plug 
ARTP-1100 Reverse Polarity TNC Plug 
ARTP-1708 Reverse Polarity TNC Plug 
ARTP-1710 Reverse Polarity TNC Plug 
ARTP-1200 Reverse Polarity TNC Plug 
ARTP-1502 Reverse Polarity TNC Plug 
ARTP-1312 Reverse Polarity TNC Plug 
ARTP-1404 Reverse Polarity TNC Plug 
ARTP-1406 Reverse Polarity TNC Plug 
ARTP-1606 Reverse Polarity TNC Plug 

BAC501 Reverse Polarity TNC Jack 
ARTJ-3100 Reverse Polarity TNC Jack, Bulkhead 
ARTJ-3702 Reverse Polarity TNC Jack, Bulkhead 
ARTJ-3704 Reverse Polarity TNC Jack, Bulkhead 
ARTJ-1708 Reverse Polarity TNC Jack 
ARTJ-3400 Reverse Polarity TNC Jack, Bulkhead 
ARTJ-1404 Reverse Polarity TNC Jack 
ARTJ-1606 Reverse Polarity TNC Jack 


TNC Coaxial Connectors, 75 Ohm 


BAC893-59 TNC Male 
BAC933-59 TNC Male 
BAC709 TNC Male, Right Angle 
BAC934-59 TNC Female 

SMA Coaxial Connectors, 50 Ohm 
BACO3-G SMA Male, Gold 
BAC02-G SMA Male, Right Angle Gold 
ASM-1710 SMA Male, Right Angle 
ASM-1708 SMA Male 
BACO2A SMA Male, Right Angle Nickel 
BACO3A SMA Male, Nickel 
BACO3A-G SMA Male, Gold 
BACO2A SMA Male, Right Angle Nickel 
BACO2A-G SMA Male, Right Angle Gold 
ASM-1102 SMA Male 
ASM-1504 SMA Male 
ASM-1406 SMA Male 
HPC401 SMA Male 
BACO6A SMA Female, Bulkhead Gold 
BACO5A SMA Female, Nickel 
ASF-3700 SMA Female, Bulkhead 
ASF-1708 SMA Female 
BAC503 Reverse Polarity SMA Jack, Bulkhead 
BAC512 Reverse Polarity SMA Jack 
ARSJ-3100 Reverse Polarity SMA Jack, Bulkhead 
ARSJ-3700 Reverse Polarity SMA Jack, Bulkhead 
ARSJ-1700 Reverse Polarity SMA Jack 
ARSJ-1404 Reverse Polarity SMA Jack 
BAC502 Reverse Polarity SMA Plug 
ARSP-1100 Reverse Polarity SMA Plug 
ARSP-1700 Reverse Polarity SMA Plug 
ARSP-1702 Reverse Polarity SMA Plug, Right Angle 
ARSP-1726 Reverse Polarity SMA Plug, Right Angle 
ARSP-1728 Reverse Polarity SMA Plug 
ARSP-1202 Reverse Polarity SMA Plug 
HPC202 Reverse Polarity SMA Plug 
ARSP-1504 Reverse Polarity SMA Plug 
ARSP-1404 Reverse Polarity SMA Plug 


Low Loss 400-Series 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 400-Series 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 


RG58 

RG58 
RG174/RG188/RG316 
RG223 
RG174/RG188/RG316 
RG213 

Low Loss 200-Series 

Low Loss 240-Series 

Low Loss 400-Series 

Low Loss 400-Series 

Low Loss 400-Series 

RG58 
RG174/RG188/RG316 
RG174/RG188/RG316 
RG142/RG223/RG400 
RG142/RG223/RG400 

Low Loss 195-Series, RG58 
Low Loss 240-Series 

Low Loss 400-Series 

Low Loss 195-Series, RG58 
RG58 

RG6 

RG316/RG174/RG188 
Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 200-Series 

Low Loss 240-Series 

Low Loss 300-Series 

Low Loss 400-Series 

Low Loss 400-Series 

Low Loss 600-Series 

RG58 

Low Loss 100-Series 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 400-Series 

Low Loss 400-Series 

Low Loss 600-Series 


RG59 
RG59 
RG59 
RG59 


RG58 

RG58 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
RG174/RG188/RG316 
RG174/RG188/RG316 
RG174/RG188/RG316 
RG174/RG188/RG316 
RG174/RG188/RG316 

Low Loss 100-Series 

Low Loss 240-Series 

Low Loss 400-Series 

Low Loss 400-Series 
RG174/RG188/RG316 
RG174/RG188/RG316 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
RG174/RG188/RG316 
RG174/RG188/RG316 
Low Loss 100-Series 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 400-Series 
RG174/RG188/RG316 

Low Loss 100-Series 

Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 195-Series, RG58 
Low Loss 200-Series 

Low Loss 200-Series 

Low Loss 240-Series 

Low Loss 400-Series 


Attachment 


Solderless/ Crimp 
Solderless/ Crimp 
Solderless/ Crimp 
Solderless/ Crimp 
Solderless/ Crimp 
Solderless/ Crimp 
Solderless/ Crimp 


Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Solderless/ Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Solderless/ Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Solderless/ Crimp 
Crimp 
Crimp 
Crimp 
Crimp 


Crimp 
Twist On 
Crimp 
Crimp 


Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
Solderless/ Crimp 
Solderless/Crimp 
Crimp 
Crimp 
Crimp 
Crimp 
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4.20 
4.94 


Some Connectors are sold in 10-Packs. See website for details. Adapters are sold individually. 
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Solderiess, (NC and SIMA Coaxial Connectors 


10-24 


3.86 
4.54 
4.64 
2.62 
4.19 
4.03 
2.62 


20-99 


3.53 
4.15 
4.23 
2.51 
4.01 
3.86 
2.51 


100+ 


CALL 
CALL 
CALL 
CALL 


ANM-1420 ARSP-1726 


BAC525 ATM-1506 


ARTP-1A10 BAC501 


BAC934 BACO3-G 


BACO3A-G 


ASM-1504 HPC401 


BACO5A BAC503 


ARSP-1728 


BAC02-G 
BACO2A-G 


BACO6A 


ap ay 
BV <u as 


BAC512 


ARSJ-3100 


ARSJ-1700 BAC502 


ARSP-1700 ARSP-1702 


ARSP-1100 


HPC202 


Global 
Connectivi 


ty 


‘tsame ype N and BNC Coaxial Connectors 2015 Supplement Catalog 1.0 


Item # Description Cable Type Attachment 1-9 10-24 25-99 100+ 
Z Type N Coaxial Connectors, 50 Ohm 
© ANM-1A18 Type N Male RG6 Crimp ato. 377° 3.aa OAL 
>” BAC536 Type N Male RG142/RG223/RG400 Crimp 6.46 6.07 5.68 CALL 
BAC523 BAN111 BAC506 BAC523 Type N Male RG174 Crimp 7.93 7.45 6.98 CALL 
BAN111 Type N Male RG213 Clamp ists) 6.91 6.47. CALL 
BAC506 Type N Male RG213 Crimp 7.04 6.62 6.20 CALL 
ANM-1J00 Type N Male, Right Angle RG142/RG223/RG400 Crimp 7.93 7.45 6.98 CALL 
ANM-1114 Type N Male RG316/RG174/RG188 Crimp 4.10 3.77 3.44 CALL 
ANM-1700 Type N Male Low Loss 195-Series, RG58 Crimp 4.10 3.77 3.44 CALL 
ANM-1716 Type N Male, Right Angle Low Loss 195-Series, RG58 Crimp 4.94 4.54 4.15 CALL 
ANM-1202 Type N Male Low Loss 200-Series Crimp 4.20 3.86 3.53 CALL 
ANM-1508 Type N Male Low Loss 240-Series Crimp 4.10 3.77 3.44 CALL 
ANM-1516 Type N Male, Right Angle Low Loss 240-Series Crimp 73's) 6.76 6.17 CALL 
ANM-1304 Type N Male Low Loss 300-Series Crimp 4.10 3.77 3.44 CALL 
: - ANM-1416 Type N Male, Right Angle Low Loss 400-Series Crimp 4.94 4.54 415 CALL 
ANM-1406 Type N Male Low Loss 400-Series Crimp 4.10 3.77 3.44 CALL 
ANM-1700, ANM1508- —_ ANM-1420 ANM-1420 Type N Male Low Loss 400-Series Solderless Crimp 420 386 353 CALL 
ANM-2400 Type N Male Low Loss 400-Series Clamp 4.36 4.01 3.66 CALL 
ANM-2602 Type N Male Low Loss 600-Series Clamp 6.20 5.70 5.21 CALL 
ANM-1610 Type N Male Low Loss 600-Series Crimp 7.46 6.86 6.27. ~— CALL 
ANM-1616 Type N Male, Right Angle Low Loss 600-Series Crimp 7.35 6.76 6.17 CALL 
ANM-2904 Type N Male Low Loss 900-Series Clamp 35.28 32.46 29.64 CALL 
ANF-1A18 Type N Female RG6 Crimp 4.20 3.86 3.53 CALL 
BAC527 Type N Female RG174 Crimp 8.51 8.00 7.49 CALL 
BAC542 Type N Female, Bulkhead RG55/RG141 /RG142/RG223 Crimp 5.83 5.48 5.13 CALE 
BAC544 Type N Female RG55/RG141/RG142/RG223 Crimp 7.04 6.62 6.20 CALL 
ANF-3700 Type N Female, Bulkhead Low Loss 195-Series, RG58 Crimp 4.94 4.54 4.15 CALL 
ANF-1700 Type N Female Low Loss 195-Series, RG58 Crimp 4.10 3.77 3.44 = CALL 
ANF-5700 Type N Female, Panel Mount Low Loss 195-Series, RG58 Crimp 4.36 4.01 3.66 CALL 
ANF-1202 Type N Female Low Loss 200-Series Crimp 4.10 ewe 3.44 CALL 
ANF-1508 Type N Female Low Loss 240-Series Crimp 4.10 HW 3.44 CALL 
ANF-1304 Type N Female Low Loss 300-Series Crimp 4.20 3.86 3.53 CALL 
ANF-1406 Type N Female Low Loss 400-Series Crimp 4.10 3.77 3.44 CALL 
ANF-2400 Type N Female Low Loss 400-Series Clamp 4.36 4.01 3.66 CALL 
ANF-2602 Type N Female Low Loss 600-Series Clamp 5.88 5.41 4.94 CALL 
ANF-1610 Type N Female Low Loss 600-Series Crimp 7.40 6.81 6.22 CALL 
ANF-2906 Type N Female Low Loss 900-Series Clamp 35.28 32.46 29.64 CALL 
ANF-2904 Type N Female, Low Loss 900-Series Clamp 88.20 81.14 74.09 CALL 
— Times Microwave® #EZ-900-NFC-2 

4 a Ve ARNJ-1700 Reverse Polarity Type N Jack Low Loss 195-Series, RG58 Crimp 4.94 4.54 4.15 CALL 
C ARNJ-1404 Reverse Polarity Type N Jack Low Loss 400-Series Crimp 4.94 4.54 415 CALL 
BAC10A BAC547 ARNP-1700 Reverse Polarity Type N Plug Low Loss 195-Series, RG58 Crimp 4.94 4.54 415 CALL 
ARNP-1404 Reverse Polarity Type N Plug Low Loss 400-Series Crimp 4.94 4.54 415 CALL 

BNC Coaxial Connectors, 50 Ohm 
Y BAC836A-58 BNC Male RG58 Crimp 3.26 3.06 2.87 CALL 
BAC836 BAC836A-58P BNC Male RG58 Plenum Crimp 4.10 3.85 3.61 CALL 
BAC838-58 BNC Male RG58 Twist On 4.99 4.69 4.39 CALL 
BIF-83 BNC Male, Insulated RG58 Crimp 5.04 4.74 4.44 CALL 
BAC10A BNC Male RG58 Clamp 4.99 4.69 4.39 CALL 
BAC547 BNC Male RG142/RG223/RG400 Crimp 2.94 2.76 2.59 CALL 
BAC836B-74 BNC Male RG174/RG188/RG316 Crimp 5,57 5.24 4.90 CALL 
BAC546 BNC Male, Right Angle RG174/RG188/RG316 Crimp 5.57 5.24 4.90 CALL 
ABM-1702 BNC Male, Right Angle Low Loss 195-Series, RG58 Crimp 4.99 4.59 4.19 CALL 
ABM-1704 BNC Male Low Loss 195-Series, RG58 Solderless /Crimp 2.73 2.62 2.51 CALL 
BAC515 BNC Female RG58 Crimp 4.99 4.69 4.39 CALL 
BAC522 BNC Female, Bulkhead RG58 Crimp 6.20 5.83 5.46 CALL 
BAC548 BNC Female RG142 Crimp 5.46 5.13 4.80 CALL 
BAC517 BNC Female RG174/RG188/RG316 Crimp 4.99 4.69 4.39 CALL 
BAC540 BNC Female RG174/RG188/RG316 Crimp 5,88 5.53 5.17 7 GUALL 
ARBJ-1700 Reverse Polarity BNC Jack Low Loss 195-Series, RG58 Crimp 3.68 3.39 3.09 CALL 
ARBP-1700 Reverse Polarity BNC Plug Low Loss 195-Series, RG58 Crimp 4.10 Sikh 3.44 CALL 
ARBP-1402 Reverse Polarity BNC Plug Low Loss 400-Series Crimp 4.73 4.35 3.97. CALL 

BAC024 BAC030 : 

BACO26 aie BNC Coaxial Connectors, 75 Ohm 
BAC042 BAC026 BNC Male RG6 Twist On 3.60 3.38 3.17 CALL 
BAC032 BNC Male RG6 Crimp (2 Pc) Sido 3.34 3.12 CALL 
BAC029 BNC Male RG6 Crimp (3 Pc) S55 3.34 3.12 CALL 
BAC042 BNC Male RG6-Q Crimp 2.45 2.30 2.16 CALL 
BAC024 BNC Male RG59 Twist On 3.60 3.38 3.17 CALL 
sprees BACO27 BNC Male RGS9 (23 AWG C.C.) Crimp 3.55 3.34 3.12 CALL 
BACO29 BAC027A BNC Male RG59 (20 AWG C.C.) Crimp 3.55 3.34 3.12 CALL 
BAC028 BNC Male RG59 Plenum Crimp (3 Pc) 3.55 3.34 3.12 CALL 
: BAC030 BNC Male RG59 Crimp (2 Pc) 3.55 3.34 3.12 CALL 
BAC031 BNC Male RG59 Plenum Crimp (2 Pc) 3:55 3.34 3.12 GCA 
BAC033 BNC Male RG59 Solder 4.70 4.42 4.14 CALL 
~ BAC543 BNC Male, Right Angle RG59 Crimp 55 4.84 4.53 CALL 
BAC706 BAC706 BNC Male, Right Angle RG59/RG62 Crimp 6.25 5.88 5.50 CALL 
BAC985 BNC Male, Right Angle RG59/RG62 Twist On 6.35 5.97 5.59 CALL 
” BAC836A-59 BNC Male RG59/RG62 Crimp 3.00 2.82 2.64 CALL 
: axa BAC551 BNC Male, Right Angle RG179/RG187 Crimp 5.70 5.36 5.02 CALL 
e m eA BAC836B-87 BNC Male RG187/CTL Crimp 3.00 2.82 2.64 CALL 

$ os 

4 BAC516 BNC Female RG6 Crimp 4.35 4.09 3.83 CALL 
BAC836 BACS16 BACO14 BACO14 BNC Female RG59 Twist On 4.35 4.09 3.83 CALL 
BAC908-59 BNC Female RG59/RG62 Crimp 4.35 4.09 3.83 CALL 
i BAC552 BNC Female, Bulkhead RG59 Crimp 5.80 5.45 5.10 CALL 
BAC550 BNC Female, Bulkhead RG179 Crimp 4.40 4.14 3.87. CALL 


L-com 
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2015 Supplement Catalog 1.0 Miscellaneous Coaxial Connectors 


Item # ' Description Cable Type Attachment 1-9 10-24 25-99 100+ 
Digital Grade BNC Connectors for 1505A and 1506A Cable, 75 Ohm 
BAC-UPL2000-D2B BNC Male 1505A Coax Crimp 9.20 8.83 8.46 CALL 
BAC-UPL2000-D8B BNC Male 1506A Plenum Coax Crimp 9.20 8.83 8.46 CALL 
Telecommunications Grade BNC Connectors for 734 and 735 Cable, 75 Ohm 
BAC-UPL220-025 BNC Male 734 Coax Crimp 11.35 10.90 10.44 CALL 
BAC-UPL220-026 BNC Male 735 Coax Crimp 11.35 10.90 10.44 CALL 
Twin BNC Connector - Bayonet Style Coupling Polarized Contacts 4 - 
BAC928 Twin BNC Twinaxial Clamp 8.61 8.09 7.58 CALL 


BAC928 HPC992 ake 
BNC, TNC and Type N- Belden 9913 Cable 
a 


Belden 9913 style cable is an RG8/U type cable with low loss performance characteristics. This cable utilizes a semi-solid polyethylene as an 
insulator along with a solid 10 AWG center conductor to achieve this performance enhancement. 


HPC992 BNC Plug 9913 Crimp {2.92 mnt 40) 1:80) = CALL 
HPC993 TNC Plug 9913 Crimp 12.92 1240 11.89 CALL By 
HPC994 Type N Plug 9913 Crimp 12.92 12.40 11.89 CALL HPC994 HPC781 HPC782 


SMA, BNC and TNC - Belden 7807 Cable 


Belden 7807 cable is an RG58 type cable with low loss performance characteristics. This cable utilizes a gas injected foam HDPE as an insulator 
along with a solid 17 AWG center conductor to achieve this performance enhancement. 


HPC781 SMA Plug 7807 Crimp 12.44 11.94 11.44 CALL 
HPC782 BNC Plug 7807 Crimp 10.61 10.19 9.76 CALL 
HPC783 TNC Plug 7807 Crimp 10.61 10.19 976 CALL HPC783 BAC1501  BAC1503 


Panel Mount Receptacle Connectors 


These series of connectors are intended for panel mounting with discrete receptacle terminations. Offered in BNC, RCA, SMA and Type N interfaces 
with various mounting configurations. 


BAC1501 BNC Male, Bulkhead N/A 3.52 3.31 3.10 CALL 

BAC1503 BNC Female, Bulkhead N/A 3.52 3.31 3.10 CALL 

BAC7OA BNC Female, Bulkhead N/A 3.52 3.31 3.10 CALL BAC70A BAC260 BAC930 

BAC260 BNC Female, 4 Hole Flange N/A 3.52 3.31 onl Ome CALI 

BAC930 Twin BNC Female, Bulkhead N/A 6.98 6.56 6.14 CALL 

BAC440 RCA Female, Insulated Bulkhead N/A 4.62 4.34 4.07. CALL 

ANF-4000 Type N Female, 4 Hole Flange N/A 4.36 4.01 3.66 CALL , a 

BAC16 SMA Female, Bulkhead N/A 5.83 5,48 5.13. CALL RY a 2 

ARSJ-4000 Reverse Polarity SMA Jack 1" (2.5m) Flange for PCB 4.20 3.86 353 CALL . - 

; BAC440 ANF-4000 

Type F Coaxial Connectors, 75 Ohm Fits .375" hole 

BAC-CFS6U Type F Male, Indoor RG6 Crimp 1.10 1.03 0.97 CALL ; 

BAC529 Type F Male, Indoor/Outdoor RG6 Crimp 1.40 doe ie2o um CALL ee, SS 

BAC-EX6 Type F Male RG6 Compression 1.65 1.55 1.45 CALL * ‘ey wy A's 5) 

BAC-CFS59U Type F Male, Indoor RG59 Crimp 1.10 1.03 0.97 CALL ag ®& <j yy : 

BAC530 Type F Male, Indoor/Outdoor RG59 Crimp 1.40 1.32 1:23 CALL a , 

BAC-EX59 Type F Male RG59 Compression 1.65 1.55 1.45 CALL BACI6 BAC-CFS6U BAC529 

AFM-1700 Type F Male Low Loss 195-Series, RG58 Crimp 3.73 3.43 3.13 CALL BAC-CFS59U BAC530 

BAC520 Type F Female RG59 Crimp 3.10 2.91 2.73 CALL 

BAC535 Type F Female, Bulkhead RG179/RG187 Crimp 2.94 2.76 2.59 CALL 


RCA Coaxial Connector - Push-On Coupling for 75 Ohm Coaxial Cable 


The RCA connector is the most commonly used connector type found on consumer electronics for both composite and component video as well 


as audio in some cases. BAC-EX6 BAC535 


BAC700-6 RCA Male Push-On RG6 Crimp 1.10 1.03 0.97 CALL BAC-EX59 
BAC700-59 RCA Male Push-On RG59 Crimp 1.10 1.03 0.97 CALL 
TS-9 Coaxial Connector, 50 Ohm 
TS-9 connectors are generally used with cellular type products such as certain models manufactured by Novatel, Sierra Wireless and ZTE. 
ATS9P-1100 TS-9 Plug Low Loss 100-Series Crimp 35 6.76 6.17 CALL ee 
RG174/RG188/RG316 BAC700-6 ATS9P-1100 


MCX Coaxial Connectors, 50 Ohm 


This subminiature coaxial connector is widely used in GPS and wireless infrastructure applications. Offered in both straight and right angle ” Pee a 
configurations with crimp style attachment. 


BAC507 MCX Plug RG174/RG188/RG316 Crimp 5.57 5.24 4.90 CALL BAC507 BAC508 BAC526 
BAC508 MCX Plug, Right Angle RG174/RG188/RG316 Crimp 5.88 5.53 5. 7aeee CALL 
AMM-1102 MCX Plug Low Loss 100-Series Crimp 3.73 3.43 3.13 CALL 
BAC526 MCX Jack RG174/RG188/RG316 Crimp 6.77 6.36 5.96 CALL gs 
MMCX Coaxial Connectors, 50 Ohm = 
This microminiaturized connector is widely used in PCB surface mount coaxial interconnect systems in applications such as wireless LAN |  gacsog BAC510  AMMM-1104 
equipment and GPS. 
BAC509 MMCX Plug RG174/RG188/RG316 Crimp 6.20 5.83 5.46 CALL 
BAC510 MMCX Plug, Right Angle RG174/RG188/RG316 Crimp 6.46 6.07 5.68 CALL 
AMMM-1104 MMCX Plug, Right Angle Low Loss 100-Series Crimp 3.73 3.43 3.13 CALL 
AMMM-1106 MMCX Plug, Straight Low Loss 100-Series Crimp SHA 3.43 3.13. CALL WI 
ARMMP-1100 MMCX Plug, Rt. Angle, Reverse Polarity Low Loss 100-Series Crimp 4.20 3.86 3.53 CALL AUM-1402 
UHF Connectors, 50 Ohm 
AUM-1700 UHF Male Low Loss 195-Series, RG58 Crimp 3.52 3.24 2.96 CALL 
AUM-1402 UHF Male Low Loss 400-Series Crimp 3.02 3.24 2.96 CALL 
QMA Connectors, 50 Ohm 
AQP-1700 QMA Plug, Right Angle Low Loss 195-Series, RG58 Crimp 7.46 6.86 6.27. CALL se 
AQP-1702 QMA Plug Low Loss 195-Series, RG58 Crimp 7.19 6.61 - 6.04 CALL AQP-1702 AQJ-3700 
AQJ-3700 QMA Jack, Bulkhead Low Loss 195-Series, RG58 Crimp 9.14 8.41 7.68 CALL 
SMB Connectors, 50 Ohm 
ASMBP-1100 SMB Plug Low Loss 100-Series Crimp 4.62 4.25 3.88 CALL 
ASMBP-1102 SMB Plug, Right Angle Low Loss 100-Series Crimp 5.57 5.12 4.68 CALL 
ASMBJ-1100 SMB Jack Low Loss 100-Series Crimp 4.10 3.77 3.44. CALL ASMBP-1102 ASMBJ-1100 


=Car gore 
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intersenes Coaxial Adapters 2015 Supplement Catalog 1.0 


Coaxial Interseries Adapter Selection Matrix Reversed Polarity Types 


Use this handy chart to locate the desired interseries adapter. Simply locate the connector type and gender enriceSenes | amc | RRTHCPLUG | RPC IAC | SMA PD | EMAC 


in the top row and repeat in the left hand column. Intersect the row and column to determine availability. AXANERTP 

Adapters shown in this matrix are listed on this and the opposite page. If a specific adapter type is not listed, AXA-NERTP2 AXA-NERSP 
please visit our website at L-com.com for the latest information or call our technical support group at AXA-NMRTP AXA-NMRSP 
800-350-5266 for assistance. Adapters listed are generally intended for use in the RF band. AXA-RTIRSP. 


os rae cer ev mw 
SERIES MALE | FEMALE 


BNC FEMALE BA220 BA120, BAO37 | BA3001 BABB3 | AXA-NMBF | AXA-NFBF | BAS8B BA230 | BASO 
BNC MALE BAI25, BAOI7 : 
F FEMALE BA220 BA125, BAOT7 
F MALE BA120, BA037 I 
BA80OS, 
FME MALE BABO16 Ts ag06(RA) 
MINI UHF FEMALE BABB2 
MINI UHF MALE | BA883 : 
MCX - 
N FEMALE AXA-NFBF | AXA-NFBM : AXA-NEMUM 
N-MALE pa BN107 - - - - 
RCA FEMALE BA9S, BAOTS 
BAB AXA-NMSF_| AXA-NESF AXA-SMBISF | AXA-SMBPSF 
BA28 : BA27 |BA26 
AXA-SMBISF 
AXA-SMBPSF 
TNC FEMALE BA71, BA3002 : BAS90 
TNC MALE : BAS89 
UHF FEMALE BAGO 
UHF MALE BA270 BA36 
7/16 DIN MALE : 
7/16 DIN FEMALE : 
1.6/5.6 MALE 


Item # Description 
BNC Interseries Coaxial Adapters -50 Ohm 
BA28 Coaxial Adapter, BNC Male/SMA Male 6.88 6.47 6.05 CALL 
BA38 Coaxial Adapter, BNC Male/SMA Female 6.88 6.47 6.05 CALL 
BA60 Coaxial Adapter, BNC Male/UHF Female 4.73 4.45 416 CALL 
BA71 Coaxial Adapter, BNC Male/TNC Female 5.36 5.04 4.72 CALL 
BA3002 Coaxial Adapter, BNC Male/TNC Female, Right Angle 7.82 7.35 6.88 CALL 
BA29 Coaxial Adapter, BNC Female/SMA Male 6.88 6.47 6.05 CALL 
BA50 Coaxial Adapter, BNC Female/UHF Male 4.73 4.45 4.16 CALL 
BA70 Coaxial Adapter, BNC Female/TNC Female 5.36 5.04 4.72 CALL 
BA3001 Coaxial Adapter, BNC Female/TNC Male 4.83 4.54 4.25 CALL 
AXA-BFNM90 Coaxial Adapter, BNC Female /Type N Male, Right Angle 6.88 6.33 5.78 CALL 
BNC Interseries Coaxial Adapters - 75 Ohm 
BA017 Coaxial Adapter, BNC Male/Type F Female 4.35 4.09 3.83 CALL 
BA018 Coaxial Adapter, BNC Male/RCA Female On 3.05 2.86 CALL 
BA037 Coaxial Adapter, BNC Female /Type F Male 4.35 4.09 3.83 CALL 
BA5O BA70 SMA Interseries Coaxial Adapters -50 Ohm 
AXA-NMSM Coaxial Adapter, SMA Male/Type N Male 4.83 4.44 4.06 CALL 
BA25 Coaxial Adapter, SMA Male/Type N Female 6.88 6.47 6.05 CALL 
BA26 Coaxial Adapter, SMA Male/UHF Male 6.88 6.47 6.05 CALL 
BA27 Coaxial Adapter, SMA Male/UHF Female 6.88 6.47 6.05 CALL 
BA579 Coaxial Adapter, SMA Male/TNC Male 6.88 6.47 6.05 CALL 
BA580 Coaxial Adapter, SMA Male/TNC Female 6.88 6.47 6.05 CALL 
BA582 Coaxial Adapter, SMA Male/ Mini UHF Female 6.88 6.47 6.05 CALL 
AXA-NMSF Coaxial Adapter, SMA Female/Type N Male 4.83 4.44 4.06 CALL 
AXA-NFSF Coaxial Adapter, SMA Female/Type N Female 6.41 5.90 5.38 CALL 
BA36 Coaxial Adapter, SMA Female /UHF Male 6.88 6.47 6.05 CALL 
BA588 Coaxial Adapter, SMA Female/BNC Female 6.88 6.47 6.05 CALL 
BA589 Coaxial Adapter, SMA Female/TNC Male 6.88 6.47 6.05 CALL 
BA590 Coaxial Adapter, SMA Female/TNC Female 6.88 6.47 6.05 CALL 
BA5S91 Coaxial Adapter, SMA Female/Mini UHF Male 6.88 6.47 6.05 CALL 
AXA-MPSF Coaxial Adapter, SMA Female/MCX Plug 6.88 6.33 5.78 CALL 
BA3000 Coaxial Adapter, SMA Female / MMCX Female 7.14 6.71 6.28 CALL 
SMB Interseries Coaxial Adapters -50 Ohm 
AXA-SMBJSF Coaxial Adapter, SMB Jack/SMA Female 5.67 5.22 4.76 CALL 
AXA-SMBPSF Coaxial Adapter, SMB Plug/SMA Female 6.88 6.33 5.78 — CALL 


AXA-SMBJSF 


ty 
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2015 Supplement Catalog 1.0 intersernies Coaxial Adapters Hiya 
“item # Description 1-9 10-24 25-99 100+ 
FME to BNC Interseries Coaxial Adapters - 50 and 75 Ohm- Useful in Cellular Applications 


Many cellular communication devices utilize the FME connector on coaxial antenna lines. L-com offers a selection of highest quality components 
utilizing machined brass with nickel plated surfaces and gold plated pins. 


BA8016 Coaxial Adapter, FME Male/BNC Female, 50 Ohm 5.93 5.57 5.22. CALL 
BA8005 Coaxial Adapter, FME Male/BNC Male, 75 Ohm 4.35 4.09 3.83. CALL 
BA8006 Coaxial Adapter, FME Male/90° BNC Male, 75 Ohm 5.35 5.03 4.71 CALL 


1.6/5.6 to BNC Interseries Coaxial Adapters -50 Ohm -~-For Conversion to the European Standard 
These machined adapters are great for converting standard BNC terminations to 1.6/5.6 terminations which are common in other areas of 


m, Ky 


BA8005 BA8006 


BA8016 


the world. 
BA9200 Coaxial Adapter, BNC Male/ 1.6/5.6 Female Adapter 9.45 8.88 8.32 CALL 
BA9201 Coaxial Adapter, BNC Female/1.6/5.6 Male Adapter 9.45 8.88 8.32 CALL 
Type F Interseries Coaxial Adapters - 50 Ohm 
BA120 Coaxial Adapter, Type F Male/BNC Female 2.42 2.27 23h VIGALL 
BA121 Coaxial Adapter, Type F Male/TNC Male 2.42 2.27 2.13 CALL 
BA125 Coaxial Adapter, Type F Female/BNC Male 2.42 2.27 2.13 CALL 
BA127 Coaxial Adapter, Type F Female/TNC Female 2.42 2.27 2.13 CALL 
BA220 Coaxial Adapter, Type F Female/BNC Female 2.42 2.27 2.13 CALL 
RCA Interseries Coaxial Adapters -50 and 75 Ohm 
BA90 Coaxial Adapter, RCA Male/BNC Female, 50 Ohm 3.62 3.40 3.19 CALL 
BA907 Coaxial Adapter, RCA Male/Type F Female, 75 Ohm 2.15 2.02 1.89 CALL 
BA94 Coaxial Adapter, RCA Female/BNC Female, 50 Ohm 3.62 3.40 3.19 CALL 
BAQ5 Coaxial Adapter, RCA Female/BNC Male, 50 Ohm 3.62 3.40 3.19 CALL o. : 
BA887 Coaxial Adapter, RCA Female/Type F Female, 50 Ohm 2.42 2.27 2.137) SCALE ea B ye 
Type N Interseries Coaxial Adapters -50 Ohm ; “ 
BN107 Coaxial Adapter, Type N Male/BNC Male 6.88 6.47 6.05 CALL 
AXA-NMBF Coaxial Adapter, Type N Male/BNC Female 4.20 3.86 3.53 CALL 
AXA-NMSM Coaxial Adapter, Type N Male/SMA Male 4.83 4.44 4.06 CALL 
AXA-NMTF Coaxial Adapter, Type N Male/TNC Female 4.83 4.44 4.06 CALL 
AXA-NMFF Coaxial Adapter, Type N Male/Type F Female 4.20 3.86 ooh GALL 
AXA-NMRSJ Coaxial Adapter, Type N Male/RP-SMA Jack 5.99 5.51 5.03 CALL 
AXA-NMRSP Coaxial Adapter, Type N Male/RP-SMA Plug 5.99 5.51 5.03 CALL 
AXA-NMRTJ Coaxial Adapter, Type N Male/RP-TNC Jack 5.99 5.51 5.03 CALL 
AXA-NMRTP Coaxial Adapter, Type N Male/RP-TNC Plug 5.99 5.51 5.03 CALL 
AXA-NFBF Coaxial Adapter, Type N Female/BNC Female 3.62 3.33 3.04 CALL 
AXA-NFBM Coaxial Adapter, Type N Female/BNC Male 4.20 3.86 SB DOMmEGALL 
AXA-AMNFB Coaxial Adapter, Type N Female Bulkhead/NMO 15.38 14.15 12.92 CALL 
AXA-NFMUM Coaxial Adapter, Type N Female/Mini-UHF Male 4.20 3.86 3.53 CALL 
AXA-NFTM Coaxial Adapter, Type N Female/TNC Male 4.20 3.86 O03: a GALL 
AXA-NFRBP Coaxial Adapter, Type N Female/RP BNC Plug 4.20 3.86 3:56/u GALL 
AXA-NFRSJ Coaxial Adapter, Type N Female/RP-SMA Jack 5.99 5.51 5.03 CALL 
AXA-RSJNFB Coaxial Adapter, Type N Female Bulkhead/ RP-SMA Jack 6.88 6.33 5.78 CALL 
AXA-NFRSP Coaxial Adapter, Type N Female/RP-SMA Plug 4.83 4.44 4.06 CALL 
AXA-NFRTP- Coaxial Adapter, Type N Female/RP-TNC Plug 5.99 5.51 5.03 CALL 
AXA-NFRTP2 Coaxial Adapter, Type N Female/RP-TNC Plug, 1 Piece Design 5.99 Bol 5.03 CALL 
Mini-UHF Interseries Coaxial Adapters -50 Ohm 
BA883 Coaxial Adapter, Mini-UHF Male/BNC Female 6.88 6.47 6.05 CALL ie 
BA886 Coaxial Adapter, Mini-UHF Male/TNC Female 6.88 6.47 6.05 CALL ie 
BA882 Coaxial Adapter, Mini-UHF Female/BNC Male 6.88 6.47 6.05 CALL AXA-NFBF 
BA881 Coaxial Adapter, Mini-UHF Female/TNC Male 6.88 6.47 6.05 CALL 
UHF Interseries Coaxial Adapters - 50 Ohm 
BA40 Coaxial Adapter, UHF Male/RCA Female 3.62 3.40 3.19 CALL 
BA270 Coaxial Adapter, UHF Male/BNC Male 3.62 3.40 3.19 CALL 
BA160 Coaxial Adapter, UHF Male/Type F Female 3.62 3.40 3.19 CALL 
BA130 Coaxial Adapter, UHF Female /Type F Male 3.62 3.40 319° + CALL 
BA140 Coaxial Adapter, UHF Female/RCA Male 3.62 3.40 3.19 CALL 
BA230 Coaxial Adapter, UHF Female /BNC Female 4.73 4.45 4.16 CALL 
BA301 Coaxial Adapter, UHF Female/Type F Female 3.62 3.40 3.19 CALL 
TNC Interseries Coaxial Adapters -50 Ohm 
AXA-RTJRSP Coaxial Adapter, RP-TNC Jack/RP-SMA Plug 4.83 4.44 4.06 CALL 
AXA-RTPRSJ Coaxial Adapter, RP-TNC Plug/RP-SMA Jack 4.83 4.44 4.06 CALL 
7/16 DIN Interseries Coaxial Adapters -50 Ohm 
AXA-NFDM Coaxial Adapter, 7/16 DIN Male/Type N Female 65.10 59.89 54.68 CALL 
AXA-NMDF Coaxial Adapter, 7/16 DIN Female/Type N Male 72.45 66.65 60.86 CALL 


AXA-RTJRSP 
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Coaxial Within Series Adapter Selection Matrix 
Use this handy chart to locate the desired within series or T type adapter. Simply locate the adapter type is not listed, please visit our website at L-com.com for the latest information 
connector type and configuration in the top row. Then find the connector type and gender _ or call our technical support group at 800-350-5266 for assistance. Adapters listed are 
in the left hand column. Intersect the row and column to determine availability. If a specific generally intended for use in the RF band. 


SRR 8 Se Sia SAME GENDER IN SERIES GENDER CHANGE IN SERIES 
INTERFACE SERIES STRAIGHT BULKHEAD 3PORTTEE (FFF) | RIGHT ANGLE | STRAIGHT | RIGHT ANGLE 3 PORT TEE (F, M, F) 3 PORT F or Y 


BNC FEMALE BA80, BA80E, BIF-CB BA1087, BA1089, BA1087E |BA832, BA832E BA250, BA250E, BIF-TB1, BIF-TB2| BA840 (F), BA845 (Y) 
BA124 
AXA-NMNM90 
BA4000 


2015 Supplement Catalog 1.0 


BNC FEMALE (75 Ohms) | BA016 BA036, BA039 
BNC MALE BA100 
F FEMALE 

F MALE 

FME PLUG 

FME JACK 

MINI UHF FEMALE 
MINI UHF MALE 

N FEMALE 

N MALE 

RCA FEMALE 

SMA FEMALE 
SMA MALE 
RP-SMA PLUG 
RP-SMA JACK 

TNC FEMALE 
RP-TNC PLUG 
RP-TNC JACK 

UHF FEMALE 

UHF MALE 

7/16 DIN FEMALE 
7/16 DIN MALE 


BA330A BA126, BA123 


BA122 
AXA-FMEPFMEP 
AXA-FMEJFMEJ 


BA470 


AXA-NFNFB, AXA-NFNFB2 BN121 


AXA-NMNF90 


BA400(R, G, B, Y), BA400A 


BA21, AXA-SFSFB BA20 


BA22, AXA-SMSM 
AXA-RSPRSP 


AXA-RSJRSJB 
BA2301, BA1090 


AXA-RTPRTP 
AXA-RTRTJ 
BA170 
BA280 
AXA-DFDF 
AXA-DMDM 


Item # Description 


BNC Within Series Adapters - 50 Ohm 
BA80 Coaxial Adapter, BNC Female/Female 
BA100 Coaxial Adapter, BNC Male/Male 
BA240 Coaxial Adapter, BNC Female/90° Male 
BA250 Coaxial T Adapter, BNC Female / Male/Female 
BA832 Coaxial T Adapter, BNC Female/Female/Female 
BA840 Coaxial Adapter, BNC Male/Female/Female 
BA845 Coaxial Adapter, BNC Female/ Male/Female 
BA1087 Coaxial Adapter, BNC Bulkhead, Female/Female, Grounded ; ; ; 
BA1089 Coaxial Adapter, BNC Bulkhead, Female/Female, Insulated Ground 5.93 Oy 5.22 CALL 
True 75 Ohm BNC Within Series Adapters - To Precisely Match All 75 Ohm Coaxial Cables 
BA016 Coaxial Adapter, BNC Female /Female (Splice) 3.20 3.01 2.82 CALL 
BA019 Coaxial T Adapter, BNC Female/Female/ Female 5.35 5.03 4.71 CALL 
BA035 Coaxial T Adapter, BNC Female/ Male/Female 5.35 5.03 4.71 CALL 
BA036 Coaxial Adapter, BNC Female/ Female Bulkhead 5.35 5.03 4.71 CALL 
BA038 Coaxial Adapter, BNC Male/90° Female 5.35 5.03 4.71 CALL 
BA039 Coaxial Adapter, BNC Female/Female Bulkhead, Insulated 6.10 Lane 5.37 CALL 


Economy BNC Adapters - 50 Ohm - Cast Metal Components Save on Production Costs 


BA80E Economy Coaxial Adapter, BNC Female / Female 1.58 1.49 1.39 CALL 

BA250E Economy Coaxial T Adapter, BNC Female / Male/Female 2.42 2.27 2.13 CALL 

BA832E Economy Coaxial T Adapter, BNC Female/Female/ Female 3.62 3.40 3.19 CALL 

BA1087E Economy Coaxial Adapter, BNC Bulkhead Adapter, Grounded 3.62 3.40 3.19 CALL 
FME Within Series Adapters - 50 Ohm 

AXA-FMEJFMEJ Coaxial Adapter, FME Jack/FME Jack 3.62 3.33 3.04 CALL 

AXA-FMEPFMEP Coaxial Adapter, FME Plug/FME Plug 3.62 3.33 3.04 CALL 


SMA Within Series Adapters - 50 Ohm 


L-com offers the interseries coaxial adapters to help you match any SMA terminated cable to any other. Adapters are machined nickel plated brass, 
contacts are gold plated. 


BA18 Coaxial Adapter, SMA Female/Female/Female 6.88 6.47 6.05 CALL 
BA19 Coaxial Adapter, SMA Female/Male/ Female 6.88 6.47 6.05 CALL 
BA20 Coaxial Adapter, SMA Female/Male, 90° 6.88 6.47 6.05 CALL 
BA21 Coaxial Adapter, SMA Female/ Female (Bulkhead) 6.88 6.47 6.05 CALL 
BA22 Coaxial Adapter, SMA Male/Male 6.88 6.47 6.05 CALL 
BA23 Coaxial Adapter, SMA Female / Female 6.88 6.47 6.05 CALL 
AXA-SMSM Coaxial Adapter, SMA Male/SMA Male Barrel Adapter 4.20 3.86 3.53 CALL 
AXA-SFSFB Coaxial Adapter, SMA Female/SMA Female Bulkhead Bullet Adapter 4.83 4.44 4.06 CALL 
AXA-RSJRSJB Coaxial Adapter, RP-SMA Jack/RP-SMA Jack Bulkhead Adapter 4.83 4.44 4.06 CALL 
AXA-RSPRSP Coaxial Adapter, RP-SMA Plug/RP-SMA Plug 4.83 4.44 4.06 CALL 
Type F Within Series Adapters - 75 Ohm 
BA122 Coaxial Adapter, Type F Male/Male 2.15 2.02 1.89 CALL 
BA123 Coaxial Adapter, Type F Female/Male, Right Angle Pl a} 2.02 1.89 CALL 
BA124 Coaxial Adapter, Type F Male Push-on/Female 1:35 1.27 1.19 CALL 
BA126 Coaxial Adapter, Type F Female/Male Push On, 90° esto 2.02 1.89 CALL 
BA132 Coaxial T Adapter, Type F Female /Female/Female 3.20 3.01 2.82 CALL 
BA133 Coaxial T Adapter, Type F Male Push-on/Female/ Female 3.20 3.01 2.82 CALL 
BA330A Coaxial Bulkhead Adapter, Type F Female/Female, (.5/1.3cm D-Hole), Insulated 2.15 2.02 1.89 CALL 


AXA-RSJRSJB = BA124 BA330A 


fm Cem See 
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Item # Description Color 1-9 10-24 25-99 100+ 
RCA Female Feed - Thru Adapter - 75 Ohm - with Red, Green, Blue, Yellow or White Insulators 


Na 


These RCA feed-thru adapters feature color coded insulators for video and audio applications. This color coding helps avoid improper connections. 
BA400R Coaxial Adapter, RCA Bulkhead Female/Female, Red Insulator 3.95 3.71 3.48 CALL BA4OOR 
BA400G Coaxial Adapter, RCA Bulkhead Female/Female, Green Insulator 3.95 3.71 3.48 CALL 
BA400B Coaxial Adapter, RCA Bulkhead Female/Female, Blue Insulator 3.95 3.71 3.48 CALL 
BA4O0Y Coaxial Adapter, RCA Bulkhead Female/Female, Yellow Insulator 3.95 3.71 3.48 CALL 
BA400 Coaxial Adapter, RCA Bulkhead Female/ Female, White Insulator 3.95 3.71 3.48 CALL 
BA4O0A Coaxial Adapter, RCA Bulkhead Female/Female, 0.5" (1.3cm) Circular Hole 3.95 3.71 3.48 CALL 

Type N Within Series Adapters - 50 Ohm Or SENCRE 
AXA-NMNM Coaxial Adapter, Type N Male/Male Barrel Adapter 4.83 4.44 4.06 CALL 
AXA-NFNF Coaxial Adapter, Type N Female/Female Bullet Adapter 4.83 4.44 4.06 CALL 
AXA-NMNM90 Coaxial Adapter, Type N Male/Male Right Angle Adapter 7.14 6.57 6.00 CALL 
AXA-NMNF90 Coaxial Adapter, Type N Male/Female Right Angle Adapter 7.14 6.57 6.00 CALL 
AXA-NFNFB2 Coaxial Adapter, Type N Female/Female 1/4" (0.6cm) (Bulkhead) 4.20 3.86 3.53 CALL 
AXA-NFNFB Coaxial Adapter, Type N Female/Female 1/8" (0.3cm) (Bulkhead) 4.20 3.86 3.53 CALL 
BN121 Coaxial Adapter, Type N Male/Female Right Angle Adapter 6.88 6.47 6.05 CALL 
BN126 Coaxial T Adapter, Type N Female/Female/Male 6.88 6.47 6.05 CALL 
BN133 Coaxial T Adapter, Type N Female /Female/Female 6.88 6.47 6.05 CALL 

Mini-UHF Within Series Adapters -50 Ohm 
BA470 Coaxial Adapter, Mini-UHF Female/90° Male 10.71 10.07 9.42 CALL 
BA476 Coaxial Adapter, Mini-UHF Female /Female 4.73 4.45 416 CALL 
BA478 Coaxial Adapter, Mini-UHF Male/Male 4.73 4.45 416 CALL 

UHF Within Series Adapters -50 Ohm 
BA170 Coaxial Adapter, UHF Female / Female 3.62 3.40 3.19 CALL 
BA280 Coaxial Adapter, UHF Male/Male 4.73 4.45 416 CALL 
BA303 Coaxial T Adapter, UHF Female /Female/Female 7.14 6.71 6.28 CALL 
BA404Z Coaxial Adapter, UHF Male/90° Female 7.14 6.71 6.28 CALL 
BA406Z Coaxial Adapter, UHF Feed-Thru Female/ Female 7.14 6.71 6.28 CALL 


BA404Z BA406Z 


TNC Within Series Adapters - 50 Ohm 


BA2301 Coaxial Adapter, TNC Bulkhead, Female/Female, Grounded 5.93 Bor 5.22 CALL 

BA1090 Coaxial Adapter, TNC Bulkhead, Female/Female, Insulated Ground 7.14 6.71 6.28 CALL 

BA4000 Coaxial Adapter, TNC Male/Female 4.52 4.25 3.98 CALL 

AXA-RTJRTJ Coaxial Adapter, RP-TNC Jack to RP-TNC Jack Bullet Adapter 4.83 4.44 4.06 CALL 

AXA-RTPRTP Coaxial Adapter, RP-TNC Plug to RP-TNC Plug Barrel Adapter 4.20 3.86 3.53 CALL 

AXA-RTPRTJ90 Coaxial Adapter, RP-TNC Plug to RP-TNC Jack, Right Angle 6.88 6.33 5.78 CALL 

7/16 DIN Within Series Adapters -50 Ohm 
AXA-DMDM Coaxial Adapter, 7/16 DIN Male/Male 49.35 45.40 41.45 CALL ‘ A 
AXA-DFDF Coaxial Adapter, 7/16 DIN Female/Female 48.30 44.44 40.57 CALL AXA-RTJRTJ ~ AXA-RTPRTP 


Insulated Coaxial Connections - 50 Ohm - Needed to Prevent Ground Loops and Noise 


Data signals are particularly susceptible to both ground loop and common mode interference. Reducing the number of ground points of a coaxial 
wiring system reduces the number of potential ground loops and multiple noise currents. 


BIF-CB Coaxial Coupler, BNC Female/Female 3.62 3.33 3.04 CALL 
BIF-TB1 Coaxial T Adapter, BNC Female / Male/Female 6.77 6.36 5.96 CALL 
BIF-TB2 Coaxial T Adapter, BNC Female / Male/Female 7.09 6.66 6.24 CALL 


BNC Connector Identifiers / Insulators - Take on New Look with Color-Coded Insulated Covers 

The conventional BNC crimp connector may now be modified to be fully insulated, helping eliminate ground loop problems. Our colorful slip-on 
insulated covers are quick to assemble and provide color coding. The hood cover is installed over the BNC movable collar; the plastic bend strain 
protector is slipped on over ferrule after the crimping operation. An important feature is the added support offered by the bend-protector; it helps 
prevent cable breakage. 


BIF-HO Coaxial Connector Cover for BNC, Pkg/10 Black 2.31 213 1.94 CALL 
BIF-H2 Coaxial Connector Cover for BNC, Pkg/10 Red 2.31 2.13 1.94 CALL 
BIF-H5 Coaxial Connector Cover for BNC, Pkg/10 Green 2.31 2.13 1.94 CALL 
BIF-H6 Coaxial Connector Cover for BNC, Pkg/10 Blue 2.31 2.13 1.94 CALL 
BIF-H9 Coaxial Connector Cover for BNC, Pkg/10 White 23 2.13 1.94 CALL 
BIF-P0-58 Coaxial Plastic Bend Protector for RG58, Pkg/ 10 Black 2.94 2.70 2.47 CALL 
BIF-P2-58 Coaxial Plastic Bend Protector for RG58, Pkg/10 Red 2.94 2.70 2.47 CALL BIF-TB1 BIF-TB2 
BIF-P5-58 Coaxial Plastic Bend Protector for RG58, Pkg/10 Green 2.94 2.70 2.47 ~~ CALL 
BIF-P6-58 Coaxial Plastic Bend Protector for RG58, Pkg/10 Blue 2.94 2.70 2.47. CALL 
BIF-P0-59/62 Coaxial Plastic Bend Protector for RG59/RG62, Pkg/10 Black 2.05 1.89 1.72 CALL 
BIF-P2-59/62 Coaxial Plastic Bend Protector for RG59/RG62, Pkg/10 Red 2.05 1.89 1.72 CALL 
BIF-P5-59/62 Coaxial Plastic Bend Protector for RG59/RG62, Pkg/10 Green 2.05 1.89 1.72  ~=CALL 
BIF-P6-59/62 Coaxial Plastic Bend Protector for RG59/RG62, Pkg/10 Blue 2.05 1.89 1.72 = CALL 
BIF-P9-59/62 Coaxial Plastic Bend Protector for RG59/RG62, Pkg/10 White 2.05 1.89 1.72 CALL 


Ly BiF-P2-58 
Shown on cable 


Some Connectors are sold in 10-Packs. See website for details. Adapters are sold individually. 
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Military Grade Fiber Optic Solutions 


L-com's Military Grade fiber optic patch cables are built with specialized Military Tactical cable that 
features impact and crush resistance characteristics which comply with Military requirements. These 
robust assemblies are rated for operating temps of -55° to +85° C. They are available in both single 
mode and multimode options with ST, LC or SC connector options. ST assemblies feature rust 


Explanation of Cable Part Numbers 


SFOD MIL-1 
ne ris 


: ‘ ; Length 
resistant stainless steel bodies and extra high force springs to ensure tight mating even when Sane be 1=1.0m 
exposed to shock and vibration as often encountered in the field under combat conditions. These ? pets Style ey aii Py i 

}ank=' =I. 


FIBER OPTIC 


cables are perfect for rough field conditions or other outdoor use. Custom lengths can be created with 


i ST (Ruggedized OM2=0M2 5=5.0m 
L-com's Custom Cable Configurator at L-com.com. ou uggedized) OM 


3=0M3 10=10.0m 


Item # Description 1-9 


Duplex Military Grade Multimode Cables, OM1 62.5/125, Polyurethane Jacket 


Pricing for the OM1 LC, ST and SC connector series is shown below. Pricing for OM2, OM3 or Single mode may be 
found at L-com.com. 


PUN FODLCMIL-01 OM1 Military Grade Fiber Cable, Clipped LC/Clipped LC, TPUR Jacket, 1.0m 47.30 
FODLCMIL-02 OM1 Military Grade Fiber Cable, Clipped LC/ Clipped LC, TPUR Jacket, 2.0m 52.80 

FODLCMIL-03 OM1 Military Grade Fiber Cable, Clipped LC/ Clipped LC, TPUR Jacket, 3.0m 58.30 

FODLCMIL-05 OM1 Military Grade Fiber Cable, Clipped LC/ Clipped LC, TPUR Jacket, 5.0m 69.30 

FODLCMIL-10 OM1 Military Grade Fiber Cable, Clipped LC/ Clipped LC, TPUR Jacket, 10.0m 96.80 

FODSCMIL-01 OM1 Military Grade Fiber Cable, Clipped SC/Clipped SC, TPUR Jacket, 1.0m 39.80 

FODSCMIL-02 OM1 Military Grade Fiber Cable, Clipped SC/Clipped SC, TPUR Jacket, 2.0m 45.65 

FOC-M83522-ANXB FODSCMIL-03 OM1 Military Grade Fiber Cable, Clipped SC/Clipped SC, TPUR Jacket, 3.0m 50.35 
FODSCMIL-05 OM1 Military Grade Fiber Cable, Clipped SC/Clipped SC, TPUR Jacket, 5.0m 62.05 

FODSCMIL-10 OMi Military Grade Fiber Cable, Clipped SC/Clipped SC, TPUR Jacket, 10.0m 91.30 

FODSTMIL-01 OM1 Military Grade Fiber Cable, Dual ST/Dual ST, TPUR Jacket, 1.0m 81.90 

FODSTMIL-02 OM1 Military Grade Fiber Cable, Dual ST/Dual ST, TPUR Jacket, 2.0m 87.75 

FODSTMIL-03 OM1 Military Grade Fiber Cable, Dual ST/Dual ST, TPUR Jacket, 3.0m 93.60 

FODSTMIL-05 OM1 Military Grade Fiber Cable, Dual ST/Dual ST, TPUR Jacket, 5.0m 105.30 

FODSTMIL-10 OM1 Military Grade Fiber Cable, Dual ST/Dual ST, TPUR Jacket, 10.0m 134.55 


MIL-C-83522 ST Connectors and Dust Caps 


L-com's Mil ST line of connectors meet or exceed 100% of the requirements of military specification MIL-C-83522 
including extreme temperature change, shock, vibration and corrosion making them ideal for military, aircraft, 
spacecraft, shipboard and land based applications. These connectors are designed to be used with 2mm cable. For use 
with 2.5 or 3mm cable, please purchase crimp ferrule CF83522 separately. Locking versions prevent accidental 
disconnects from high shock or vibration environments. 


CF83522 


FOC-M83522-ANXB MIL M83522 ST Connector, Multimode, Locking, Nickel Plated Brass for 2mm Fiber 29.40 

FOC-M83522-ANYB MIL M83522 ST Connector, Single mode, Locking, Nickel Plated Brass for 2mm Fiber 31.05 

FOC-M83522-DNXB MIL M83522 ST Connector, Multimode, Non-Locking, Nickel Plated Brass for 2mm Fiber 14.10 

FOC-M83522-DNYB MIL M83522 ST Connector, Single mode, Non-Locking, Nickel Plated Brass for 2mm Fiber 14.15 

FOC-M83522-DNXS MIL M83522 ST Connector, Multimode, Non-Locking, Stainless Steel for 2mm Fiber 21.50 

FOC-M83522-DNYS MIL M83522 ST Connector, Single mode, Non-Locking, Stainless Steel for 2mm Fiber 21.55 

ea << ; CF83522 MIL M83522 ST Crimp Ferrule Required for use with 2.5 and 3mm Fiber Cable 2.40 

, DSTCP-RSTN ST Dust Cap for MIL and Ruggedized COTS Connectors, Nickel Plated Brass with Lanyard 22.60 

Pare SIN od Sst ty DSTCP-RSTS ST Dust Cap for MIL and Ruggedized COTS Connectors, Stainless Steel with Lanyard 25.25 


MIL-C-83522 ST Couplers and Dust Caps 


These ST couplers are fully qualified to MIL-C-83522 standards ensuring the highest performance for an ST connector. 
These are designed to work with L-com's FOC-M83522 line of connectors but will also work with standard or COTS ST 
connectors. Couplers are compatible with both multimode and single mode applications. 


FOA-M83522-YB MIL M83522 ST Coupler, Multimode and Single mode, Nickel Plated Brass 15.95 
p FOA-M83522-YS MIL M83522 ST Coupler, Multimode and Single mode, Stainless Steel 34.45 
DSTCP-RSTADPTN DSTCP-RSTADPTN ST Dust Cap for MIL and Ruggedized COTS Couplers, Nickel Plated Brass with Lanyard 19.05 
DSTCP-RSTADPTS ST Dust Cap for MIL and Ruggedized COTS Couplers, Stainless Steel with Lanyard 21.60 
indoor/ Outdoor IP67 Harsh Environment Fiber 
oe Rated Cable L-com's IP67 rated Duplex LC cable assemblies are perfect for industrial networks and harsh environments where 
Large Strain Relief ; : ; ; sat ig : : 
for Securing Cable protection from moisture, dust, chemicals, corrosive gases and other liquids is essential. These rugged assemblies 
feature robust outdoor rated cable, which stands up to hostile environments, plus IP67 rated LC connectors. 
Accessories include bulkhead style adapters where one side is designed for standard LC fiber cable connections and 


the other will accept the industrial LC connector. Additional caps for both the connector and bulkhead adapter are also 
IP67 Rated Seal FODLC-IND available. OMS3 rated cables are available online or use L-com's Custom Cable Configurator at L-com.com. 


FODLCOM2-IND sai 
SFODLC-IND Item # Description 19 


FODLC-IND-01 OM1 IP67 Fiber Cable, Dual LC / Dual LC, 1.0m 172.19 
FODLC-IND-03 OM1 IP67 Fiber Cable, Dual LC / Dual LC, 3.0m 180.59 
Twist-lock Connection FODLC-IND-05 OM1 P67 Fiber Cable, Dual LC/ Dual LG; 5.0m 188.99 
FODLC-IND-10 OM1 |P67 Fiber Cable, Dual LC / Dual LC, 10.0m 209.99 
FODLCOM2-IND-01 OM2 IP67 Fiber Cable, Dual LC / Dual LC, 1.0m 188.99 
FODLCOM2-IND-03 OM2 |IP67 Fiber Cable, Dual LC / Dual LC, 3.0m 195.99 
FODLCOM2-IND-05 OM2 |IP67 Fiber Cable, Dual LC / Dual LC, 5.0m 201.99 
FODLCOM2-IND-10 OM2 IP67 Fiber Cable, Dual LC / Dual LC, 10.0m 217.99 
SFODLC-IND-01 Single mode |P67 Fiber Cable, Dual LC / Dual LC, 1.0m 182.69 
SFODLC-IND-03 Single mode |P67 Fiber Cable, Dual LC / Dual LC, 3.0m 190.29 
FOC-XPLC2-MM SFODLC-IND-05 Single mode |P67 Fiber Cable, Dual LC / Dual LC, 5.0m 198.09 
FOC-XPLC2-SM SFODLC-IND-10 Single mode IP67 Fiber Cable, Dual LC / Dual LC, 10.0m 215.99 
FOC-XPLC2-MM Duplex Multimode LC IP67 Connector 65.80 
FOC-XPLC2-SM Duplex Single mode LC IP67 Connector 83.05 
XLC-MM XLC-MM Multimode IP67 Duplex LC Bulkhead Adapter 44.85 
XLC-SM XLC-SM Single mode IP67 Duplex LC Bulkhead Adapter 54.95 
X-CAP P67 Duplex LC Cap with Chain for Bulkhead Receptacle 9.95 
XPM-CAP2 XPM-CAP2 IP67 Duplex LC Cap with Chain for Industrial Plugs 14.90 
Global 
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9/125 Single mode Duplex Patch Cords 


, : a : sf High Performance =F] 
L-com's 9/125 fiber optic cables are 100% optically tested and utilize a PC polish. Check L-com.com for additional Single mode Fiber es 
length, color and connector options. All cable measurements are in meters. 1m=3.28ft. See L-com's Custom Cable = 
Configurator to make your own length variations of existing cables in any whole foot or meter increment. 9 
A and B Markers 
Item # Description 1-9 e. Ps for Proper = 
F : ae a nnection 
9/125 Single mode Duplex Fiber Patch Cords Pa = Babe = 
PVC RISER (OFNR) RATED OPTIONS - (or | 
SFODLC-01 Single mode Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Yellow, 1.0m 30.90 : 
SFODLC-02 Single mode Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Yellow, 2.0m 31.95 
SFODLC-03 Single mode Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Yellow, 3.0m 33.00 
SFODSC-01 Single mode Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Yellow, 1.0m 19.45 
SFODSC-02 Single mode Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Yellow, 2.0m 20.50 
SFODSC-03 Single mode Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Yellow, 3.0m 21.55 
SFODST-01 Single mode Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Yellow, 1.0m 19.45 
SFODST-02 Single mode Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Yellow, 2.0m 20.50 
SFODST-03 Single mode Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Yellow, 3.0m 21.55 
SFODSC-LC-01 Single mode Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Yellow, 1.0m 31.05 ; 
SFODSC-LC-02 Single mode Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Yellow, 2.0m 32.10 
SFODSC-LC-03 Single mode Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Yellow, 3.0m 33.20 Duplex $C. LC 
SFODST-LC-01 Single mode Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Yellow, 1.0m 29.90 He C p t 
SFODST-LC-02 Single mode Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Yellow, 2.0m 30.60, | OF >\ Lonnous 
SFODST-LC-03 Single mode Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Yellow, 3.0m 31.95 
PLENUM (OFNP) RATED OPTIONS 
SFODPLC-01 Single mode Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Yellow, 1.0m 42.80 
SFODPLC-02 Single mode Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Yellow, 2.0m 41.00 
SFODPLC-03 Single mode Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Yellow, 3.0m 42.00 
SFODPSC-01 Single mode Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Yellow, 1.0m 21.00 
SFODPSC-02 Single mode Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Yellow, 2.0m 22.05 
SFODPSC-03 Single mode Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Yellow, 3.0m 23.10 . 
LOW SMOKE ZERO HALOGEN (LSZH) OPTIONS : FC. MTRJ or mixed are 
SFODZLC-01 Single mode Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Yellow, 1.0m 42.00 af . 
SFODZLC-02 Single mode Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Yellow, 2.0m 43.35 ee co.com 
SFODZLC-03 Single mode Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Yellow, 3.0m 44.70 
SFODZSC-01 Single mode Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Yellow, 1.0m 18.75 
SFODZSC-02 Single mode Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Yellow, 2.0m 20.10 
SFODZSC-03 Single mode Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Yellow, 3.0m 21.40 
MPMM12S 
9/125 Single mode MPO Fiber Ribbon and Fanout Cables 
These multi-fiber MPO assemblies provide significant advantages in size by offering 12 times the density when MPFF12S 
compared to using separate SC connectors. Fan-out assemblies are ideal for making connections within rack or wall 
mounted fiber enclosures that utilize single fiber connectors and new Flex boot LC connectors are available for 
applications requiring a 90° bend or other situation with tight space constraints. 
6 or 12 FIBER RIBBON CABLES - MPO to MPO 
MPMM6S-25 Single mode 6 Fiber Ribbon, MPO Male/MPO Male, OFNR Jacket, Yellow, 25.0m 200.50 
MPMM6S-50 Single mode 6 Fiber Ribbon, MPO Male/MPO Male, OFNR Jacket, Yellow, 50.0m 275.60 pi42s-Lc 
MPMM6S-100 Single mode 6 Fiber Ribbon, MPO Male/MPO Male, OFNR Jacket, Yellow, 100.0m 426.25 
MPMM12S-25 Single mode 12 Fiber Ribbon, MPO Male/MPO Male, OFNR Jacket, Yellow, 25.0m 214.15 
MPMM12S-50 Single mode 12 Fiber Ribbon, MPO Male/MPO Male, OFNR Jacket, Yellow, 50.0m 303.40 
MPMM12S-100 Single mode 12 Fiber Ribbon, MPO Male/MPO Male, OFNR Jacket, Yellow, 100.0m 480.85 
MPFF6S-25 Single mode 6 Fiber Ribbon, MPO Female/MPO Female, OFNR Jacket, Yellow, 25.0m 195.80 
MPFF6S-50 Single mode 6 Fiber Ribbon, MPO Female/MPO Female, OFNR Jacket, Yellow, 50.0m 270.85 
MPFF6S-100 Single mode 6 Fiber Ribbon, MPO Female/MPO Female, OFNR Jacket, Yellow, 100.0m 421.55 
MPFF12S-25 Single mode 12 Fiber Ribbon, MPO Female/MPO Female, OFNR Jacket, Yellow, 25.0m 209.45 
MPFF12S-50 Single mode 12 Fiber Ribbon, MPO Female/MPO Female, OFNR Jacket, Yellow, 50.0m 298.15 
MPFF12S-100 Single mode 12 Fiber Ribbon, MPO Female/MPO Female, OFNR Jacket, Yellow, 100.0m 476.15 
6 or 12 FIBER FANOUT CABLES - MPO to LC or SC FANOUT 
MPM6S-LC-1 Single mode 6 Fiber Ribbon, MPO Male/6x LC Fanout, OFNR Jacket, Yellow, 1.0m 107.05 
MPM6S-LC-5 Single mode 6 Fiber Ribbon, MPO Male/6x LC Fanout, OFNR Jacket, Yellow, 5.0m 120.20 
MPM6S-LC-10 Single mode 6 Fiber Ribbon, MPO Male/6x LC Fanout, OFNR Jacket, Yellow, 10.0m 136.45 
MPM12S-LC-1 Single mode 12 Fiber Ribbon, MPO Male/12x LC Fanout, OFNR Jacket, Yellow, 1.0m 143.30 
MPM12S-LC-5 Single mode 12 Fiber Ribbon, MPO Male/12x LC Fanout, OFNR Jacket, Yellow, 5.0m 158.50 MPM6S-SC 
MPM12S-LC-10 Single mode 12 Fiber Ribbon, MPO Male/12x LC Fanout, OFNR Jacket, Yellow, 10.0m 177.95 
MPM6S-SC-1 Single mode 6 Fiber Ribbon, MPO Male/6x SC Fanout, OFNR Jacket, Yellow, 1.0m 98.65 
MPME6S-SC-5 Single mode 6 Fiber Ribbon, MPO Male/6x SC Fanout, OFNR Jacket, Yellow, 5.0m 111.25 
MPM6S-SC-10 Single mode 6 Fiber Ribbon, MPO Male/6x SC Fanout, OFNR Jacket, Yellow, 10.0m 128.05 
MPM12S-SC-1 Single mode 12 Fiber Ribbon, MPO Male/12x SC Fanout, OFNR Jacket, Yellow, 1.0m 125.95 
MPM12S-SC-5 Single mode 12 Fiber Ribbon, MPO Male/12x SC Fanout, OFNR Jacket, Yellow, 5.0m 141.70 
MPM12S-SC-10 Single mode 12 Fiber Ribbon, MPO Male/12x SC Fanout, OFNR Jacket, Yellow, 10.0m 160.60 
6 or 12 FIBER FANOUT CABLES - MPO to LC FLEX BOOT FANOUT 
MPM6S-FLC-1 Single mode 6 Fiber Ribbon, MPO Male/6x Flex LC Fanout, OFNR Jacket, Yellow, 1.0m 119.90 
MPM6S-FLC-5 Single mode 6 Fiber Ribbon, MPO Male/6x Flex LC Fanout, OFNR Jacket, Yellow, 5.0m 134.65 
MPM6S-FLC-10 Single mode 6 Fiber Ribbon, MPO Male/6x Flex LC Fanout, OFNR Jacket, Yellow, 10.0m 153.85 
MPM12S-FLC-1 Single mode 12 Fiber Ribbon, MPO Male/12x Flex LC Fanout, OFNR Jacket, Yellow, 1.0m 160.50 
MPM12S-FLC-5 Single mode 12 Fiber Ribbon, MPO Male/ 12x Flex LC Fanout, OFNR Jacket, Yellow, 5.0m 177.55 
MPM12S-FLC-10 Single mode 12 Fiber Ribbon, MPO Male/12x Flex LC Fanout, OFNR Jacket, Yellow, 10.0m 199.30 
Flexes up to 90° 
in any direction 
9/125 Single mode LC Loopback Ws 
L-com's Single mode LC loopback cable is handy for a number of test applications. A generous yet manageable fiber a F 
loop virtually eliminates bend loss. avs 
SFOL-LC Single mode Fiber Loopback, Clipped LC 20.50 pe é SFOL-LC 
a 
L= Corn sete 
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OM1 62.5/125 Multimode Duplex Patch Cords 


L-com's OM1 62.5/125 fiber optic cables are 100% optically tested and utilize a PC polish. Check L-com.com for 
additional lengths, colors and connector options. All cable measurements are in meters. 1m=3.28ft. See L-com's 
Custom Cable Configurator to make your own length variations of existing cables in any whole foot or meter increment. 
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Item # Description 1-9 
OM1 62.5/125 Multimode Fiber Patch Cords 
PVC RISER (OFNR) RATED OPTIONS 
FODLC-01 OM1 Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Gray, 1.0m 17.70 
FODLC-02 OM1 Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Gray, 2.0m 19.89 
FODLC-03 OM1 Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Gray, 3.0m 21.89 
FODSC-01 OM1 Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Gray, 1.0m 16.65 
FODSC-02 OM1 Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Gray, 2.0m 18.50 
FODSC-03 OM1 Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Gray, 3.0m 19.25 
FODSTC-01 OM1 Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Gray, 1.0m 16.65 
FODSTC-02 OM1 Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Gray, 2.0m 17.95 
FODSTC-03 OM1 Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Gray, 3.0m 19.25 
FODSC-LC-01 OM1 Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Gray, 1.0m 28.19 
FODSC-LC-02 OM1 Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Gray, 2.0m 24.45 
FODSC-LC-03 OM1 Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Gray, 3.0m 25.75 
FODST-LC-01 OM1 Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Gray, 1.0m 25.25 
FODST-LC-02 OM1 Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Gray, 2.0m 26.55 
FODST-LC-03 OM1 Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Gray, 3.0m 27.85 
PLENUM (OFNP) RATED OPTIONS 
FODPLC-01 OM1 Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Gray, 1.0m 29.90 
FODPLC-02 OM1 Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Gray, 2.0m 30.90 
FODPLC-03 OM1 Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Gray, 3.0m 31.95 
FODPSC-01 OM1 Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Gray, 1.0m 18.90 
FODPSC-02 OM1 Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Gray, 2.0m 19.95 
FODPSC-03 OM1 Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Gray, 3.0m 21.00 
LOW SMOKE ZERO HALOGEN (LSZH) OPTIONS 
FODZLC-01 OM1 Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Gray, 1.0m 37.60 
FODZLC-02 OM1 Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Gray, 2.0m 39.15 
FODZLC-03 OM1 Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Gray, 3.0m 40.70 
FODZSC-01 OM1 Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Gray, 1.0m 15.50 
FODZSC-02 OM1 Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Gray, 2.0m 17.10 
FODZSC-03 OM1 Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Gray, 3.0m 18.65 


These multi-fiber MPO assemblies provide significant advantages in size by offering 12 times the density when 
compared to using separate SC connectors. Fan-out assemblies are ideal for making connections within rack or wall 
mounted fiber enclosures that utilize single fiber connectors and new Flex boot LC connectors are available for 
applications requiring a 90° bend or other situations with tight space constraints. 


6 or 12 FIBER RIBBON CABLES - MPO to MPO 


MPMM60M1-25 OM1 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 25.0m 172.00 
MPMM60M1-50 OM1 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 50.0m 276.00 
MPMM60M1-100 OM1 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 100.0m 484.05 
MPMM120M1-25 OM1 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 25.0m 196.85 
MPMM120M1-50 OM1 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 50.0m 312.85 
MPMM120M1-100 OM1 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 100.0m 545.45 
MTPFO6-25 OM1 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 25.0m 169.90 
MTPF06-50 OM1 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 50.0m 272.40 
MTPF06-100 OM1 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 100.0m 485.10 
MTPF12-25 OM1 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 25.0m 189.50 
MTPF12-50 OM1 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 50.0m 306.40 
MTPF12-100 OM1 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 100.0m 536.60 
6 or 12 FIBER FANOUT CABLES - MPO to LC or SC FANOUT 
MTPMO6-LC-01 OM1 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Orange, 1.0m 75.65 
MTPM06-LC-05 OM1 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Orange, 5.0m 92.65 
MTPM06-LC-10 OM1 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Orange, 10.0m 116.35 
MTPM12-LC-01 OM1 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Orange, 1.0m 114.30 
MTPM12-LC-05 OM1 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Orange, 5.0m 133.85 
MTPM12-LC-10 OM1 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Orange, 10.0m 160.65 
MTPMO06-SC-01 OM1 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Orange, 1.0m 66.40 
MTPMO6-SC-05 OM1 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Orange, 5.0m 85.45 
MTPMO6-SC-10 OM1 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Orange, 10.0m 116.35 
MTPM12-SC-01 OM1 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Orange, 1.0m 97.30 
MTPM12-SC-05 OM1 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Orange, 5.0m 118.40 
MTPM12-SC-10 OM1 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Orange, 10.0m 145.20 
6 or 12 FIBER FANOUT CABLES - MPO to LC FLEX BOOT FANOUT 
MPM60M1-FLC-1 OM1 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Orange, 1.0m 84.75 
MPM60M1-FLC-5 OM1 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Orange, 5.0m 103.80 
MPM60M1-FLC-10 OM1 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Orange, 10.0m 130.35 
MPM120M1-FLC-1 OM1 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Orange, 1.0m 128.05 
MPM120M1-FLC-5 OM1 12 Feber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Orange, 5.0m 149.95 
MPM120M1-FLC-10 OM1 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Orange, 10.0m 179.95 


OM1 62.5/125 Multimode LC Loopback 


L-com's OM1 LC loopback cable is handy for a number of test applications. A generous yet manageable fiber loop 


virtually eliminates bend loss. 


FOL-LC OM1 Fiber Loopback, Clipped LC 


15.70 
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OM2 50/125 Multimode Duplex Patch Cords DT igh 
L-com's OM2 50/125 fiber optic cables are 100% optically tested and utilize a PC polish. Check L-com.com for Performance LL 
fe ; ; 2 A and B Markers w 
additional length, color and connector options. All cable measurements are in meters. 1m=3.28ft. See L-com's Custom for Piabe? ee Multimode Fiber m 
Cable Configurator to make your own length variations of existing cables in any whole foot or meter increment. os 
Connections a 
Item # Description 1-9 <a 
OM2 50/125 Multimode Duplex Fiber Patch Cords = 
PVC RISER (OFNR) RATED OPTIONS (om | 
FODLC50-01 OM2 Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Orange, 1.0m 17.79 
FODLC50-02 OM2 Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Orange, 2.0m 19.89 
FODLC50-03 OM2 Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Orange, 3.0m 21.89 
FODSC50-01 OM2 Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Orange, 1.0m 16.65 
FODSC50-02 OM2 Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Orange, 2.0m 17.95 
FODSC50-03 ONM2 Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Orange, 3.0m 19.25 
FODSTC50-01 OM2 Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Orange, 1.0m 16.65 
FODSTC50-02 OM2 Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Orange, 2.0m 17.95 
FODSTC50-03 OM2 Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Orange, 3.0m 19.25 
FODSC50-LC-01 OM2 Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Orange, 1.0m 25.25 
FODSC50-LC-02 OM2 Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Orange, 2.0m 26.55 | Duplex SC, LC or ST Connectors, 
FODSC50-LC-03 OM2 Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Orange, 3.0m 27.85 
FODST50-LC-01 OM2 Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Orange, 1.0m 27.30 
FODST50-LC-02 OM2 Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Orange, 2.0m 28.60 
FODST50-LC-03 OM2 Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Orange, 3.0m 29.90 
PLENUM (OFNP) RATED OPTIONS 
FODPLC50-01 ON2 Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Orange, 1.0m 30.45 
FODPLC50-02 OM2 Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Orange, 2.0m 31.50 
FODPLC50-03 OM2 Fiber Cable, Dual LC/Dual LC, OFNP Jacket, Orange, 3.0m 31.00 
FODPSC50-01 OM2 Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Orange, 1.0m 18.90 
FODPSC50-02 OM2 Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Orange, 2.0m 19.95 
FODPSC50-03 OM2 Fiber Cable, Dual SC/Dual SC, OFNP Jacket, Orange, 3.0m 21.00 FC MTR ; 
LOW SMOKE ZERO HALOGEN (LSZH) OPTIONS C, MTRJ or mixed are 
: available at L-com.com 
FODZLC50-01 ONM2 Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Orange, 1.0m 38.35 
FODZLC50-02 OM2 Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Orange, 2.0m 39.90 
FODZLC50-03 OM2 Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Orange, 3.0m 41.50 
FODZSC50-01 OM2 Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Orange, 1.0m 15.50 
FODZSC50-02 OM2 Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Orange, 2.0m 17.10 
FODZSC50-03 OM2 Fiber Cable, Dual SC/Dual SC, LSZH Jacket, Orange, 3.0m 18.65 
OM2 50/125 Multimode MPO Fiber Ribbon and Fanout Cables 
These multi-fiber MPO assemblies provide significant advantages in size by offering 12 times the density when MPFF60M2 
compared to using separate SC connectors. Fan-out assemblies are ideal for making connections within rack or wall 
mounted fiber enclosures that utilize single fiber connectors and new Flex boot LC connectors are available for jypymeome 
applications requiring a 90° bend or other situation with tight space constraints. Ke, 
6 or 12 FIBER RIBBON CABLES - MPO to MPO \ 
MPMM60M2-25 OM2 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 25.0m 172.00 
MPMM60M2-50 OM2 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 50.0m 276.00 
MPMM60M2-100 OM2 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 100.0m 484.05 MPM60M2-LC 
MPMM120M2-25 OM2 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 25.0m 196.85 
MPMM120M2-50 OM2 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 50.0m 312.85 ; 
MPMM120M2-100 OM2 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Orange, 100.0m 545.45 | 
MPFF60M2-25 OM2 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 25.0m 168.35 
MPFF60M2-50 OM2 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 50.0m 272.40 
MPFF60M2-100 OM2 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 100.0m 480.45, 
MPFF120M2-25 OM2 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 25.0m 188.95 
MPFF120M2-50 OM2 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 50.0m 303.30 
MPFF120M2-100 OM2 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Orange, 100.0m 531.45 
6 or 12 FIBER FANOUT CABLES - MPO to LC or SC FANOUT 
MPM60M2-LC-1 OM2 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Orange, 1.0m 75.15 
MPM60M2-LC-5 OM2 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Orange, 5.0m 92.65 MPM120M2-SC 
MPM60M2-LC-10 OM2 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Orange, 10.0m 115.35 
MPM120M2-LC-1 OM2 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Orange, 1.0m 114.30 
MPM120M2-LC-5 OM2 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Orange, 5.0m 133.85 
MPM120M2-LC-10 OM2 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Orange, 10.0m 158.60 
MPM60M2-SC-1 OM2 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Orange, 1.0m 66.40 
MPM60M2-SC-5 OM2 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Orange, 5.0m 84.45 
MPM60M2-SC-10 OM2 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Orange, 10.0m 107.10 
MPM120M2-SC-1 OM2 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Orange, 1.0m 97.80 
MPM120M2-SC-5 OM2 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Orange, 5.0m 117.40 
MPM120M2-SC-10 OM2 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Orange, 10.0m 142.10 
6 or 12 FIBER FANOUT CABLES - MPO to LC FLEX BOOT FANOUT 
MPM60M2-FLC-1 OM2 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Orange, 1.0m 84.20 
MPM60M2-FLC-5 OM2 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Orange, 5.0m 103.80 MPM60M2-FLC 
MPM60M2-FLC-10 OM2 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Orange, 10.0m 129.20 
MPM120M2-FLC-1 OM2 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Orange, 1.0m 128.05 
MPM120M2-FLC-5 OM2 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Orange, 5.0m 149.95 
MPM120M2-FLC-10 OM2 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Orange, 10.0m 177.65 
: Flexes up to 90° 
OM2 50/125 Multimode LC Loopback in any direction FOL50-LC 
L-com's OM2 LC loopback cable is handy for a number of test applications. A generous yet manageable fiber loop 
virtually eliminates bend loss. a > 
FOL50-LC OM2 Fiber Loopback, Clipped LC 15.70 Uh _ 
tO 
L-com 
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yi:t OMS 10 Gig, Laser Optimized 50/125 Multimode Duplex Patch Cords, MPO Ribbon Gables and Fanouts 


OM3 10 Gig Rated, Laser Optimized 50/125 Multimode Duplex Patch Cords 
L-com's OM3 10 Gig rated 50/125 fiber optic cables are 100% optically tested and utilize a PC polish. 
Check L-com.com for additional length, color and connector options. All cable measurements are in meters. 
1m=3.28ft. See L-com's Custom Cable Configurator to make your own length variations of existing cables in any whole 
| foot or meter increment. 


A and B Markers 
for Proper y “< High 
Connections - g 


Performance 
Multimode Fiber 


FIBER OPTIC 


Duplex SC, LC or 
ST Connectors, 


FC, MTRJ or mixed are 
available at L-com.com 
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MPMM60M3-50 


MPFF60M3 MPMM60M3-100 
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y MPMM120M3-50 
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MPM60M3-LC 
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MPFF120M3-25 
MPFF120M3-50 
MPFF120M3-100 


MPM60M3-LC-1 
MPM60M3-LC-5 
MPM60M3-LC-10 


MPM120M3-LC-1 
MPM120M3-LC-5 
MPM120M3-LC-10 


MPM60M3-SC-1 
MPM60M3-SC-5 
MPM60M3-SC-10 
MPM120M3-SC-1 
MPM120M3-SC-5 
MPM120M3-SC-10 


Flexes up to 90° 
in any direction 


MPM120M3-FLC | 


MPM60M3-FLC-1 
MPM60M3-FLC-5 
MPM60M3-FLC-10 


MPM120M3-FLC-1 
MPM120M3-FLC-5 
MPM120M3-FLC-10 


6 or 12 FIBER FANOUT CABLES - MPO to LC or SC FANOUT 


6 or 12 FIBER FANOUT CABLES - MPO to LC FLEX BOOT FANOUT 


2015 Supplement Catalog 1.0 


Item # Description 1-9 

OM3 10 Gig Rated, Laser Optimized 50/125 Multimode Duplex Fiber Patch Cords 

PVC RISER (OFNR) RATED OPTIONS 
FODLC-10G-01 OMS Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Aqua, 1.0m 26.79 
FODLC-106-02 OMS Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Aqua, 2.0m 27.89 
FODLC-10G-03 OMS Fiber Cable, Dual LC/Dual LC, OFNR Jacket, Aqua, 3.0m 28.99 
FODSC-10G-01 OMS Fiber Cable, Dual SC/Dua! SC, OFNR Jacket, Aqua, 1.0m 20.80 
FODSC-10G-02 OMS Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Aqua, 2.0m 21.85 
FODSC-10G-03 OMS Fiber Cable, Dual SC/Dual SC, OFNR Jacket, Aqua, 3.0m 22.90 
FODST-10G-01 OMS Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Aqua, 1.0m 20.80 
FODST-10G-02 OMS Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Aqua, 2.0m 21.85 
FODST-10G-03 OMS Fiber Cable, Dual ST/Dual ST, OFNR Jacket, Aqua, 3.0m 22.90 
FODSC-LC10G-01 OMS Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Aqua, 1.0m 23.40 
FODSC-LC10G-02 OMS Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Aqua, 2.0m 24.45 
FODSC-LC10G-03 OMS Fiber Cable, Dual SC/Dual LC, OFNR Jacket, Aqua, 3.0m 25.50 
FODST-LC10G-01 OMS Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Aqua, 1.0m 23.40 
FODST-LC10G-02 OMS Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Aqua, 2.0m 24.45 
FODST-LC10G-03 OMS Fiber Cable, Dual ST/Dual LC, OFNR Jacket, Aqua, 3.0m 25.50 

LOW SMOKE ZERO HALOGEN (LSZH) OPTIONS 
FODZLC-0M3-1 OMS Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Aqua, 1.0m 28.75 
FODZLC-OM3-2 OMS Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Aqua, 2.0m 29.85 
FODZLC-0M3-3 OMS Fiber Cable, Dual LC/Dual LC, LSZH Jacket, Aqua, 3.0m 30.90 


OM3 10 Gig Rated, Laser Optimized 50/125 Multimode MPO Fiber Ribbon & Fanout Cables 


These multi-fiber MPO assemblies provide significant advantages in size by offering 12 times the density when 
compared to using separate SC connectors. Fanout assemblies are ideal for making connections within rack or wall 
mounted fiber enclosures that utilize single fiber connectors and new Flex boot LC connectors are available for 
applications requiring a 90° bend or other situation with tight space constraints. 


6 or 12 FIBER RIBBON CABLES - MPO to MPO 


OMS 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Aqua, 25.0m 266.75 
OMS 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Aqua, 50.0m 465.55 
OMS 6 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Aqua, 100.0m 862.60 
OMS 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Aqua, 25.0m 312.85 
OMS 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Aqua, 50.0m 545.45 
OMS3 12 Fiber Ribbon Cable, MPO Male/MPO Male, OFNR Jacket, Aqua, 100.0m 1010.60 
OMS 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Aqua, 25.0m 263.15 
OMS 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Aqua, 50.0m 461.40 
OMS 6 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Aqua, 100.0m 858.45 
OMS 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Aqua, 25.0m 303.30 
OM3 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Aqua, 50.0m 531.45 
OM3 12 Fiber Ribbon Cable, MPO Female/MPO Female, OFNR Jacket, Aqua, 100.0m 987.75 
OMS 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Aqua, 1.0m 79.30 
OMS 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Aqua, 5.0m 113.25 
OMS 6 Fiber Ribbon Cable, MPO Male/6x LC Fanout, OFNR Jacket, Aqua, 10.0m 156.55 
OM3 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Aqua, 1.0m 119.45 
OMS 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Aqua, 5.0m 158.60 
OM3 12 Fiber Ribbon Cable, MPO Male/12x LC Fanout, OFNR Jacket, Aqua, 10.0m 208.55 
OMS 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Aqua, 1.0m 70.50 
OMS 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Aqua, 5.0m 105.05 
OMS 6 Fiber Ribbon Cable, MPO Male/6x SC Fanout, OFNR Jacket, Aqua, 10.0m 148.30 
OM3 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Aqua, 1.0m 102.45 
OM3 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Aqua, 5.0m 142.10 
OMS 12 Fiber Ribbon Cable, MPO Male/12x SC Fanout, OFNR Jacket, Aqua, 10.0m 191.55 
OMS 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Aqua, 1.0m 88.85 
OMS 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Aqua, 5.0m 126.85 
OMS 6 Fiber Ribbon Cable, MPO Male/6x Flex LC Fanout, OFNR Jacket, Aqua, 10.0m 175.35 
OM3 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Aqua, 1.0m 133.80 
OMS 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Aqua, 5.0m 177.65 
OMS 12 Fiber Ribbon Cable, MPO Male/12x Flex LC Fanout, OFNR Jacket, Aqua, 10.0m 233.60 
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Connectivity 


Hundreds 
of modes 


OM1 62.5/125 and OM2 50/125 
multimode fiber is typically attached to 
communications equipment that use LED 
(light-emitting diode) transceivers that 
output hundreds of modes into the cable. 


OM3 and OM4 50/125 10 Gig or higher 
rated multimode fiber uses VCSEL 
(vertical cavity surface emitting laser) 
transceivers that use only a specific set of 
Modes instead of the hundreds of modes 
of traditional mulitmode fiber. 


When transmitting light through a fiber cable a phenomenon known as Modal 


_ Dispersion occurs, causing different modes of light to arrive at the receiving end of 


the cable at different times. The degree that this happens is determined by the 
fibers Refractive Index which is defined during the fiber manufacturing process. 

A multimode fiber cable's bandwidth is dictated by the combined performance of all 
its modes. For a traditional LED driven OM1 or OM2 cable, if several modes fall 
behind or get ahead, it has little influence or effect on the cables total bandwidth 
since it is few modes out of many. — 


As the need for increased speeds and bandwidth grew, 10. Gig VCSELS- were 
developed. These low cost lasers use only a specific set of modes. Since there are 
fewer modes, Modal Dispersion can have a great effect on a cable; since there are 
less modes, it takes fewer getting ahead or falling behind to degrade a fiber cable’s 
performance and bandwidth capacity. 10 Gig and 100 Gig, Laser optimized OM3 
and OM4 fibers were developed with enhanced Refractive Indexes specifically to 
achieve higher speeds over longer distances than traditional multimode cables. 
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2015 Supplement Catalog 1.0 Fiber Optic Bulk Cabling 
Bulk Fiber Optic Cabling - Sold by the Meter (1m = 3.28ft) How do fiber optics work? 


L-com offers the most popular types of Simplex, Duplex, Breakout and Distribution style cables. All are available from stock in = : mu 
1 meter intervals with a 25 meter minimum unless otherwise noted. Other cabling types are available by request. Jacket color TG) 0 li Vi d [o>] 
of bulk cable may vary. Contact L-com today for custom termination of bulk cable. (sy, nine video y 
NOTE: Bulk cable custom lengths are non-returnable. L-com.com/videos/A15 = 
Item # Description Color 1-9 Distribution Cable a 
(erm 
9/125 Single mode Bulk Fiber Cable pans oo 
DISTRIBUTION STYLE WITH 900m SUB UNITS STRENGTH : 
FOBSNGD6-M Single mode 6 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Yellow 2.60 ELEMENTS 
FOBSNGD12-M Single mode 12 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Yellow 7.20 
FOBSNGD24-M Single mode 24 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Yellow 11.60 
BREAKOUT STYLE WITH 2mm SUB UNITS 
. . 900 MICRON TIGHT OUTER JACKET 
FOBOS1IB2-M Single mode 2 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Yellow 5.10 BUFFERED FIBER 
FOBOS1IB4-M Single mode 4 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Yellow 5.75 
FOBOS1IB6-M Single mode 6 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Yellow 7.90 ; 
FOBOS1IB12-M Single mode 12 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Yellow 12.70 ae 6 FIBER COUNT 
PATCH STYLE SIMPLEX OR DUPLEX (ZIPCORD) WITH 2mm CABLE OD 
FOBOS1S-M Single mode Simplex Indoor OFNR Bulk Fiber Cable Yellow oils) 
FOBOS1Z-M Single mode Duplex (Zipcord) Indoor OFNR Bulk Fiber Cable Yellow 1.80 12 FIBER COUNT 
OM1 62.5/125 Multimode Bulk Fiber Cable 
DISTRIBUTION STYLE WITH 900m SUB UNITS 
FOB625D6-M OM1 6 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Orange 4.10 24 FIBER COUNT 
FOB625D12-M OM1 12 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Orange 6.20 
FOB625D24-M OM1 24 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Orange 17.40 
BREAKOUT STYLE WITH 2mm SUB UNITS 
FOBOM11B2-M OM1 2 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 5.50 
FOBOM1IB4-M OM1 4 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 6.50 Breakout Cable 
FOBOM1IB6-M OM1 6 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 9.10 
: COLOR-CODED 2.0mm SUB-UNITS CENTRAL 
FOBOM11B12-M OM1 12 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 16.00 THERMOPLASTIC JACKET MEMBER 
PATCH STYLE SIMPLEX OR DUPLEX (ZIPCORD) WITH 2mm CABLE 0D 
FOBOM1S-M OM1 Simplex Indoor OFNR Bulk Fiber Cable Orange 1.35 ARAMID 
FOBOM1Z-M OM1 Duplex (Zipcord) Indoor OFNR Bulk Fiber Cable Orange 1.95 STRENGTH 
ELEMENTS 
OM2 50/125 Multimode Bulk Fiber Cable 
DISTRIBUTION STYLE WITH 900m SUB UNITS 900 MICRON TIGHT 
FOBSO0D6-M OM2 6 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Orange 4.10 BUFFERED FIBER OUTER JACKET 
FOB500D12-M OM2 12 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Orange 6.20 
FOB500D24-M OM2 24 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Orange 18.20 
ecceeme — 2 FIBER COUNT 
BREAKOUT STYLE WITH 2mm SUB UNITS 
FOBOM2IB2-M OM2 2 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 5.40 
FOBOM2IB4-M OM2 4 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 7.85 
FOBOM2IB6-M OM2 6 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 10.50 4 FIBER COUNT 
FOBOM2IB12-M OM2 12 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Orange 17.30 
PATCH STYLE SIMPLEX OR DUPLEX (ZIPCORD) WITH 2mm CABLE OD 
FOBOM2S-M OM2 Simplex Indoor OFNR Bulk Fiber Cable Orange 1.30 
FOBOM2Z-M OM2 Duplex (Zipcord) Indoor OFNR Bulk Fiber Cable Orange 1.95 6 FIBER COUNT 
OM3 10 Gig Rated, Laser Optimized 50/125 Multimode Bulk Fiber Cable 
DISTRIBUTION STYLE WITH 900m SUB UNITS (50 meter minimum) 
FOB501D6-M OMS 6 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Aqua 9.75 
FOB501D12-M OM3 12 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Aqua 15.75 12 FIBER COUNT 
FOB501D24-M OMS3 24 Count Indoor/Outdoor OFNP Bulk Fiber Distribution Cable Aqua 26.75 
BREAKOUT STYLE WITH 2mm SUB UNITS (50 meter minimum) 
FOBOM3IB2-M OMS 2 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Aqua 7.00 
FOBOM3IB4-M OMS 4 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Aqua 8.65 i 
FOBOM3IB6-M OM3 6 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Aqua 12.55 Simplex Cable 
FOBOMS3IB12-M OM3 12 Count Indoor/Outdoor OFNP Bulk Fiber Breakout Cable Aqua 21.60 ARAMID STRENGTH 
PATCH STYLE DUPLEX (ZIPCORD) WITH 2mm CABLE OD ELEN OUTER JACKET 
FOBOM3Z-M OMS Duplex (Zipcord) Indoor OFNR Bulk Fiber Cable Aqua 2.30 
~ e e ° e 
Multimode, Single mode, Laser Optimized... Ler 
Me LP es 
: what does it all mean? BUFFERED FIBER 
Depending on the type of fiber cable and transceiver specification, different distances and speeds are supported per technology 
(i.e. 100Base FX, 1 Gigabit, 10 Gigabit etc). The size of the fiber core, bandwidth requirements and transceiver wavelengths (i.e. 
62.5/125, 850nm) are some of the considerations when designing a network with fiber. The transceiver is the driving force 
behind a fiber network and its specifications will generally determine what type of fiber cable is required. Always check the 7 
manufacturer's transceiver specifications for the equipment you are buying fiber cables for to get the best recommendation Duplex Zipcord 
about the type of ss you require. sae bieeP aby ARAMID STRENGTH OUTER JACKET 
The chart below outlines some common specifications and typical distance/speed limitations for the most popular fiber types. ELEMENTS 
Typical 1 Gig Typical 10 Gig Typical 100 Gig Typical 
Wavelength Distance Limitation | Distance Limitation | Distance Limitation (0) 0) 
-[ OM1, 62.5/125 Multimode 850/1310nm | 300m (984ft) 33m (108ft) 
OM2, 50/125 Multimode 850/1310nm | 600m (1,968ft) 82m (269ft) 900, MICRON TIGHT 
OM3, 10Gig Rated 50/125 Multimode 850/1310nm 1000m (3,280ft) 300m (984ft) 100m (328ft) 
OM4, 100Gig Rated 50/125 Multimode | 850/1310nm 1040m (3,411 ft) 550m (1804ft) 150m (492ft) 
0S1/082, 9/125 Single mode 1310/1550nm 100km (62miles) 70km (43.5miles) 40km (25miles) 
es 
L-cem a 
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Colored and Flex-Boot, Bend-Insensitive Patch Cords 2015 Supplement Catalog 1.0 


1 Explanation of Part Numbers Colored Fiber Patch Cords pene ae 
= Looking for a duplex fiber assembly in a non-standard color or to differentiate between similar cables of the 
i= SFOD 50- a same mode without hard to read cable labels? You can do that easily with L-com's colored fiber assemblies. 
a. eed Different colored jackets make it a snap to visually identify a cable. All cables have OFNR (Riser) jackets and 
oO | mapa: utilize PC polish connectors. See L-com.com for complete listings and use L-com's custom cable configurator 
ce Series Mode Length to create your own custom lengths. 
Ww No s let eo parca Cable Color cas ae 
a multimode che an YL Scam eran Item # Description 1-9 
i ae of comm © Of=40m | 9/125 Single mode Colored Duplex Patch Cords 
ce GR EF -~«10-10.0m | LC configurations shown below; see L-com.com for SC or ST listings 
RD GG «=«15=15.0m | Available in Blue, Green, Orange or Red (see standard offerings for Yellow) 
SFODLC-__-01 Single mode Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 1.0m 22.10 
SFODLC-__-03 Single mode Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 3.0m 24.00 
ts Ss a” SFODLC-__-05 Single mode Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 5.0m 26.00 
~ Complete 3 SFODLC-__-10 Single mode Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 10.0m 32.55 
Listings on Listings on Listings on - 
L-com.com| | __L-com.com|| __L-com.com OM1 62.5/125 Multimode Colored Duplex Patch Cords 


LC configurations shown below; see L-com.com for SC or ST listings 
Available in Blue, Green, Orange, Red or Yellow (see standard offerings for Gray) 


FODLC-__-01 OM1 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 1.0m 20.00 
FODLC-__-03 OM1 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 3.0m 22.00 
FODLC-__-05 OM1 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 5.0m 24.00 
oe FODLC-__-10 OM1 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 10.0m 31.20 
a OM2 50/125 Multimode Colored Duplex Patch Cords 
ff LC configurations shown below; see L-com.com for SC or ST listings 
"4 si y Available in Blue, Green, Red or Yellow (see standard offerings for Orange) 
FODLC-BL ”  FODST-RD FODLC50-__-01 OM2 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 1.0m 20.80 
FODLC50-__-03 OM2 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 3.0m 22.90 
et FODLC50-__-05 OM2 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 5.0m 24.00 
yy et a FODLC50-__-10 OM2 Fiber Cable, Clipped LC/Clipped LC, OFNR Colored Jacket, 10.0m 31.20 
‘es Dig et 4 e 
p> ; A and B markers make the connection ; 
| FODSC50-GR The "A" and "B" markers on duplex fiber jumpers assist in the proper Transceiver Transceiver 


F 
eer 


A and B markers explained 


connection between two transceivers. The transmit (Tx) port of one 
transceiver connects to the Receive (Rx) port of the second transceiver 
as illustrated at right. It is important to determine how the individual 
fibers in a duplex assembly are marked (A to A or A to B) to assure 
proper connections are made between the Tx and Rx ports of the 
transceivers, L-com's cables are labeled A to B. 


Explanation of Part Numbers Bend Insensitive Fiber Patch Cords with Flex Boot LC or SC Connectors 


These Flex Boot assemblies are designed to fit in tight spaces and in applications where a non-standard angle 
SF SRO? D B | F -O M 3- of connection is required. These patch cables are built using Bend-Insensitive fiber and feature OFNR (Riser) 


jackets along with LC or SC style Flex Boot connectors. These special boots can be bent in any angle up to 90° 


without exceeding the bend tolerance of the cable. Bend them into the angle that best fits your application. All 
sae att Fa eae pace connectors are PC polish. Please see L-com.com for complete listings and use L-com's custom cable 
Sattaea Single mode (only 02=20m | Configurator to create your own custom lengths. 
applies to OM3 03=3.0m lee 
Pe 05=5.0m Item # Description 1-9 
10=10.0m . was 
Gand nconetnve Connector Style 9/125 Single mode Flex Boot, Bend-Insensitive Duplex Patch Cords 
Flex Boot LC configurations shown below; see L-com.com for SC or LC to SC listings 
SFODBIFLC-01 Single mode Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Yellow, 1.0m 76.00 
SFODBIFLC-03 Single mode Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Yellow, 3.0m 79.70 
—_— i SFODBIFLC-05 Single mode Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Yellow, 5.0m 83.50 
rus i & Pee 
Fee wp Cosh x ly, . eee Listings Ae SFODBIFLC-10 Single mode Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Yellow, 10.0m 101.25 
—— iced OO ad OM2 50/125 Multimode Flex Boot, Bend-Insensitive Duplex Patch Cords 
LC configurations shown below; see L-com.com for SC or LC to SC listings 
FODBIFLC-01 OM2 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Orange, 1.0m 59.10 
FODBIFLC-03 OM2 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Orange, 3.0m 66.75 
FODBIFLC-05 OM2 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Orange, 5.0m 74.65 
FODBIFLC-10 OM2 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Orange, 10.0m 93.85 


| OM3 50/125 10 Gig Rated Multimode Flex Boot, Bend-Insensitive Duplex Patch Cords 
LC configurations shown below; see L-com.com for SC or LC to SC listings 


% 


SFODBIFLC FODBIFSC 


FODBIFLC-OM3-01 OM3 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Aqua, 1.0m 60.85 
FODBIFLC-OM3-03 0OM3 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Aqua, 3.0m 68.75 
FODBIFLC-OM3-05 0OM3 Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Aqua, 5.0m 76.85 
FODBIFLC-OM3-10 OMS Bend-Insensitive Fiber Cable, Dual Flex LC/Dual Flex LC, OFNR Jacket, Aqua, 10.0m 85.55 


L-com’s Flex Boot fiber connectors explained 


Did you know L-com’s Flex Boot fiber connectors can be bent in 
any direction from 180° to 90° without negatively affecting 
the performance of the fiber? They are great for connector 
stacking (shown right), tight spaces and right angles. They are 
also built using Bend Insensitive cable which has superior 
bend performance with negligible signal loss, even with a very 
small bend radius. 


Ff , 


FODBIFLC-OM3 
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Fiber Optic Couplers and Adapters 
These devices are used to join together individual connectorized fiber 
assemblies. They are often used in a patch panel and are mounted on sub- 
panels. If the two fiber assemblies to be connected have the same style fiber 
Coupler 
ST Connector F teh Connector 


Fiber Optic Coupler / Adapter Selection Matrix 
Use this matrix to locate the fiber optic coupler or adapter with the desired interface 
combination and with the appropriate body and alignment sleeve material. 


Fiber Optic Adapters and Couplers 


connectors (ST to ST, SC to SC, etc.) then the connecting device is called a 
coupler. If the two fiber assemblies to be connected have different style 
connectors (ST to LC, SC to LC) then the connecting device is called an adapter. 


ST Connector 


Simplex Adapter (FOA-21 1) 


If a specific type is not listed, please visit our web site at L-com.com for the latest 
information or call our technical support group at 800-343-1455 for assistance. 


SIMPLEX 


DUPLEX 


QUAD 


[ALRENTSLeEve mareRAL —eROwZE | —CeRawic—[ none | erowze | —cerawic—[ one | enonze | ceramic | eronze [ ceramic [bronze | ceramic] 


FOA-001A 
FOA-011A 


FOA-002MA 


ST to ST 
SC to SC 


FOA-003A 
FOA-013A 
FOA-033A 
FOA-019 (APC) 


FC to FC 


COUPLERS 


SMA906 to SMA906 
LC to LC 


MT-RJ to MT-RJ 


MPO to MPO 


ST to SC 


ST to FC 


ADAPTERS 


SC to FC 
SCto LC 


FOA-002 
FOA-004 


FOA-006M | FOA-006MA FOA-006 : 
FOA-020C | FOA-014 ae 


FOA-002A 
FOA-017 (APC) 


FOA-500A 
FOA-804 (APC) 


FOA-401 FOA-401A 


FOA-005M | FOA-OO5MA | FOA-005 | FOA-005A 


FOA-018 (APC) 


FOA-550A 
FOA-805 (APC) 
FOA-801 


FOA-560 | FOA-570 


CERAMIC BRONZE 


i SP Tip | What are alignment sleeves? 


_ The alignment sleeve is the most critical component of a fiber optic adapter. Bronze sleeves are more 
_ durable but the precision is not as good as ceramic. Ceramic ferrules offer a more precise alignment, but 
they are somewhat less durable. Bronze alignment sleeves are commonly used in multimode 
applications where precision alignment is not as critical. 


(YTip] Check out L-com's Custom Cable Configurator! 


Cavity for alignment sleeve 


— 


Better alignment Better durability 
More expensive eLess expensive 
eTypically single mode Typically multimode 


We understand that many applications require specific and precise lengths 
and connector combinations that off-the-shelf cables often don’t address, 
We created our Custom Cable Configurator to meet this need. Found on 


L-com.com/productconfigurator, the Custom Cable Configurator will let 


anyone create a custom cable in just 4 easy steps. 


Step 1: Go to L-com's Home Page 

Step 2: Click Technical Resources 

Step 3: Choose Custom Cable Configurators 

Step 4: Follow the drop-down menu and make your choices 


The Configurator allows you to create a cable in any whole number length 
in feet, meters or inches (length options may vary by cable type). You can 
also select your own connector options to choose what you need for each 
end of the cable. There is no minimum order requirement for fiber or coax 
cables and many assemblies can be produced in less than one week. Current 
configurable options include fiber optic, low-loss coaxial, RG style coaxial 
and modular Ethernet assemblies. Give L-com a call today and one of our 
trained reps will be happy to walk you through the menus to get you 
exactly what you are looking for. 
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Start at the L-com.com Home Page, click Technical Resources and 
then choose Custom Cable Configurators 


ey Product Toe (Fat Opie 


Product Style [Multimode Duplex Fiber (Best Delivery) sv 
E Connector 1 {LC (Clipped) 
Connector 2 ‘Site es : 


"| Cable Type (Mode, Jacket, 
and Color) : | Length 1 


Quantity'1___| | Calculate Price | 


Connector 1 Cable Type (Mode, Jacket, and Color) Connector 2 
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IES-2205 


IES-2208 


IES-2216 


IES-2210 


LCMC-M-2 


acon eee 
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LCPS-4024 


IES-2220 


IES-2206 


LCPS-6024 


LC-SNSW-C6-L 
Back view 


Front view 


Back view 


Front view 


Back view 


Front view 


LC-SNSW-C6-L 


LC-SNSW-FMMSC-LEC 


LC-SNSW-FMMSC-LEC 
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Item # Description List Price 


L-com 10/100TX IES-Series 5, 8 and 16 Port Industrial Fast Ethernet Switches 


L-com's IES-Series Industrial Ethernet Switch line offers ease of deployment, cost savings and robust switching. These rugged Industrial Ethernet 
switches feature auto-negotiating 10/100 RJ45 ports as well as easy to read system status LEDs. 


IES-2205 L-com IES-Series 5 Port 10/100TX Industrial Ethernet Switch 118.00 
IES-2208 L-com IES-Series 8 Port 10/100TX Industrial Ethernet Switch 178.00 
IES-2216 L-com IES-Series 16 Port 10/100TX Industrial Ethernet Switch 428.00 


L-com 10/100TX +2 Port 100FX IES-2206 Series Industrial Fast Ethernet Switches 


The IES-2206 Series Industrial Ethernet Switches feature four 10/100TX RJ45 ports and two fiber SC ports supporting Ethernet IP communications 
at 100Mbps. 


IES-2206-M2 L-com IES-2206 4 Port 10/100TX, 2 Port 100FX SC MM 2km 218.00 
IES-2206-S20 L-com IES-2206 4 Port 10/100TX, 2 Port 100FX SC SM 20km 248.00 
IES-2206-S40 L-com IES-2206 4 Port 10/100TX, 2 Port 100FX SC SM 40km 288.00 
IES-2206-S60 L-com IES-2206 4 Port 10/100TX, 2 Port 100FX SC SM 60km 548.00 
IES-2206-S80 L-com IES-2206 4 Port 10/100TX, 2 Port 100FX SC SM 80km 928.00 


L-com 10/100TX +2 Port 100FX IES-2210 Series Industrial Fast Ethernet Switches 
L-com's IES-2210 Series Industrial Ethernet Switches feature eight 10/100TX RJ45 ports and two fiber SC ports supporting Ethernet IP 
communications at 100Mbps. 


IES-2210-M2 L-com IES-2210 8 Port 10/100TX, 2 Port 100FX SC MM 2km 368.00 
IES-2210-S20 L-com IES-2210 8 Port 10/100TX, 2 Port 100FX SC SM 20km 418.00 
IES-2210-S40 L-com IES-2210 8 Port 10/100TX, 2 Port 100FX SC SM 40km 458.00 
IES-2210-S60 L-com IES-2210 8 Port 10/100TX, 2 Port 100FX SC SM 60km 698.00 
IES-2210-S80 L-com IES-2210 8 Port 10/100TX, 2 Port 100FX SC SM 80km 1078.00 


L-com 10/100TX +4 Port 100FX IES-2220 Series Industrial Fast Ethernet Switches 


IES-2220 Series Industrial Ethernet Switches are perfect for applications where IP enabled devices require networked communications. The rugged 
switches can be mounted to standard 35mm DIN rail and are powered by a 24V DC power supply (sold separately). 


IES-2220-M2 L-com IES-2220 16 Port 10/100TX, 4 Port 100FX SC MM 2km 738.00 
IES-2220-S20 L-com IES-2220 16 Port 10/100TX, 4 Port 100FX SC SM 20km 758.00 
IES-2220-S40 L-com IES-2220 16 Port 10/100TX, 4 Port 100FX SC SM 40km 828.00 
IES-2220-S60 L-com IES-2220 16 Port 10/100TX, 4 Port 100FX SC SM 60km 1088.00 
IES-2220-S80 L-com IES-2220 16 Port 10/100TX, 4 Port 100FX SC SM 80km 1349.00 


L-com Industrial Ethernet Media Converters 

L-com offers a series of plug and play Industrial Ethernet Media Converters which feature dual 10/100TX RJ45 ports as well as one duplex SC 
fiber port. The LCMC series consist of Multimode and Single mode versions with optics supporting up to 80 kilometers over Single mode for long 
haul industrial media converter applications. 


LCMC-M-2 L-com Industrial Ethernet Media Converter 2 Port 10/100TX, 1 Port SC Multimode 2km 158.00 
LCMC-S-20 L-com Industrial Ethernet Media Converter 2 Port 10/100TX, 1 Port SC Single mode 20km 228.00 
LCMC-S-40 L-com Industrial Ethernet Media Converter 2 Port 10/100TX, 1 Port SC Single mode 40km 308.00 
LCMC-S-60 L-com Industrial Ethernet Media Converter 2 Port 10/100TX, 1 Port SC Single mode 60km 568.00 


24 Volt DC DIN Rail Mount Power Supplies 

The LCPS series of power supplies provide a cost effective and reliable 24V DC power source for L-com's line of industrial Ethernet switches and 
media converters. These units can be installed on any standard 35mm DIN Rail and are NEC Class 2/LPS compliant. They also provide protection 
against short circuits, overloads, and over voltages. 


LOPS-4024 DIN Rail Mount Power Supply 24V DC 40W (1.6A) 79.00 
LCPS-6024 DIN Rail Mount Power Supply 24V DC 60W (2.5A) 90.00 
Item # Description List Price 


L-com Category 6 A/B Physical Layer Air Gap Network Switch Boxes 

L-com's Category 6 A/B Network Switches are physical layer hardware solutions which support a variety of switching or access and control 
applications all in a compact desktop enclosure. These switch boxes feature a unique relay technology that supports the switching mechanism. 
Additional configurations available at L-com.com. 


L-com Category 6 A/B Physical Layer Air Gap Network Switch Boxes - RJ45 Ports 


LC-SNSW-C6-L L-com Cat6 A/B Network Switch - Latching 350.70 
LC-SNSW-C6-LSC L-com Cat6 A/B Network Switch with Serial Control - Latching 378.00 
LC-SNSW-C6-LEC L-com Cat6 A/B Network Switch with Ethernet Control - Latching 488.25 


L-com Fiber Optic A/B Physical Layer Air Gap Network Switch Boxes - Multimode and Single mode 

L-com's fiber optic A/B Network Switches support a variety of switching or access and control applications all in a compact desktop enclosure. 
These fiber optic switch boxes feature a unique relay technology that supports the switching mechanism. Additional configurations available 
at L-com.com. 


L-com Multimode Fiber A/B Physical Layer Air Gap Network Switch Boxes - Duplex SC Connectors 


LC-SNSW-FMMSC-L L-com Multimode SC Fiber A/B Switch - Latching 794.85 
LC-SNSW-FMMSC-LSC L-com Multimode SC Fiber A/B Switch with Serial Control - Latching 822.15 
LC-SNSW-FMMSC-LEC L-com Multimode SC Fiber A/B Switch with Ethernet Control - Latching 928.20 
L-com Multimode Fiber A/B Physical Layer Air Gap Network Switch Boxes - Duplex ST Connectors 
LC-SNSW-FMMST-L L-com Multimode ST Fiber A/B Switch - Latching 794.85 
LC-SNSW-FMMST-LSC L-com Multimode ST Fiber A/B Switch with Serial Control - Latching 822.15 
LC-SNSW-FMMST-LEC L-com Multimode ST Fiber A/B Switch with Ethernet Control - Latching 928.20 
L-com Multimode Fiber A/B Physical Layer Air Gap Network Switch Boxes - Duplex LC Connectors 
LC-SNSW-FMMLC-L L-com Multimode LC Fiber A/B Switch - Latching 991.20 
LC-SNSW-FMMLC-LSC L-com Multimode LC Fiber A/B Switch with Serial Control - Latching 1017.45 
LC-SNSW-FMMLC-LEC L-com Multimode LC Fiber A/B Switch with Ethernet Control - Latching 1124.55 
L-com Single mode Fiber A/B Physical Layer Air Gap Network Switch Boxes - Duplex SC Connectors 
LC-SNSW-FSMSC-L L-com Single mode SC Fiber A/B Switch - Latching 1240.05 
LC-SNSW-FSMSC-LSC L-com Single mode SC Fiber A/B Switch with Serial Control - Latching 1266.30 
LC-SNSW-FSMSC-LEC L-com Single mode SC Fiber A/B Switch with Ethernet Control - Latching 1376.55 
L-com Single mode Fiber A/B Physical Layer Air Gap Network Switch Boxes - Duplex ST Connectors 
LC-SNSW-FSMST-L L-com Single mode ST Fiber A/B Switch -Latching 1240.05 
LC-SNSW-FSMST-LSC L-com Single mode ST Fiber A/B Switch with Serial Control-Latching 1266.30 
LC-SNSW-FSMST-LEC L-com Single mode ST Fiber A/B Switch with Ethernet Control - Latching 1376.55 
L-com Single mode Fiber A/B Physical Layer Air Gap Network Switch Boxes - Duplex LC Connectors 
LC-SNSW-FSMLC-L L-com Single mode LC Fiber A/B Switch - Latching 1435.35 
LC-SNSW-FSMLC-LSC L-com Single mode LC Fiber A/B Switch with Serial Control - Latching 1461.60 
LC-SNSW-FSMLC-LEC L-com Single mode LC Fiber A/B Switch with Ethernet Control - Latching 1568.70 
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Item # Description Maximum Segment Length List Price 
L-com 10Base-T RJ45 to 10Base-5 DB15M AU! Media Converter /Transceiver 


L-com's Super-Slim 10Base-T transceiver is small & lightweight, designed to connect your existing Thick Ethernet Adapter Card to a 10Base-T UTP 
network. This super-slim model accommodates installation into narrow slot spaces typically found in older SUN SPARC™, IBM®, RISC/6000™ and 
old Apple Macintosh™ systems. The transceiver converts 10Base-5 signals via a DB15M/AUI connector to a standard RJ45 Jack for 10Base-T 
Ethernet transmission over Unshielded Twisted-Pair cable. Port powered, no external power required. 


LCTP-10BT-10B5 L-com Ethernet Media Converter/Transceiver, 10Base-T RJ45 to 10Base-5 DB15M AU! 100m/500m 38.00 
L-com 10Base-T RJ45 to 10Base-2 Thinnet Coax BNC Media Converter 


L-com's 10Base-T RJ45 to 10Base-2 media converter is designed to connect your existing Thin Ethernet adapter card or Thin Ethernet Network to 
a 10Base-T UTP network. This converter repeats signals from Thin Ethernet for transmission over Unshielded Twisted-Pair (UTP) cable to a 
10Base-T hub. Powered by an external 12V DC 1.0A power supply (included). 


LCTP-10BT-10B2 L-com Ethernet Media Converter, 10Base-T RJ45 to 10Base-2 Thinnet Coax BNC 100m/185m 84.98 
L-com 10/100TX to 100FX Fast Ethernet Media Converters 


L-com's LCMC series of economical plug and play media converters are the perfect solution for extending Ethernet LANs. These robust media 
converters support half and full duplex operation, and feature easy to read system status LEDs. These converters are powered by an external 5V 
DC power supply (included). 


LCMC-MC-2 L-com Ethernet Media Converter 10/100TX RJ45 to 100FX Multimode Duplex SC 100m/2km 59.00 
LCMC-SA-25 L-com Ethernet Media Converter 10/100TX RJ45 to 100FX Single mode Duplex SC 100m/25km 88.00 
LCMC-SA-40 L-com Ethernet Media Converter 10/100TX RJ45 to 100FX Single mode Duplex SC 100m/40km 128.00 
LCMC-SA-60 L-com Ethernet Media Converter 10/100TX RJ45 to 100FX Single mode Duplex SC 100m/60km 148.00 
LCMC-SA-80 L-com Ethernet Media Converter 10/100TX RJ45 to 100FX Single mode Duplex SC 100m/80km 228.00 


L-com 10/100/1000TX to 1000FX ST/SC Gigabit Ethernet Media Converters 


L-com's LC-MCGxx-XX line of gigabit ethernet media converters offer users a cost effective solution to extend their gigabit network over Fiber optic 
cabling to a maximum distance up to 20km. Our LC-MCGxx-XX series of media converters are fully compliant with IEEE802.3, IEEE802.3U, 
IEEE802.3ab, 10/100/1000Base-Tx, and IEEE802.3z 1000Base-SX/LX standards. They can be used as standalone converters or installed into our 
LC-MCC14AA 14 slot Media Converter chassis. Operation status can be locally monitored through a set of diagnostic LEDs located on the front 
panel. These converters are powered by an external 5V DC power supply (included). 


LC-MCGMM-ST L-com Ethernet Media Converter 10/100/1000TX RJ45 to 1000SX Multimode ST 100m/2km 74.98 
LC-MCGMM-SC L-com Ethernet Media Converter 10/100/1000TX RJ45 to 1000SX Multimode SC 100m/2km 74.98 
LC-MCGSM-ST L-com Ethernet Media Converter 10/100/1000TX RJ45 to 1000LX Single mode ST 100m/20km 109.98 
LC-MCGSM-SC L-com Ethernet Media Converter 10/100/1000TX RJ45 to 1000LX Single mode SC 100m/20km 109.98 


L-com 10/100/1000TX to 1000SX/LX (SFP) Slot Gigabit Ethernet Media Converter 


L-com's LC-MCGSFP Gigabit Ethernet Media Converter is designed to meet the various needs for extending your network and is able to extend a 
copper based network via fiber cable to a maximum distance up to 80km. Our LC-MCGSFP is fully compliant with IEEE802.3, IEEE802.3U, 
IEEE802.3ab, 10/100/1000Base-Tx, and IEEE802.3z 1000Base-SX/LX standards. It can be used as a standalone converter or installed into our 
LC-MCC14AA Series 14 slot Media Converter chassis. Operation status can be locally monitored through a set of diagnostic LEDs located on the 
front panel. Powered by an external 5V DC power supply (included). 


LC-MCGSFP L-com Ethernet Media Converter 10/100/1000TX RJ45 to Single SFP Socket 74.98 
LC-SFPMM-220-550M L-com SFP Module Multimode Duplex LC (850nm) 220/550m 34.98 
LC-SFPMM-2 L-com SFP Module Multimode Duplex LC (1310nm) 2km 44.98 
LC-SFPSM-10 L-com SFP Module Single mode Duplex LC (1310nm) 10km 64.98 
LC-SFPSM-20 L-com SFP Module Single mode Duplex LC (1310nm) 20km 74.98 
LC-SFPSM-40 L-com SFP Module Single mode Duplex LC (1310nm) 40km 84.98 
LC-SFPSM-60 L-com SFP Module Single mode Duplex LC (1550nm) 60km 94.98 
LC-SFPSM-80 L-com SFP Module Single mode Duplex LC (1550nm) 80km 104.98 


L-com 14 Slot Media Converter Chassis with Dual Power Supplies 


L-com's LC-MCC14AA 14 Slot Media Converter Chassis provides real-time power backup. Each chassis comes equipped right out of the box with 
dual redundant power supplies. The LC-MCC14AA chassis is compatible with any of the L-com LC-MCG series media converters found on this 
page. The LC-MCG series Media Converters can be hot-swapped to change configuration requirements or replace malfunctioning units without the 
need to power down the chassis. Both power supplies feature status LEDs (Green = Functioning) (Red = Problem) to help you quickly identify which 
unit is experiencing a problem. There is also an audible alarm that sounds to alert you to the situation. The Dual power supplies are also truly hot- 
swappable, allowing you to replace a bad unit while the second unit continues to power the chassis and installed converters minimizing network 
disruptions. L-com also offers replacement power supplies so that you can keep an emergency spare on hand or be able to quickly order a 
replacement in the event you need one. 


¢ 19 Inch (48.3cm) Rack Mount Ready ¢ Easy to Install and Maintain ¢ Status LEDs and Audible Alarm to Alert 

¢ Supports up to 14 Media Converters ¢ Dual Redundant Power Supplies of Power Supply Problem 

¢ Hot Swap Media Converters ¢ Hot Swap Power Supplies 
LC-MCC14AA L-com 14 Slot Media Converter Chassis Dual 120V - 220V AC 60/50 Hz Power Supplies 224.98 

Accessories 

LC-MCCPWR-AC L-com Replacement AC Power Supply for LC-MCC14AA Chassis 54.98 
LC-MCC14-BRKT L-com Replacement Retention Bracket for LC-MCC14AA Chassis (5 pk) 9.98 
LC-MCC14-SCRW L-com Replacement Media Converter Bracket Screw for LC-MCC14AA Chassis (10 pk) 2.98 


L-com's SC-232 Series of RS232 to RS485 Interface Converters DB9M/DB9F 


L-com's SC-232 series of RS232 to RS485 & to RS485/422 converters provide an array of configuration options to meet your specific application 
requirements. Datasheets with additional specification details can be found on our website. 


SC-232-A L-com RS232 to RS485 Interface Converter, DB9M/DBOF, Half Duplex, Port Powered 59.00 

SC-232-B L-com RS232 to RS485 Interface Converter, DB9M/DBSF, Half Duplex, Externally Powered 69.00 

SC-232-C L-com RS232 to RS485/422 Interface Converter, DB9M/DB9F, Half/Full Duplex, Port Powered 59.00 

$C-232-D L-com RS232 to RS485/422 Interface Converter, DB9M/DBOF, Half/Full Duplex, Externally Powered, Opto-lsolated 69.00 

SC-232-E L-com RS232 to RS485/422 Interface Converter, DB9M/DBOF, Half/Full Duplex, Port Powered, Opto-lsolated 68.00 
5V DC Power Supply for SC-232 Series Interface Converters 

SC-5VDC-PWR 5VDC Power Supply for SC-232 Series Interface Converters 5.50 
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TERMS AND CONDITIONS 


Applicability of Terms and Conditions 


The Terms and Conditions on this page will govern all sales by L-com, Inc. 
and it's subsidiaries ("us", “we") unless otherwise agreed to in writing, 
signed by L-com at its home office in North Andover, Massachusetts, by 
an authorized agent. Terms and Conditions contained in Buyer’s purchase 
order or any other document that are different from or in addition to 
these Terms and Conditions are objected to, are rejected, and will not 
be binding on us. Buyer will be deemed to have agreed to these Terms 
and Conditions by issuing a purchase order number and upon receipt 
from us of a written acknowledgement of Buyer’s placement of an order. 
Not-withstanding the foregoing, if we at Buyer’s request, commence 
performance in any way prior to receipt by Buyer of our written 
acknowledgement, Buyer’s acceptance of these Terms and Conditions 
will be deemed to have occurred on the date such performance 
commences. If for any reason, our Quotation is deemed an acceptance 
of an offer made by Buyer, such acceptance is expressly conditioned 
on Buyer's assent to these Terms and Conditions, which assent will be 
evidenced by the earlier of Buyer’s acceptance of items delivered by us 
or any other performance by Buyer or by us. We will proceed to sell items 
only if Buyer assents to these Terms and Conditions. 


Application Disclaimer 


Products sold by us are not intended for use in life support or other 
medical devices or systems, life-critical applications, emergency 
response or safety related systems, or in connection with any product 
using nuclear power, or in the aircraft, aviation, aeronautical, aerospace, 
defense or related industries or for uses or in industries not otherwise 
provided in the product description. Any such use of products sold by us 
is at Customer's sole risk, and Customer agrees to indemnify and hold 
us harmless from and against any loss, claims, damages, liability, or cost 
(including court costs and attorney’s fees) resulting from such use or sale 
by our Customer or any customer of our Customer. Due to the numerous 
factors affecting the operating range of radio frequency systems we 
specifically do not guarantee operating range. Customers are urged to 
contact a local Professional Installer for assistance in designing and 
installing any Products. We do not provide installation services or design 
services. Therefore any assistance or advice provided by one of our 
employees or representatives in selecting equipment is given on a best- 
effort basis, and should not be relied upon for final decision of product 
selection by Customer. 


Call Monitoring 


As a part of a commitment to continuous improvement, we utilize 
systems to monitor incoming and outgoing telephone calls with 
customers to ensure quality of service. 


Confidentiality 


Buyer agrees that all information furnished by or obtained from us in 
connection with the sale of items hereunder will be confidential, and 
Buyer agrees not to (i) disclose any such information to any other person, 
Or (ii) use such information for any purpose, other than performing this 
contract. 


FCC Part 15 and Part 97 Notice 


For systems operating within the jurisdiction of the FCC, customer 
acknowledges that any amplification device it purchases is intended 
for use only in a transmission system certified under Part 15, Part 97 
or other applicable section of the rules and regulations of the Federal 
Communications Commission. 


International Orders 


International orders may be subject to any applicable customs duties, 
VAT, and taxes in the country of destination, all of which are the 
responsibility of the customer. If this transaction involves an export 
under Export Administration Regulations, the products exported by 
us are exported in accordance with the current Export Administration 
Regulations. Diversion, use, export or re-export contrary to United States 
law is prohibited. The commodities, technology and/or software sold or 
distributed under these terms and conditions of sale may not be exported 
or re-exported to Cuba, Iran, Libya, Sudan, North Korea or Syria or to 
other countries, entities and persons that are ineligible under United 
States law to receive United States commodities, technology and/or 
software. 


Jurisdiction and Venue 


Customer agrees that any legal action brought against us shall be 
governed by the laws of the State of Massachusetts or State of Florida 
(respectively) without regard to its conflict of law principles. Customer 
agrees that the sole jurisdiction and venue for any litigation arising from 
any purchase shall be an appropriate federal or state court of competent 
jurisdiction located in Essex County, Massachusetts or Palm Beach 
County, Florida. 

Limitation of Liability 

In no event shall we, our Directors, Officers, Employees and 
Representatives be liable for indirect, special, incidental, consequential, 
punitive or other damages including but not limited to loss of use, loss of 
data, loss of business income or profits or breach of implied warranties of 
any kind arising out of the purchase, use or performance of the Products, 
whether or not it has been advised of the possibility of such damages. 
Some localities do not allow the exclusion or limitation of incidental or 
consequential damages, so the above limitation or exclusion may not 
apply to you. 

Remedies and Limitations on Remedies 

In the event of any material breach of the warranty, we will, at our sole 
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option, credit Buyer’s account or repair any defective goods or furnish a 
replacement part or goods, all subject to Buyer providing written notice 
of the alleged breach within the time required. The remedies set forth 
herein shall be the sole and exclusive remedies available to buyer so that 
our credit of Buyer's account or repair or replacement is a fulfillment of 
all our obligations. We shall not be liable for any special, consequential, 
incidental or punitive damages of any kind, nor under any circumstance 
shall we be liable for damages beyond the price of the goods purchased 
by Buyer, whether in contract, in tort or under any warranty or other use. 
Notices 

Any notice to us required or permitted hereunder will be deemed to have 
been effectively delivered if in writing and served by personal delivery to 
us or sent by registered or certified mail with return receipt requested, 
postage prepaid, to us at the address specified. 

Order Acceptance 


Your receipt of an email or other form of order confirmation does not 
constitute our acceptance of your order or a confirmation of an offer 
to sell. We reserve the right, without prior notification, to limit the order 
quantity on any item and/or refuse service to any customer. All orders 
are subject to review and acceptance by us. Verification of information 
may be required prior to the acceptance of any order. 

Pricing and Specifications 

All prices and specifications are subject to change without notice. We 
reserve the right to change pricing, products and specifications, or 
discontinue items at our sole discretion for any reason whatsoever 
including, but not limited to changing market conditions, product 
discontinuation, component unavailability, manufacturing cost changes 
and errors in advertisements. 

Returns 


Customers wishing to return products must first obtain a Return Material 
Authorization (RMA) number from a Customer Service representative. 
This number must be printed on the outside of the package in order for 
it to be received and processed. Merchandise must be shipped prepaid. 
We will determine if credit will be issued upon evaluation of the product 
and packaging after it’s returned to us. Other details concerning returns 
are as follows: 

Stock Item Returns 


Items ordered in error must have a Return Material Authorization (RMA) 
number issued within 30 days of the original order. These parts are 
eligible for full credit only if the returned products and packaging are 
in mint and salable condition. A repackaging/restocking charge not 
to exceed 25% of the sale price may be charged on any products not 
returned unopened. Under no circumstances will credit be issued after 
30 days from date of invoice or for orders exceeding $500.00 in total 
value. All freight charges are the responsibility of the customer. 

Custom Product and Tool Returns 


Custom Products and tools are not returnable for any reason unless they 
are found to be defective. 


Defective Item Returns 


Defective items must have a Return Material Authorization (RMA) 
number called in prior to shipping. 


Distributed Item Returns 


Products distributed by L-com, Inc. carry the warranty of the respective 
manufacturer only. After 30 days from invoice all merchandise returns for 
distributed products must be handled directly with that manufacturer in 
accordance with their warranty. 

Sales and Use Taxes 


Any L-com orders shipped to or picked up in California, Florida, 
Massachusetts, Washington, Texas, Pennsylvania, New Jersey or 
Michigan will include applicable sales tax. The Customer must pay this 
tax to L-com unless the Customer provides a valid "Exempt or Resale 
Certificate" for the applicable state when establishing their account. 
Customer shall be solely responsible for all sales or use taxes, or other 
taxes, on orders shipped to any other state. Sales tax will be charged on 
product cost and shipping and handling where applicable and required 
by law. 

Shipping and Processing 

All orders are shipped FOB our plant in North Andover, MA or our plant 
in Boca Raton, FL, respectively. The minimum shipping and processing 
charge for domestic ground shipments is $10.95. 

Shortages 

Claims for shortages must be reported within 5 business days 
of receiving the order, otherwise these orders will be deemed 
as complete. 

Tolerances and Variations 


Except in the particulars specified by Buyer and agreed to in writing by 
us, the goods being sold to Buyer will be produced in accordance with 
our standard practices. All goods, however, including those produced to 
meet an exact specification, will be subject to tolerance and variations 
consistent with good manufacturing practices in regard to dimension, 
weight, section, composition, mechanical and electrical properties; to 
normal variations in surface and internal conditions and in quality; and 
to deviations from tolerances and variations consistent with practical 
testing and inspection methods. 


Export Compliance 
Each party agrees to comply with all applicable governmental 


regulations including, but not limited to, the requirements of Arms 
Export Control Act, 22 U.S.C.27512794, the International Traffic in Arms 
Regulations (ITAR), 22 C.F.R. 120 et seq., and the Export Administration 
Regulations, 15 C.F.R. 730774 as they relate to the import, export, re- 
export, transfer or re-transfer of information and/or Products and/or 
Buyer or Seller Property. Without limiting the foregoing, neither the Buyer 
nor the Seller shall disclose or deliver any information or Products and/ 
or Buyer or Seller Property provided hereunder in any manner contrary to 
any applicable export or import laws and regulations. The Buyer and the 
Seller acknowledge that these laws and regulations impose restrictions 
on import, export and transfer to third countries of certain categories of 
information and products, and that authorizations or licenses from the 
applicable regulatory agency may be required before such information 
and Products and Buyer or Seller property can be disclosed or delivered 
hereunder, and that such authorizations or licenses may impose further 
restrictions on use and further disclosure or delivery of such information 
and Products and/or Buyer or Seller Property. 


The Seller shall not be liable for delays or refusals by governmental 
authorities or other authorities to grant licenses or approvals, nor for 
suspension or revocation thereof, nor for changes in export classification. 
Buyer must deliver requested information, including requested end- 
user information, necessary for export licenses to be granted, and 
or necessary for the Seller to determine if a license or other type of 
authorization is required. 


For all Custom orders, Buyer shall provide Seller with export classification 
information for all Buyer property and information (including Buyer 
drawings) delivered to Seller in relation to this order. Export classification 
information includes the applicable export control classification, the 
country of origin and, for hardware only, the Harmonized Tariff Code. 
For such Custom orders, Seller will supply Buyer with similar export 
classification information for Products and/or information for which 
Seller has design authority. Buyer and Seller will promptly notify the other 
upon a change in classification information 


Warranty 


We warrant our manufactured products and assemblies for a period of 
one year from time of purchase. These products are warranted against 
defects in workmanship or materials under normal use. We cannot 
warranty our products in case of misuse, acts of God, or consequential 
damage. Alteration of product cancels all warranties. Under no 
circumstances will we be responsible for any damage beyond the 
replacement cost of the defective merchandise. We reserve the right to 
repair or replace any products that are returned under warranty. Products 
distributed by us carry the warranty of the respective manufacturer only. 
Goods manufactured by us to meet Buyer’s instructions, specifications 
or requirements are subject to a plus or minus deviation of five percent 
(5%) in quantity. This warranty applies to the original purchaser only and 
is not transferable. This limited warranty covers normal use. The limited 
warranty does not cover damage incurred during shipment, caused by 
impact with other objects, dropping, immersion in liquid; service by 
anyone other than us, use not in accordance with instructions, accident, 
abuse, misuse, natural disasters such as flood, fire, earthquake or 
lightning, power surges and problems caused by use of power supplies 
not supplied by us. Warranty coverage will not apply in the event the 
serial number or brand-name has been removed, altered or defaced. 
EXCEPT AND TO THE EXTENT EXPRESSLY SET FORTH ABOVE, THERE 
ARE NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT 
LIMITED TO, ANY WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE AND WE EXPRESSLY DISCLAIM ALL WARRANTIES 
NOT STATED HEREIN. Some states do not allow the exclusion of implied 
warranties or limitations on how long an implied warranty lasts, so the 
above limitation may not apply to you. This warranty gives you specific 
legal rights, and you may also have other rights that vary from state 
to state. 

Privacy Policy 

We collect the mail address, e-mail address, and phone information of 
those who communicate with us via written correspondence, e-mail, 
phone calls and information volunteered by the customer such as 
survey information and/or site registration. The information that you 
give us and information about your order may be combined with other 
personally identifiable information (such as demographic information 
and past purchase history) available from our records and other 
sources. This information will be used to make our future marketing 
efforts more efficient. This information may also be shared with other 
marketers to bring you offers of interest. If you prefer that we do not 
share your name and address with other marketers, please e-mail us at 
update@L-com.com or write us at the address below. L-com, Inc. 
Attn: Mailroom Manager, 45 Beechwood Drive, North Andover, 
MA 01845. 


Trademarks and Copyright Notice 


All trademarks referenced in this catalog or website may be the service 
mark, trademark, or registered trademark of the respective manufacturer. 
Copyright © 1985-2008 L-com, Inc. All rights reserved. L-com, the 
L-com Logo and Micropulse are trademarks or registered trademarks of 
L-com, Inc in the United States and/or other countries and may not be 
used without permission of L-com, Inc. HyperAmp, HyperGain, HyperLink 
Logo, the Hyper-Man character and HyperLink Wireless Audio/Video 
logo are trademarks or registered trademarks in the United States 
and/or other countries and may not be used without the permission of 
L-com Inc. 
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Who we are............ 
L-com is a global 
manufacturer of wired and 
wireless connectivity products. 
We produce the fundamental 
network hardware, cable and 
cable assemblies, connectors, | 
antennas, amplifiers and other } 
wireless accessories (lightning 
protectors, NEMA boxes, 
etc.)-that support the most 
demanding and sophisticated 
connectivity applications in 
the world. 
Our customers range from large international manufacturers (over 90% of the Fortune 1000), to 
university and industrial research laboratories, to the US Military and other organizations that 
depend on flawless execution by mission-critical network components. 
What we do............ 
Our products are designed and manufactured for 
use in exceptionally demanding conditions - high speed 
data centers, harsh environments, military, 
aeronautics, satellites - and many other 
challenging applications. 
ghee ge 
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For customers facing those conditions, we often provide more than just the products themselves. 
We also help our customers to design and engineer their connectivity solutions, sometimes 
including products custom-manufactured to meet highly specific situational needs. In that respect, 
our technical support group acts as an extension of our customers’ engineering staffs. From six 
locations in the U.S. and China, L-com manufactures and sells under the L-com, HyperLink, 
MilesTek and Aiconics Brands. 
To see all of our manufacturing solutions go to our website L-com.com. | 
NEW Call Center Hours: 8:00 A.M. - 8:00 P.M. ET (Including Tech Support) 
Methods of Payment: (Domestic C.0.D. ground only) Shipping and Processing A Norton 
SECURED 
aaa) — The MINIMUM shipping and processing charges are as follows: wrtaekiie cesta 
* L-com account isa, Domestic ground shipments: $10.95 
Domestic ground C.0.D.: $21.95 ax. 
“pea Canadian ground shipments: $16.95 
epee mete: Outside the USA Ae Canada: $25.00 f Ly option igs: 
¢ Next Day Air Next Business Day by 10:30 Exact shipping charges will be added to your invoice. | BBB. ; 
* Second Day Air —_Two Business Days All orders are shipped FOB our plant in North Andover, MA 
¢ Ground 3-5 Business Days, Continental US Only or our plant in Boca Raton, FL, respectively. 
ee 
L-com oe .., 
Online: L-com.com | Toll Free: 800-350-5266 | E-mail: sales@L-com.com | Fax: 978-689-9484 _ Connectivity 
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} L-com Global Connectivity Cc is 

45 Beechwood Drive com 

North Andover, MA 01845-1092 if undeliverable to addressee, please route to MIS/LAN, 


Engineering or Purchasing Department. 


For priority service, please reference the codes below. if Hi! if! nit | Mf} aT ed ij! pity} Wty {y fplyal LD tf 
MAIL CODE: FOSS ECECKOEaCCCAKALITOICKS DIGIT ae073 
CONTACT ID: STEVE STROH 
STEVE STROH ENTERPRISES 
PO BOX SA OF 92 
REDMON WA aso7 35-0084 PA? 
YOUR ACCOUNT aQg5 
REPRESENTATIVE: B63 


Wired and Wireless Networking 
Products for Every Application 
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Antennas 


RF Signal 
Splitters 


Wireless USB 
Ethernet Adapters 


Low-Loss ; ai Coaxial 


Coaxial Cables Surge Protectors 


Media 
FY A Converters 
\ 1 


Fiber Optic 
Cables 


Cat5e/6/6a 
Ethernet Ethernet Cables 


Surge Protectors 


Industrial NEMA 
Enclosures 


. > Equipment Racks, 
Cat5e/6/6a “he ae Cabinets and Patch Panels 


Ethernet Cables 


Toll Free Ordering and Technical Support: 800-350-5266 L-com.com 


